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	Reason for change:
	In RAN2#109bis-e, the CR R2-2003275 was agreed to remove the ambiguity present for the parameters csi-RS-IM-ReceptionForFeedback, csi-RS-ProcFrameworkForSRS and csi-ReportFramework. Namely, it was ambiguous which fields may be contained in which instance of the IE type ”Phy-ParametersFRX-Diff” for such parameters, and in which cases the network should take those three fields into account. 

Such corrections from the CR R2-2003275 were captured in the field descriptions in 38.331, while the corresponding field descriptions in 38.306 remained with such ambiguity. Hence, the ambiguity from 38.306 should also be corrected. 

The CR for 38.331 R2-2003275 contained the following in the summary of change:

1) Clarify that fr1-fr2-Add-UE-NR-Capabilities does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.

2) Clarify that the UE shall not include the fields csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework in any other instance of the IE Phy-ParametersFRX-Diff than the one in fr1-fr2-Add-UE-NR-Capabilities.

3) Clarify that the network should observe those three values if it configures the UE with serving cells on both FR1 and FR2 bands.

For 38.306, it is sufficient to clarify the aspect 3) above, since 1) and 2) are closely related to ASN.1 and can be kept in 38.331 only.

In addition, for Rel-16, such clarification should also apply to the parameter csi-ReportFrameworkExt-r16.

Impact Analysis
Impacted 5G architecture options: Standalone, EN-DC, NR-DC 
		 
Impacted functionality: CSI related capabilities

If the UE is implemented according to the CR but the NW is not, there is no inter-operability issue, assuming that the aforementioned CSI related capabilities should follow the interpretation captured in 38.331 and not the one in 38.306. 
If the NW is implemented according to the CR but the UE is not, there is no inter-operability issue, assuming that the aforementioned CSI related capabilities should follow the interpretation captured in 38.331 and not the one in 38.306.  

	
	

	Summary of change:
	Clarify that the network should observe the parameters above if it configures the UE with serving cells on both FR1 and FR2 bands.

	
	

	Consequences if not approved:
	The parameters will remain with different interpretations across 38.331 and 38.306. If 38.306 interpretation is followed, the network may fail to interpret which functionality the UE supports when configured with FR1/FR2 CA/DC, and it may configure functionality which the UE does not (possibly resulting in a connection failure), or it may refrain from configuring functionality which the UE supports.
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	Other comments:
	It contains the changes for the corresponding mirror CR to Rel-15 with the changes to csi-RS-IM-ReceptionForFeedback/csi-RS-ProcFrameworkForSRS/ csi-ReportFramework, and correction to csi-ReportFrameworkExt-r16.
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************ omitted unchanged parts ************

	csi-ReportFramework
See csi-ReportFramework in 4.2.7.2. If the network configures the UE with serving cells on both For a band combination comprised of FR1 and FR2 bands, this parameter, if present, limits the corresponding parameter in MIMO-ParametersPerBand.
	UE
	Yes
	No
	N/A

	csi-ReportFrameworkExt-r16
See csi-ReportFramework in 4.2.7.2. If the network configures the UE with serving cells on bothFor a band combination comprised of FR1 and FR2 bands, this parameter, if present, limits the corresponding parameter in MIMO-ParametersPerBand.
	UE
	No
	No
	N/A

	csi-ReportWithoutCQI
Indicates whether UE supports CSI reporting with report quantity set to 'CRI/RI/i1' as defined in clause 5.2.1.4 of TS 38.214 [12].
	UE
	No
	No
	Yes

	csi-ReportWithoutPMI
Indicates whether UE supports CSI reporting with report quantity set to 'CRI/RI/CQI' as defined in clause 5.2.1.4 of TS 38.214 [12].
	UE
	No
	No
	Yes

	csi-RS-CFRA-ForHO
Indicates whether the UE can perform reconfiguration with sync using a contention free random access with 4-step RA type on PRACH resources that are associated with CSI-RS resources of the target cell.
	UE
	No
	No
	No

	csi-RS-IM-ReceptionForFeedback
See csi-RS-IM-ReceptionForFeedback in 4.2.7.2. If the network configures the UE with serving cells on For a band combination comprised of FR1 and FR2 bands, this parameter, if present, limits the corresponding parameter in MIMO-ParametersPerBand.
	UE
	Yes
	No
	N/A

	csi-RS-ProcFrameworkForSRS
See csi-RS-ProcFrameworkForSRS in 4.2.7.2. If the network configures the UE with serving cells on bothFor a band combination comprised of FR1 and FR2 bands, this parameter, if present, limits the corresponding parameter in MIMO-ParametersPerBand.
	UE
	No
	No
	N/A
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