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	Reason for change:
	1. “The SI-window starts at the subframe #a” is not correct in 5.2.3a	Acquisition of an SI message by BL UE or UE in CE or a NB-IoT UE because the start of SI-window for BL UE or UE in CE is different from normal UE in 5.2.3. For BL UE or UE in CE, the SI-window should start at the subframe #0 in the radio frame for which SFN mod T = FLOOR(x/10).

2. The posSI-Periodicity of the concerned SI message in 5.2.3a	Acquisition of an SI message by BL UE or UE in CE or a NB-IoT UE is missing because BL UE or UE in CE also support acquisition of the concerned posSI message.

	
	

	Summary of change:
	1. “3>	the SI-window starts at the subframe #a, where a = x mod 10, in the radio frame for which SFN mod T = FLOOR(x/10) + 8, where T is the si-posPeriodicity of the concerned SI message;” was deleted.
2. The posSI-Periodicity is added as the concerned SI message for BL UE or UE in CE.

Impact analysis

Impacted functionality: 
  Positiong SI message

Inter-operability:
1. [bookmark: OLE_LINK9][bookmark: OLE_LINK10]If the network is implemented according to the CR and the UE is not, UE cannot receive any posSI message in the SI-window calculated according to the current spec.
2. If the UE is implemented according to the CR and the network is not, UE cannot receive any posSI message in the SI-window calculated according to the current spec.

	
	

	Consequences if not approved:
	  The SI-window calculated for posSI by BL UE or UE in CE is wrong. 
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When acquiring an SI message, the BL UE or UE in CE or NB-IoT UE shall:
1>	determine the start of the SI-window for the concerned SI message as follows:
2>	if the concerned SI message is configured in the schedulingInfoList, schedulingInfoListExt (if present) or if the concerned SI message is configured in the posSchedulingInfoList and si-posOffset is not configured;
3>	for the concerned SI message, determine the number n which corresponds to the order of entry in the concatenated list of SI messages configured by schedulingInfoList, schedulingInfoListExt (if present) in SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) and posSchedulingInfoList in SystemInformationBlockType1-BR;
3>	determine the integer value x = (n – 1)*w, where w is the si-WindowLength-BR (or si-WindowLength in NB-IoT);
2>	else if the concerned SI message is configured by the posSchedulingInfoList and si-posOffset is configured determine the start of the SI-window for the concerned SI message as follows:
3>	determine the number m which corresponds to the number of SI messages with an associated si-Periodicity of 8 radio frames (80 ms), configured by schedulingInfoList and schedulingInfoListExt (if present) in SystemInformationBlockType1-BR;
3>	for the concerned SI message, determine the number n which corresponds to the order of entry in the list of SI messages configured by posSchedulingInfoList in SystemInformationBlockType1-BR;
3>	determine the integer value x = m*w + (n – 1)*w, where w is the si-WindowLength-BR;
3>	the SI-window starts at the subframe #a, where a = x mod 10, in the radio frame for which SFN mod T = FLOOR(x/10) + 8, where T is the si-posPeriodicity of the concerned SI message;
2>	if the UE is a NB-IoT UE:
3>	the SI-window starts at the subframe #0 in the radio frame for which (H-SFN * 1024 + SFN) mod T = FLOOR(x/10) + Offset, where T is the si-Periodicity of the concerned SI message and, Offset is the offset of the start of the SI-Window (si-RadioFrameOffset);
2>	else:
3>	the SI-window starts at the subframe #0 in the radio frame for which SFN mod T = FLOOR(x/10), where T is the si-Periodicity or the posSI-Periodicity of the concerned SI message;
1>	if the UE is a NB-IoT UE:
2>	receive and accumulate SI message transmissions on DL-SCH from the start of the SI-window and continue until the end of the SI-window whose absolute length in time is given by si-WindowLength, starting from the radio frames as provided in si-RepetitionPattern and in subframes as provided in downlinkBitmap, or until successful decoding of the accumulated SI message transmissions excluding the subframes used for transmission of NPSS, NSSS, MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB and SystemInformationBlockType1-NB. If there are not enough subframes for one SI message transmission in the radio frames as provided in si-RepetitionPattern, the UE shall continue to receive the SI message transmission in the radio frames following the radio frame indicated in si-RepetitionPattern;
1>	else:
2>	receive and accumulate SI message transmissions on DL-SCH on narrowband provided by si-Narrowband, from the start of the SI-window and continue until the end of the SI-window whose absolute length in time is given by si-WindowLength-BR, only in radio frames as provided in si-RepetitionPattern and subframes as provided in fdd-DownlinkOrTddSubframeBitmapBR in bandwidthReducedAccessRelatedInfo, or until successful decoding of the accumulated SI message transmissions;
1>	if the SI message was not possible to decode from the accumulated SI message transmissions by the end of the SI-window, continue reception and accumulation of SI message transmissions on DL-SCH in the next SI-window occasion for the concerned SI message;
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