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1. Overall Description:

RAN2 thanks RAN4 for the LS on Rel-17 UL Tx switching, RAN2 has discussed Rel-17 UL Tx switching signalling based on the RAN4 and RAN1 conclusions. However, on the capability signalling design, RAN2 has identified some issues that need clarification: 
Question 1: 	For a given band combination, whether a UE can support different “UL Tx switching option” and “power boosting” capabilities for different supported UL Tx switching scenarios (e.g. 2-carriers or 3-carriers, 1Tx-2Tx or 2Tx-2Tx)?
Question 2: 	For a given band pair in a band combination, whether a UE can report different switching period and DL interruption capability values in each of following cases?
· Case 1: 1Tx-2Tx switching between two uplink carriers and 1Tx-2Tx switching between 1 carrier on Band A and 2 contiguous carriers;
· Case 2: 2Tx-2Tx switching between two uplink carriers and 2Tx-2Tx switching between 1 carrier on Band A and 2 contiguous carriers. 
Question 3: 	For a given band combination, whether there is a restriction that a UE supporting Rel-17 UL Tx switching must support Rel-16 UL Tx switching for at least one band pair in that band combination?

2. Actions:
To RAN4:
ACTION: 	RAN2 respectfully asks RAN4 to provide answers to above questions.

3. Date of Next TSG-RAN2 Meetings:
[bookmark: _GoBack]3GPP  RAN2#115-e 		16 August – 27 August 2021			    Electronic Meeting
3GPP  RAN2#116-e 		1 November – 12 November 2021		Electronic Meeting










