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	Reason for change:
	For the UE capability field ‘multipleCORESET’, it only includes the case that ‘in addition to the CORESET with CORESET-ID 0’ specified as below. If CORESET0 is not configured in or associated with one BWP, it is not clear that how many CORESETs can be configured in the BWP.

multipleCORESET

Indicates whether the UE supports configuration of up to two PDCCH CORESETs per BWP in addition to the CORESET with CORESET-ID 0 in the BWP. If this is not supported, the UE supports one PDCCH CORESET per BWP in addition to the CORESET with CORESET-ID 0 in the BWP. It is mandatory with capability signaling for FR2 and optional for FR1.


	
	

	Summary of change:
	Modify the field description of multipleCORESET to include the case that CORESET0 is not configured or associated in one BWP, in detail:

If the UE supports multipleCORESET and CORESET0 is not configured or associated in one BWP, up to three CORESETs can be configured in this BWP.
If the UE does not support multipleCORESET and CORESET0 is not configured or associated in one BWP, up to two CORESETs can be configured in this BWP.
Impact analysis

Impacted 5G architecture options: 

SA, MR-DC
Impacted functionality:
PDCCH configuration
Inter-operability: 

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue. 

If the network is implemented according to this CR while the UE is not, there may be inter-operability issue, such as the network may configure more CORESETs over the UE’s capability.


	
	

	Consequences if not approved:
	The capability parameter multipleCORESET does not clearly capture the configuration limitation.
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START OF CHANGE

4.2.7.10
Phy-Parameters
/* omit  */

	multipleCORESET

Indicates whether the UE supports configuration of up to two PDCCH CORESETs per BWP in addition to the CORESET with CORESET-ID 0 in the BWP, or up to three PDCCH CORESETs per BWP if the CORESET0 is not configured in or associated with the related BWP. 
If this is not supported, the UE supports one PDCCH CORESET per BWP in addition to the CORESET with CORESET-ID 0 in the BWP, or up to two PDCCH CORESETs per BWP if the CORESET0 is not configured in or associated with the related BWP. 
It is mandatory with capability signaling for FR2 and optional for FR1.
	UE
	CY
	No
	Yes


 /* omit  */
END OF CHANGE
