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	Reason for change:
	It was agreed during RAN2-110e (R2-2005401), in (NG)EN-DC, to have one overheating prohibit timer, shared between the MN and SN. 

	RAN2 agreement:
[033] The reporting of new overheating field and legacy overheating field are controlled by one shared prohibit timer.




In addition, the ASN.1 structure only allows the MN (eNB) to configure this timer, as the Overheating configuration on the SN (gNB) is controlled by a Boolean, and no timer configuration can be provided by the SN (gNB).

	[[	overheatingAssistanceConfigForSCG-r16	BOOLEAN		OPTIONAL	-- Cond overheating
	]]

Hence the need to clarify that the prohibit timer (in the 38.331 spec) can’t be used to configure the NR SCG in (NG)EN-DC, as this timer can only be configured by the MN eNB. 


	
	

	Summary of change:
	Adding clarification to the “overheatingIndicationProhibitTimer” field description that this timer is not used in (NG)EN-DC. 

Impact Analysis:
Impacted 5G architecture options: 
(NG)EN-DC

Impacted functionality:
Overheating UAI

Interoperability issue:
· if the network is implemented according to the CR and the UE is not, no interoperability issue is foreseen as the timer is configured by the network. 
· if the UE is implemented according to the CR and the network is not, if NR SCG configures the prohibit timer while UE is in (NG)EN-DC, as UE behavior is undefined as it is unexpected configuration.  

	
	

	Consequences if not approved:
	Network may configure the UE with the overheatingIndicationProhibitTimer while UE is in (NG)EN-DC, which is against the agreement above. 

	
	

	Clauses affected:
	6.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1








[bookmark: _Toc20426198][bookmark: _Toc29321595][bookmark: _Toc36219778][bookmark: _Toc36220454][bookmark: _Toc36513874][bookmark: _Toc46449933][bookmark: _Toc46489720][bookmark: _Toc52495554][bookmark: _Toc60781723][bookmark: _Toc67915770]6.3.4	Other information elements
<<skipped>>

[bookmark: _Toc20426207][bookmark: _Toc29321604][bookmark: _Toc36219787][bookmark: _Toc36220463][bookmark: _Toc36513883][bookmark: _Toc46449942][bookmark: _Toc46489729][bookmark: _Toc52495563][bookmark: _Toc60781732][bookmark: _Toc67915779]–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...
}

OverheatingAssistanceConfig ::= SEQUENCE {
    overheatingIndicationProhibitTimer    ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, spare3, spare2, spare1}
}

-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	delayBudgetReportingProhibitTimer
Prohibit timer for delay budget reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot4 means prohibit timer is set to 0.4 seconds, and so on.

	overheatingAssistanceConfig
Configuration for the UE to report assistance information to inform the gNB about UE detected internal overheating.

	overheatingIndicationProhibitTimer
Prohibit timer for overheating assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on. This timer is not used in (NG)EN-DC.
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