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First change
6.3.2
Radio resource control information elements

<Unnecessary parts omitted>
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element

-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL,

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL,

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL,

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9

RLF-TimersAndConstants-r9


OPTIONAL
-- Need ON


]],


[[
measSubframePatternPCell-r10
MeasSubframePatternPCell-r10

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r11


NeighCellsCRS-Info-r11



OPTIONAL
-- Need ON


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12


OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r13


NeighCellsCRS-Info-r13



OPTIONAL,
-- Cond CRSIM



rlf-TimersAndConstants-r13

RLF-TimersAndConstants-r13


OPTIONAL
-- Need ON


]],


[[
sps-Config-v1430



SPS-Config-v1430




OPTIONAL
-- Cond SPS


]],


[[
srb-ToAddModListExt-r15


SRB-ToAddModListExt-r15



OPTIONAL,
-- Need ON



srb-ToReleaseListExt-r15

INTEGER (4)






OPTIONAL,
-- Need ON



sps-Config-v1530



SPS-Config-v1530




OPTIONAL,
-- Need ON



crs-IntfMitigConfig-r15
CHOICE {




release




NULL,




setup




CHOICE {





crs-IntfMitigEnabled


NULL,





crs-IntfMitigNumPRBs
ENUMERATED {n6, n24}




}



}










OPTIONAL,

-- Need ON



neighCellsCRS-Info-r15


NeighCellsCRS-Info-r15

OPTIONAL,
-- Need ON


drb-ToAddModList-r15


DRB-ToAddModList-r15

OPTIONAL,

-- Need ON



drb-ToReleaseList-r15


DRB-ToReleaseList-r15

OPTIONAL,

-- Need ON


dummy






SEQUENCE (SIZE (1..2)) OF INTEGER (1..2)
OPTIONAL
-- Need ON


]],


[[
sps-Config-v1540



SPS-Config-v1540




OPTIONAL
-- Need ON

]],


[[



rlf-TimersAndConstantsMCG-Failure-r16
RLF-TimersAndConstantsMCG-Failure-r16















OPTIONAL,
-- Cond Split-SRB1-SRB3



crs-ChEstMPDCCH-ConfigDedicated-r16
SetupRelease{CRS-ChEstMPDCCH-ConfigDedicated-r16}
OPTIONAL,
-- Need ON



newUE-Identity-r16



C-RNTI





OPTIONAL

-- Need OP


]]

}

RadioResourceConfigDedicated-v1370 ::=

SEQUENCE {


physicalConfigDedicated-v1370

PhysicalConfigDedicated-v1370

OPTIONAL
-- Need ON

}

RadioResourceConfigDedicated-v13c0 ::=

SEQUENCE {

physicalConfigDedicated-v13c0

PhysicalConfigDedicated-v13c0
}

RadioResourceConfigDedicatedPSCell-r12 ::=

SEQUENCE {


-- UE specific configuration extensions applicable for an PSCell


physicalConfigDedicatedPSCell-r12

PhysicalConfigDedicated

OPTIONAL,
-- Need ON


sps-Config-r12






SPS-Config




OPTIONAL,
-- Need ON


naics-Info-r12






NAICS-AssistanceInfo-r12
OPTIONAL,
-- Need ON


...,


[[
neighCellsCRS-InfoPSCell-r13

NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]],


[[
sps-Config-v1430



SPS-Config-v1430



OPTIONAL
-- Cond SPS2


]],


[[
sps-Config-v1530



SPS-Config-v1530



OPTIONAL,
-- Need ON



crs-IntfMitigEnabled-r15


BOOLEAN





OPTIONAL,
-- Need ON



neighCellsCRS-Info-r15



NeighCellsCRS-Info-r15

OPTIONAL
-- Need ON


]],


[[
sps-Config-v1540



SPS-Config-v1540



OPTIONAL
-- Need ON


]]

}

RadioResourceConfigDedicatedPSCell-v1370 ::=

SEQUENCE {


physicalConfigDedicatedPSCell-v1370

PhysicalConfigDedicated-v1370
OPTIONAL
-- Need ON

}

RadioResourceConfigDedicatedPSCell-v13c0 ::=

SEQUENCE {

physicalConfigDedicatedPSCell-v13c0

PhysicalConfigDedicated-v13c0
}

RadioResourceConfigDedicatedSCG-r12 ::=

SEQUENCE {


drb-ToAddModListSCG-r12



DRB-ToAddModListSCG-r12


OPTIONAL,
-- Need ON


mac-MainConfigSCG-r12



MAC-MainConfig




OPTIONAL,
-- Need ON


rlf-TimersAndConstantsSCG-r12

RLF-TimersAndConstantsSCG-r12
OPTIONAL,
-- Need ON


...,


[[
drb-ToAddModListSCG-r15


DRB-ToAddModListSCG-r15


OPTIONAL
-- Need ON


]],


[[
srb-ToAddModListSCG-r15


SRB-ToAddModList




OPTIONAL,
-- Need ON



srb-ToReleaseListSCG-r15


SRB-ToReleaseList-r15



OPTIONAL
-- Need ON


]],

[[
-- NE-DC additions for release of RLC bearer config for DRBs



drb-ToReleaseListSCG-r15

DRB-ToReleaseList-r15

OPTIONAL

-- Need ON


]]

}

RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicatedSCell-r10

PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON


...,


[[
mac-MainConfigSCell-r11


MAC-MainConfigSCell-r11


OPTIONAL
-- Cond SCellAdd


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-InfoSCell-r13


NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]],


[[
physicalConfigDedicatedSCell-v1370
PhysicalConfigDedicatedSCell-v1370
OPTIONAL
-- Need ON


]],


[[
crs-IntfMitigEnabled-r15


BOOLEAN





OPTIONAL,
-- Need ON



neighCellsCRS-Info-r15



NeighCellsCRS-Info-r15

OPTIONAL,
-- Need ON



sps-Config-v1530




SPS-Config-v1530


OPTIONAL
-- Need ON


]]

}
RadioResourceConfigDedicatedSCell-v13c0 ::=
SEQUENCE {


physicalConfigDedicatedSCell-v13c0
PhysicalConfigDedicatedSCell-v13c0

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddModListExt-r15 ::=



SEQUENCE (SIZE (1)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...,


[[
pdcp-verChange-r15



ENUMERATED {true}

OPTIONAL,


-- Cond NR-PDCP



rlc-Config-v1530



RLC-Config-v1530

OPTIONAL,


-- Need ON



rlc-BearerConfigSecondary-r15
RLC-BearerConfig-r15
OPTIONAL,


-- Need ON



srb-Identity-v1530



INTEGER (4)



OPTIONAL


-- Need ON


]],


[[
rlc-Config-v1560




RLC-Config-v1510

OPTIONAL

-- Need ON


]]

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModList-r15 ::=


SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-ToAddMod

DRB-ToAddModListSCG-r12 ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12

DRB-ToAddModListSCG-r15 ::=

SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-ToAddModSCG-r12

DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond SetupM


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-SetupM


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond SetupM


...,


[[
drb-TypeChange-r12




ENUMERATED {toMCG}

OPTIONAL,

-- Need OP



rlc-Config-v1250




RLC-Config-v1250

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1310




RLC-Config-v1310

OPTIONAL,

-- Need ON



drb-TypeLWA-r13





BOOLEAN




OPTIONAL,

-- Need ON



drb-TypeLWIP-r13




ENUMERATED {lwip, lwip-DL-only,












lwip-UL-only, eutran}

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1430




RLC-Config-v1430

OPTIONAL,

-- Need ON



lwip-UL-Aggregation-r14



BOOLEAN




OPTIONAL,

-- Cond LWIP



lwip-DL-Aggregation-r14



BOOLEAN




OPTIONAL,

-- Cond LWIP



lwa-WLAN-AC-r14


ENUMERATED {ac-bk, ac-be, ac-vi, ac-vo}
OPTIONAL
-- Cond UL-LWA


]],


[[
rlc-Config-v1510




RLC-Config-v1510

OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1530




RLC-Config-v1530

OPTIONAL,

-- Need ON



rlc-BearerConfigSecondary-r15

RLC-BearerConfig-r15
OPTIONAL,

-- Need ON



logicalChannelIdentity-r15


INTEGER (32..38)

OPTIONAL

-- Need ON


]],


[[
daps-HO-r16






ENUMERATED {true}

OPTIONAL

-- Cond DAPS

]]

}

DRB-ToAddModSCG-r12 ::=
SEQUENCE {


drb-Identity-r12




DRB-Identity,


drb-Type-r12





CHOICE {



split-r12






NULL,



scg-r12







SEQUENCE {




eps-BearerIdentity-r12



INTEGER (0..15)
OPTIONAL,
-- Cond DRB-Setup




pdcp-Config-r12





PDCP-Config

OPTIONAL
-- Cond PDCP-S



}


}














OPTIONAL,
-- Cond SetupS2


rlc-ConfigSCG-r12




RLC-Config



OPTIONAL,
-- Cond SetupS


rlc-Config-v1250





RLC-Config-v1250


OPTIONAL,
-- Need ON


logicalChannelIdentitySCG-r12

INTEGER (3..10)


OPTIONAL,
-- Cond DRB-SetupS


logicalChannelConfigSCG-r12


LogicalChannelConfig
OPTIONAL,
-- Cond SetupS


...,


[[
rlc-Config-v1430




RLC-Config-v1430

OPTIONAL

-- Need ON


]],


[[
logicalChannelIdentitySCG-r15

INTEGER (32..38)
OPTIONAL,


-- Need ON



rlc-Config-v1530




RLC-Config-v1530

OPTIONAL,

-- Need ON



rlc-BearerConfigSecondary-r15

RLC-BearerConfig-r15
OPTIONAL

-- Need ON


]],


[[
rlc-Config-v1560




RLC-Config-v1510

OPTIONAL

-- Need ON


]]

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

DRB-ToReleaseList-r15 ::=


SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-Identity

SRB-ToReleaseList-r15 ::=


SEQUENCE (SIZE (1..2)) OF INTEGER (1..2)

MeasSubframePatternPCell-r10 ::=

CHOICE {


release







NULL,


setup






MeasSubframePattern-r10

}

NeighCellsCRS-Info-r11 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r11

}

CRS-AssistanceInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {


physCellId-r11





PhysCellId,


antennaPortsCount-r11



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r11

MBSFN-SubframeConfigList,


...,


[[
mbsfn-SubframeConfigList-v1430
MBSFN-SubframeConfigList-v1430

OPTIONAL
-- Need ON


]]

}

NeighCellsCRS-Info-r13 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r13

}

CRS-AssistanceInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13

CRS-AssistanceInfo-r13 ::= SEQUENCE {


physCellId-r13





PhysCellId,


antennaPortsCount-r13



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r13

MBSFN-SubframeConfigList


OPTIONAL,
-- Need ON


...,


[[
mbsfn-SubframeConfigList-v1430
MBSFN-SubframeConfigList-v1430

OPTIONAL
-- Need ON


]]

}

NeighCellsCRS-Info-r15 ::= CHOICE {


release







NULL,


setup







CRS-AssistanceInfoList-r15

}

CRS-AssistanceInfoList-r15 ::= SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r15

CRS-AssistanceInfo-r15 ::= SEQUENCE {


physCellId-r15





PhysCellId,


crs-IntfMitigEnabled-r15


ENUMERATED {enabled}



OPTIONAL
-- Need ON

}

NAICS-AssistanceInfo-r12 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



neighCellsToReleaseList-r12

NeighCellsToReleaseList-r12


OPTIONAL
,
-- Need ON



neighCellsToAddModList-r12

NeighCellsToAddModList-r12


OPTIONAL,
-- Need ON



servCellp-a-r12




P-a







OPTIONAL
-- Need ON


}

}

NeighCellsToReleaseList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12
::=

SEQUENCE {


physCellId-r12




PhysCellId,


p-b-r12





INTEGER (0..3),


crs-PortsCount-r12



ENUMERATED {n1, n2, n4, spare},


mbsfn-SubframeConfig-r12

MBSFN-SubframeConfigList



OPTIONAL,
-- Need ON

p-aList-r12




SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,

transmissionModeList-r12

BIT STRING (SIZE(8)),


resAllocGranularity-r12


INTEGER (1..4),


...
}
P-a ::= ENUMERATED {
dB-6, dB-4dot77, dB-3, dB-1dot77,









dB0, dB1, dB2, dB3}

RLC-BearerConfig-r15 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {



rlc-Config-r15





RLC-Config-r15



OPTIONAL,
-- Need ON



logicalChannelIdentityConfig-r15
CHOICE {




logicalChannelIdentity-r15


INTEGER (1..10),




logicalChannelIdentityExt-r15

INTEGER (32..38)



},



logicalChannelConfig-r15


LogicalChannelConfig

OPTIONAL
-- Need ON


}

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	crs-ChEstMPDCCH-ConfigDedicated
Indicates whether use of CRS for improving channel estimation on MPDCCH is enabled in RRC_CONNECTED. If this field is not configured, the field crs-ChEstMPDCCH-ConfigCommon in SystemInformationBlockType2 applies, if present.

	crs-IntfMitigConfig

crs-IntfMitigEnabled-r15 indicates CRS interference mitigation is enabled for the cell, as specified in TS 36.133 [16], clause 3.6.1.1. For BL UEs supporting ce-CRS-IntfMitig, presence of this field indicates CRS interference mitigation is enabled in the cell, as specified in TS 36.133 [16], clauses 3.6.1.2 and 3.6.1.3, and the value crs-IntfMitigNumPRBs indicates number of PRBs, i.e. 6 or 24 PRBs, for CRS transmission in the central cell BW when CRS interference mitigation is enabled. For UEs not supporting this feature, the behaviour is undefined if this field is configured and the field cellBarred in SystemInformationBlockType1 (SystemInformationBlockType1-BR for BL UEs or UEs in CE) is set to notbarred.

	crs-PortsCount

Parameter represents the number of antenna ports for cell-specific reference signal used by the signaled neighboring cell where n1 corresponds to 1 antenna port, n2 to 2 antenna ports etc. see TS 36.211 [21], clause 6.10.1.

	daps-HO
This field indicates that the handover, triggered in the same RRCConnectionReconfiguration message, shall be performed as a DAPS HO for the DRB.

	drb-Identity

In case of DC, the DRB identity is unique within the scope of the UE i.e. an SCG DRB can not use the same value as used for an MCG or split DRB. For a split DRB the same identity is used for the MCG- and SCG parts of the configuration.

	drb-ToAddModList

When drb-ToAddModList-r15 is configured, UE shall ignore the drb-ToAddModList (without suffix).

	drb-ToAddModListSCG

When an SCG is configured, E-UTRAN configures at least one SCG or split DRB. When drb-ToAddModListSCG-r15 is configured, UE shall ignore the drb-ToAddModListSCG (without suffix). When NE-DC is configured, this field indicates the SCG RLC bearers to be (re-)configured.

	drb-ToReleaseList

When drb-ToReleaseList-r15 is configured, UE shall ignore the drb-ToReleaseList (without suffix).

	drb-ToReleaseListSCG

When NE-DC is configured, this field indicates the SCG RLC bearers to be released.

	drb-Type

This field indicates whether the DRB is split or SCG DRB. E-UTRAN does not configure split and SCG DRBs simultaneously for the UE.

	drb-TypeChange

Indicates that a split/SCG DRB is reconfigured to an MCG DRB (i.e. E-UTRAN only signals the field in case the DRB type changes).

	drb-TypeLWA

Indicates whether a DRB is (re)configured as an LWA DRB or an LWA DRB is reconfigured not to use WLAN resources. NOTE 1

	drb-TypeLWIP

Indicates whether a DRB is (re)configured to use LWIP Tunnel in UL and DL (value lwip), DL only (value lwip-DL-only), UL only (value lwip-UL-only) or not to use LWIP Tunnel (value eutran).

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity, LogicalChannelIdentityExt

The logical channel identity for both UL and DL. Value 4 is not configured for DRBs if SRB4 is configured. When logicalChannelIdentity-r15 is signalled, UE shall ignore contents of logicalChannelIdentity (without suffix).

	logicalChannelIdentitySCG

The logical channel identity for both UL and DL. When logicalChannelIdentitySCG-r15 is signalled, UE shall ignore contents of logicalChannelIdentitySCG (without suffix).

	lwa-WLAN-AC

For LWA bearers, indicates the corresponding WLAN access category for uplink. AC-BK (value ac-bk) corresponds to Background access category, AC-BE (value ac-be) corresponds to Best Effort access category, AC-VI (value ac-vi) corresponds to Video access category and AC-VO (value ac-vo) corresponds to Voice access category as defined by IEEE 802.11-2012 [67]. If lwa-WLAN-AC is not configured, it is left up to UE to decide which IEEE 802.11 AC value to use when performing transmissions of packets for this DRB over WLAN in the uplink.

	lwip-DL-Aggregation, lwip-UL-Aggregation

Indicates whether LWIP is configured to utilize LWIP aggregation in DL or UL.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explicitly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	mbsfn-SubframeConfig

Defines the MBSFN subframe configuration used by the signaled neighboring cell. If absent, UE assumes no MBSFN configuration for the neighboring cell.

	measSubframePatternPCell
Time domain measurement resource restriction pattern for the PCell measurements (RSRP, RSRQ and the radio link monitoring).

	neighCellsCRS-Info, neighCellsCRS-InfoSCell, neighCellsCRS-InfoPSCell

This field contains assistance information used by the UE to mitigate interference from CRS while performing RRM/RLM/CSI measurement or data demodulation or DL control channel demodulation. When the received CRS assistance information is for a cell with CRS non-colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference. When the received CRS assistance information is for a cell with CRS colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference RRM/RLM (as specified in TS 36.133 [16]) and for CSI (as specified in TS 36.101 [42]) on the subframes indicated by measSubframePatternPCell, measSubframePatternConfigNeigh, csi-MeasSubframeSet1 if configured, and the CSI subframe set 1 if csi-MeasSubframeSets-r12 is configured. The UE may use CRS assistance information to mitigate CRS interference from the cells in the CRS-AssistanceInfoList for the demodulation purpose or DL control channel demodulation as specified in TS 36.101 [42]. EUTRAN does not configure neighCellsCRS-Info-r11 or neighCellsCRS-Info-r13 if eimta-MainConfigPCell-r12 is configured.

	neighCellsToAddModList

This field contains assistance information used by the UE to cancel and suppress interference of a neighbouring cell. If this field is present for a neighbouring cell, the UE assumes that the transmission parameters listed in the sub-fields are used by the neighbouring cell. If this field is present for a neighbouring cell, the UE assumes the neighbour cell is subframe and SFN synchronized to the serving cell, has the same system bandwidth, UL/DL and special subframe configuration, and cyclic prefix length as the serving cell.

	newUE-Identity

C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR.

	p-aList

Indicates the restricted subset of power offset for QPSK, 16QAM, and 64QAM PDSCH transmissions for the neighbouring cell by using the parameter
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, see TS 36.213 [23], clause 5.2. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: 
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, indicates the cell-specific ratio used by the signaled neighboring cell, see TS 36.213 [23], Table 5.2-1.

	pdcp-verChange

Indicates that the PDCP version of the SRB is changed from NR PDCP to E-UTRA PDCP. Network only configures this version change for during handover, resume and first reconfiguration after re-establishment. E-UTRAN does not include this field when SRB-ToAddMod is included in srb-ToAddModListSCG.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	resAllocGranularity
Indicates the resource allocation and precoding granularity in PRB pair level of the signaled neighboring cell, see TS 36.213 [23], clause 7.1.6.

	rlc-BearerConfigSecondary

The configuration of a secondary RLC bearer within the same Cell Group as may e.g. be used in case of PDCP duplication using CA. The configuration comprises a (secondary) RLC entity, a logical channel identity and a logical channel configuration. E-UTRAN may configure this for SRB1, SRB2 and DRBs. For SRBs, E-UTRAN only configures the field for MCG (i.e. if included in radioResourceConfigDedicated. E-UTRAN configures the same RLC mode (AM/ UM) as used for the original RLC entity. The primary RLC entity is configured by RLC-Config.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the RLC SN field size and the AM RLC LI field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment or upon SCG Change for SCG and split DRBs.

	servCellp-a

Indicates the power offset for QPSK C-RNTI based PDSCH transmissions used by the serving cell, see TS 36.213 [23], clause 5.2. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	sps-Config

The default SPS configuration is specified in 9.2.3. Except for handover or releasing SPS for MCG, E-UTRAN does not reconfigure sps-Config for MCG when there is a configured downlink assignment or a configured uplink grant for MCG (see TS 36.321 [6]). Except for SCG change or releasing SPS for SCG, E-UTRAN does not reconfigure sps-Config for SCG when there is a configured downlink assignment or a configured uplink grant for SCG (see TS 36.321 [6]). In one serving cell, sps-Config-v1530 is not present simultaneously with either sps-Config (without suffix) or sps-Config-r12.

	srb-Identity

Value 1 is applicable for SRB1 only. Value 2 is applicable for SRB2 only. Value 4 is applicable for SRB4 only, if configured. For a split SRB the same identity is used for the MCG and NR SCG RLC bearer configurations. If srb-Identity-v1530 is received, the UE shall ignore srb-Identity (i.e. without suffix).

	srb-Identity-v1530

E-UTRAN does not include this field when SRB-ToAddMod is included in srb-ToAddModListSCG.

	srb-ToAddModListExt

The field is to configure SRB4.

	srb-ToAddModList

E-UTRAN configures the same RAT type (i.e. EUTRA or NR) for PDCP configuration of SRB1 and SRB2.

	transmissionModeList

Indicates a subset of transmission mode 1, 2, 3, 4, 6, 8, 9, 10, for the signaled neighboring cell for which NeighCellsInfo applies. When TM10 is signaled, other signaled transmission parameters in NeighCellsInfo are not applicable to up to 8 layer transmission scheme of TM10. E-UTRAN may indicate TM9 when TM10 with QCL type A and DMRS scrambling with [image: image3.wmf]cell
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 in TS 36.211 [21], clause 6.10.3.1, is used in the signalled neighbour cell and TM9 or TM10 with QCL type A and DMRS scrambling with [image: image4.wmf]cell
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 in TS 36.211 [21], clause 6.10.3.1, is used in the serving cell. UE behaviour with NAICS when TM10 is used is only defined when QCL type A and DMRS scrambling with [image: image5.wmf]cell
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 in TS 36.211 [21], clause 6.10.3.1, is used for the serving cell and all signalled neighbour cells. The first/ leftmost bit is for transmission mode 1, the second bit is for transmission mode 2, and so on.


NOTE 1:
It is up to eNB to ensure that the field indicating LWA bearer type is set to FALSE when LWA bearer is no longer used (e.g. during handover or re-establishment where LWA configuration is released).

	Conditional presence
	Explanation

	CRSIM
	The field is optionally present, need ON, if neighCellsCRS-Info-r11 is not present; otherwise it is not present.

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up and the UE is connected to EPC; otherwise it is not present.

	DRB-SetupM
	The field is:

-
mandatory present:

-
for the UE without SCG: upon setup of MCG DRB;

-
for E-UTRA DC, upon setup of MCG or split DRB;
-
for (NG)EN-DC:

-
upon setup of MCG RLC bearer;
-
optionally present, Need ON:

-
for E-UTRA DC, upon change from SCG to MCG DRB;

-
for (NG)EN-DC:

-
upon change of keyToUse, as defined in TS 38.331 [82], for a DRB configured with an MCG RLC bearer;

-
when configured with MCG RLC bearer, upon change of S-KgNB without handover;

-
not present otherwise.

	DRB-SetupS
	The field is:

-
mandatory present:

-
for E-UTRA DC:

-
upon setup of SCG or split DRB;

-
upon change from MCG to split DRB;

-
for NE-DC:

-
upon setup of SCG RLC bearer;
-
optionally present, Need ON:

-
for E-UTRA DC, upon change from MCG to SCG DRB;

-
for NE-DC, upon change of keyToUse, as defined in TS 38.331 [82], for a DRB configured with an SCG RLC bearer;

-
not present otherwise.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment (excluding RRConnectionResume); otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable (excluding RRConnectionResume).

	HO-toEUTRA
	The field is mandatory present

-
in case of handover to E-UTRA with the configuration for at least one MCG RLC bearer; or
-
when the fullConfig is included in the RRCConnectionReconfiguration message with the configuration for at least one MCG bearer or split data bearer;
In case of RRC connection establishment (excluding RRConnectionResume); and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.

	LWIP
	The field is optionally present, Need ON, if drb-TypeLWIP-r13 is configured and not set to eutran; otherwise it is not present and the UE shall delete any existing value for this field.

	DAPS
	This field is optionally present, Need ON,

-
in case of handover within E-UTRA when the fullConfig and the rach-Skip are not included in the RRCConnectionReconfiguration message; and

-
when the uplinkDataCompression and the ethernetHeaderCompression are not configured for the DRB; and

-
when SCell(s) and SCG are not configured; and
-
when the conditionalReconfiguration for CHO is not configured; and
-
when the RRCConnectionReconfiguration message is not included in a conditionalReconfiguration.
Otherwise the field is not present.

	NR-PDCP
	The field is optional present, Need ON, when the SRB is configured with NR-PDCP prior to reception of this reconfiguration message. Otherwise it is not present.

	PDCP
	The field is mandatory present:

- when connected to E-UTRA/EPC:

- for the bearers configured with E-UTRA PDCP, if the corresponding DRB is being setup;

the field is optionally present, need ON: :

- when connected to E-UTRA/EPC:

- for the bearers configured with E-UTRA PDCP, upon reconfiguration of the corresponding split DRB or LWA DRB, upon the corresponding DRB type change from split to MCG bearer, upon the corresponding DRB type change from MCG to split bearer or LWA bearer, upon the corresponding DRB type change from LWA to LTE only bearer, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in all these cases only when fullConfig is not included in the RRCConnectionReconfiguration message;

otherwise it is not present.

	PDCP-S
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon SCG change; otherwise it is not present.

	RLC-Setup
	This field is optionally present if the corresponding DRB is being setup, need ON; otherwise it is not present.

	SCellAdd
	The field is optionally present, need ON, upon SCell addition; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	SetupM
	The field is mandatory present upon setup of an MCG or split DRB, or upon setup of MCG RLC bearer; otherwise the field is optionally present, need ON.

	SetupS
	The field is mandatory present:

-
for E-UTRA DC:

-
upon setup of an SCG or split DRB,

-
upon change from MCG to split DRB;

-
for NE-DC, upon setup of SCG RLC bearer;

otherwise the field is optionally present, need ON.

	SetupS2
	The field is:

- mandatory present:

- for E-UTRA DC:

- upon setup of an SCG or split DRB, as well as upon change from MCG to split or SCG DRB.
- optionally present, need ON:

- for E-UTRA DC:

- for an SCG DRB
otherwise the field is not present.

	Split-SRB1-SRB3
	This field is optionally present, Need ON, if the UE is configured with split SRB1 or SRB3. It is absent otherwise.

	SPS
	The field is optionally present, need ON, if sps-Config (without suffix) is not configured; otherwise it is not present.

	SPS2
	The field is optionally present, need ON, if sps-Config-r12 is not configured; otherwise it is not present.

	UL-LWA
	The field is optionally present, need ON if ul-LWA-Config-r14 is present. Otherwise the field is not present.


Second change
–
PDCP-Config
The IE PDCP-Config is used to set the configurable PDCP parameters for data radio bearers.

PDCP-Config information element

-- ASN1START

PDCP-Config ::=





SEQUENCE {


discardTimer





ENUMERATED {












ms50, ms100, ms150, ms300, ms500,












ms750, ms1500, infinity


}














OPTIONAL,


-- Cond Setup


rlc-AM







SEQUENCE {



statusReportRequired



BOOLEAN


}














OPTIONAL,


-- Cond Rlc-AM-UM


rlc-UM







SEQUENCE {



pdcp-SN-Size





ENUMERATED {len7bits, len12bits}


}














OPTIONAL,


-- Cond Rlc-UM


headerCompression




CHOICE {



notUsed







NULL,



rohc







SEQUENCE {




maxCID







INTEGER (1..16383)



DEFAULT 15,




profiles






SEQUENCE {





profile0x0001





BOOLEAN,





profile0x0002





BOOLEAN,





profile0x0003





BOOLEAN,





profile0x0004





BOOLEAN,





profile0x0006





BOOLEAN,





profile0x0101





BOOLEAN,





profile0x0102





BOOLEAN,





profile0x0103





BOOLEAN,





profile0x0104





BOOLEAN




},




...



}


},


...,


[[
rn-IntegrityProtection-r10

ENUMERATED {enabled}
OPTIONAL
-- Cond RN


]],


[[
pdcp-SN-Size-v1130



ENUMERATED {len15bits}
OPTIONAL
-- Cond Rlc-AM2


]],


[[
ul-DataSplitDRB-ViaSCG-r12

BOOLEAN

OPTIONAL,
-- Need ON



t-Reordering-r12



ENUMERATED {











ms0, ms20, ms40, ms60, ms80, ms100, ms120, ms140,











ms160, ms180, ms200, ms220, ms240, ms260, ms280, ms300,











ms500, ms750, spare14, spare13, spare12, spare11, spare10,











spare9, spare8, spare7, spare6, spare5, spare4, spare3,











spare2, spare1}




OPTIONAL
-- Cond SetupS


]],


[[
ul-DataSplitThreshold-r13

CHOICE {




release





NULL,




setup





ENUMERATED {











b0, b100, b200, b400, b800, b1600, b3200, b6400, b12800,











b25600, b51200, b102400, b204800, b409600, b819200,











spare1}



}















OPTIONAL,
-- Need ON



pdcp-SN-Size-v1310



ENUMERATED {len18bits}
OPTIONAL,
-- Cond Rlc-AM3



statusFeedback-r13



CHOICE {




release





NULL,




setup





SEQUENCE {





statusPDU-TypeForPolling-r13

ENUMERATED {type1, type2}

OPTIONAL,
-- Need ON





statusPDU-Periodicity-Type1-r13

ENUMERATED {











ms5, ms10, ms20, ms30, ms40, ms50, ms60, ms70, ms80, ms90,











ms100, ms150, ms200, ms300, ms500, ms1000, ms2000, ms5000,











ms10000, ms20000, ms50000}

OPTIONAL,
-- Need ON





statusPDU-Periodicity-Type2-r13

ENUMERATED {











ms5, ms10, ms20, ms30, ms40, ms50, ms60, ms70, ms80, ms90,











ms100, ms150, ms200, ms300, ms500, ms1000, ms2000, ms5000,











ms10000, ms20000, ms50000}

OPTIONAL,
-- Need ON





statusPDU-Periodicity-Offset-r13
ENUMERATED {











ms1, ms2, ms5, ms10, ms25, ms50, ms100, ms250, ms500,











ms2500, ms5000, ms25000}
OPTIONAL
-- Need ON




}



}















OPTIONAL
-- Need ON


]],


[[
ul-LWA-Config-r14


CHOICE {




release





NULL,




setup





SEQUENCE {





ul-LWA-DRB-ViaWLAN-r14

BOOLEAN,




ul-LWA-DataSplitThreshold-r14
ENUMERATED {











b0, b100, b200, b400, b800, b1600, b3200, b6400,











b12800, b25600, b51200, b102400, b204800, b409600,











b819200 }


OPTIONAL
-- Need OR




}



}













OPTIONAL,

-- Need ON



uplinkOnlyHeaderCompression-r14

CHOICE {




notUsed-r14






NULL,




rohc-r14







SEQUENCE {





maxCID-r14







INTEGER (1..16383)

DEFAULT 15,





profiles-r14






SEQUENCE {






profile0x0006-r14





BOOLEAN





},





...




}



}












OPTIONAL -- Need ON


]],


[[
uplinkDataCompression-r15
SEQUENCE {




bufferSize-r15



ENUMERATED {kbyte2, kbyte4, kbyte8, spare1},




dictionary-r15



ENUMERATED {sip-SDP, operator}
OPTIONAL, -- Need OR




...



}














OPTIONAL,-- Cond Rlc-AM4



pdcp-DuplicationConfig-r15
CHOICE {




release





NULL,




setup





SEQUENCE {





pdcp-Duplication-r15

ENUMERATED {configured, activated}




}



}












OPTIONAL -- Need ON


]],


[[

ethernetHeaderCompression-r16
SetupRelease {EthernetHeaderCompression-r16}
OPTIONAL -- Need ON


]]

}

EthernetHeaderCompression-r16
::=
SEQUENCE {


ehc-Common-r16

SEQUENCE {



ehc-CID-Length-r16

ENUMERATED {bits7, bits15}


},


ehc-Downlink-r16
SEQUENCE {



drb-ContinueEHC-DL-r16

ENUMERATED {true}

OPTIONAL -- Need OR


}
OPTIONAL,-- Need ON


ehc-Uplink-r16

SEQUENCE {



maxCID-EHC-UL-r16



INTEGER (1..32767),



drb-ContinueEHC-UL-r16

ENUMERATED {true}

OPTIONAL -- Need OR


}
OPTIONAL,   -- Need ON


...
}

-- ASN1STOP

	PDCP-Config field descriptions

	bufferSize

Indicates the buffer size applied for UDC specified in TS 36.323 [8]. Value kbyte2 means 2048 bytes, kbyte4 means 4096 bytes and so on.

	dictionary

Indicates which pre-defined dictionary is used for UDC as specified in TS 36.323 [8]. The value sip-SDP means that UE shall prefill the buffer with standard dictionary for SIP and SDP defined in TS 36.323 [8], and the value operator means that UE shall prefill the buffer with operator-defined dictionary.

	discardTimer

Indicates the discard timer value specified in TS 36.323 [8]. Value in milliseconds. Value ms50 means 50 ms, ms100 means 100 ms and so on.

	drb-ContinueEHC-DL
Indicates whether the PDCP entity continues or resets the downlink EHC header compression protocol during PDCP re-establishment, as specified in TS 36.323 [8]. The field is configured only in case of resuming an RRC connection or reconfiguration with sync, where the PDCP termination point is not changed and the fullConfig is not indicated.

	drb-ContinueEHC-UL
Indicates whether the PDCP entity continues or resets the uplink EHC header compression protocol during PDCP re-establishment, as specified in TS 36.323 [8]. The field is configured only in case of resuming an RRC connection or reconfiguration with sync, where the PDCP termination point is not changed and the fullConfig is not indicated.

	ehc-CID-Length
Indicates the length of the CID field for EHC packet. Once the field ethernetHeaderCompression-r16 is configured for a DRB, the value of the field ehc-CID-Length for this DRB is not reconfigured to a different value.

	ehc-Common

Indicates the configurations that apply for both downlink and uplink.

	ehc-Downlink

Indicates the configurations that apply for only downlink. If the field is configured, then Ethernet header compression is configured for downlink. Otherwise, it is not configured for downlink.

	ehc-Uplink

Indicates the configurations that apply for only uplink. If the field is configured, then Ethernet header compression is configured for uplink. Otherwise, it is not configured for uplink.

	ethernetHeaderCompression
This field configures Ethernet Header Compression. This field can only be configured for DRB.

E-UTRAN does not reconfigure ethernetHeaderCompression for an MCG DRB except for upon handover and upon the first reconfiguration after RRC connection re-establishment. E-UTRAN does not reconfigure ethernetHeaderCompression for a SCG DRB except for upon SCG change involving PDCP re-establishment.

E-UTRAN does not configure this field if uplinkDataCompression is configured. E-UTRAN does not configure this field for split and LWA DRBs.

	headerCompression

E-UTRAN does not reconfigure header compression for an MCG DRB except for upon handover and upon the first reconfiguration after RRC connection re-establishment, and without any drb-ContinueROHC. E-UTRAN does not reconfigure header compression for a SCG DRB except for upon SCG change involving PDCP re-establishment. E-UTRAN does not configure header compression while t-Reordering is configured except for DAPS bearers. E-UTRAN only configures this field when neither uplinkOnlyHeaderCompression nor uplinkDataCompression is configured.
If headerCompression is configured, the UE shall apply the configured ROHC profile(s) in both uplink and downlink. ROHC and EHC can be both configured simultaneously for a DRB.

	maxCID

Indicates the value of the MAX_CID parameter as specified in TS 36.323 [8]. The total value of MAX_CIDs across all bearers for the UE should be less than or equal to the value of maxNumberROHC-ContextSessions parameter as indicated by the UE.

	maxCID-EHC-UL

Indicates the value of the MAX_CID_EHC_UL parameter as specified in TS 36.323 [8]. The total value of MAX_CID_EHC_UL across all bearers for the UE should be less than or equal to the value of maxNumberEHC-Contexts parameter as indicated by the UE.

	pdcp-Duplication

Parameter for configuring PDCP duplication as specified in TS 36.323 [8]. Value configured indicates that PDCP duplication is configured but initially deactivated and value activated indicates that PDCP duplication is configured and activated upon configuration. For EN-DC, E-UTRAN configures PDCP duplication for MCG DRB only if PDCP duplication is not configured for any split DRB. PDCP duplication is not supported during a DAPS handover.

	pdcp-SN-Size

Indicates the PDCP Sequence Number length in bits. For RLC UM: value len7bits means that the 7-bit PDCP SN format is used and len12bits means that the 12-bit PDCP SN format is used. For RLC AM: value len15bits means that the 15-bit PDCP SN format is used, value len18bits means that the 18-bit PDCP SN format is used, otherwise if the field is not included upon setup of the PCDP entity 12-bit PDCP SN format is used, as specified in TS 36.323 [8].

	profiles

The profiles used by both compressor and decompressor in both UE and E-UTRAN. The field indicates which of the ROHC profiles specified in TS 36.323 [8] are supported, i.e. value true indicates that the profile is supported. Profile 0x0000 shall always be supported when the use of ROHC is configured. If support of two ROHC profile identifiers with the same 8 LSB's is signalled, only the profile corresponding to the highest value shall be applied.

	statusFeedback

Indicates whether the UE shall send PDCP Status Report periodically or by E-UTRAN polling as specified in TS 36.323 [8]. E-UTRAN configures this field only for LWA DRB.

	statusPDU-TypeForPolling

Indicates the PDCP Control PDU option when it is triggered by E-UTRAN polling. Value type1 indicates using the legacy PDCP Control PDU for PDCP status reporting and value type2 indicates using the LWA specific PDCP Control PDU for LWA status reporting as specified in TS 36.323 [8].

	statusPDU-Periodicity-Type1

Indicates the value of the PDCP Status reporting periodicity for type1 Status PDU, as specified in TS 36.323 [8]. Value in milliseconds. Value ms5 means 5 ms, ms10 means 10 ms and so on.

	statusPDU-Periodicity-Type2

Indicates the value of the PDCP Status reporting periodicity for type2 Status PDU, as specified in TS 36.323 [8]. Value in milliseconds. Value ms5 means 5 ms, ms10 means 10 ms and so on.

	statusPDU-Periodicity-Offset

Indicates the value of the offset for type2 Status PDU periodicity, as specified in TS 36.323 [8]. Value in milliseconds. Value ms1 means 1 ms, ms2 means 2 ms and so on.

	t-Reordering

Indicates the value of the reordering timer, as specified in TS 36.323 [8]. Value in milliseconds. Value ms0 means 0 ms and behaviour as specified in 7.3.2 applies, ms20 means 20 ms and so on.

	rn-IntegrityProtection

Indicates that integrity protection or verification shall be applied for all subsequent packets received and sent by the RN on the DRB.

	statusReportRequired

Indicates whether or not the UE shall send a PDCP Status Report upon re-establishment of the PDCP entity, upon PDCP data recovery, upon uplink data switching during DAPS handover and upon release of the source cell after DAPS handover as specified in TS 36.323 [8]. If the UE supports DAPS handover, for RLC UM radio bearers, the field has the value FALSE if it has not been configured.

	ul-DataSplitDRB-ViaSCG

Indicates whether the UE shall send PDCP PDUs via SCG as specified in TS 36.323 [8]. E-UTRAN only configures the field (i.e. indicates value TRUE) for split DRBs. For PDCP duplication, if this field is set to TRUE, the primary RLC entity is SCG RLC entity and the secondary RLC entity is MCG RLC entity. If this field is not configured or set to FALSE, the primary RLC entity is MCG RLC entity and the secondary RLC entity is SCG RLC entity.

	ul-DataSplitThreshold

Indicates the threshold value for uplink data split operation specified in TS 36.323 [8]. Value b100 means 100 Bytes, b200 means 200 Bytes and so on. E-UTRAN only configures this field for split DRBs.

	ul-LWA-DRB-ViaWLAN

Indicates whether the UE shall send PDCP PDUs via the LWAAP entity as specified in TS 36.323 [8]. E‑UTRAN only configures this field (i.e. indicates value TRUE) for LWA DRBs.

	ul-LWA-DataSplitThreshold

Indicates the threshold value for uplink data split operation as specified in TS 36.323 [8]. Value b0 means 0 Bytes, b100 means 100 Bytes and so on. E-UTRAN only configures this field for LWA DRBs.

	uplinkDataCompression

Indicates the UDC configuration that the UE shall apply. E-UTRAN does not configure uplinkDataCompression for a DRB, if ethernetHeaderCompression, headerCompression or uplinkOnlyHeaderCompression is already configured for the DRB. E-UTRAN does not configure uplinkDataCompression for the split and LWA DRBs.The maximum number of DRBs where uplinkDataCompression can be applied is two. In this version of the specification, for existing DRBs, E-UTRAN can only (re)configure uplinkDataCompression via handover procedure or the first RRCConnectionReconfiguration message after RRC connection re-establishment.

	uplinkOnlyHeaderCompression

Indicates the ROHC configuration that the UE shall apply uplink-only ROHC operations, see TS 36.323 [8]. E-UTRAN only configures this field when headerCompression is not configured.
E-UTRAN does not reconfigure header compression for an MCG DRB except for upon handover and upon the first reconfiguration after RRC connection re-establishment. E-UTRAN does not reconfigure header compression for a SCG DRB except for upon SCG change involving PDCP re-establishment. For split and LWA DRBs E-UTRAN configures only notUsed.


	Conditional presence
	Explanation

	Rlc-AM-UM
	The field is mandatory present upon setup of a PDCP entity for a radio bearer configured with RLC AM. The field is optional, need ON, in case of reconfiguration of a PDCP entity at handover, at the first reconfiguration after RRC re-establishment or at SCG change involving PDCP re-establishment or PDCP data recovery for a radio bearer configured with RLC AM. If the UE supports DAPS handover, this field is optional, need ON, for a radio bearer configured with RLC UM. Otherwise the field is not present.

	Rlc-AM2
	The field is optionally present, need OP, upon setup of a PDCP entity for a radio bearer configured with RLC AM. Otherwise the field is not present.

	Rlc-AM3
	The field is optionally present, need OP, upon setup of a PDCP entity for a radio bearer configured with RLC AM, if pdcp-SN-Size-v1130 is absent. Otherwise the field is not present.

	Rlc-AM4
	The field is optionally present, need ON, upon setup of a PDCP entity for a radio bearer configured with RLC AM. The field is optional, need OP, in case of reconfiguration of a PDCP entity at handover, or at the first reconfiguration after RRC re-establishment. Otherwise the field is not present and the UE shall continue to use the existing value.

	Rlc-UM
	The field is mandatory present upon setup of a PDCP entity for a radio bearer configured with RLC UM. It is optionally present, Need ON, upon handover within E-UTRA, upon the first reconfiguration after re-establishment and upon SCG change involving PDCP re-establishment. Otherwise the field is not present.

	RN
	The field is optionally present when signalled to the RN, need OR. Otherwise the field is not present.

	Setup
	The field is mandatory present in case of radio bearer setup. Otherwise the field is optionally present, need ON.

	SetupS
	The field is mandatory present in case of setup of or reconfiguration to a split DRB or LWA DRB as well as in case of setup of or reconfiguration to a DRB associated with at least one RLC entity configured with rlc-OutOfOrderDelivery. The field is optionally present upon reconfiguration of a split DRB or LWA DRB or upon DRB type change from split to MCG DRB or from LWA to LTE only as well as upon reconfiguration of a DRB associated with at least one RLC entity configured with rlc-OutOfOrderDelivery, need ON. Otherwise the field is not present.


End of change
