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1. Introduction
This document is the summary of the post meeting email discussion “[Post114-e][401][eMTC R16] Paging DRX cycle in RRC_INACTIVE”, as indicated below:

·  [Post114-e][401][eMTC R16] Paging DRX cycle in RRC_INACTIVE (ZTE)
Scope: In RAN2#113bis-e, the following was agreed: “Working assumption: The case that extended DRX value of 512 radio frames is configured by upper layers should be handled in RRC_INACTIVE.” Check if the working assumption can be confirmed as an agreement and, if so, discuss and conclude how to capture in the specifications. Consider capturing the editorial change of moving the condition “if allocated by upper layers” from the back of parameter “default paging cycle” to the back of parameter “UE specific paging cycle” (only for Rel-16).

Intended outcome: Report in R2-2106548 and agreed CR in R2-2106549, if the working assumption is confirmed

            Deadline:  Short
2. Contact information
Please provide your contact information when responding:

	Company
	Contact Name
	Email

	ZTE
	Ting Lu
	lu.ting@zte.com.cn

	Qualcomm
	Mungal Dhanda
	mdhanda@qti.qualcomm.com

	Huawei, HiSilicon
	Odile Rollinger
	odile.rollinger@huawei.com

	Ericsson
	Tuomas Tirronen
	tuomas.tirronen@ericsson.com


3. Discussion

In RAN2 #113bis e-meeting, for discussion about clarification on paging DRX cycle determination for UE in RRC_INACTIVE state, RAN2 has achieved the following working assumption:

· Working assumption: The case that extended DRX value of 512 radio frames is configured by upper layers should be handled in RRC_INACTIVE.

Q1: Companies are invited to indicate whether such working assumption can be confirmed?
	Company
	Yes/no
	Detailed comments

	ZTE
	Yes
	

	Qualcomm
	Yes
	

	Huawei, HiSilicon
	yes
	

	Ericsson
	Yes
	


Conclusion: 

All participating companies agree to confirm the working assumption: The case that extended DRX value of 512 radio frames is configured by upper layers should be handled in RRC_INACTIVE. Therefore, rapporteur propose to make the working assumption a formal agreement.
Proposal:

Proposal 1: The case that extended DRX value of 512 radio frames is configured by upper layers should be handled in RRC_INACTIVE.
Q2: Is there any other related issue for discussion?
	Company
	Detailed comments

	
	

	
	


4. Conclusion
Proposal 1: The case that extended DRX value of 512 radio frames is configured by upper layers should be handled in RRC_INACTIVE.




