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	Reason for change:
	According to the current RRC specificaitons, the term of TRP (or mult-TRP) is used for several fields (e.g. dl-PRS-ID, dl-PRS-ResourceId, multiDCI-MultiTRP-r16, multiDCI-multiTRP-Parameters, harqACK-separateMultiDCI-MultiTRP-r16 and harqACK-jointMultiDCI-MultiTRP-r16). However two different definitions of TRP are given in 38.300 and 38.355 respectively. The 37.355 definition of TRP is only for the co-located antenna for the positioning purpose. The 38.300 definition of TRP is not restricted to a specific antenna location (i.e. which could be either co-located or non-collocated). 
The field description of dl-PRS-ID already states that the TRP for dl-PRS-ID refers to the 38.355 TRP (i.e. only the co-located scenario). It is not clear which TRP definition/scenario the dl-PRS-ResourceId field refer to.

	
	

	Summary of change:
	In the field description of dl-PRS-ResourceId, it is clarified that this field refers to the 38.355 TRP definition (i.e. only the co-located scenario). 
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	The UE location information may not be accurate if the TRPs are using non-collocated antennas. 
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Start of change

6.3.2	Radio resource control information elements
…
	DL-PRS-Info field descriptions

	dl-PRS-ID
This field specifies the UE specific TRP ID (see TS 37.355 [49]) for which PRS configuration is provided. 

	dl-PRS-ResourceSetId
This field specifies the PRS-ResourceSet ID of a PRS resourceSet.

	dl-PRS-ResourceId
This field specifies the PRS-Resource ID of a PRS resource. If this field is absent, the UE determines the dl-PRS-ResourceID based on its PRS measurement from the TRP (see TS 37.355 [49]) and DL-PRS Resource Set.
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