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1
Overall description

Currently, the dedicated BWP can be configured for the RRC_CONNECTED UE and the common search space can be optionally configured to the UE. If the search space is not set to zero for OSI/paging, RAN2 spec (38.331 section 5.2.2.3.2 for OSI and TS38.304 section 7 for paging) indicates the mapping between OSI/paging PDCCH monitoring occasions and SSBs for all RRC state UE. 
However, it is not clear for RMSI if search space for RMSI is not set to zero because there is no text to specify the mapping between RMSI PDCCH monitoring occasions and SSBs if search space for RMSI is not set to zero. Some companies think the UE configured TCI state will be used for the RMSI reception and it is different from OSI reception for RRC_CONNECTED UE.
Q1: From RAN1 point of view, how to handle PDCCH reception and PDSCH reception for RMSI when search space for RMSI is not set to zero, e.g. on one dedicated BWP?
Some companies think the RRC configured TCI state can be used to receive RMSI PDCCH, if so, RAN2 wants to confirm how about OSI reception on the dedicated BWP if non-zero search space is configured.

Q2: If RAN1 confirm RRC configured TCI state is used to receive RMSI PDCCH, RAN2 wants to confirm how about OSI reception in this case?
2
Actions

To SA2 group:

RAN2 respectfully asks RAN1 to consider the above questions.
3
Dates of next RAN2 meetings
TSG-RAN2 Meeting #115-e 
Aug. 23 – Aug. 27, 2021
TSG-RAN2 Meeting #116-e 
Nov. 01 – Nov. 12, 2021
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