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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	[bookmark: OLE_LINK12][bookmark: OLE_LINK13]With the current spec, to indicate supporting of 35M/45M, the UE has to report a SupportedBandwidth wider than channelBWs-UL/DL and this SupportedBandwidth may even not be included in the Table 5.3.5-1 of TS 38.101-1 for the corresponding band. However, it has been clearly specified that “the supportedBandwidthDL/UL shall be defined in Table 5.3.5-1 in TS 38.101-1 for FR1 and Table 5.3.5-1 in TS 38.101-2 for FR2.”

	
	

	Summary of change:
	Add a clarification to the current field description of supportedBandwidthDL/UL as below:

[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]The UE may report a supportedBandwidthDL/UL wider than the channelBWs-DL/UL, this supportedBandwidthDL/UL may not be included in the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3] for the case that the UE is unable to report the actual supported bandwidth according to the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3].

Impact analysis
Impacted 5G architecture options:
(NG)EN-DC, NE-DC, NR DC, NR SA

Impacted functionality:
(NG)EN-DC/NE-DC, NR DC, NR SAConfiguration

Inter-operability:
1. If UE implements according to the CR and the network does not, the network may misunderstand the UE supported bandwidth.
2. [bookmark: OLE_LINK14][bookmark: OLE_LINK15][bookmark: OLE_LINK16]If the network implements according to the CR and the UE does not, the UE is unable to report the bandwidth that wider than the channelBWs-UL/DL, thus can’t support newly added 35M/45M.

	
	

	Consequences if not approved:
	The UE is unable to report the bandwidth that wider than the channelBWs-UL/DL, thus can’t support newly added 35M/45M feature.
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	Other comments:
	This CR is a REL-15 CR for REL-17 WI NR_FR1_35MHz_45MHz_BW-Core as the corresponding WID RP-210722 has the objective to enable optional UE support of 35 MHz and 45 MHz channel bandwidth from Rel-15 onwards in a release independent manner.
Note: There is a corresponding REL-16 CR (R2-2106692) but no REL-17 CR as 38.306 REL-17 is not yet introduced.
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	R2-2104250,R2-2104548, R2-2105180



First change
[bookmark: _Toc46509442][bookmark: _Toc12750898][bookmark: _Toc60789327][bookmark: _Toc29382262][bookmark: _Toc52569473][bookmark: _Toc37093379]4.2.7.6	FeatureSetDownlinkPerCC parameters
***************** omitted unchanged parts *****************
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	supportedBandwidthDL
Indicates maximum DL channel bandwidth supported for a given SCS that UE supports within a single CC, which is defined in Table 5.3.5-1 in TS 38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
For FR1, all the bandwidths listed in TS38.101-1 Table 5.3.5-1 for each band shall be mandatory with a single CC unless indicated optional. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a single band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwidth for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].

The UE may report a supportedBandwidthDL wider than the channelBWs-DL, this supportedBandwidthDL may not be included in the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3] for the case that the UE is unable to report the actual supported bandwidth according to the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3].

NOTE:	To determine whether the UE supports a channel bandwidth of 90 MHz, the network may ignore this capability and validate instead the channelBW-90mhz and the supportedBandwidthCombinationSet. For serving cell(s) with other channel bandwidths the network validates the channelBWs-DL, the supportedBandwidthCombinationSet, the supportedBandwidthCombinationSetIntraENDC, the asymmetricBandwidthCombinationSet (for a band supporting asymmetric channel bandwidth as defined in clause 5.3.6 of TS 38.101-1 [2]) and supportedBandwidthDL.
	FSPC
	CY
	N/A
	N/A


  ***************** omitted unchanged parts *****************

Second change
4.2.7.8	FeatureSetUplinkPerCC parameters
***************** omitted unchanged parts *****************
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	supportedBandwidthUL
Indicates maximum UL channel bandwidth supported for a given SCS that UE supports within a single CC, which is defined in Table 5.3.5-1 in TS38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
For FR1, all the bandwidths listed in TS38.101-1 Table 5.3.5-1 for each band shall be mandatory with a single CC unless indicated optional. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a single band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwidth for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].

The UE may report a supportedBandwidthUL wider than the channelBWs-UL, this supportedBandwidthUL may not be included in the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3] for the case that the UE is unable to report the actual supported bandwidth according to the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3].


NOTE:	To determine whether the UE supports a channel bandwidth of 90 MHz the network may ignore this capability and validate instead the channelBW-90mhz and the supportedBandwidthCombiantionSet. For serving cell(s) with other channel bandwidths the network validates the channelBWs-UL, the supportedBandwidthCombinationSet, the supportedBandwidthCombinationSetIntraENDC, the asymmetricBandwidthCombinationSet (for a band supporting asymmetric channel bandwidth as defined in clause 5.3.6 of TS 38.101-1 [2]) and supportedBandwidthUL.
	FSPC
	CY
	N/A
	N/A


***************** omitted unchanged parts *****************
End of change
