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1	Overall description
In RAN2#114-e meeting, RAN2 has discussed network switching for MUSIM where a UE leaves RRC_CONNECTED state on Network A due to activity on Network B and reached the following agreement:
We support at least AS-based solution (with AS-based response) for network switching while leaving RRC_Connected state in NW A. FFS if this may include NAS information.

Here, AS-based solution includes two steps: 1-) If configured, the UE can send an RRC message to leave RRC_CONNECTED for MUSIM purpose 2-) gNB may release the UE to RRC_IDLE/RRC_INACTIVE.
In addition, in RAN2#113bis-e meeting, RAN2 has agreed to use a timer when the UE does not receive the response in step-2 as follows:
During switching procedure for leaving RRC_CONNECTED state, UE is allowed to enter RRC_IDLE state if it does not receive response message from network within a certain configured time period. FFS for RRC_INACTIVE state 
RAN2 respectfully asks SA2 and CT1 to take the above RAN2 agreements into account.
2	Actions
To SA2 and CT1 
ACTION: 	RAN2 respectfully asks SA2 and CT1 to take the above RAN2 agreements into account.
3	Dates of next TSG RAN WG2 meetings
TSG-RAN2 Meeting #115-e	16 – 27 August 2021 	eMeeting
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