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[bookmark: OLE_LINK43][bookmark: OLE_LINK44]Start of change
[bookmark: _Toc68014865][bookmark: _Toc60776925][bookmark: OLE_LINK9][bookmark: OLE_LINK8][bookmark: OLE_LINK7][bookmark: _Toc46449563][bookmark: _Toc36220184][bookmark: _Toc29321226][bookmark: _Toc36220085][bookmark: _Toc46440015][bookmark: _Toc535261633][bookmark: _Toc20425830][bookmark: _Toc12718435][bookmark: _Toc60781353][bookmark: _Toc20426186][bookmark: _Toc46439450][bookmark: _Toc29321325][bookmark: _Toc36513505][bookmark: _Toc510018698][bookmark: _Toc510018651][bookmark: _Toc67915400][bookmark: _Toc46489350][bookmark: _Toc46487048][bookmark: _Toc12718472][bookmark: _Toc20425929][bookmark: _Toc29321583][bookmark: _Toc20426144][bookmark: _Toc29321541][bookmark: _Toc535261536][bookmark: _Toc36513604][bookmark: _Toc12750885][bookmark: OLE_LINK10][bookmark: _Toc46444317][bookmark: _Toc46439480][bookmark: _Toc12718085][bookmark: _Toc12718083][bookmark: _Toc5285381][bookmark: _Toc46487613][bookmark: _Toc36219508][bookmark: _Toc46487078][bookmark: _Toc52495184][bookmark: _Toc36219409][bookmark: _Toc46444287][bookmark: _Hlk726506][bookmark: _Toc46444852]5.6.1.4	Setting band combinations, feature set combinations and feature sets supported by the UE
The UE invokes the procedures in this clause if the NR or E-UTRA network requests UE capabilities for nr, eutra-nr or eutra. This procedure is invoked once per requested rat-Type (see clause 5.6.1.3 for capability enquiry by the NR network; see TS 36.331 [10], clause 5.6.3.3 for capability enquiry by the E-UTRA network). The UE shall ensure that the feature set IDs are consistent across feature sets, feature set combinations and band combinations in all three UE capability containers that the network queries with the same fields with the same values, i.e. UE-CapabilityRequestFilterNR, UE-CapabilityRequestFilterCommon and fields in UECapabilityEnquiry message (i.e. requestedFreqBandsNR-MRDC, requestedCapabilityNR, eutra-nr-only flag, and requestedCapabilityCommon) as defined in TS 36.331, where applicable.
NOTE 1:	Capability enquiry without frequencyBandListFilter is not supported.
NOTE 2:	In EN-DC, the gNB needs the capabilities for RAT types nr and eutra-nr and it uses the featureSets in the UE-NR-Capability together with the featureSetCombinations in the UE-MRDC-Capability to determine the NR UE capabilities for the supported MRDC band combinations. Similarly, the eNB needs the capabilities for RAT types eutra and eutra-nr and it uses the featureSetsEUTRA in the UE-EUTRA-Capability together with the featureSetCombinations in the UE-MRDC-Capability to determine the E-UTRA UE capabilities for the supported MRDC band combinations. Hence, the IDs used in the featureSets must match the IDs referred to in featureSetCombinations across all three containers. The requirement on consistency implies that there are no undefined feature sets and feature set combinations.
NOTE 3:	If the UE cannot include all feature sets and feature set combinations due to message size or list size constraints, it is up to UE implementation which feature sets and feature set combinations it prioritizes.
The UE shall:
1>	compile a list of "candidate band combinations" according to the filter criteria in capabilityRequestFilterCommon (if included), only consisting of bands included in frequencyBandListFilter, and prioritized in the order of frequencyBandListFilter (i.e. first include band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on), where for each band in the band combination, the parameters of the band do not exceed maxBandwidthRequestedDL, maxBandwidthRequestedUL, maxCarriersRequestedDL, maxCarriersRequestedUL, ca-BandwidthClassDL-EUTRA or ca-BandwidthClassUL-EUTRA, whichever are received;
1>	for each band combination included in the list of "candidate band combinations":
2>	if the network (E-UTRA) included the eutra-nr-only field, or
2>	if the requested rat-Type is eutra:
3>	remove the NR-only band combination from the list of "candidate band combinations";
NOTE 4:	The (E-UTRA) network may request capabilities for nr but indicate with the eutra-nr-only flag that the UE shall not include any NR band combinations in the UE-NR-Capability. In this case the procedural text above removes all NR-only band combinations from the candidate list and thereby also avoids inclusion of corresponding feature set combinations and feature sets below.
2>	if it is regarded as a fallback band combination with the same capabilities of another band combination included in the list of "candidate band combinations", and
2>	if this fallback band combination is generated by releasing at least one SCell or uplink configuration of SCell according to TS 38.306 [26]:
3>	remove the band combination from the list of "candidate band combinations";
NOTE 5:	Even if the network requests (only) capabilities for nr, it may include E-UTRA band numbers in the frequencyBandListFilter to ensure that the UE includes all necessary feature sets needed for subsequently requested eutra-nr capabilities. At this point of the procedure the list of "candidate band combinations" contains all NR- and/or E-UTRA-NR band combinations that match the filter (frequencyBandListFilter) provided by the NW and that match the eutra-nr-only flag (if RAT-Type nr is requested by E-UTRA). In the following, this candidate list is used to derive the band combinations, feature set combinations and feature sets to be reported in the requested capability container.
1>	if the requested rat-Type is nr:
2>	include into supportedBandCombinationList as many NR-only band combinations as possible from the list of "candidate band combinations", starting from the first entry;
3>	if srs-SwitchingTimeRequest is received:
4>	if SRS carrier switching is supported;
5>	include srs-SwitchingTimesListNR for each band combination;
4>	set srs-SwitchingTimeRequested to true;
2>	include, into featureSetCombinations, the feature set combinations referenced from the supported band combinations as included in supportedBandCombinationList according to the previous;
[bookmark: OLE_LINK16][bookmark: OLE_LINK15][bookmark: OLE_LINK14][bookmark: OLE_LINK12][bookmark: OLE_LINK13]2>	compile a list of "candidate feature set combinations" referenced from the list of "candidate band combinations" excluding entries (rows in feature set combinations) for fallback band combinations with same or lower capabilities;
2>	if uplinkTxSwitchRequest is received:
3>	include into supportedBandCombinationList-UplinkTxSwitch as many NR-only band combinations that supported UL TX switching as possible from the list of "candidate band combinations", starting from the first entry;
4>	if srs-SwitchingTimeRequest is received:
5>	if SRS carrier switching is supported;
6>	include srs-SwitchingTimesListNR for each band combination;
5>	set srs-SwitchingTimeRequested to true;
3>	include, into featureSetCombinations, the feature set combinations referenced from the supported band combinations as included in supportedBandCombinationList-UplinkTxSwitch according to the previous;
NOTE 6:	This list of "candidate feature set combinations" contains the feature set combinations used for NR-only as well as E-UTRA-NR band combinations. It is used to derive a list of NR feature sets referred to from the feature set combinations in the UE-NR-Capability and from the feature set combinations in a UE-MRDC-Capability container.
2>	include into featureSets the feature sets referenced from the "candidate feature set combinations" excluding entries (feature sets per CC) for fallback band combinations with same or lower capabilities and may exclude the feature sets with the parameters that exceed any of maxBandwidthRequestedDL, maxBandwidthRequestedUL, maxCarriersRequestedDL or maxCarriersRequestedUL, whichever are received;
1>	else, if the requested rat-Type is eutra-nr:
2>	include into supportedBandCombinationList and/or supportedBandCombinationListNEDC-Only as many E-UTRA-NR band combinations as possible from the list of "candidate band combinations", starting from the first entry;
3>	if srs-SwitchingTimeRequest is received:
4>	if SRS carrier switching is supported;
5>	include srs-SwitchingTimesListNR and srs-SwitchingTimesListEUTRA for each band combination;
4>	set srs-SwitchingTimeRequested to true;
2>	include, into featureSetCombinations, the feature set combinations referenced from the supported band combinations as included in supportedBandCombinationList according to the previous;
2>	if uplinkTxSwitchRequest is received:
3>	include into supportedBandCombinationList-UplinkTxSwitch as many E-UTRA-NR band combinations that supported UL TX switching as possible from the list of "candidate band combinations", starting from the first entry;
4>	if srs-SwitchingTimeRequest is received:
5>	if SRS carrier switching is supported;
6>	include srs-SwitchingTimesListNR and srs-SwitchingTimesListEUTRA for each band combination;
5>	set srs-SwitchingTimeRequested to true;
3>	include, into featureSetCombinations, the feature set combinations referenced from the supported band combinations as included in supportedBandCombinationList-UplinkTxSwitch according to the previous;
1>	else (if the requested rat-Type is eutra):
[bookmark: OLE_LINK38][bookmark: OLE_LINK39]2>	compile a list of "candidate feature set combinations" referenced from the list of "candidate band combinations" excluding entries (rows in feature set combinations) for fallback band combinations with same or lower capabilities;
NOTE 7:	This list of "candidate feature set combinations" contains the feature set combinations used for E-UTRA-NR band combinations. It is used to derive a list of E-UTRA feature sets referred to from the feature set combinations in a UE-MRDC-Capability container.
2>	include into featureSetsEUTRA (in the UE-EUTRA-Capability) the feature sets referenced from the "candidate feature set combinations" excluding entries (feature sets per CC) for fallback band combinations with same or lower capabilities and may exclude the feature sets with the parameters that exceed ca-BandwidthClassDL-EUTRA or ca-BandwidthClassUL-EUTRA, whichever are received;
[bookmark: OLE_LINK11]1>	include the received frequencyBandListFilter in the field appliedFreqBandListFilter of the requested UE capability, except if the requested rat-Type is nr and the network included the eutra-nr-only field;
1>	if the network included ue-CapabilityEnquiryExt:
2>	include the received ue-CapabilityEnquiryExt in the field receivedFilters;
Second change
[bookmark: _Toc60777428][bookmark: _Toc68015369]6.3.3	UE capability information elements
[bookmark: OLE_LINK47][bookmark: OLE_LINK48]*****************************************Omit unchanged part**************************************
[bookmark: _Toc60777439][bookmark: _Toc68015380]–	FeatureSetCombination
The IE FeatureSetCombination is a two-dimensional matrix of FeatureSet entries.
Each FeatureSetsPerBand contains a list of feature sets applicable to the carrier(s) of one band entry of the associated band combination. Across the associated bands, the UE shall support the combination of FeatureSets at the same position in the FeatureSetsPerBand. All FeatureSetsPerBand in one FeatureSetCombination must have the same number of entries.
The number of FeatureSetsPerBand in the FeatureSetCombination must be equal to the number of band entries in an associated band combination. The first FeatureSetPerBand applies to the first band entry of the band combination, and so on.
Each FeatureSet contains either a pair of NR or E-UTRA feature set IDs for UL and DL.
In case of NR, the actual feature sets for UL and DL are defined in the FeatureSets IE and referred to from here by their ID, i.e., their position in the featureSetsUplink / featureSetsDownlink list in the FeatureSet IE.
In case of E-UTRA, the feature sets referred to from this list are defined in TS 36.331 [10] and conveyed as part of the UE-EUTRA-Capability container.
The FeatureSetUplink and FeatureSetDownlink referred to from the FeatureSet comprise, among other information, a set of FeatureSetUplinkPerCC-Id:s and FeatureSetDownlinkPerCC-Id:s. The number of these per-CC IDs determines the number of carriers that the UE is able to aggregate contiguously in frequency domain in the corresponding band. The number of carriers supported by the UE is also restricted by the bandwidth class indicated in the associated BandCombination, if present.
[bookmark: OLE_LINK55][bookmark: OLE_LINK56][bookmark: OLE_LINK51][bookmark: OLE_LINK52][bookmark: OLE_LINK53][bookmark: OLE_LINK54]In feature set combinations the UE shall exclude entries for fallback combinations with same or lower capabilities, since the network may anyway assume that the UE supports those.
NOTE 1:	The UE may advertise fallback band-combinations in which it supports additional functionality explicitly in two ways: Either by setting FeatureSet IDs to zero (inter-band and intra-band non-contiguous fallback) and by reducing the number of FeatureSet-PerCC Ids in a Feature Set (intra-band contiguous fallback). Or by separate BandCombination entries with associated FeatureSetCombinations.
NOTE 2:	The UE may advertise a FeatureSetCombination containing only fallback band combinations. That means, in a FeatureSetCombination, each group of FeatureSets across the bands may contain at least one pair of FeatureSetUplinkId and FeatureSetDownlinkId which is set to 0/0.
[bookmark: OLE_LINK49][bookmark: OLE_LINK50]NOTE 3:	The Network configures serving cell(s) and BWP(s) configuration to comply with capabilities derived from the combination of FeatureSets at the same position in the FeatureSetsPerBand, regardless of activated/deactivated serving cell(s) and BWP(s).
*****************************************Omit unchanged part******************************
End of change
