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1. Overall Description:

RAN2 is discussing QoE configuration and reporting related issues and identifying some issues to be confirmed by SA4/SA5/RAN3.
Issue 1: Modify the QoE measurement configuration to UE
RAN2 is discussing QoE configuration signalling support, and RAN2 agreed QoE configuration are encapsulated in a transparent container in the RRC messages. RAN2 does not see the scenario that a QoE measurement configuration already configured in the UE will be modified for e.g., a certain service type or a QoE Reference, and assumes modification is not supported in RRC signalling. RAN2 would like SA5/RAN3 to confirm this assumption.
Issue 2: Provide multiple QoE measurement configurations for one certain service type
RAN2 is discussing QoE configuration and reporting signalling support, and some companies mention it is possible that multiple QoE measurement configurations can be provided to UE for one certain service type, e.g. different QoE measurement configurations for different slices may be applied to one service type, or different QoE measurement configurations may be applied for different application providers. RAN2 would like to check with SA5/RAN3 whether it is possible to provide multiple QoE measurement configurations for one certain service type?
Issue 3: The maximum container size for one QoE measurement configuration
RAN2 assumes to re-use the maximum container size of 1000 bytes for QoE measurements configuration which is the same as in LTE. RAN2 would like SA4 to confirm the assumption.
Issue 4: The maximum container size for one QoE report 
RAN2 discussed how to report QoE measurements in RRC layer, e.g. whether multiple QoE reports could be included in one RRC message. RAN2 discussed whether to re-use from LTE the maximum container size of 8000 bytes for one QoE report and would like to check with SA4 whether the maximum container size for one QoE report could go beyond 8000 bytes in NR?
2. Actions:
To: SA4, SA5, RAN3
ACTION:   
RAN2 kindly asks SA4/SA5/RAN3 to provide feedback on the above-mentioned issues.
3. Date of Next RAN2 Meetings:

RAN2#115-e
16 – 27 August 2021
Online
RAN2#116-e
1 – 12 November 2021
Online
