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[bookmark: _Ref488331639]Introduction
This is to discuss the left issues on sync configuration.
Discussion
If one compares the procedure in TS 36.331 for sync configuration
1>	else if triggered by V2X sidelink communication and the UE has GNSS as the synchronization reference:
2>	select SLSSID 0;
2>	if syncOffsetIndicator3 is configured for the frequency used for V2X sidelink communication in SL-V2X-Preconfiguration:
3>	select the subframe(s) indicated by syncOffsetIndicator3;
2>	else:
3>	select the subframe(s) indicated by syncOffsetIndicator1;
1>	else:
2>	select the synchronisation reference UE (i.e. SyncRef UE) as defined in 5.10.8;
2>	if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message received from this UE is set to TRUE; or
2>	if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL or MasterInformationBlock-SL-V2X message received from this UE is set to FALSE while the SLSS from this UE is part of the set defined for out of coverage, see TS 36.211 [21]:
3>	select the same SLSSID as the SLSSID of the selected SyncRef UE;
3>	select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration or v2x-CommPreconfigSync in SL-V2X-Preconfiguration defined in 9.3) corresponding to the concerned frequency, such that the subframe timing is different from the SLSS of the selected SyncRef UE;
2>	else if the UE has a selected SyncRef UE and the SLSS from this UE was transmitted on the subframe indicated by syncOffsetIndicator3 that is included in the syncOffsetIndicators in SL-V2X-Preconfiguration, and is corresponding to the frequency used for V2X sidelink communication:
3>	select SLSSID 169;
3>	select the subframe(s) indicated by syncOffsetIndicator2;
2>	else if the UE has a selected SyncRef UE:
3>	select the SLSSID from the set defined for out of coverage having an index that is 168 more than the index of the SLSSID of the selected SyncRef UE, see TS 36.211 [21];
3>	select the subframe in which to transmit the SLSS according to syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration or v2x-CommPreconfigSync in SL-V2X-Preconfiguration defined in 9.3), such that the subframe timing is different from the SLSS of the selected SyncRef UE;
2>	else (i.e. no SyncRef UE selected):
3>	if the UE has not randomly selected an SLSSID:
4>	if triggered by V2X sidelink communication, randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage except SLSSID 168 and 169, see TS 36.211 [21];
4>	else, randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage, see TS 36.211 [21];
4>	select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 (arbitrary selection between these) included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration or v2x-CommPreconfigSync in SL-V2X-Preconfiguration defined in 9.3);
And TS 38.331 for sync configuration
1>	else if triggered by NR sidelink communication and the UE has GNSS as the synchronization reference:
2>	select SLSSID 0;
2>	if sl-SSB-TimeAllocation3 is configured for the frequency used in SidelinkPreconfigNR:
3>	select the slot(s) indicated by sl-SSB-TimeAllocation3;
2>	else:
3>	select the slot(s) indicated by sl-SSB-TimeAllocation1;
1>	else:
2>	select the synchronisation reference UE (i.e. SyncRef UE) as defined in 5.8.6;
2>	if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlockSidelink message received from this UE is set to true; or
2>	if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlockSidelink message received from this UE is set to false while the SLSS from this UE is part of the set defined for out of coverage, see TS 38.211 [16]:
3>	select the same SLSSID as the SLSSID of the selected SyncRef UE;
3>	select the slot in which to transmit the SLSS according to the sl-SSB-TimeAllocation1 or sl-SSB-TimeAllocation2 included in the preconfigured sidelink parameters corresponding to the concerned frequency, such that the timing is different from the SLSS of the selected SyncRef UE;
2>	else if the UE has a selected SyncRef UE and the SLSS from this UE was transmitted on the slot(s) indicated sl-SSB-TimeAllocation3, which is configured for the frequency used in SidelinkPreconfigNR:
3>	select SLSSID 337;
3>	select the slot(s) indicated by sl-SSB-TimeAllocation2;
2>	else if the UE has a selected SyncRef UE:
3>	select the SLSSID from the set defined for out of coverage having an index that is 336 more than the index of the SLSSID of the selected SyncRef UE, see TS 38.211 [16];
3>	select the slot in which to transmit the SLSS according to sl-SSB-TimeAllocation1 or sl-SSB-TimeAllocation2 included in the preconfigured sidelink parameters corresponding to the concerned frequency, such that the timing is different from the SLSS of the selected SyncRef UE;
2>	else (i.e. no SyncRef UE selected):
3>	if the UE has not randomly selected an SLSSID:
4>	randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage except SLSSID 336 and 337, see TS 38.211 [16];
4>	select the slot in which to transmit the SLSS according to the sl-SSB-TimeAllocation1 or sl-SSB-TimeAllocation2 (arbitrary selection between these) included in the preconfigured sidelink parameters in SidelinkPreconfigNR corresponding to the concerned frequency;
One can find the procedure is quite similar, i.e., it implies that a single sync configuration is used for one frequency, and UE will base on different cases to select the SSB time allocation resources (altogether 3).
In 36.331, it is specified in ASN.1 as follows, i.e., one sync configuration per frequency
SL-V2X-PreconfigFreqInfo-r14 ::=		SEQUENCE {
	v2x-CommPreconfigGeneral-r14		SL-PreconfigGeneral-r12,
	v2x-CommPreconfigSync-r14			SL-PreconfigV2X-Sync-r14				OPTIONAL,
	v2x-CommRxPoolList-r14				SL-PreconfigV2X-RxPoolList-r14,
	v2x-CommTxPoolList-r14				SL-PreconfigV2X-TxPoolList-r14,
	p2x-CommTxPoolList-r14				SL-PreconfigV2X-TxPoolList-r14,
	v2x-ResourceSelectionConfig-r14			SL-CommTxPoolSensingConfig-r14			OPTIONAL,
	zoneConfig-r14						SL-ZoneConfig-r14						OPTIONAL,
	syncPriority-r14					ENUMERATED {gnss, enb},
	thresSL-TxPrioritization-r14		SL-Priority-r13						OPTIONAL,
	offsetDFN-r14						INTEGER (0..1000)					OPTIONAL,
	...,
	[[	v2x-FreqSelectionConfigList-r15	SL-V2X-FreqSelectionConfigList-r15	OPTIONAL
	]]
}

[…]

SL-PreconfigV2X-Sync-r14 ::=	SEQUENCE {
	syncOffsetIndicators-r14			SL-V2X-SyncOffsetIndicators-r14,
	syncTxParameters-r14				P0-SL-r12,
	syncTxThreshOoC-r14					RSRP-RangeSL3-r12,
	filterCoefficient-r14				FilterCoefficient,
	syncRefMinHyst-r14					ENUMERATED {dB0, dB3, dB6, dB9, dB12},
	syncRefDiffHyst-r14					ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf},
	...,
	[[	slss-TxDisabled-r15				ENUMERATED {true}				OPTIONAL
	]]
}

SL-V2X-SyncOffsetIndicators-r14 ::=	SEQUENCE {
	syncOffsetIndicator1-r14			SL-OffsetIndicatorSync-r14,
	syncOffsetIndicator2-r14			SL-OffsetIndicatorSync-r14,
	syncOffsetIndicator3-r14			SL-OffsetIndicatorSync-r14			OPTIONAL
}
While in 38.331, it is specified as one list of sync configuration per frequency
SidelinkPreconfigNR-r16 ::=                 SEQUENCE {
    sl-PreconfigFreqInfoList-r16                SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-FreqConfigCommon-r16     OPTIONAL,
    sl-PreconfigNR-AnchorCarrierFreqList-r16    SL-NR-AnchorCarrierFreqList-r16                                       OPTIONAL,
    sl-PreconfigEUTRA-AnchorCarrierFreqList-r16 SL-EUTRA-AnchorCarrierFreqList-r16                                    OPTIONAL,
    sl-RadioBearerPreConfigList-r16             SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SL-RadioBearerConfig-r16      OPTIONAL,
    sl-RLC-BearerPreConfigList-r16              SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16        OPTIONAL,
    sl-MeasPreConfig-r16                        SL-MeasConfigCommon-r16                                               OPTIONAL,
    sl-OffsetDFN-r16                            INTEGER (1..1000)                                                     OPTIONAL,
    t400-r16                                    ENUMERATED{ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000} OPTIONAL,
    sl-MaxNumConsecutiveDTX-r16                 ENUMERATED {n1, n2, n3, n4, n6, n8, n16, n32}	                      OPTIONAL,
    sl-SSB-PriorityNR-r16                       INTEGER (1..8)                                                        OPTIONAL,
    sl-PreconfigGeneral-r16                     SL-PreconfigGeneral-r16                                               OPTIONAL,
    sl-UE-SelectedPreConfig-r16                 SL-UE-SelectedConfig-r16                                              OPTIONAL,
    sl-CSI-Acquisition-r16                      ENUMERATED {enabled}                                                  OPTIONAL,
    sl-RoHC-Profiles-r16                        SL-RoHC-Profiles-r16                                                  OPTIONAL,
    sl-MaxCID-r16                               INTEGER (1..16383)                                                    DEFAULT 15,
    ...
}

SL-FreqConfigCommon-r16 ::=      SEQUENCE {
    sl-SCS-SpecificCarrierList-r16   SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier,
    sl-AbsoluteFrequencyPointA-r16   ARFCN-ValueNR,
    sl-AbsoluteFrequencySSB-r16      ARFCN-ValueNR                                                       OPTIONAL, -- Need R
    frequencyShift7p5khzSL-r16       ENUMERATED {true}                                                   OPTIONAL, -- Cond V2X-SL-Shared
    valueN-r16                       INTEGER (-1..1),
    sl-BWP-List-r16                  SEQUENCE (SIZE (1..maxNrofSL-BWPs-r16)) OF SL-BWP-ConfigCommon-r16  OPTIONAL, -- Need R
    sl-SyncPriority-r16              ENUMERATED {gnss, gnbEnb}                                           OPTIONAL, -- Need R
    sl-NbAsSync-r16                  BOOLEAN                                                             OPTIONAL, -- Need R
    sl-SyncConfigList-r16            SL-SyncConfigList-r16                                               OPTIONAL, -- Need R
    ...
}

[bookmark: _Toc71277084]Different from LTE, in NR spec, the procedural text seems hint there would be a single sync configuration for each frequency in pre-configuration, but the ASN.1 includes a list of sync configurations for each frequency in pre-configuration.
So it is not clear whether a list of sync configurations is needed in pre-configuration.
To answer this question, one has to consider
· On the one hand, in LTE, only a single sync configuration in each frequency is needed;
· On the other hand, as clarified in RAN2#113bis, the Rx sync configuration in Rx pool is also useful for Rx UE to know the PSBCH time allocation, which may be different per-Rx-pool, which seems also valid for pre-configuration (OOC) considering partial coverage case (i.e., when UE is at coverage boundary, with neighbouring UEs controlled by SIB/dedicated configuration from in-coverage)
[bookmark: _Toc71277086]RAN2 discuss whether UE expects a list of sync configuration in pre-configuration with list-length larger than 1 or not.
On the one hand, if a list with a length > 1 is feasible, then the RRC procedural text needs to be revised, so that UE is clear on which entry is to use to figure out the PSBCH time resource allocation.
Start Change
[bookmark: _Toc60777014][bookmark: _Toc68014954][bookmark: _Toc68015471]5.8.5.3	Transmission of SLSS
The UE shall select the SLSSID and the slot in which to transmit SLSS as follows:
1>	if triggered by NR sidelink communication and in coverage on the frequency used for NR sidelink communication, as defined in TS 38.304 [20]; or
1>	if triggered by NR sidelink communication, and out of coverage on the frequency used for NR sidelink communication, and the concerned frequency is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message or included in sl-FreqInfoList within SIB12:
2>	if the UE has selected GNSS as synchronization reference in accordance with 5.8.6.2:
3>	select SLSSID 0;
3>	use sl-SSB-TimeAllocation1 included in the entry of configured sl-SyncConfigList corresponding to the concerned frequency, that includes txParameters and gnss-Sync;
3>	select the slot(s) indicated by sl-SSB-TimeAllocation1;
2>	if the UE has selected a cell as synchronization reference in accordance with 5.8.6.2:
3>	select the SLSSID included in the entry of configured sl-SyncConfigList corresponding to the concerned frequency, that includes txParameters and does not include gnss-Sync;
3>	select the slot(s) indicated by sl-SSB-TimeAllocation1;
[bookmark: _Hlk70010820]1>	else if triggered by NR sidelink communication and the UE has GNSS as the synchronization reference:
2>	select SLSSID 0;
2>	select the entry of configured sl-SyncConfigList in SidelinkPreconfigNR corresponding to the concerned frequency, that includes txParameters;
2>	if sl-SSB-TimeAllocation3 is configured for the frequency used in SidelinkPreconfigNR:
3>	select the slot(s) indicated by sl-SSB-TimeAllocation3;
2>	else:
3>	select the slot(s) indicated by sl-SSB-TimeAllocation1;
1>	else:
2>	select the synchronisation reference UE (i.e. SyncRef UE) as defined in 5.8.6;
2>	if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlockSidelink message received from this UE is set to true; or
2>	if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlockSidelink message received from this UE is set to false while the SLSS from this UE is part of the set defined for out of coverage, see TS 38.211 [16]:
3>	select the same SLSSID as the SLSSID of the selected SyncRef UE;
3>	select the slot in which to transmit the SLSS according to the sl-SSB-TimeAllocation1 or sl-SSB-TimeAllocation2 included in the preconfigured sidelink parameters corresponding to the concerned frequency that includes txParameters, such that the timing is different from the SLSS of the selected SyncRef UE;
2>	else if the UE has a selected SyncRef UE and the SLSS from this UE was transmitted on the slot(s) indicated sl-SSB-TimeAllocation3, which is configured for the frequency used in SidelinkPreconfigNR:
3>	select SLSSID 337;
3>	select the slot(s) indicated by sl-SSB-TimeAllocation2 included in the preconfigured sidelink parameters corresponding to the concerned frequency that includes txParameters;
2>	else if the UE has a selected SyncRef UE:
3>	select the SLSSID from the set defined for out of coverage having an index that is 336 more than the index of the SLSSID of the selected SyncRef UE, see TS 38.211 [16];
3>	select the slot in which to transmit the SLSS according to sl-SSB-TimeAllocation1 or sl-SSB-TimeAllocation2 included in the preconfigured sidelink parameters corresponding to the concerned frequency that includes txParameters, such that the timing is different from the SLSS of the selected SyncRef UE;
2>	else (i.e. no SyncRef UE selected):
3>	if the UE has not randomly selected an SLSSID:
4>	randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage except SLSSID 336 and 337, see TS 38.211 [16];
4>	select the slot in which to transmit the SLSS according to the sl-SSB-TimeAllocation1 or sl-SSB-TimeAllocation2 (arbitrary selection between these) included in the preconfigured sidelink parameters in SidelinkPreconfigNR corresponding to the concerned frequency that includes txParameters;
Stop Change
	3/4	

On the other hand, if a list with length > 1 is not expected by UE, the clarification is needed either in 331.
1> [bookmark: _Toc60777532][bookmark: _Toc68015474]–	SL-FreqConfigCommon
The IE FreqConfigCommon specifies the cell-specific configuration information on one particular carrier frequency for NR sidelink communication.
SL-FreqConfigCommon information element
-- ASN1START
-- TAG-SL-FREQCONFIGCOMMON-START

SL-FreqConfigCommon-r16 ::=      SEQUENCE {
    sl-SCS-SpecificCarrierList-r16   SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier,
    sl-AbsoluteFrequencyPointA-r16   ARFCN-ValueNR,
    sl-AbsoluteFrequencySSB-r16      ARFCN-ValueNR                                                       OPTIONAL, -- Need R
    frequencyShift7p5khzSL-r16       ENUMERATED {true}                                                   OPTIONAL, -- Cond V2X-SL-Shared
    valueN-r16                       INTEGER (-1..1),
    sl-BWP-List-r16                  SEQUENCE (SIZE (1..maxNrofSL-BWPs-r16)) OF SL-BWP-ConfigCommon-r16  OPTIONAL, -- Need R
    sl-SyncPriority-r16              ENUMERATED {gnss, gnbEnb}                                           OPTIONAL, -- Need R
    sl-NbAsSync-r16                  BOOLEAN                                                             OPTIONAL, -- Need R
    sl-SyncConfigList-r16            SL-SyncConfigList-r16                                               OPTIONAL, -- Need R
    ...
}
-- TAG-SL-FREQCONFIGCOMMON-STOP
-- ASN1STOP

	SL-FreqConfigCommon field descriptions

	frequencyShift7p5khzSL
Enable the NR SL transmission with a 7.5 kHz shift to the LTE raster. If the field is absent, the frequency shift is disabled.

	sl-AbsoluteFrequencyPointA
Absolute frequency of the reference resource block (Common RB 0). Its lowest subcarrier is also known as Point A.

	sl-AbsoluteFrequencySSB
Indicates the frequency location of sidelink SSB. The transmission bandwidth for sidelink SSB is within the bandwidth of this sidelink BWP.

	sl-BWP-List
This field indicates the list of sidelink BWP(s) on which the NR sidelink communication configuration. In this release, only one BWP is allowed to be configured for NR sidelink conmunication.

	sl-NbAsSync
This field indicates whether the network can be selected as synchronization reference directly/indirectly only, if sl-SyncPriority is set to gnss. If this filed is set to TRUE, the network is enabled to be selected as synchronization reference directly/indirectly. The field is only present in SidelinkPreconfigNR. Otherwise it is absent.

	sl-SyncPriority
This field indicates synchronization priority order, as specified in sub-clause 5.8.6..

	sl-SyncConfigList
This field indicates the configuration by which the UE is allowed to receive and transmit synchronisation information for NR sidelink communication. Network configures sl-SyncConfig including txParameters when configuring UEs to transmit synchronisation information. When this field is configured in SL-PreconfigurationNR-r16, only one entry is configured in sl-SyncConfigList.

	valueN
Indicate the NR SL transmission with a valueN *5kHz shift to the LTE raster (see [TS 38.101-1 [15]], clause X.X.X).




[bookmark: _Toc71277087]RAN2 further discusses CR on 331 (either update the procedural text or update the field description) after concluding on the list length of sync configuration.

Conclusion
We have the following proposal:
Observation 1	Different from LTE, in NR spec, the procedural text seems hint there would be a single sync configuration for each frequency in pre-configuration, but the ASN.1 includes a list of sync configurations for each frequency in pre-configuration.

We have the following proposal:
Proposal 1	RAN2 discuss whether UE expects a list of sync configuration in pre-configuration with list-length larger than 1 or not.
Proposal 2	RAN2 further discusses CR on 331 (either update the procedural text or update the field description) after concluding on the list length of sync configuration.

[bookmark: _In-sequence_SDU_delivery][bookmark: _Ref189809556][bookmark: _Ref174151459][bookmark: _Ref450865335]Reference
[1] [bookmark: _Ref32829969][bookmark: _GoBack]R2-2104469	Summary of [704]		OPPO	discussion	Rel-16	5G_V2X_NRSL-Core


