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[bookmark: _Toc500511687][bookmark: _Toc501040585]First Modified Subclause
[bookmark: _Toc12618281][bookmark: _Toc37681195][bookmark: _Toc46486767][bookmark: _Toc52547112][bookmark: _Toc52547642][bookmark: _Toc52548172][bookmark: _Toc52548702][bookmark: _Toc60870430]6.5.10.4	NR DL-TDOA Location Information Elements
[bookmark: _Toc12618282][bookmark: _Toc37681196][bookmark: _Toc46486768][bookmark: _Toc52547113][bookmark: _Toc52547643][bookmark: _Toc52548173][bookmark: _Toc52548703][bookmark: _Toc60870431]–	NR-DL-TDOA-SignalMeasurementInformation
The IE NR-DL-TDOA-SignalMeasurementInformation is used by the target device to provide NR DL-TDOA measurements to the location server.
NOTE 1:	The dl-PRS-ReferenceInfo defines the "RSTD reference" TRP. The nr-RSTD's and nr-RSTD-ResultDiff's in nr-DL-TDOA-MeasList are provided relative to the "RSTD reference" TRP.
NOTE 2:	The "RSTD reference" TRP may or may not be the same as the "assistance data reference" TRP provided by nr-DL-PRS-ReferenceInfo in IE NR-DL-PRS-AssistanceData.
NOTE 3:	The target device includes a value of zero for the nr-RSTD and nr-RSTD-ResultDiff of the "RSTD reference" TRP in nr-DL-TDOA-MeasList.
-- ASN1START

NR-DL-TDOA-SignalMeasurementInformation-r16 ::= SEQUENCE {
[bookmark: _Hlk30954207]	dl-PRS-ReferenceInfo-r16		DL-PRS-ID-Info-r16,
	nr-DL-TDOA-MeasList-r16			NR-DL-TDOA-MeasList-r16,
	...
}

NR-DL-TDOA-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-TDOA-MeasElement-r16

NR-DL-TDOA-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-r16						CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurements-r16
									NR-DL-TDOA-AdditionalMeasurements-r16			OPTIONAL,
	...
}

NR-DL-TDOA-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 					OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-ResultDiff-r16			CHOICE {
			k0-r16						INTEGER (0..8191),
			k1-r16						INTEGER (0..4095),
			k2-r16						INTEGER (0..2047),
			k3-r16						INTEGER (0..1023),
			k4-r16						INTEGER (0..511),
			k5-r16						INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..61)									OPTIONAL,
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
...
}

-- ASN1STOP

	NR-DL-TDOA-SignalMeasurementInformation field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP.

	nr-TimeStamp
This field specifies the time instance at which the TOA and DL PRS-RSRP (if included) measurement is performed. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff including dl-PRS-ID,nr-ARFCN,nr-SFN and nr-Slot..These values correspond to the reference which is provided by nr-DL-PRS-ReferenceInfo.

	nr-RSTD
This field specifies the relative timing difference between this neighbour TRP and the PRS reference TRP, as defined in TS 38.215 [36].  Mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the TOA measurement. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-RSTD-ResultDiff
This field provides the additional DL RSTD measurement result relative to nr-RSTD. The RSTD value of this measurement is obtained by adding the value of this field to the value of the nr-RSTD field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result field. The mapping of the field is defined in TS 38.133 [46].




