	
3GPP TSG-RAN2 Meeting #114-e 	R2-2105208
E-Meeting, 19 – 27 May 2021
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	2608
	rev
	-
	Current version:
	16.4.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction to DAPS handover

	
	

	Source to WG:
	Google Inc.

	Source to TSG:
	R2

	
	

	Work item code:
	NR_Mob_enh-Core
	
	Date:
	2021-05-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	1.  “MAC establishment” is not defined in the NR MAC specification. It is not clear what “establishment of the target MAC” refers to. Instead, “MAC reset” is defined in section 5.9 in the NR MAC specification and “MAC reset” is used widely in the NR RRC specification.  
2. “SpCell” for DAPS in section 5.3.7.2 is misleading because DAPS handover and DC cannot be configured simultaneously. “PCell” is used in similar description for DAPS in section 5.3.7.2 in TS 36.331.

	
	

	Summary of change:
	1. Change “establishment of the target MAC” to “the target MAC reset”.
2. Change “SpCell” to “PCell” in section 5.3.7.2 to algin with LTE RRC specification.
Impact analysis
Impacted functionality: 
DAPS

Inter-operability:
The change is only on the UE. Therefore, no inter-operability issue between the UE and network is foreseen.


	
	

	Consequences if not approved:
	The specification is not clear.

	
	

	Clauses affected:
	5.3.5.1, 5.3.7.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



[bookmark: _Toc60776757][bookmark: _Toc68014697]5.3.5	RRC reconfiguration
[bookmark: _Toc60776758][bookmark: _Toc68014698]5.3.5.1	General


Figure 5.3.5.1-1: RRC reconfiguration, successful


Figure 5.3.5.1-2: RRC reconfiguration, failure
The purpose of this procedure is to modify an RRC connection, e.g. to establish/modify/release RBs/BH RLC channels, to perform reconfiguration with sync, to setup/modify/release measurements, to add/modify/release SCells and cell groups, to add/modify/release conditional handover configuration, to add/modify/release conditional PSCell change configuration. As part of the procedure, NAS dedicated information may be transferred from the Network to the UE.
RRC reconfiguration to perform reconfiguration with sync includes, but is not limited to, the following cases:
-	reconfiguration with sync and security key refresh, involving RA to the PCell/PSCell, MAC reset, refresh of security and re-establishment of RLC and PDCP triggered by explicit L2 indicators;
-	reconfiguration with sync but without security key refresh, involving RA to the PCell/PSCell, MAC reset and RLC re-establishment and PDCP data recovery (for AM DRB) triggered by explicit L2 indicators.
-	reconfiguration with sync for DAPS and security key refresh, involving RA to the target PCell, establishment of target MAC reset, and
-	for non-DAPS bearer: refresh of security and re-establishment of RLC and PDCP triggered by explicit L2 indicators;
-	for DAPS bearer: establishment of RLC for the target PCell, refresh of security and reconfiguration of PDCP to add the ciphering function, the integrity protection function and ROHC function of the target PCell;
-	for SRB: refresh of security and establishment of RLC and PDCP for the target PCell;
-	reconfiguration with sync for DAPS but without security key refresh, involving RA to the target PCell, establishment of target MAC reset, and:
-	for non-DAPS bearer: RLC re-establishment and PDCP data recovery (for AM DRB) triggered by explicit L2 indicators.
-	for DAPS bearer: establishment of RLC for target PCell, reconfiguration of PDCP to add the ciphering function, the integrity protection function and ROHC function of the target PCell;
-	for SRB: establishment of RLC and PDCP for the target PCell.
In (NG)EN-DC and NR-DC, SRB3 can be used for measurement configuration and reporting, for UE assistance (re-)configuration and reporting for power savings, for IP address (re-)configuration and reporting for IAB-nodes, to (re-)configure MAC, RLC, BAP, physical layer and RLF timers and constants of the SCG configuration, and to reconfigure PDCP for DRBs associated with the S-KgNB or SRB3, and to reconfigure SDAP for DRBs associated with S-KgNB in NGEN-DC and NR-DC, and to add/modify/release conditional PSCell change configuration, provided that the (re-)configuration does not require any MN involvement, and to transmit RRC messages between the MN and the UE during fast MCG link recovery. In (NG)EN-DC and NR-DC, only measConfig, radioBearerConfig, conditionalReconfiguration, bap-Config, iab-IP-AddressConfigurationList, otherConfig and/or secondaryCellGroup are included in RRCReconfiguration received via SRB3, except when RRCReconfiguration is received within DLInformationTransferMRDC.

[bookmark: _Toc60776804][bookmark: _Toc68014744]5.3.7	RRC connection re-establishment
<unrelated part omitted>
[bookmark: _Toc60776806][bookmark: _Toc68014746]5.3.7.2	Initiation
The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure of the MCG and t316 is not configured, in accordance with 5.3.10; or
1>	upon detecting radio link failure of the MCG while SCG transmission is suspended, in accordance with 5.3.10; or
1>	upon detecting radio link failure of the MCG while PSCell change or PSCell addition is ongoing, in accordance with 5.3.10; or
1>	upon re-configuration with sync failure of the MCG, in accordance with sub-clause 5.3.5.8.3; or
1>	upon mobility from NR failure, in accordance with sub-clause 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2, except if the integrity check failure is detected on the RRCReestablishment message; or
1>	upon an RRC connection reconfiguration failure, in accordance with sub-clause 5.3.5.8.2; or
1>	upon detecting radio link failure for the SCG while MCG transmission is suspended, in accordance with subclause 5.3.10.3 in NR-DC or in accordance with TS 36.331 [10] subclause 5.3.11.3 in NE-DC; or
1>	upon reconfiguration with sync failure of the SCG while MCG transmission is suspended in accordance with subclause 5.3.5.8.3; or
1>	upon SCG change failure while MCG transmission is suspended in accordance with TS 36.331 [10] subclause 5.3.5.7a; or
1>	upon SCG configuration failure while MCG transmission is suspended in accordance with subclause 5.3.5.8.2 in NR-DC or in accordance with TS 36.331 [10] subclause 5.3.5.5 in NE-DC; or
1>	upon integrity check failure indication from SCG lower layers concerning SRB3 while MCG is suspended; or
1>	upon T316 expiry, in accordance with sub-clause 5.7.3b.5.
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T312, if running;
1>	stop timer T304, if running;
1>	start timer T311;
1>	stop timer T316, if running;
1>	if UE is not configured with conditionalReconfiguration:
2>	reset MAC;
2>	release spCellConfig, if configured;
2>	suspend all RBs, except SRB0;
2>	release the MCG SCell(s), if configured;
2>	if MR-DC is configured:
3>	perform MR-DC release, as specified in clause 5.3.5.10;
2>	release delayBudgetReportingConfig, if configured and stop timer T342, if running;
2>	release overheatingAssistanceConfig, if configured and stop timer T345, if running;
2>	release idc-AssistanceConfig, if configured;
2>	release btNameList, if configured;
2>	release wlanNameList, if configured;
2>	release sensorNameList, if configured;
2>	release drx-PreferenceConfig for the MCG, if configured and stop timer T346a associated with the MCG, if running;
2>	release maxBW-PreferenceConfig for the MCG, if configured and stop timer T346b associated with the MCG, if running;
2>	release maxCC-PreferenceConfig for the MCG, if configured and stop timer T346c associated with the MCG, if running;
2>	release maxMIMO-LayerPreferenceConfig for the MCG, if configured and stop timer T346d associated with the MCG, if running;
2>	release minSchedulingOffsetPreferenceConfig for the MCG, if configured stop timer T346e associated with the MCG, if running;
2>	release releasePreferenceConfig, if configured stop timer T346f, if running;
2>	release onDemandSIB-Request if configured, and stop timer T350, if running;
2>	release referenceTimePreferenceReporting, if configured;
2>	release sl-AssistanceConfigNR, if configured;
1>	if any DAPS bearer is configured:
2>	reset the source MAC and release the source MAC configuration;
2>	for each DAPS bearer:
3>	release the RLC entity or entities as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCellPCell;
3>	reconfigure the PDCP entity to release DAPS as specified in TS 38.323 [5];
2>	for each SRB:
3>	release the PDCP entity for the source SpCellPCell;
3>	release the RLC entity as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCellPCell;
2>	release the physical channel configuration for the source SpCellPCell;
2>	discard the keys used in the source SpCell (the KgNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key), if any;
1>	perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20].
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