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1	Introduction
RAN2 objectives for reduced capability (RedCap) devices were approved in RP-210918.
In this contribution we discuss RedCap as per the following work item objectives:
	· Specify support for the following UE complexity reduction features [RAN1, RAN2, RAN4]:
· Reduced maximum UE bandwidth:
· Maximum bandwidth of an FR1 RedCap UE during and after initial access is 20 MHz. 
· Maximum bandwidth of an FR2 RedCap UE during and after initial access is 100 MHz.
…
· Specify definition of one RedCap UE type including capabilities for RedCap UE identification and for constraining the use of those RedCap capabilities only for RedCap UEs, and preventing RedCap UEs from using capabilities not intended for RedCap UEs including at least carrier aggregation, dual connectivity and wider bandwidths. [RAN2, RAN1]
· The existing UE capability framework is used; changes to capability signalling are specified only if necessary.


2	Discussion

According to work item objectives RedCap UE shall not support carrier aggregation, dual connectivity and wider bandwidths. We want to confirm whether this is the common understanding.
Proposal 1: RedCap UE shall not support carrier aggregation.
Proposal 2: RedCap UE shall not support dual connectivity.
Proposal 3: RedCap Maximum bandwidth of an FR1 RedCap UE during and after initial access is 20 MHz.
Proposal 4: RedCap Maximum bandwidth of an FR2 RedCap UE during and after initial access is 100 MHz.
RedCap work item defines that objectives are meant for RedCap device only. We want to confirm whether this is the common understanding.
Proposal 5: Functionality defined for RedCap UE shall not be implemented by non-RedCap UE






3	Conclusion
In this contribution REDCAP UE capabilities was discussed, and the following is proposed:
Proposal 1: RedCap UE shall not support carrier aggregation.
Proposal 2: RedCap UE shall not support dual connectivity.
Proposal 3: RedCap Maximum bandwidth of an FR1 RedCap UE during and after initial access is 20 MHz.
Proposal 4: RedCap Maximum bandwidth of an FR2 RedCap UE during and after initial access is 100 MHz.
Proposal 5: Functionality defined for RedCap UE shall not be implemented by non-RedCap UE





