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	Reason for change:
	Durng RAN2#113bis meeting, the following agreement was made.

R2-2104002	Discussion on the location reporting in inter-RAT measurement for immediate MDT	Huawei, HiSilicon	discussion	Rel-16	NR_SON_MDT-Core
=>	The changes are agreed and will be merged to the big CR.

This CR ws agreed for NR and this CR enables the configuration of the location information (includeCommonLocationInfo, includeBT-Meas, includeWLAN-Meas, includeSensor-Meas) related IEs in the reportConfigInterRAT of TS 38.331.

In the LTE specificaiton, the UE can be configured with includeLocationInfo in the reportConfigInterRAT. However, the UE cannot be configured with includeBT-Meas or includeWLAN-Meas.

In LTE, immMeasBT-r15 and immMeasWLAN-r15 are defined for UE capabilities. With the previous changes, it may force the legacy UE to support BT/WLAN measurements for Inter-RAT cases. So it is proposed to introduce separate UE capabilities so that a Rel-16 UE supporting immMeasBT-r15/immMeasWLAN-r15 can decide whether to also support new changes or not.


	
	

	Summary of change:
	New capabilities (immMeasBTInterRAT-r15, immMeasWLANInterRAT-r15) related to the inclusion of includeBT-Meas and includeWLAN-Meas in the reportConfigInterRAT are introduced.

Impact analysis

Impacted functionality:
Immediate MDT report

Inter-operability analysis:
No inter-operability issues foreseen.


	
	

	Consequences if not approved:
	UE will not support the inclusion of WLAN and BT measurement information inclusion in LTE inter-RAT measurement reports. 
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[bookmark: _Toc36547063][bookmark: _Toc36548455][bookmark: _Toc46447292][bookmark: _Toc52790120][bookmark: _Toc60855990][bookmark: _Toc20487008][bookmark: _Toc29342300][bookmark: _Toc29343439][bookmark: _Toc36566691][bookmark: _Toc36810107][bookmark: _Toc36846471][bookmark: _Toc36939124][bookmark: _Toc37082104][bookmark: _Toc46480731][bookmark: _Toc46481965][bookmark: _Toc46483199]/* Start of change */
[bookmark: _Toc46493956][bookmark: _Toc52534850][bookmark: _Toc67415314]4.3.13	UE-based network performance measurement parameters
[bookmark: _Toc29241396][bookmark: _Toc37152865][bookmark: _Toc37236802][bookmark: _Toc46493957][bookmark: _Toc52534851][bookmark: _Toc67415315]4.3.13.1	loggedMeasurementsIdle
This parameter defines whether the UE supports logged measurements in RRC_IDLE upon request from the network. A UE that supports logged measurements in RRC_IDLE shall also support a minimum of 64kB memory for log storage.
[bookmark: _Toc29241397][bookmark: _Toc37152866][bookmark: _Toc37236803][bookmark: _Toc46493958][bookmark: _Toc52534852][bookmark: _Toc67415316]4.3.13.2	standaloneGNSS-Location
This parameter defines whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE.
[bookmark: _Toc29241398][bookmark: _Toc37152867][bookmark: _Toc37236804][bookmark: _Toc46493959][bookmark: _Toc52534853][bookmark: _Toc67415317]4.3.13.3	Void
[bookmark: _Toc29241399][bookmark: _Toc37152868][bookmark: _Toc37236805][bookmark: _Toc46493960][bookmark: _Toc52534854][bookmark: _Toc67415318]4.3.13.4	loggedMBSFNMeasurements-r12
This parameter defines whether the UE supports logged MBSFN measurement in RRC_IDLE and RRC_CONNECTED upon request from the network. A UE that supports logged MBSFN measurements shall also support a minimum of 64kB memory for log storage. A UE that supports logged MBSFN measurements shall also support logged measurements in RRC_IDLE upon request from the network.
[bookmark: _Toc29241400][bookmark: _Toc37152869][bookmark: _Toc37236806][bookmark: _Toc46493961][bookmark: _Toc52534855][bookmark: _Toc67415319]4.3.13.5	locationReport-r14
This parameter defines whether the UE supports reporting of its geographical location information to eNB.
[bookmark: _Toc29241401][bookmark: _Toc37152870][bookmark: _Toc37236807][bookmark: _Toc46493962][bookmark: _Toc52534856][bookmark: _Toc67415320]4.3.13.6	loggedMeasBT-r15
This parameter indicates whether the UE supports Bluetooth measurements in RRC_IDLE mode.
[bookmark: _Toc29241402][bookmark: _Toc37152871][bookmark: _Toc37236808][bookmark: _Toc46493963][bookmark: _Toc52534857][bookmark: _Toc67415321]4.3.13.7	loggedMeasWLAN-r15
This parameter indicates whether the UE supports WLAN measurements in RRC_IDLE mode.
[bookmark: _Toc29241403][bookmark: _Toc37152872][bookmark: _Toc37236809][bookmark: _Toc46493964][bookmark: _Toc52534858][bookmark: _Toc67415322]4.3.13.8	immMeasBT-r15
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]This parameter indicates whether the UE supports Bluetooth measurements in RRC_CONNECTED mode.
[bookmark: _Toc29241404][bookmark: _Toc37152873][bookmark: _Toc37236810][bookmark: _Toc46493965][bookmark: _Toc52534859][bookmark: _Toc67415323]4.3.13.9	immMeasWLAN-r15
This parameter indicates whether the UE supports WLAN measurements in RRC_CONNECTED mode.
[bookmark: _Toc46493966][bookmark: _Toc52534860][bookmark: _Toc67415324]4.3.13.10	ul-PDCP-AvgDelay-r16
This parameter indicates whether the UE supports UL PDCP Packet Average Delay measurement (as specified in TS 38.314 [41]) and reporting in RRC_CONNECTED state.
4.3.13.11	immMeasBTInterRAT-r16
This parameter indicates whether the UE supports Bluetooth measurements in RRC_CONNECTED mode in the inter RAT reporting configuration.
4.3.13.12	immMeasWLANInterRAT-r16
This parameter indicates whether the UE supports WLAN measurements in RRC_CONNECTED mode in the inter RAT reporting configuration.
/* End of change */
