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	Reason for change:
	Currently, the WLAN, BT and sensor information included in the CEF report is based on the configuration obtained in the otherConfig configured when the UE was in RRC_Connected mode, while CEF report shall be logged when UE is in RRC_IDLE mode. 
In our understanding the UE cannot use the configuration obtained in otherConfig because of following reasoning:
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Further, during RAN2#113bis meeting, the following CR was agreed for LTE with the modifications related to removal of CEF report in the text.
R2-2103766	Clarification on LocationInfo reporting for SON	NTT DOCOMO, INC.	CR	Rel-16	36.331	16.4.0	4621	-	F	NR_ENDC_SON_MDT_enh-Core
=>	change to “NOTE x:	Any subsequent measurement report includes RLF report and SCGFailureInformationNR.”
=>	will be merged into big CR. Further clarification on UE behavior can be discussed through email discussion 810.

The same is applicable to NR as well.
As an inactive UE could at some points in time have location information configuration via the logged MDT configuration and otherConfig related configuration, the UE can use any of these two configurations in decoding to make the location information available in the CEF report.

	
	

	Summary of change:
	Procedural text concerning the configuration of WLAN, BT and sensor is corrected in association with the CEF report.
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The UE shall:
1>	if timer T300 expires:
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
2>	if the UE supports RRC Connection Establishment failure with temporary offset and the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];
NOTE 1:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2>	if the UE has connection establishment failure informaton or connection resume failure information available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
3>	set the plmn-Identity to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, tracking area code, the cell level and SS/PBCH block level RSRP, and RSRQ, and SS/PBCH block indexes, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection establishment failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results as follows;
5>	if available, include the sensor-MeasurementInformation;
5>	if available, include the sensor-MotionInformation;
NOTE X:	Which location information related configuration is used by the UE to make the locationInfo available for inclusion in the VarConnEstFailReport is left to UE implementation.
3>	set perRAInfoList to indicate random access failure information as specified in 5.7.10.5;
3>	if the numberOfConnFail is smaller than 8:
4>	increment the numberOfConnFail by 1;
2>	inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;
The UE may discard the connection establishment failure or connection resume failure information, i.e. release the UE variable VarConnEstFailReport, 48 hours after the last connection establishment failure is detected.
END OF CHANGE

START OF NEXT CHANGE
5.3.5.9	Other configuration
The UE shall:
1>	if the received otherConfig includes the delayBudgetReportingConfig:
2>	if delayBudgetReportingConfig is set to setup:
3>	consider itself to be configured to send delay budget reports in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to send delay budget reports and stop timer T342, if running.
1>	if the received otherConfig includes the overheatingAssistanceConfig:
2>	if overheatingAssistanceConfig is set to setup:
3>	consider itself to be configured to provide overheating assistance information in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;
1>	if the received otherConfig includes the idc-AssistanceConfig:
2>	if idc-AssistanceConfig is set to setup:
3>	consider itself to be configured to provide IDC assistance information in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide IDC assistance information;
1>	if the received otherConfig includes the drx-PreferenceConfig:
2>	if drx-PreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on DRX parameters for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on DRX parameters for power saving for the cell group and stop timer T346a associated with the cell group, if running;
1>	if the received otherConfig includes the maxBW-PreferenceConfig:
2>	if maxBW-PreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the maximum aggregated bandwidth for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the maximum aggregated bandwidth for power saving for the cell group and stop timer T346b associated with the cell group, if running;
1>	if the received otherConfig includes the maxCC-PreferenceConfig:
2>	if maxCC-PreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the maximum number of secondary component carriers for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the maximum number of secondary component carriers for power saving for the cell group and stop timer T346c associated with the cell group, if running;
1>	if the received otherConfig includes the maxMIMO-LayerPreferenceConfig:
2>	if maxMIMO-LayerPreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the maximum number of MIMO layers for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the maximum number of MIMO layers for power saving for the cell group and stop timer T346d associated with the cell group, if running;
1>	if the received otherConfig includes the minSchedulingOffsetPreferenceConfig:
2>	if minSchedulingOffsetPreferenceConfig is set to setup:
3>	consider itself to be configured to provide its preference on the minimum scheduling offset for cross-slot scheduling for power saving for the cell group in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide its preference on the minimum scheduling offset for cross-slot scheduling for power saving for the cell group and stop timer T346e associated with the cell group, if running;
1>	if the received otherConfig includes the releasePreferenceConfig:
2>	if releasePreferenceConfig is set to setup:
3>	consider itself to be configured to provide assistance information to transition out of RRC_CONNECTED in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide assistance information to transition out of RRC_CONNECTED and stop timer T346f, if running.
1>	if the received otherConfig includes the obtainCommonLocation:
2>	include available detailed location information for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
NOTE 1:	The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.
1>	if the received otherConfig includes the btNameList:
2>	if btNameList is set to setup, include available Bluetooth measurement results for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
1>	if the received otherConfig includes the wlanNameList:
2>	if wlanNameList is set to setup, include available WLAN measurement results for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
1>	if the received otherConfig includes the sensorNameList:
2>	if sensorNameList is set to setup, include available Sensor measurement results for any subsequent measurement report or any subsequent RLF report, CEF report and SCGFailureInformation;
NOTE 2:	The UE is requested to attempt to have valid Bluetooth measurements, WLAN measurements and Sensor measurements whenever sending a measurement report for which it is configured to include these measurements. The UE may not succeed e.g. because the user manually disabled the WLAN or Bluetooth or Sensor hardware. Further details, e.g. regarding when to activate WLAN or Bluetooth or Sensor, are up to UE implementation.
1>	if the received otherConfig includes the sl-AssistanceConfigNR:
2>	consider itself to be configured to provide configured grant assistance information for NR sidelink communication in accordance with 5.7.4;
1>	if the received otherConfig includes the referenceTimePreferenceReporting:
2>	consider itself to be configured to provide UE reference time assistance information in accordance with 5.7.4;
1>	else:
2>	consider itself not to be configured to provide UE reference time assistance information;
END OF CHANGE

START OF NEXT CHANGE
[bookmark: _Toc60776836][bookmark: _Toc68014776]5.3.13.5	T319 expiry or Integrity check failure from lower layers while T319 is running
The UE shall:
1>	if timer T319 expires or upon receiving Integrity check failure indication from lower layers while T319 is running:
2>	if the UE has connection establishment failure information or connection resume failure informaton available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2> clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection resume failure information in the VarConnEstFailReport by setting its fields as follows:
3>	set the plmn-Identity to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, tracking area code, the cell level and SS/PBCH block level RSRP, and RSRQ, and SS/PBCH block indexes, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection resume failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as in 5.3.3.7;
NOTE X:	Which location information related configuration is used by the UE to make the locationInfo available for inclusion in the VarConnEstFailReport is left to UE implementation.
3>	set perRAInfoList to indicate random access failure information as specified in 5.7.10.5;
3>	if numberOfConnFail is smaller than 8:
4>	increment the numberOfConnFail by 1;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
The UE may discard the connection resume failure or connection establishment failure information, i.e. release the UE variable VarConnEstFailReport, 48 hours after the last connection resume failure is detected.
END OF CHANGE

3GPP
