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	Reason for change:
	Prioritized access at the target cell after release with redirection may be needed in some cases, e.g. redirction for MPS service, redirection for slice with low latency requirement, redirection for emergency call, redirection for other high priority access identities (AI 11-15) and so on.
A unified mechanism should be introduced to support redirection with high priority access.


	
	

	Summary of change:
	Redirection with high priority access is introduced as an optional feature without UE radio access capability parameters
Impact Analysis:
Impacted 5G architecture option:
NR-SA
Impacted functionality:
Redirection from NR to: NR, LTE/EPC, LTE/5GC.
Redirection from LTE/5GC to NR or LTE/5GC/EPC, and LTE/EPC to NR.
Inter-operability:
· If the network is implemented according to the CR and the UE is not; There is no inter-operability issue. The UE will ignore the high priority access indicator.
· If the UE is implemented according to the CR and the network is not;
There is no inter-operability issue. The UE will not receive the high priority acces indicator.
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	Redirection with high priority access will not be supported.
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[bookmark: _Toc60776747][bookmark: _Toc60867528][bookmark: _Toc67415614]Start of change
6.7	RRC Connection
[bookmark: _Toc67415615]6.7.1	RRC Connection Reject with deprioritisation
It is optional for UE to support RRCConnectionReject with deprioritisationReq as specified in TS 36.331 [5].
[bookmark: _Toc67415616]6.7.2	RRC Connection Establishment Failure Temporary Qoffset
It is optional for UE to support RRC Connection Establishment failure temporary Qoffset as specified in TS 36.331 [5].
[bookmark: _Toc67415617]6.7.3	mo-VoiceCall establishment cause for mobile originating MMTEL video
It is optional for UE to support mo-VoiceCall establishment cause for mobile originating MMTEL video as specified in TS 36.331 [5].
[bookmark: _Toc67415618]6.7.4	mo-VoiceCall establishment cause for mobile originating MMTEL voice
It is optional for UE to support mo-VoiceCall establishment cause for mobile originating MMTEL voice as specified in TS 36.331 [5].
[bookmark: _Toc67415619]6.7.5	RRC Connection Re-establishment for the Control Plane CIoT EPS Optimization
It is optional for UE to support RRCConnectionReestablishment for the Control Plane CIoT EPS Optimization as specified in TS 36.331 [5]. This feature is only applicable if the UE supports any ue-Category-NB.
6.7.6	RRC connection release with redirection and high priority indication
It is optional for UE to support RRCRelease with redirection and highPriorityIndication as specified in TS 36.331 [5].
[bookmark: _Toc67415620]6.7. 76	Void
End of change

