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[bookmark: _Toc46481005][bookmark: _Toc46482239][bookmark: _Toc46483473][bookmark: _Toc67997279]---------------------------------------------------------------------------<start of 1st change>---------------------------------------------------------------------------
6.3.1	System information blocks
<Text omitted>
[bookmark: _Toc20487264][bookmark: _Toc29342559][bookmark: _Toc29343698][bookmark: _Toc36566960][bookmark: _Toc36810398][bookmark: _Toc36846762][bookmark: _Toc36939415][bookmark: _Toc37082395][bookmark: _Toc46481027][bookmark: _Toc46482261][bookmark: _Toc46483495][bookmark: _Toc67997301]–	SystemInformationBlockType24
The IE SystemInformationBlockType24 contains information relevant for inter-RAT cell re-selection (i.e. information about NR frequencies and NR neighbouring cells relevant for cell re-selection), which can also be used for NR idle/inactive measurements. The IE includes cell re-selection parameters common for a frequency.
SystemInformationBlockType24 information element
-- ASN1START

SystemInformationBlockType24-r15 ::=	SEQUENCE {
	carrierFreqListNR-r15				CarrierFreqListNR-r15				OPTIONAL,		-- Need OR
	t-ReselectionNR-r15					T-Reselection,
	t-ReselectionNR-SF-r15				SpeedStateScaleFactors				OPTIONAL,	-- Need OR
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	...,
	[[	carrierFreqListNR-v1610			CarrierFreqListNR-v1610		OPTIONAL    -- Need OR
	]]
}

CarrierFreqListNR-r15 ::=		SEQUENCE (SIZE (1..maxFreq)) OF CarrierFreqNR-r15

CarrierFreqListNR-v1610 ::=		SEQUENCE (SIZE (1..maxFreq)) OF CarrierFreqNR-v1610

CarrierFreqNR-r15 ::=				SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	multiBandInfoList-r15				MultiFrequencyBandListNR-r15		OPTIONAL,	-- Need OR
	multiBandInfoListSUL-r15			MultiFrequencyBandListNR-r15		OPTIONAL,	-- Need OR
	measTimingConfig-r15				MTC-SSB-NR-r15						OPTIONAL,	-- Need OR
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	ss-RSSI-Measurement-r15				SS-RSSI-Measurement-r15		OPTIONAL,		-- Cond RSRQ2
	cellReselectionPriority-r15			CellReselectionPriority		OPTIONAL,		-- Need OP
	cellReselectionSubPriority-r15		CellReselectionSubPriority-r13	OPTIONAL,	-- Need OR
	threshX-High-r15					ReselectionThreshold,
	threshX-Low-r15						ReselectionThreshold,
	threshX-Q-r15						SEQUENCE {
			threshX-HighQ-r15				ReselectionThresholdQ-r9,
			threshX-LowQ-r15				ReselectionThresholdQ-r9
		}																OPTIONAL,	-- Cond RSRQ
	q-RxLevMin-r15						INTEGER (-70..-22),
	q-RxLevMinSUL-r15					INTEGER (-70..-22)				OPTIONAL,		-- Need OR
	p-MaxNR-r15							P-MaxNR-r15,
	ns-PmaxListNR-r15					NS-PmaxListNR-r15					OPTIONAL,	-- Need OR
	q-QualMin-r15						INTEGER (-43..-12)				OPTIONAL,		-- Need OP
	deriveSSB-IndexFromCell-r15			BOOLEAN,
	maxRS-IndexCellQual-r15				MaxRS-IndexCellQualNR-r15		OPTIONAL,		-- Need OR
	threshRS-Index-r15					ThresholdListNR-r15				OPTIONAL,		-- Need OR
	...,
	[[	multiBandNsPmaxListNR-v1550		MultiBandNsPmaxListNR-1-v1550	OPTIONAL,	-- Need OR
		multiBandNsPmaxListNR-SUL-v1550	MultiBandNsPmaxListNR-v1550		OPTIONAL,	-- Need OR
		ssb-ToMeasure-r15				SSB-ToMeasure-r15				OPTIONAL		-- Need OR
	]]
}

CarrierFreqNR-v1610 ::=		SEQUENCE {
	smtc2-LP-r16						MTC-SSB2-LP-NR-r16				OPTIONAL,	  -- Need OR
	ssb-PositionQCL-CommonNR-r16	SSB-PositionQCL-RelationNR-r16	OPTIONAL,	-- Cond SharedSpectrum2
	whiteCellListNR-r16				WhiteCellListNR-r16					OPTIONAL,	-- Cond SharedSpectrum
	highSpeedCarrierNR-r16			ENUMERATED {true}				OPTIONAL	  -- Need OR
}

MultiBandNsPmaxListNR-1-v1550	::=	SEQUENCE (SIZE (1.. maxMultiBandsNR-1-r15)) OF NS-PmaxListNR-r15

MultiBandNsPmaxListNR-v1550	::=	SEQUENCE (SIZE (1.. maxMultiBandsNR-r15)) OF NS-PmaxListNR-r15

WhiteCellListNR-r16 ::=			SEQUENCE (SIZE (1..maxCellWhiteNR-r16)) OF PhysCellIdNR-r15

-- ASN1STOP

	SystemInformationBlockType24 field descriptions

	carrierFreqListNR
List of carrier frequencies of NR carriers. These frequencies correspond to GSCN values as specified in TS 38.101 [85]. If the carrierFreqListNR-v1610 is present, it contains the same number of entries, listed in the same order as in the carrierFreqListNR (without suffix).

	cellReselectionPriority
The field concerns the absolute priority of the concerned carrier frequency as used by the cell reselection procedure. Corresponds with parameter "priority" in TS 36.304 [4].

	deriveSSB-IndexFromCell
The field indicates whether the UE may use, to derive the SSB index of a cell on the indicated SSB frequency and subcarrier spacing, the timing of any detected cell with the same SSB frequency and subcarrier spacing. If this field is set to TRUE, the UE assumes SFN and frame boundary alignment across cells on the same NR carrier frequency as specified in TS 36.133 [16].

	highSpeedCarrierNR
If the field is present, the UE shall apply the enhanced inter-RAT NR measurement requirements to support high speed up to 500 km/h as specified in TS 36.133 [16] to the NR carrier.

	maxRS-IndexCellQual
Number of SS blocks to average for cell measurement derivation. Corresponds to the parameter nrofSS-BlocksToAverage in TS 38.304 [92].

	measTimingConfig
Used to configure measurement timing configurations, i.e., timing occasions at which the UE measures SSBs. If the field is absent, the UE assumes that SSB periodicity is 5ms in this frequency.

	multiBandInfoList
Indicates the list of frequency bands for which the NR cell reselection parameters apply. The UE shall select the first listed band which it supports in the multiBandInfoList field to represent the NR neighbour carrier frequency. The network always includes this field.

	multiBandInfoListSUL
Indicates the list of frequency bands for which the NR cell reselection parameters apply. The UE shall select the first listed band which it supports in the multiBandInfoListSUL field to represent the NR neighbour carrier frequency.

	multiBandNsPmaxListNR
Indicates the NS-PmaxListNR configuration for the NR frequency band(s) listed in multiBandInfoList. The first entry corresponds to the second listed band in multiBandInfoList, and second entry corresponds to the third listed band in multiBandInfoList, and so on. 

	multiBandNsPmaxListNR-SUL
Indicates the NS-PmaxListNR configuration for the NR SUL frequency band(s) listed in multiBandInfoListSUL. The first entry corresponds to the first listed band in multiBandInfoListSUL, and second entry corresponds to the second listed band in multiBandInfoListSUL, and so on.

	Ns-PmaxListNR
Indicates a list of additionalPmax and additionalSpectrumEmission, corresponds to the first listed band in the multiBandInfoList.

	p-MaxNR
Indicates the maximum power for NR (see TS 38.104 [91]) the UE can use in NR SCG.

	q-QualMin
Parameter "Qqualmin" in TS 36.304 [4], applicable for NR neighbour cells. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin. The actual value Qqualmin = field value [dB].

	q-RxLevMin
Parameter "Qrxlevmin" in TS 38.304 [92], applicable for NR neighbour cells. The actual value Qrxlevmin = field value * 2 [dBm].

	q-RxLevMinSUL
Parameter "Qrxlevmin" in TS 38.304 [92], applicable for NR neighbouring cells. The actual value Qrxlevmin = field value * 2 [dBm].

	Smtc2-LP
Measurement timing configuration for inter-RAT neighbour cells in NR with a Long Periodicity (LP) indicated by periodicity in smtc2-LP. The timing offset and duration are equal to the offset and duration indicated in measTimingConfig in CarrierFreqNR. The periodicity in smtc2-LP can only be set to a value strictly larger than the periodicity in measTimingConfig in CarrierFreqNR (e.g. if measTimingConfig indicates sf20 the Long Periodicity can only be set to sf40, sf80 or sf160, if measTimingConfig indicates sf160, smtc2-LP cannot be configured). The pci-List, if present, includes the physical cell identities of the inter-RAT neighbour cells with Long Periodicity. If smtc2-LP is absent, the UE assumes that there are no inter-RAT neighbour cells with a Long Periodicity.

	Ssb-PositionQCL-CommonNR
Indicates the QCL relationship between SS/PBCH blocks for NR neighbor cells on the indicated frequency as specified in TS 38.213 [88], clause 4.1.

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration (see TS 38.215 [89]). When the field is absent the UE measures on all SS-blocks.

	ss-RSSI-Measurements
Indicates the SSB-based RSSI measurement configuration. If the field is absent, the UE behaviour is defined in TS 38.215 [89], clause 5.1.3.

	threshRS-Index
List of thresholds for consolidation of L1 measurements per RS index. Corresponds to the parameter absThreshSS-BlocksConsolidation in TS 38.304 [92].

	threshX-High
Parameter "ThreshX, HighP" in TS 36.304 [4].

	threshX-HighQ
Parameter "ThreshX, HighQ" in TS 36.304 [4].

	threshX-Low
Parameter "ThreshX, LowP" in TS 36.304 [4].

	threshX-LowQ
Parameter "ThreshX, LowQ" in TS 36.304 [4].

	t-ReselectionNR
Parameter "TreselectionNR" in TS 36.304 [4].

	t-ReselectionNR-SF
Parameter "Speed dependent ScalingFactor for TreselectionNR" in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	whiteCellListNR
List of whitelisted neighbouring NR cells.



	Conditional presence
	Explanation

	RSRQ
	The field is mandatory present if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	RSRQ2
	The field is optional Need OP if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	SharedSpectrum
	The field is optional Need OP if NR operates with shared spectrum channel access; otherwise, it is not present.

	SharedSpectrum2
	The field is mandatory present if NR operates with shared spectrum channel access; otherwise, it is not present.
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6.3.5	Measurement information elements
<Text omitted>
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The IE MeasObjectNR specifies information applicable for inter-RAT NR neighbouring cells.
MeasObjectNR information element
-- ASN1START

MeasObjectNR-r15 ::=				SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	rs-ConfigSSB-r15					RS-ConfigSSB-NR-r15,
	threshRS-Index-r15					ThresholdListNR-r15				OPTIONAL,		-- Need OR
	maxRS-IndexCellQual-r15				MaxRS-IndexCellQualNR-r15		OPTIONAL,		-- Need OR
	offsetFreq-r15						Q-OffsetRangeInterRAT			DEFAULT 0,
	blackCellsToRemoveList-r15			CellIndexList					OPTIONAL,		-- Need ON
	blackCellsToAddModList-r15			CellsToAddModListNR-r15			OPTIONAL,		-- Need ON
	quantityConfigSet-r15				INTEGER (1.. maxQuantSetsNR-r15),
	cellsForWhichToReportSFTD-r15		SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellIdNR-r15	OPTIONAL,	-- Need OR
	...,
	[[	cellForWhichToReportCGI-r15			PhysCellIdNR-r15				OPTIONAL,	-- Need ON
		deriveSSB-IndexFromCell-r15			BOOLEAN							OPTIONAL,	-- Need ON
		ss-RSSI-Measurement-r15				SS-RSSI-Measurement-r15			OPTIONAL,	-- Need ON
		bandNR-r15					CHOICE {
			release						NULL,
			setup						FreqBandIndicatorNR-r15
		}																OPTIONAL	-- Need ON
	]],
	[[
	rmtc-ConfigNR-r16						SetupRelease {RMTC-ConfigNR-r16}			OPTIONAL		-- Cond SharedSpectrum
	]]
}

RS-ConfigSSB-NR-r15 ::=			SEQUENCE {
	measTimingConfig-r15			MTC-SSB-NR-r15,
	subcarrierSpacingSSB-r15	ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	...,
	[[	ssb-ToMeasure-r15			CHOICE {
			release						NULL,
			setup						SSB-ToMeasure-r15
		}											OPTIONAL	-- Need ON
	]],
	[[
	ssb-PositionQCL-CommonNR-r16	SSB-PositionQCL-RelationNR-r16	OPTIONAL,	-- Cond SharedSpectrum2
	ssb-PositionQCL-CellsToAddModListNR-r16	SSB-PositionQCL-CellsToAddModListNR-r16	OPTIONAL,	-- Cond SharedSpectrum
	ssb-PositionQCL-CellsToRemoveListNR-r16	SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdNR-r15	OPTIONAL	-- Cond SharedSpectrum
	]]
}

CellsToAddModListNR-r15 ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModNR-r15

CellsToAddModNR-r15 ::=			SEQUENCE {
	cellIndex-r15					INTEGER (1..maxCellMeas),
	physCellId-r15					PhysCellIdNR-r15
}

SSB-PositionQCL-CellsToAddModListNR-r16 ::=	SEQUENCE (SIZE (1..maxCellMeas)) OF SSB-PositionQCL-CellsToAddNR-r16


SSB-PositionQCL-CellsToAddNR-r16 ::=	SEQUENCE {
	physCellId-r16							PhysCellIdNR-r15,
	ssb-PositionQCL-NR-r16						SSB-PositionQCL-RelationNR-r16
}

RMTC-ConfigNR-r16 ::=	SEQUENCE {
	rmtc-PeriodicityNR-r16				ENUMERATED {ms40, ms80, ms160, ms320, ms640},
	rmtc-SubframeOffsetNR-r16			INTEGER(0..639)			OPTIONAL,	-- Need ON
	measDurationNR-r16					ENUMERATED {sym1, sym14or12, sym28or24, sym42or36, sym70or60},
	rmtc-FrequencyNR-r16				ARFCN-ValueNR-r15,
	refSCS-CP-NR-r16					ENUMERATED {kHz15, kHz30, kHz60-NCP, kHz60-ECP},
	...
}

-- ASN1STOP

	MeasObjectNR field descriptions

	bandNR
Indicates the frequency band of the NR carrier frequency configured in this MeasObjectNR. This field is always set to setup when the network configures measurements with this MeasObjectNR.

	carrierFreq
Identifies the SSB frequency to be measured. E-UTRAN does not configure more than one measurement object for the same SSB frequency.

	deriveSSB-IndexFromCell
The field indicates whether the UE may use, to derive the SSB index of a cell on the indicated SSB frequency and subcarrier spacing, the timing of the NR serving cell with the same SSB frequency and subcarrier spacing if configured. Otherwise, the field indicates whether the UE may use the timing of any detected cell with the same SSB frequency and subcarrier spacing.

	measDurationNR
Number of consecutive symbols for which the Physical Layer reports samples of RSSI (see TS 38.215 [89]). Value sym1 corresponds to one symbol, sym14or12 corresponds to 14 symbols of the reference numerology for NCP and 12 symbols for ECP, and so on.

	quantityConfigSet
Indicates the n-th element of quantityConfigNRList provided in MeasConfig.

	refSCS-CP-NR
Indicates a reference subcarrier spacing and cyclic prefix to be used for RSSI measurements (see TS 38.215 [89]).

	rmtc-FrequencyNR
Indicates the center frequency of the measured bandwidth (see TS 38.215 [89]).

	rmtc-PeriodicityNR
Indicates the RSSI measurement timing configuration (RMTC) periodicity (see TS 38.215 [89]). Value ms40 corresponds to 40 ms periodicity, ms80 corresponds to 80 ms periodicity, and so on.

	rmtc-SubframeOffsetNR
Indicates the RSSI measurement timing configuration (RMTC) subframe offset (see TS 38.215 [89)). If not configured, the UE chooses a random value as rmtc-SubframeOffsetNR for measDurationNR which shall be selected to be between 0 and the configured rmtc-PeriodicityNR with equal probability.

	rs-ConfigSSB
Indicates the SSB configuration for measuring the set of SS blocks within the SMTC measurement duration.

	ssb-PositionQCL-NR
Indicates the QCL relationship between SS/PBCH blocks for a specific neighbor cell as specified in TS 38.213 [88], clause 4.1. If provided, the cell specific value overwrites the common value signalled by ssb-PositionQCL-CommonNR in MeasObjectNR for the indicated cell.

	ssb-PositionQCL-CommonNR
Indicates the QCL relationship between SS/PBCH blocks for NR neighbor cells as specified in TS 38.213 [88], clause 4.1.

	threshRS-Index
List of thresholds for consolidation of L1 measurements per RS index.



	Conditional presence
	Explanation

	SharedSpectrum
	The field is optional Need ON if NR operates with shared spectrum channel access; otherwise, it is not present.

	SharedSpectrum2
	The field is mandatory present if NR operates with shared spectrum channel access; otherwise, it is not present.



---------------------------------------------------------------------------<start of 3rd change>---------------------------------------------------------------------------
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The IE SSB-ToMeasure is used to configure a pattern of SSBs. For operation with shared spectrum channel access, only mediumBitmap is used.
SSB-ToMeasure information element
-- ASN1START

SSB-ToMeasure-r15 ::=		CHOICE {
	shortBitmap-r15				BIT STRING (SIZE (4)),
	mediumBitmap-r15				BIT STRING (SIZE (8)),
	longBitmap-r15					BIT STRING (SIZE (64))
}

-- ASN1STOP

	SSB-ToMeasure field descriptions

	longBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 64 as defined in TS 38.213 [88], clause 4.1.

	mediumBitmap
[bookmark: _GoBack]Bitmap when maximum number of SS/PBCH blocks per half frame equals to 8 as defined in TS 38.213 [88], clause 4.1. For operation with shared spectrum channel access, if the k-th bit is set to 1, the UE assumes that one or more SS/PBCH blocks within the SMTC measurement durationwith candidate SS/PBCH block indexes corresponding to SS/PBCH block index equal to k - 1 may be transmitted; if the k-th bit is set to 0, the UE assumes that the corresponding SS/PBCH block(s) are not transmitted. The k-th bit is set to 0, where k > ssb-PositionQCL-CommonNR and the number of actually transmitted SS/PBCH blocks is not larger than the number of 1's in the bitmap. If ssb-PositionQCL-NR is configured with a value smaller than ssb-PositionQCL-CommonNR, only the left most K bits (K = ssb-PositionQCL-NR) are applicable for the corresponding cell.

	shortBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 4 as defined in TS 38.213 [88], clause 4.1.




