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1   Introduction
At the RAN2#113bis-e meeting, the following agreements were made:
Proposal 6-1: [20/23] [Easy] For the delivery of remote UE’s SRB0 RRC message, specified (fixed) configuration is used for the configuration of PC5 RLC channel. FFS for the Uu RLC channel. 

Proposal 6-2: [21/23, 22/23]  [Easy] For the delivery of remote UE’s SRB1 RRC message other than RRCResume and RRCReestablishment message, network configuration via dedicated signalling is used for the configuration of PC5 RLC channel and Uu RLC channel. 

Proposal 6-3: [23/23] [Easy] For the delivery of remote UE’s SRB1 RRC message such as RRCResume and RRCReestablishment message, default configuration is used for the configuration of PC5 RLC channel which can be reconfigured by network. FFS for Uu RLC channel. 

Proposal 6-4: [21/23, 22/23] [Easy] For the delivery of remote UE’s SRB2 RRC message, network configuration via dedicated signalling is used for the configuration of PC5 RLC channel and Uu RLC channel. 

Proposal 6-5: [23/23, 23/23] [Easy] For the delivery of remote UE’s Uu DRB packet, network configuration via dedicated signalling is used for the configuration of PC5 RLC channel and Uu RLC channel. 

In this tdoc we focus on the highlighted FFSs above.

2   Delivery of remote UE’s SRB0, RRCResume and RRCReestablishment messages
A fixed configuration is specified for PC5 SLRB configuration to carry Remote UE’s SRB0 messages. For the same purpose i.e., to carry Remote UE’s SRB0 messages, a fixed configuration can be specified for Uu RLC channel configuration between Relay UE and gNB

For Remote UE’s RRCResume and RRCReestablishment messages, default configuration is used for the PC5 SLRB configuration between Remote UE and Relay UE. Similarly, default configuration based Uu RLC channel configuration can be applied for relaying the Remote UE’s RRCResume and RRCReestablishment messages between Relay UE and gNB.

To sum up – the same principle of PC5 RLC channel configuration for Remote UE can be applied for Uu RLC channel configuration for the delivery of Remote UE’s RRC messages:
Proposal 1: Fixed Uu RLC channel configuration is used for the delivery of Remote UE’s SRB0 message. 
Proposal 2: Default Uu RLC channel configuration is used for the delivery of Remote UE’s RRCResume and RRCReestablishment messages.[image: image1.png]



