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1. [bookmark: _Ref528762725][bookmark: OLE_LINK1][bookmark: OLE_LINK2]Introduction
In RAN2#114-e meeting the Rel-16 CR for LPP [1] was discussed and agreed which was proposed to remove the conditional presence tag for several fields within the UL LPP message. However, there still is a majority of fields which needs similar updates.
R2-2105050	Correction to the uplink LPP message	Huawei, HiSilicon	CR	Rel-16	37.355	16.4.0	0301	2	F	NR_pos-Core	R2-2104566
	Agreed
In this contribution, we would like to continue to discuss the issues on the presence tag for the remaining fields which also need similar updates in the uplink LPP message in the current spec.
2. Discussion
In the current LPP spec, the following sentence has been captured for the use of need for the fields to be present. 

============================TS37.355  Clause 6.1=================================
[bookmark: _Hlk78924463]The need for fields to be present in a message or an abstract type, i.e., the ASN.1 fields that are specified as OPTIONAL in the abstract notation (ASN.1), is specified by means of comment text tags attached to the OPTIONAL statement in the abstract syntax. The meaning of each tag is specified in table 6.1-1. These tags are used in the downlink (server to target) direction only.
Table 6.1-1: Meaning of abbreviations used to specify the need for fields to be present
	Abbreviation
	Meaning

	Cond conditionTag

	Conditionally present
A field for which the need is specified by means of conditions. For each conditionTag, the need is specified in a tabular form following the ASN.1 segment. In case, according to the conditions, a field is not present, the target takes no action and where applicable shall continue to use the existing value (and/or the associated functionality) unless explicitly stated otherwise in the description of the field itself.

	Need OP

	Optionally present
A field that is optional to signal. For downlink messages, the target is not required to take any special action on absence of the field beyond what is specified in the procedural text or the field description table following the ASN.1 segment. The target behaviour on absence should be captured either in the procedural text or in the field description.

	Need ON

	Optionally present, No action
A field that is optional to signal. If the message is received by the target, and in case the field is absent, the target takes no action and where applicable shall continue to use the existing value (and/or the associated functionality).

	Need OR

	Optionally present, Release
A field that is optional to signal. If the message is received by the target, and in case the field is absent, the target shall discontinue/ stop using/ delete any existing value (and/ or the associated functionality).




However, according to the latest TS37.355 [2], even the CR [1] was agreed wherein it was proposed to remove the conditional presence tag for several fields within the UL LPP message in RAN2#114e, there are still a majority of fields within the uplink LPP message that need the similar updates, which can be seen as annex 1.
Observation 1: There is still an issue in the latest 37.355: a majority of fields within the uplink LPP message still use the conditional presence tag, which is in conflict with the definition of the presence tag in TS37.355.
As for the corresponding solutions, we propose the following options for further discussion.
· Option 1: Following the corrections in previous corrections [1], i.e., to remove the presence tag of the conditional presence tag for the fields within the uplink LPP message, or add the presence condition to the corresponding field descriptions;
· Option 2: Remove the restriction in clause 6.1 of TS37.355: “These tags are used in the downlink (server to target) direction only”.
Option 1 has a huge impact on the current specification, since so many fields within the uplink LPP message need be updated, as shown in annex 1. So we prefer option 2 to be agreed to solve the issue that the usage of the conditional presence tag within uplink LPP message is inconsistent with the definition of the presence tag in TS37.355.
Proposal 1: Agree to remove the current restriction in clause 6.1 of TS37.355 that “These tags are used in the downlink (server to target) direction only”.
Same as the issue above, there is the same issue with the conditional presence tag since Rel-9. RAN2 should discuss whether the correction should be applied to legacy releases in LTE. 
Proposal 2: RAN2 to discuss whether the same corrections should be applied to the legacy fields introduced in LTE for LPP spec.

3. Conclusion
In the previous sections, we made the following observations and proposals:
Observation 1: There is still an issue in the latest 37.355: a majority of fields within the uplink LPP message still use the conditional presence tag, which is in conflict with the definition of the presence tag in TS37.355.
[bookmark: _GoBack]Proposal 1: Agree to remove the current restriction in clause 6.1 of TS37.355 that “These tags are used in the downlink (server to target) direction only”.
Proposal 2: RAN2 to discuss whether the same corrections should be applied to the legacy fields introduced in LTE for LPP spec.
4. Reference
[1]. R2-2105050	Correction to the uplink LPP message  Huawei, HiSilicon
[2]. 3GPP TS37.355 : “LTE Positioning Protocol (LPP)” V16.5.0
Annex 1: fields within UL LPP message that its conditional presence tag need to be updated
	

START OF CHANGE
[bookmark: _Toc37680836][bookmark: _Toc46486407][bookmark: _Toc52546752][bookmark: _Toc52547282][bookmark: _Toc52547812][bookmark: _Toc52548342][bookmark: _Toc76492224]6.4.2	Common Positioning
[bookmark: _Toc37680838][bookmark: _Toc46486409][bookmark: _Toc52546754][bookmark: _Toc52547284][bookmark: _Toc52547814][bookmark: _Toc52548344][bookmark: _Toc76492226]–	CommonIEsProvideCapabilities
The CommonIEsProvideCapabilities carries common IEs for a Provide Capabilities LPP message Type.
-- ASN1START

CommonIEsProvideCapabilities ::= SEQUENCE {
	...,
	[[
	segmentationInfo-r14			SegmentationInfo-r14			OPTIONAL,	-- Cond Segmentation
	lpp-message-segmentation-r14	BIT STRING { serverToTarget	(0),
												targetToServer	(1) }	OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	Segmentation
	This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.



	CommonIEsProvideCapabilities field descriptions

	segmentationInfo
This field indicates whether this ProvideCapabilities message is one of many segments, as specified in clause 4.3.5. This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.

	lpp-message-segmentation
This field, if present, indicates the target device's LPP message segmentation capabilities. 
If bit 0 is set to value 1, it indicates that the target device supports receiving segmented LPP messages; if bit 0 is set to value 0 it indicates that the target device does not support receiving segmented LPP messages.
If bit 1 is set to value 1, it indicates that the target device supports sending segmented LPP messages; if bit 1 is set to value 0 it indicates that the target device does not support sending segmented LPP messages.



[bookmark: _Toc37680839][bookmark: _Toc46486410][bookmark: _Toc52546755][bookmark: _Toc52547285][bookmark: _Toc52547815][bookmark: _Toc52548345][bookmark: _Toc76492227]–	CommonIEsRequestAssistanceData
The CommonIEsRequestAssistanceData carries common IEs for a Request Assistance Data LPP message Type.
-- ASN1START

CommonIEsRequestAssistanceData ::= SEQUENCE {
	primaryCellID		ECGI		OPTIONAL,	-- Cond EUTRA
	...,
	[[
		segmentationInfo-r14		SegmentationInfo-r14		OPTIONAL	-- Cond Segmentation
	]],
	[[
		periodicAssistanceDataReq-r15
									PeriodicAssistanceDataControlParameters-r15
																OPTIONAL,	-- Cond PerADreq
		primaryCellID-r15			NCGI-r15					OPTIONAL	-- Cond NR
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	EUTRA
	The field is mandatory present for E-UTRA or NB-IoT access. The field shall be omitted for non-EUTRA and non-NB-IoT user plane support.

	Segmentation
	This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.

	PerADreq
	The field is mandatory present if the target device requests periodic assistance data delivery. Otherwise it is not present.

	NR
	The field is mandatory present for NR access. The field shall be omitted for non-NR user plane support.



	CommonIEsRequestAssistanceData field descriptions

	primaryCellID
This parameter identifies the current primary cell for the target device. The field with suffix is mandatory present for NR access and shall be omitted for non-NR user plane support. The filed without suffix is mandatory present for NR access and shall be omitted for non-NR user plane support.

	segmentationInfo
This field indicates whether this RequestAssistanceData message is one of many segments, as specified in clause 4.3.5. This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.

	periodicAssistanceDataReq
This field indicates a request for periodic assistance data delivery, as specified in clause 5.2.1a. The field is mandatory present if the target device requests periodic assistance data delivery. Otherwise it is not present.


[bookmark: OLE_LINK3][bookmark: OLE_LINK4]NEXT CHANGE
[bookmark: _Toc37680842][bookmark: _Toc46486413][bookmark: _Toc52546758][bookmark: _Toc52547288][bookmark: _Toc52547818][bookmark: _Toc52548348][bookmark: _Toc76492230]–	CommonIEsProvideLocationInformation
The CommonIEsProvideLocationInformation carries common IEs for a Provide Location Information LPP message Type.
-- ASN1START

CommonIEsProvideLocationInformation ::= SEQUENCE {
	locationEstimate			LocationCoordinates		OPTIONAL,
	velocityEstimate			Velocity				OPTIONAL,
	locationError				LocationError			OPTIONAL,
	...,
	[[	earlyFixReport-r12		EarlyFixReport-r12		OPTIONAL
	]],
	[[	locationSource-r13		LocationSource-r13		OPTIONAL,
		locationTimestamp-r13	UTCTime					OPTIONAL
	]],
	[[
		segmentationInfo-r14	SegmentationInfo-r14	OPTIONAL		-- Cond Segmentation
	]]
}

LocationCoordinates ::= CHOICE {
	ellipsoidPoint								Ellipsoid-Point,
	ellipsoidPointWithUncertaintyCircle			Ellipsoid-PointWithUncertaintyCircle,
	ellipsoidPointWithUncertaintyEllipse		EllipsoidPointWithUncertaintyEllipse,
	polygon										Polygon,
	ellipsoidPointWithAltitude					EllipsoidPointWithAltitude,
	ellipsoidPointWithAltitudeAndUncertaintyEllipsoid
												EllipsoidPointWithAltitudeAndUncertaintyEllipsoid,
	ellipsoidArc								EllipsoidArc,
	...,
	highAccuracyEllipsoidPointWithUncertaintyEllipse-v1510
								HighAccuracyEllipsoidPointWithUncertaintyEllipse-r15,
	highAccuracyEllipsoidPointWithAltitudeAndUncertaintyEllipsoid-v1510
								HighAccuracyEllipsoidPointWithAltitudeAndUncertaintyEllipsoid-r15
}

Velocity ::= CHOICE {
	horizontalVelocity							HorizontalVelocity,
	horizontalWithVerticalVelocity				HorizontalWithVerticalVelocity,
	horizontalVelocityWithUncertainty			HorizontalVelocityWithUncertainty,
	horizontalWithVerticalVelocityAndUncertainty
												HorizontalWithVerticalVelocityAndUncertainty,
	...
}

LocationError ::= SEQUENCE {
	locationfailurecause			LocationFailureCause,
	...
}

LocationFailureCause ::= ENUMERATED {
	undefined,
	requestedMethodNotSupported,
	positionMethodFailure,
	periodicLocationMeasurementsNotAvailable,
	...
}

EarlyFixReport-r12 ::= ENUMERATED {
	noMoreMessages,
	moreMessagesOnTheWay
}

LocationSource-r13 ::= BIT STRING {	a-gnss				(0),
									wlan				(1),
									bt					(2),
									tbs					(3),
									sensor				(4),
									ha-gnss-v1510		(5),
									motion-sensor-v1550 (6),
									dl-tdoa-r16 		(7),
									dl-aod-r16			(8) } (SIZE(1..16))

-- ASN1STOP

	Conditional presence
	Explanation

	Segmentation
	This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.



	CommonIEsProvideLocationInformation field descriptions

	locationEstimate
This field provides a location estimate using one of the geographic shapes defined in TS 23.032 [15]. Coding of the values of the various fields internal to each geographic shape follow the rules in TS 23.032 [15]. The conditions for including this field are defined for the locationInformationType field in a Request Location Information message.

	velocityEstimate
This field provides a velocity estimate using one of the velocity shapes defined in TS 23.032 [15]. Coding of the values of the various fields internal to each velocity shape follow the rules in TS 23.032 [15].

	locationError
This field shall be included if and only if a location estimate and measurements are not included in the LPP PDU. The field includes information concerning the reason for the lack of location information. The LocationFailureCause 'periodicLocationMeasurementsNotAvailable' shall be used by the target device if periodic location reporting was requested, but no measurements or location estimate are available when the reportingInterval expired.

	earlyFixReport
This field shall be included if and only if the ProvideLocationInformation message contains early location measurements or an early location estimate. The target device shall set the values of this field as follows:
-	noMoreMessages: This is the only or last ProvideLocationInformation message used to deliver the entire set of early location information.
-	moreMessagesOnTheWay: This is one of multiple ProvideLocationInformation messages used to deliver the entire set of early location information (if early location information will not fit into a single message).
If this field is included, the IE SegmentationInfo shall not be included.

	locationSource
This field provides the source positioning technology for the location estimate.
NOTE 1:	In this version of the specification, the entry 'tbs' is used only for TBS positioning based on MBS signals.
NOTE 2:	The entry 'sensor' is used only for positioning technology that uses barometric pressure sensor. The entry 'motion-sensor' is used for positioning technology that uses sensor(s) to detect displacement and movement, e.g. accelerometers, gyros, magnetometers.

	locationTimestamp
This field provides the UTC time when the location estimate is valid and should take the form of YYMMDDhhmmssZ.

	segmentationInfo
This field indicates whether this ProvideLocationInformation message is one of many segments, as specified in clause 4.3.5. This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.


NEXT CHANGE
· [bookmark: _Toc27765178][bookmark: _Toc37680845][bookmark: _Toc46486416][bookmark: _Toc52546761][bookmark: _Toc52547291][bookmark: _Toc52547821][bookmark: _Toc52548351][bookmark: _Toc76492233]6.4.3	Common NR Positioning Information Elements
[bookmark: _Toc46486431][bookmark: _Toc52546776][bookmark: _Toc52547306][bookmark: _Toc52547836][bookmark: _Toc52548366][bookmark: _Toc76492248]–	NR-TimeStamp
The IE NR-TimeStamp defines the UE measurement associated time stamp.
-- ASN1START

NR-TimeStamp-r16 ::= SEQUENCE {
	dl-PRS-ID-r16				INTEGER (0..255),
	nr-PhysCellID-r16			NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16			NCGI-r15					OPTIONAL,	-- Need ON
	nr-ARFCN-r16				ARFCN-ValueNR-r15			OPTIONAL,	-- Need ON
	nr-SFN-r16					INTEGER (0..1023),
	nr-Slot-r16 				CHOICE {
			scs15-r16				INTEGER (0..9),
			scs30-r16				INTEGER (0..19),
			scs60-r16				INTEGER (0..39),
			scs120-r16				INTEGER (0..79)
	},
	...
}

-- ASN1STOP

	NR-TimeStamp field descriptions

	dl-PRS-ID
This field specifies the DL-PRS ID of the TRP for which the nr-SFN is applicable.

	nr-ARFCN
This field specifies the ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID associated with the dl-PRS-ID.

	nr-SFN
This field specifies the NR system frame number for the time stamp.

	nr-Slot
This field specifies the NR slot number within the NR system frame number indicated by nr-SFN for the time stamp.


NEXT CHANGE

[bookmark: _Toc27765203][bookmark: _Toc37680882][bookmark: _Toc46486453][bookmark: _Toc52546798][bookmark: _Toc52547328][bookmark: _Toc52547858][bookmark: _Toc52548388][bookmark: _Toc76492270]6.5.1.5	OTDOA Location Information Elements
[bookmark: _Toc27765204][bookmark: _Toc37680883][bookmark: _Toc46486454][bookmark: _Toc52546799][bookmark: _Toc52547329][bookmark: _Toc52547859][bookmark: _Toc52548389][bookmark: _Toc76492271]–	OTDOA-SignalMeasurementInformation
The IE OTDOA-SignalMeasurementInformation is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:	If there are more than 24 NeighbourMeasurementElement to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under clause 5.3.
NOTE 2:	If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.
-- ASN1START

OTDOA-SignalMeasurementInformation ::= SEQUENCE {
	systemFrameNumber		BIT STRING (SIZE (10)),
	physCellIdRef			INTEGER (0..503),
	cellGlobalIdRef			ECGI					OPTIONAL,
	earfcnRef				ARFCN-ValueEUTRA		OPTIONAL,		-- Cond NotSameAsRef0
	referenceQuality		OTDOA-MeasQuality		OPTIONAL,
	neighbourMeasurementList	NeighbourMeasurementList,
	...,
	[[ earfcnRef-v9a0		ARFCN-ValueEUTRA-v9a0	OPTIONAL		-- Cond NotSameAsRef1
	]],
	[[ tpIdRef-r14			INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer0
		prsIdRef-r14		INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer1
		additionalPathsRef-r14	
							AdditionalPathList-r14	OPTIONAL,
		nprsIdRef-r14		INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer2
		carrierFreqOffsetNB-Ref-r14
							CarrierFreqOffsetNB-r14	OPTIONAL,		-- Cond NB-IoT
		hyperSFN-r14		BIT STRING (SIZE (10))	OPTIONAL		-- Cond H-SFN
	]],
	[[
		motionTimeSource-r15		MotionTimeSource-r15		OPTIONAL
	]]
}

NeighbourMeasurementList ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement

NeighbourMeasurementElement ::= SEQUENCE {
	physCellIdNeighbour		INTEGER (0..503),
	cellGlobalIdNeighbour	ECGI					OPTIONAL,
	earfcnNeighbour			ARFCN-ValueEUTRA		OPTIONAL,		-- Cond NotSameAsRef2
	rstd					INTEGER (0..12711),
	rstd-Quality			OTDOA-MeasQuality,
	...,
	[[ earfcnNeighbour-v9a0	ARFCN-ValueEUTRA-v9a0	OPTIONAL		-- Cond NotSameAsRef3
	]],
	[[ tpIdNeighbour-r14	INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer0
		prsIdNeighbour-r14	INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer1
		delta-rstd-r14		INTEGER (0..5)			OPTIONAL,
		additionalPathsNeighbour-r14	
							AdditionalPathList-r14	OPTIONAL,
		nprsIdNeighbour-r14	INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer2
		carrierFreqOffsetNB-Neighbour-r14
							CarrierFreqOffsetNB-r14	OPTIONAL		-- Cond NB-IoT
	]],
	[[
		delta-SFN-r15			INTEGER (-8192..8191)	OPTIONAL
	]]
}

AdditionalPathList-r14 ::= SEQUENCE (SIZE(1..maxPaths-r14)) OF AdditionalPath-r14

maxPaths-r14	INTEGER ::= 2

MotionTimeSource-r15 ::= SEQUENCE {
	timeSource-r15				ENUMERATED {servingCell, referenceCell, gnss, mixed,
											other, none, ...}
}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRef0
	The field is absent if the corresponding earfcnRef-v9a0 is present. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef1
	The field is absent if the corresponding earfcnRef is present. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef2
	The field is absent if the corresponding earfcnNeighbour-v9a0 is present. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	NotSameAsRef3
	The field is absent if the corresponding earfcnNeighbour is present. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	ProvidedByServer0
	The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer1
	The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer2
	The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	NB-IoT
	The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	H-SFN
	The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell. 



	OTDOA-SignalMeasurementInformation field descriptions

	systemFrameNumber
If the deltaSFN and motionTimeSource fields are not present, this field specifies the SFN of the RSTD reference cell containing the starting subframe of the PRS or NPRS positioning occasion if PRS or NPRS are available on the RSTD reference cell, or subframe of the CRS for RSTD measurements if PRS and NPRS are not available on the RSTD reference cell during which the most recent neighbour cell RSTD measurement was performed.
In the case of more than a single PRS configuration on the RSTD reference cell, the first PRS configuration is referenced.
If the deltaSFN and motionTimeSource fields are present, this field specifies the SFN of the RSTD reference cell when the TOA measurement for the RSTD reference cell has been made.

	physCellIdRef
This field specifies the physical cell identity of the RSTD reference cell.

	cellGlobalIdRef
This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the RSTD reference cell. The target shall provide this IE if it knows the ECGI of the RSTD reference cell.

	earfcnRef
This field specifies the EARFCN of the RSTD reference cell. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data. The field is absent if the corresponding earfcnRef-v9a0 is present, and vice versa.

	referenceQuality
This field specifies the target device′s best estimate of the quality of the TOA measurement from the RSTD reference cell, TSubframeRxRef, where TSubframeRxRef is the time of arrival of the signal from the RSTD reference cell.
When deltaSFN and motionTimeSource are both included, the target device shall not include measurement errors caused by motion of the target device in referenceQuality (e.g. the target device may assume the target device was stationary during OTDOA measurements).

	neighbourMeasurementList
This list contains the measured RSTD values for neighbour cells together with the RSTD reference cell, along with quality for each measurement.

	tpIdRef
This field specifies the transmission point ID of the RSTD reference cell. The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	prsIdRef
This field specifies the PRS-ID of the first PRS configuration of the RSTD reference cell. The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	additionalPathsRef
This field specifies one or more additional detected path timing values for the RSTD reference cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdRef
This field specifies the NPRS-ID of the RSTD reference cell. The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	carrierFreqOffsetNB-Ref
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnRef as defined in TS 36.101 [21]. The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	hyperSFN
This field specifies the hyper SFN as defined in TS 36.331 [12] of the RSTD reference cell for the systemFrameNumber. The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell.

	motionTimeSource
This field provides reference information concerning the movement of the target device and comprises the following subfields:
-	timeSource specifies the external time source to which UE time was locked during the OTDOA measurements. Enumerated value "mixed" indicates that UE time was locked to more than one external time source during OTDOA measurements (e.g. is applicable to a change in serving cell when the serving cell was used as a time source). The value "other" indicates some other external time source. The value "none" indicates that UE time was not locked to an external time source.
If this field is present, the target device shall also provide the IE Sensor-MotionInformation in IE Sensor‑ProvideLocationInformation.

	physCellIdNeighbour
This field specifies the physical cell identity of the neighbour cell for which the RSTDs are provided.

	cellGlobalIdNeighbour
This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell for which the RSTDs are provided. The target device shall provide this IE if it was able to determine the ECGI of the neighbour cell at the time of measurement.

	earfcnNeighbour
This field specifies the EARFCN of the neighbour cell used for the RSTD measurements. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell. The field is absent if the corresponding earfcnNeighbour-v9a0 is present, and vice versa.

	rstd
This field specifies the relative timing difference between this neighbour cell and the RSTD reference cell, as defined in TS 36.214 [17]. Mapping of the measured quantity is defined as in TS 36.133 [18] clause 9.1.10.3.

	rstd-Quality
This field specifies the target device′s best estimate of the quality of the measured rstd.
When deltaSFN and motionTimeSource both included, the target device shall not include measurement errors caused by motion of the target device in rstd-Quality (e.g. the target device may assume the target device was stationary during OTDOA measurements).

	tpIdNeighbour
This field specifies the transmission point ID for the neighbour cell for which the RSTDs are provided. The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	prsIdNeighbour
This field specifies the PRS-ID of the first PRS configuration of the neighbour cell for which the RSTDs are provided. The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	delta-rstd
This field specifies the higher-resolution RSTD RSTD as defined in TS 36.133 [18] clause 9.1.10.4. Mapping of the measured quantity is defined as in TS 36.133 [18] clause 9.1.10.4.

	additionalPathsNeighbour
This field specifies one or more additional detected path timing values for the neighbour cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdNeighbour
This field specifies the NPRS-ID of the neighbour cell for which the RSTDs are provided. The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	carrierFreqOffsetNB-Neighbour
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnNeighbour as defined in TS 36.101 [21]. The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	delta-SFN
This field provides information concerning the movement of the target device:
Together with systemFrameNumber specifies the measurementSFN of the RSTD reference cell when the TOA measurement for this neighbour cell has been made for determining the rstd. The measurementSFN is given by systemFrameNumber + delta-SFN. (The actual SFN is the measurementSFN modulo 1024.). The measurementSFN is used in IE Sensor-MotionInformation to provide movement information corresponding to the TOA measurement time.
If this field is present, the target device shall also provide the IE Sensor-MotionInformation in IE Sensor‑ProvideLocationInformation.
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The IE OTDOA-SignalMeasurementInformation-NB is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:	If there are more than 24 NeighbourMeasurementElement-NB to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under clause 5.3.
NOTE 2:	If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.
-- ASN1START

OTDOA-SignalMeasurementInformation-NB-r14 ::= SEQUENCE {
	systemFrameNumber-r14			BIT STRING (SIZE (10)),
	physCellIdRef-r14				INTEGER (0..503),
	cellGlobalIdRef-r14				ECGI					OPTIONAL,
	earfcnRef-r14					ARFCN-ValueEUTRA-r14	OPTIONAL,	-- Cond NotSameAsRef0
	referenceQuality-r14			OTDOA-MeasQuality		OPTIONAL,
	neighbourMeasurementList-r14	NeighbourMeasurementList-NB-r14,
	tpIdRef-r14						INTEGER (0..4095)		OPTIONAL,	-- Cond ProvidedByServer0
	prsIdRef-r14					INTEGER (0..4095)		OPTIONAL,	-- Cond ProvidedByServer1
	additionalPathsRef-r14			AdditionalPathList-r14	OPTIONAL,
	nprsIdRef-r14					INTEGER (0..4095)		OPTIONAL,	-- Cond ProvidedByServer2
	carrierFreqOffsetNB-Ref-r14		CarrierFreqOffsetNB-r14	OPTIONAL,	-- Cond NB-IoT
	hyperSFN-r14					BIT STRING (SIZE (10))	OPTIONAL,	-- Cond H-SFN
	...
}

NeighbourMeasurementList-NB-r14 ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement-NB-r14

NeighbourMeasurementElement-NB-r14 ::= SEQUENCE {
	physCellIdNeighbour-r14		INTEGER (0..503),
	cellGlobalIdNeighbour-r14	ECGI					OPTIONAL,
	earfcnNeighbour-r14			ARFCN-ValueEUTRA-r14	OPTIONAL,		-- Cond NotSameAsRef2
	rstd-r14					INTEGER (0..12711),
	rstd-Quality-r14			OTDOA-MeasQuality,
	tpIdNeighbour-r14			INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer0
	prsIdNeighbour-r14			INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer1
	delta-rstd-r14				INTEGER (0..5)			OPTIONAL,
	additionalPathsNeighbour-r14	
								AdditionalPathList-r14	OPTIONAL,
	nprsIdNeighbour-r14			INTEGER (0..4095)		OPTIONAL,		-- Cond ProvidedByServer2
	carrierFreqOffsetNB-Neighbour-r14
								CarrierFreqOffsetNB-r14	OPTIONAL,		-- Cond NB-IoT
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRef0
	The target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef2
	The target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	ProvidedByServer0
	The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer1
	The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer2
	The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	NB-IoT
	The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	H-SFN
	The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell. 



	OTDOA-SignalMeasurementInformation-NB field descriptions

	systemFrameNumber
This field specifies the SFN of the RSTD reference cell containing the starting subframe of the PRS or NPRS positioning occasion if PRS or NPRS are available on the RSTD reference cell, or subframe of the CRS for RSTD measurements if PRS and NPRS are not available on the RSTD reference cell during which the most recent neighbour cell RSTD measurement was performed.
In the case of more than a single PRS configuration on the RSTD reference cell, the first PRS configuration is referenced.

	physCellIdRef
This field specifies the physical cell identity of the RSTD reference cell.

	cellGlobalIdRef
This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the RSTD reference cell. The target shall provide this IE if it knows the ECGI of the RSTD reference cell.

	earfcnRef
This field specifies the EARFCN of the RSTD reference cell. The target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	referenceQuality
This field specifies the target device′s best estimate of the quality of the TOA measurement from the RSTD reference cell, TSubframeRxRef, where TSubframeRxRef is the time of arrival of the signal from the RSTD reference cell.

	neighbourMeasurementList
This list contains the measured RSTD values for neighbour cells together with the RSTD reference cell, along with quality for each measurement.

	tpIdRef
This field specifies the transmission point ID of the RSTD reference cell. The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	prsIdRef
This field specifies the PRS-ID of the first PRS configuration of the RSTD reference cell. The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	additionalPathsRef
This field specifies one or more additional detected path timing values for the RSTD reference cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdRef
This field specifies the NPRS-ID of the RSTD reference cell. The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	carrierFreqOffsetNB-Ref
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnRef as defined in TS 36.101 [21]. The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	hyperSFN
This field specifies the hyper SFN as defined in TS 36.331 [12] of the RSTD reference cell for the systemFrameNumber. The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell.

	physCellIdNeighbour
This field specifies the physical cell identity of the neighbour cell for which the RSTDs are provided.

	cellGlobalIdNeighbour
This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell for which the RSTDs are provided. The target device shall provide this IE if it was able to determine the ECGI of the neighbour cell at the time of measurement.

	earfcnNeighbour
This field specifies the EARFCN of the neighbour cell used for the RSTD measurements. The target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	rstd
This field specifies the relative timing difference between this neighbour cell and the RSTD reference cell, as defined in TS 36.214 [17]. Mapping of the measured quantity is defined as in TS 36.133 [18] clause 9.1.10.3.

	rstd-Quality
This field specifies the target device′s best estimate of the quality of the measured rstd.

	tpIdNeighbour
This field specifies the transmission point ID for the neighbour cell for which the RSTDs are provided. The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	prsIdNeighbour
This field specifies the PRS-ID of the first PRS configuration of the neighbour cell for which the RSTDs are provided. The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	delta-rstd
This field specifies the higher-resolution RSTD RSTD as defined in TS 36.133 [18] clause 9.1.10.4. Mapping of the measured quantity is defined as in TS 36.133 [18] clause 9.1.10.4.

	additionalPathsNeighbour
This field specifies one or more additional detected path timing values for the neighbour cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdNeighbour
This field specifies the NPRS-ID of the neighbour cell for which the RSTDs are provided. The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	carrierFreqOffsetNB-Neighbour
This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnNeighbour as defined in TS 36.101 [21]. The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.


NEXT CHANGE
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The IE A-GNSS-RequestAssistanceData is used by the target device to request GNSS assistance data from a location server.
-- ASN1START

A-GNSS-RequestAssistanceData ::= SEQUENCE {
	gnss-CommonAssistDataReq		GNSS-CommonAssistDataReq		OPTIONAL, -- Cond CommonADReq
	gnss-GenericAssistDataReq		GNSS-GenericAssistDataReq		OPTIONAL, -- Cond GenADReq
	...,
	[[
		gnss-PeriodicAssistDataReq-r15
									GNSS-PeriodicAssistDataReq-r15	OPTIONAL -- Cond PerADReq
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	CommonADReq
	The field is mandatory present if the target device requests GNSS-CommonAssistData; otherwise it is not present.

	GenADReq
	This field is mandatory present if the target device requests GNSS-GenericAssistData for one or more specific GNSS; otherwise it is not present.

	PerADReq
	This field is mandatory present if the target device requests periodic GNSS assistance data delivery. This field may only be included if any of the fields are included in IE GNSS‑GenericAssistDataReq:
- GNSS-RTK-ObservationsReq,
- GLO-RTK-BiasInformationReq,
- GNSS-RTK-MAC-CorrectionDifferencesReq,
- GNSS-RTK-ResidualsReq,
- GNSS-RTK-FKP-GradientsReq,
- GNSS-SSR-OrbitCorrectionsReq,
- GNSS-SSR-ClockCorrectionsReq,
- GNSS-SSR-CodeBiasReq.
- GNSS-SSR-URA-Req,
- GNSS-SSR-PhaseBiasReq,
- GNSS-SSR-STEC-CorrectionReq, or
- GNSS-SSR-GriddedCorrectionReq.
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The IE GNSS-CommonAssistDataReq is used by the target device to request assistance data that are applicable to any GNSS from a location server.
-- ASN1START

GNSS-CommonAssistDataReq ::= SEQUENCE {
	gnss-ReferenceTimeReq				GNSS-ReferenceTimeReq				
																OPTIONAL, -- Cond RefTimeReq
	gnss-ReferenceLocationReq			GNSS-ReferenceLocationReq			
																OPTIONAL, -- Cond RefLocReq
	gnss-IonosphericModelReq			GNSS-IonosphericModelReq				
																OPTIONAL, -- Cond IonoModReq
	gnss-EarthOrientationParametersReq	GNSS-EarthOrientationParametersReq	
																OPTIONAL, -- Cond EOPReq
	...,
	[[
		gnss-RTK-ReferenceStationInfoReq-r15	
										GNSS-RTK-ReferenceStationInfoReq-r15
																OPTIONAL, -- Cond ARPReq
		gnss-RTK-AuxiliaryStationDataReq-r15
										GNSS-RTK-AuxiliaryStationDataReq-r15
																OPTIONAL -- Cond AuxARPReq
	]],
	[[
		gnss-SSR-CorrectionPointsReq-r16
[bookmark: _Hlk23206986]										GNSS-SSR-CorrectionPointsReq-r16
																OPTIONAL -- Cond PointsReq
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	RefTimeReq
	The field is mandatory present if the target device requests GNSS-ReferenceTime; otherwise it is not present.

	RefLocReq
	This field is mandatory present if the target device requests GNSS-ReferenceLocation; otherwise it is not present.

	IonoModReq
	This field is mandatory present if the target device requests GNSS-IonosphericModel; otherwise it is not present.

	EOPReq
	This field is mandatory present if the target device requests GNSS-EarthOrientationParameters; otherwise it is not present.

	ARPReq
	This field is mandatory present if the target device requests GNSS‑RTK‑ReferenceStationInfo; otherwise it is not present.

	AuxARPReq
	This field is mandatory present if the target device requests GNSS‑RTK‑AuxiliaryStationData; otherwise it is not present.

	PointsReq
	This field is mandatory present if the target device requests GNSS-SSR-CorrectionPoints; otherwise it is not present.
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The IE GNSS-GenericAssistDataReq is used by the target device to request assistance data from a location server for one or more specific GNSSs. The specific GNSS for which the assistance data are requested is indicated by the IE GNSS‑ID and (if applicable) by the IE SBAS‑ID. Assistance for up to 16 GNSSs can be requested.
-- ASN1START

GNSS-GenericAssistDataReq ::= SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataReqElement

GNSS-GenericAssistDataReqElement ::= SEQUENCE {
	gnss-ID							GNSS-ID,
	sbas-ID							SBAS-ID							OPTIONAL, -- Cond GNSS-ID-SBAS
	gnss-TimeModelsReq				GNSS-TimeModelListReq			OPTIONAL, -- Cond TimeModReq
	gnss-DifferentialCorrectionsReq	GNSS-DifferentialCorrectionsReq	OPTIONAL, -- Cond DGNSS-Req
	gnss-NavigationModelReq			GNSS-NavigationModelReq			OPTIONAL, -- Cond NavModReq
	gnss-RealTimeIntegrityReq		GNSS-RealTimeIntegrityReq		OPTIONAL, -- Cond RTIReq
	gnss-DataBitAssistanceReq		GNSS-DataBitAssistanceReq		OPTIONAL, -- Cond DataBitsReq
	gnss-AcquisitionAssistanceReq	GNSS-AcquisitionAssistanceReq	OPTIONAL, -- Cond AcquAssistReq
	gnss-AlmanacReq					GNSS-AlmanacReq					OPTIONAL, -- Cond AlmanacReq
	gnss-UTCModelReq				GNSS-UTC-ModelReq				OPTIONAL, -- Cond UTCModReq
	gnss-AuxiliaryInformationReq	GNSS-AuxiliaryInformationReq	OPTIONAL, -- Cond AuxInfoReq
	...,
	[[
		bds-DifferentialCorrectionsReq-r12	
									BDS-DifferentialCorrectionsReq-r12
																	OPTIONAL,	-- Cond DBDS-Req
		bds-GridModelReq-r12		BDS-GridModelReq-r12			OPTIONAL	-- Cond BDS-GridModReq
	]],
	[[
		gnss-RTK-ObservationsReq-r15
									GNSS-RTK-ObservationsReq-r15	OPTIONAL,	-- Cond RTK-OSR-Req
		glo-RTK-BiasInformationReq-r15	
									GLO-RTK-BiasInformationReq-r15	OPTIONAL,	-- Cond GLO-CPB-Req
		gnss-RTK-MAC-CorrectionDifferencesReq-r15
									GNSS-RTK-MAC-CorrectionDifferencesReq-r15
																	OPTIONAL,	-- Cond MAC-Req
		gnss-RTK-ResidualsReq-r15	GNSS-RTK-ResidualsReq-r15		OPTIONAL,	-- Cond Res-Req
		gnss-RTK-FKP-GradientsReq-r15
									GNSS-RTK-FKP-GradientsReq-r15	OPTIONAL,	-- Cond FKP-Req
		gnss-SSR-OrbitCorrectionsReq-r15
									GNSS-SSR-OrbitCorrectionsReq-r15
																	OPTIONAL, 	-- Cond OC-Req
		gnss-SSR-ClockCorrectionsReq-r15
									GNSS-SSR-ClockCorrectionsReq-r15
																	OPTIONAL, 	-- Cond CC-Req
		gnss-SSR-CodeBiasReq-r15	GNSS-SSR-CodeBiasReq-r15		OPTIONAL 	-- Cond CB-Req
	]],
	[[
		gnss-SSR-URA-Req-r16		GNSS-SSR-URA-Req-r16			OPTIONAL,	-- Cond URA-Req
		gnss-SSR-PhaseBiasReq-r16	GNSS-SSR-PhaseBiasReq-r16		OPTIONAL,	-- Cond PB-Req
		gnss-SSR-STEC-CorrectionReq-r16
									GNSS-SSR-STEC-CorrectionReq-r16	OPTIONAL,	-- Cond STEC-Req
		gnss-SSR-GriddedCorrectionReq-r16	GNSS-SSR-GriddedCorrectionReq-r16
																	OPTIONAL,	-- Cond Grid-Req
		navic-DifferentialCorrectionsReq-r16	
									NavIC-DifferentialCorrectionsReq-r16
																OPTIONAL,	-- Cond DNavIC-Req
		navic-GridModelReq-r16		NavIC-GridModelReq-r16		OPTIONAL	-- Cond NavIC-GridModReq
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	TimeModReq
	The field is mandatory present if the target device requests GNSS-TimeModelList; otherwise it is not present.

	DGNSS-Req
	The field is mandatory present if the target device requests GNSS-DifferentialCorrections; otherwise it is not present.

	NavModReq
	The field is mandatory present if the target device requests GNSS-NavigationModel; otherwise it is not present.

	RTIReq
	The field is mandatory present if the target device requests GNSS-RealTimeIntegrity; otherwise it is not present.

	DataBitsReq
	The field is mandatory present if the target device requests GNSS-DataBitAssistance; otherwise it is not present.

	AcquAssistReq
	The field is mandatory present if the target device requests GNSS-AcquisitionAssistance; otherwise it is not present.

	AlmanacReq
	The field is mandatory present if the target device requests GNSS-Almanac; otherwise it is not present.

	UTCModReq
	The field is mandatory present if the target device requests GNSS-UTCModel; otherwise it is not present.

	AuxInfoReq
	The field is mandatory present if the target device requests GNSS-AuxiliaryInformation; otherwise it is not present.

	DBDS-Req
	The field is mandatory present if the target device requests BDS-DifferentialCorrections; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	BDS-GridModReq
	The field is mandatory present if the target device requests BDS-GridModel; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	RTK-OSR-Req
	The field is mandatory present if the target device requests GNSS-RTK-Observations; otherwise it is not present.

	GLO-CPB-Req
	The field is mandatory present if the target device requests GLO-RTK-BiasInformation; otherwise it is not present.

	MAC-Req
	The field is mandatory present if the target device requests GNSS‑RTK‑MAC‑CorrectionDifferences; otherwise it is not present.

	Res-Req
	The field is mandatory present if the target device requests GNSS-RTK-Residuals; otherwise it is not present.

	FKP-Req
	The field is mandatory present if the target device requests GNSS-RTK-FKP-Gradients; otherwise it is not present.

	OC-Req
	The field is mandatory present if the target device requests GNSS-SSR-OrbitCorrections; otherwise it is not present.

	CC-Req
	The field is mandatory present if the target device requests GNSS-SSR-ClockCorrections; otherwise it is not present.

	CB-Req
	The field is mandatory present if the target device requests GNSS-SSR-CodeBias; otherwise it is not present.

	URA-Req
	The field is mandatory present if the target device requests GNSS-SSR-URA; otherwise it is not present.

	PB-Req
	The field is mandatory present if the target device requests GNSS-SSR-PhaseBias; otherwise it is not present.

	STEC-Req
	The field is mandatory present if the target device requests GNSS-SSR-STEC-Correction; otherwise it is not present.

	Grid-Req
	The field is mandatory present if the target device requests GNSS‑SSR‑GriddedCorrection; otherwise it is not present.

	DNavIC-Req
	The field is mandatory present if the target device requests NavIC-DifferentialCorrections; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.

	NavIC-GridModReq
	The field is mandatory present if the target device requests NavIC-GridModel; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.
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The IE GNSS-PeriodicAssistDataReq is used by the target device to request periodic assistance data delivery from a location server.
-- ASN1START

GNSS-PeriodicAssistDataReq-r15 ::= SEQUENCE {
	gnss-RTK-PeriodicObservationsReq-r15	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pOSR
	glo-RTK-PeriodicBiasInformationReq-r15	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pCPB
	gnss-RTK-MAC-PeriodicCorrectionDifferencesReq-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pMAC
	gnss-RTK-PeriodicResidualsReq-r15		GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pRes
	gnss-RTK-FKP-PeriodicGradientsReq-r15	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pFKP
	gnss-SSR-PeriodicOrbitCorrectionsReq-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pOC
	gnss-SSR-PeriodicClockCorrectionsReq-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pCC
	gnss-SSR-PeriodicCodeBiasReq-r15		GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pCB
	...,
	[[
	gnss-SSR-PeriodicURA-Req-r16			GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pURA
	gnss-SSR-PeriodicPhaseBiasReq-r16		GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pPB
	gnss-SSR-PeriodicSTEC-CorrectionReq-r16	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pSTEC
	gnss-SSR-PeriodicGriddedCorrectionReq-r16	
											GNSS-PeriodicControlParam-r15	OPTIONAL  -- Cond pGrid
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	pOSR
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑Observations; otherwise it is not present.

	pCPB
	The field is mandatory present if the target device requests periodic GLO‑RTK‑BiasInformation; otherwise it is not present.

	pMAC
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑MAC‑CorrectionDifferences; otherwise it is not present.

	pRes
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑Residuals; otherwise it is not present.

	pFKP
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑FKP‑Gradients; otherwise it is not present.

	pOC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑OrbitCorrections; otherwise it is not present.

	pCC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑ClockCorrections; otherwise it is not present.

	pCB
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑CodeBias; otherwise it is not present.

	pURA
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑URA; otherwise it is not present.

	pPB
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑PhaseBias; otherwise it is not present.

	pSTEC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑STEC‑Correction; otherwise it is not present. 

	pGrid
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑GriddedCorrection; otherwise it is not present.
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The IE GNSS-ReferenceTimeReq is used by the target device to request the GNSS-ReferenceTime assistance from the location server.
-- ASN1START

GNSS-ReferenceTimeReq ::= SEQUENCE {
	gnss-TimeReqPrefList	SEQUENCE (SIZE (1..8)) OF GNSS-ID,			
	gps-TOW-assistReq		BOOLEAN								OPTIONAL, -- Cond gps
	notOfLeapSecReq			BOOLEAN								OPTIONAL, -- Cond glonass
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	gps
	The field is mandatory present if gnss-TimeReqPrefList includes a GNSS-ID= 'gps'; otherwise it is not present.

	glonass
	The field is mandatory present if gnss-TimeReqPrefList includes a GNSS-ID= 'glonass'; otherwise it is not present.



	GNSS-ReferenceTimeReq field descriptions

	gnss-TimeReqPrefList
This field is used by the target device to request the system time for a specific GNSS, specified by GNSS-ID in the order of preference. The first GNSS-ID in the list is the most preferred GNSS for reference time, the second GNSS-ID is the second most preferred, etc.

	gps-TOW-assistReq
This field is used by the target device to request the gps-TOW-Assist field in GNSS-SystemTime. TRUE means requested. The field is mandatory present if gnss-TimeReqPrefList includes a GNSS-ID= 'gps'; otherwise it is not present.

	notOfLeapSecReq
This field is used by the target device to request the notificationOfLeapSecond field in GNSS-SystemTime. TRUE means requested. The field is mandatory present if gnss-TimeReqPrefList includes a GNSS-ID= 'glonass'; otherwise it is not present.
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The IE GNSS-IonosphericModelReq is used by the target device to request the GNSS-IonosphericModel assistance from the location server.
-- ASN1START

GNSS-IonosphericModelReq ::=	SEQUENCE {
	klobucharModelReq		BIT STRING (SIZE(2))	OPTIONAL,	-- Cond klobuchar
	neQuickModelReq			NULL					OPTIONAL,	-- Cond	nequick
	...,
	[[	klobucharModel2Req-r16 	NULL				OPTIONAL	-- Cond klobuchar2
	]]

}

-- ASN1STOP

	Conditional presence
	Explanation

	klobuchar
	The field is mandatory present if the target device requests klobucharModel; otherwise it is not present. The BIT STRING defines the dataID requested, defined in IE KlobucharModelParameter. 

	nequick
	The field is mandatory present if the target device requests neQuickModel; otherwise it is not present. 

	klobuchar2
	The field is mandatory present if the target device requests klobucharModel2; otherwise it is not present.
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The IE GNSS-NavigationModelReq is used by the target device to request the GNSS-NavigationModel assistance from the location server.
-- ASN1START

GNSS-NavigationModelReq ::=	CHOICE {
	storedNavList		StoredNavListInfo,
	reqNavList			ReqNavListInfo,
	...
}


StoredNavListInfo ::= SEQUENCE {
	gnss-WeekOrDay			INTEGER (0..4095),
	gnss-Toe				INTEGER (0..255),
	t-toeLimit				INTEGER (0..15),
	satListRelatedDataList	SatListRelatedDataList	OPTIONAL,
	...
}

SatListRelatedDataList ::= SEQUENCE (SIZE (1..64)) OF SatListRelatedDataElement

SatListRelatedDataElement ::= SEQUENCE {
	svID				SV-ID,
	iod				BIT STRING (SIZE(11)),
	clockModelID		INTEGER (1..8)			OPTIONAL,
orbitModelID		INTEGER (1..8)			OPTIONAL,			
	...
}

ReqNavListInfo ::=	SEQUENCE {
	svReqList				BIT STRING (SIZE (64)),
	clockModelID-PrefList	SEQUENCE (SIZE (1..8)) OF	INTEGER (1..8)		OPTIONAL,
	orbitModelID-PrefList	SEQUENCE (SIZE (1..8)) OF	INTEGER (1..8)		OPTIONAL,	
	addNavparamReq			BOOLEAN				OPTIONAL,	-- Cond orbitModelID-2
	...
}


-- ASN1STOP

	Conditional presence
	Explanation

	orbitModelID-2
	The field is mandatory present if orbitModelID-PrefList is absent or includes a Model-ID = '2'; otherwise it is not present.



	GNSS-NavigationModelReq field descriptions

	storedNavList
This list provides information to the location server about which GNSS-NavigationModel data the target device has currently stored for the particular GNSS indicated by GNSS-ID. 

	reqNavList
This list provides information to the location server which GNSS-NavigationModel data are requested by the target device.

	gnss-WeekOrDay
If GNSS-ID does not indicate 'glonass', this field defines the GNSS Week number of the assistance currently held by the target device.
If GNSS-ID is set to 'glonass', this field defines the calendar number of day within the four-year interval starting from 1st of January in a leap year, as defined by the parameter NT in [9] of the assistance currently held by the target device.

	gnss-Toe
If GNSS-ID does not indicate 'glonass', this field defines the GNSS time of ephemeris in hours of the latest ephemeris set contained by the target device.
If GNSS-ID is set to 'glonass', this field defines the time of ephemeris in units of 15 minutes of the latest ephemeris set contained by the target device (range 0 to 95 representing time values between 0 and 1425 minutes). In this case, values 96 to 255 shall not be used by the sender.

	t-toeLimit
If GNSS-ID does not indicate 'glonass', this IE defines the ephemeris age tolerance of the target device in units of hours.
If GNSS-ID is set to 'glonass', this IE defines the ephemeris age tolerance of the target device in units of 30 minutes. 

	satListRelatedDataList
This list defines the clock and orbit models currently held by the target device for each SV. This field is not included if the target device does not have any stored clock and orbit models for any SV.

	svID
This field identifies the particular GNSS satellite.

	iod
This field identifies the issue of data currently held by the target device.

	clockModelID, orbitModelID
These fields define the clock and orbit model number currently held by the target device. If these fields are absent, the default interpretation of the table GNSS-ID to clockModelID & orbitModelID relation below applies. 

	svReqList
This field defines the SV for which the navigation model assistance is requested. Each bit position in this BIT STRING represents a SV-ID. Bit 0 represents SV-ID=0 and bit 63 represents SV-ID=63. A one-value at a bit position means the navigation model data for the corresponding SV-ID is requested, a zero-value means not requested.

	clockModelIDPrefList, orbitModelID-PrefList
These fields define the Model-IDs of the clock and orbit models that the target device wishes to obtain in the order of preference. The first Model-ID in the list is the most preferred model, the second Model-ID the second most preferred, etc. If these fields are absent, the default interpretation of the table GNSS-ID to clockModelID-PrefList & orbitModelIDPrefList relation below applies. 

	addNavparamReq
This field specifies whether the location server is requested to include the addNAVparam fields in GNSS-NavigationModel IE (NavModel-NAVKeplerianSet field) or not. TRUE means requested. The field is mandatory present if orbitModelID-PrefList is absent or includes a Model-ID = '2'; otherwise it is not present.



GNSS-ID to clockModelID & orbitModelID relation
	GNSS-ID
	clockModelID
	orbitModelID

	gps
	2
	2

	sbas
	5
	5

	qzss
	2
	2

	galileo
	1
	1

	glonass
	4
	4

	bds
	6
	6

	navic
	8
	8



GNSS-ID to clockModelID-PrefList & orbitModelID-PrefList relation
	GNSS-ID
	clockModelID-PrefList
	orbitModelID-PrefList

	gps
	Model-2
	Model-2

	sbas
	Model-5
	Model-5

	qzss
	Model-2
	Model-2

	galileo
	Model-1
	Model-1

	glonass
	Model-4
	Model-4

	bds
	Model-6
	Model-6

	navic
	Model-8
	Model-8
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The IE GNSS-PositioningInstructions is used to provide GNSS measurement instructions.
-- ASN1START

GNSS-PositioningInstructions ::= SEQUENCE {
	gnss-Methods				GNSS-ID-Bitmap,	
	fineTimeAssistanceMeasReq	BOOLEAN,
	adrMeasReq					BOOLEAN,
	multiFreqMeasReq			BOOLEAN,
	assistanceAvailability		BOOLEAN,
	...,
	[[
		ha-GNSS-Req-r15			ENUMERATED { true }		OPTIONAL	-- Cond UEB
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present, need OP, if the locationInformationType is set to locationEstimateRequired, locationEstimatePreferred, or locationMeasurementsPreferred; oltherwise it is not present.



	GNSS-PositioningInstructions field descriptions

	gnssMethods
This field indicates the satellite systems allowed by the location server. This is represented by a bit string in GNSS-ID-Bitmap, with a one‑value at the bit position means the particular GNSS is allowed; a zero‑value means not allowed. The target device shall not request assistance data or report or obtain measurements for systems that are not indicated in this bit map. At least one of the bits in this bit map shall be set to value one.

	fineTimeAssistanceMeasReq
This field indicates whether the target device is requested to report GNSS-network time association. TRUE means requested.

	adrMeasReq
This field indicates whether the target device is requested to include ADR measurements in GNSS-MeasurementList IE or not. TRUE means requested.

	multiFreqMeasReq
This field indicates whether the target device is requested to report measurements on multiple supported GNSS signal types in GNSS-MeasurementList IE or not. TRUE means requested. 

	assistanceAvailability
This field indicates whether the target device may request additional GNSS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	ha-GNSS-Req
This field, if present, indicates that any location estimate provided by the target device should be obtained using high accuracy RTK/PPP methods. The field is optionally present, need OP, if the locationInformationType is set to locationEstimateRequired, locationEstimatePreferred, or locationMeasurementsPreferred; oltherwise it is not present.
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The IE A-GNSS-Provide-Capabilities is used by the target device to indicate its capability to support A-GNSS and to provide its A-GNSS location capabilities (e.g., GNSSs and assistance data supported) to the location server.
-- ASN1START

A-GNSS-ProvideCapabilities ::= SEQUENCE {
	gnss-SupportList			GNSS-SupportList				OPTIONAL,
	assistanceDataSupportList	AssistanceDataSupportList		OPTIONAL,
	locationCoordinateTypes		LocationCoordinateTypes			OPTIONAL,
	velocityTypes				VelocityTypes					OPTIONAL,
	...,
	[[ periodicalReportingNotSupported-r14
								PositioningModes				OPTIONAL,
		idleStateForMeasurements-r14		
								ENUMERATED { required }			OPTIONAL
	]],
	[[ periodicAssistanceData-r15
								BIT STRING { solicited 	 (0),
											 unsolicited (1)	} (SIZE (1..8))		OPTIONAL
	]]
}

GNSS-SupportList ::= SEQUENCE (SIZE(1..16)) OF GNSS-SupportElement

GNSS-SupportElement ::= SEQUENCE {
	gnss-ID							GNSS-ID,
	sbas-IDs						SBAS-IDs					OPTIONAL,	-- Cond GNSS-ID-SBAS
	agnss-Modes						PositioningModes,
	gnss-Signals					GNSS-SignalIDs,
	fta-MeasSupport					SEQUENCE {
										cellTime	AccessTypes,
										mode		PositioningModes,
										...
									}							OPTIONAL,	-- Cond fta
	adr-Support						BOOLEAN,
	velocityMeasurementSupport		BOOLEAN,
	...,
	[[
		adrEnhancementsSupport-r15	ENUMERATED { true }			OPTIONAL,
		ha-gnss-Modes-r15			PositioningModes			OPTIONAL
	]]
}

AssistanceDataSupportList ::= SEQUENCE {
	gnss-CommonAssistanceDataSupport	GNSS-CommonAssistanceDataSupport,
	gnss-GenericAssistanceDataSupport	GNSS-GenericAssistanceDataSupport,
	...
}


-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	fta
	The field is mandatory present if the target device supports the reporting of fine time assistance measurements; otherwise it is not present.



	A-GNSS-ProvideCapabilities field descriptions

	gnss-SupportList
This field specifies the list of GNSS supported by the target device and the target device capabilities associated with each of the supported GNSS. This field shall be present if the gnss-SupportListReq in the A-GNSS -RequestCapabilities IE is set to TRUE and if the target device supports the A-GNSS positioning method. If the IE A-GNSS-Provide-Capabilities is provided unsolicited, this field shall be included if the target device supports the assisted GNSS positioning method.

	gnss-ID
This field specifies the GNSS supported by the target device for which the capabilities in GNSS-SupportElement are provided.

	sbas-IDs
This field specifies the SBAS(s) supported by the target device. This is represented by a bit string, with a one‑value at the bit position means the particular SBAS is supported; a zero‑value means not supported. The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	agnss-Modes
This field specifies the GNSS mode(s) supported by the target device for the GNSS indicated by gnss-ID. This is represented by a bit string, with a one‑value at the bit position means the particular GNSS mode is supported; a zero‑value means not supported.

	gnss-Signals
This field specifies the GNSS signal(s) supported by the target device for the GNSS indicated by gnss-ID. This is represented by a bit string, with a one‑value at the bit position means the particular GNSS signal type is supported; a zero‑value means not supported.

	fta-MeasSupport
This field specifies that the target device is capable of performing fine time assistance measurements (i.e., GNSS‑cellular time association reporting). The cellTime field specifies for which cellular network(s) this capability is supported. This is represented by a bit string, with a one‑value at the bit position means FTA measurements for the specific cellular network time is supported; a zero‑value means not supported. The mode field specifies for which GNSS mode(s) FTA measurements are supported by the target device. This is represented by a bit string, with a one‑value at the bit position means FTA measurements for the GNSS mode is supported; a zero‑value means not supported. The field is mandatory present if the target device supports the reporting of fine time assistance measurements; otherwise it is not present.

	adr-Support
This field specifies whether the target device supports ADR measurement reporting. TRUE means supported.

	velocityMeasurementSupport
This field specifies whether the target device supports measurement reporting related to velocity. TRUE means supported.

	assistanceDataSupportList
This list defines the assistance data and assistance data choices supported by the target device. This field shall be present if the assistanceDataSupportListReq in the A-GNSS-RequestCapabilities IE is set to TRUE and if the target device supports GNSS assistance data. If the IE A-GNSS-Provide-Capabilities is provided unsolicited, this field shall be included if the target device supports any GNSS assistance data.

	locationCoordinateTypes
This parameter identifies the geographical location coordinate types that a target device supports for GNSS. TRUE indicates that a location coordinate type is supported and FALSE that it is not. This field shall be present if the locationVelocityTypesReq in the A-GNSS-RequestCapabilities IE is set to TRUE and if the target device supports UE-based or standalone GNSS positioning method. If the IE A-GNSS-Provide-Capabilities is provided unsolicited, this field shall be included if the target device supports UE-based or standalone GNSS positioning method.

	velocityTypes
This parameter identifies the velocity types that a target device supports for GNSS. TRUE indicates that a velocity type is supported and FALSE that it is not. FALSE for all velocity types indicates that velocity reporting is not supported. This field shall be present if the locationVelocityTypesReq in the A-GNSS-RequestCapabilities IE is set to TRUE and if the target device supports UE-based or standalone GNSS positioning method. If the IE A-GNSS-Provide-Capabilities is provided unsolicited, this field shall be included if the target device supports UE-based or standalone GNSS positioning method.

	periodicalReportingNotSupported
This field, if present, specifies the positioning modes for which the target device does not support periodicalReporting. This is represented by a bit string, with a one‑value at the bit position means periodicalReporting for the positioning mode is not supported; a zero‑value means supported. If this field is absent, the location server may assume that the target device supports periodicalReporting in CommonIEsRequestLocationInformation for each supported positioning mode.

	idleStateForMeasurements
This field, if present, indicates that the target device requires idle state to perform GNSS measurements.

	periodicAssistanceData
This field identifies the periodic assistance data delivery procedures supported by the target device. This is represented by a bit string, with a one value at the bit position means the periodic assistance data delivery procedure is supported; a zero value means not supported. Bit 0 (solicited) represents the procedure according to clause 5.2.1a; bit (1) (unsolicited) represents the procedure according to clause 5.2.2a.

	adrEnhancementsSupport
This field, if present, indicates that the target device supports the fields adrMSB, adrSign, adrRMSerror, and delta‑codePhase in IE GNSS-MeasurementList.
This field may only be present if adr-Support is set to TRUE, and shall be absent if adr-Support is set to FALSE.

	ha-gnss-Modes
This field specifies the High-Accuracy GNSS mode(s) supported by the target device for the GNSS indicated by gnss‑ID. This is represented by a bit string, with a one‑value at the bit position means the particular GNSS mode is supported; a zero‑value means not supported.
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The IE GNSS-CommonAssistanceDataSupport is used by the target device to provide information on supported GNSS common assistance data types to the location server.
-- ASN1START

GNSS-CommonAssistanceDataSupport ::= SEQUENCE {
	gnss-ReferenceTimeSupport				GNSS-ReferenceTimeSupport				
																OPTIONAL, -- Cond RefTimeSup
	gnss-ReferenceLocationSupport			GNSS-ReferenceLocationSupport			
																OPTIONAL, -- Cond RefLocSup
	gnss-IonosphericModelSupport			GNSS-IonosphericModelSupport				
																OPTIONAL, -- Cond IonoModSup
	gnss-EarthOrientationParametersSupport	GNSS-EarthOrientationParametersSupport	
																OPTIONAL, -- Cond EOPSup
	...,
	[[
		gnss-RTK-ReferenceStationInfoSupport-r15	
											GNSS-RTK-ReferenceStationInfoSupport-r15
																OPTIONAL, -- Cond ARPSup
		gnss-RTK-AuxiliaryStationDataSupport-r15
											GNSS-RTK-AuxiliaryStationDataSupport-r15
																OPTIONAL -- Cond AuxARPSup
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	RefTimeSup
	The field is mandatory present if the target device supports GNSS-ReferenceTime; otherwise it is not present.

	RefLocSup
	This field is mandatory present if the target device supports GNSS-ReferenceLocation; otherwise it is not present.

	IonoModSup
	This field is mandatory present if the target device supports GNSS-IonosphericModel; otherwise it is not present.

	EOPSup
	This field is mandatory present if the target device supports GNSS-EarthOrientationParameters; otherwise it is not present.

	ARPSup
	This field is mandatory present if the target device supports GNSS‑RTK‑ReferenceStationInfo; otherwise it is not present.

	AuxARPSup
	This field is mandatory present if the target device supports GNSS‑RTK‑AuxiliaryStationData; otherwise it is not present.
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-- ASN1START

GNSS-ReferenceTimeSupport ::=	SEQUENCE {
	gnss-SystemTime		GNSS-ID-Bitmap,
	fta-Support			AccessTypes										OPTIONAL, -- Cond fta
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	fta
	The field is mandatory present if the target device supports fine time assistance in GNSSReferenceTime IE; otherwise it is not present.



	GNSS-ReferenceTimeSupport field descriptions

	gnss-SystemTime
This field specifies the GNSS system time(s) supported by the target device. This is represented by a bit string in GNSS-ID-Bitmap, with a one‑value at the bit position means the particular GNSS system time is supported; a zero‑value means not supported.

	fta-Support
This field specifies that the target device supports fine time assistance (i.e., GNSS‑cellular time association) in GNSS-ReferenceTime IE. This is represented by a bit string in AccessTypes, with a one‑value at the bit position means FTA for the specific cellular network time is supported; a zero‑value means not supported. The field is mandatory present if the target device supports fine time assistance in GNSSReferenceTime IE; otherwise it is not present.
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The IE GNSS-GenericAssistanceDataSupport is used by the target device to provide information on supported GNSS generic assistance data types to the location server for each supported GNSS.
-- ASN1START

GNSS-GenericAssistanceDataSupport ::=
								SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataSupportElement

GNSS-GenericAssistDataSupportElement ::= SEQUENCE {
	gnss-ID								GNSS-ID,
	sbas-ID								SBAS-ID						OPTIONAL, -- Cond GNSS‑ID‑SBAS
	gnss-TimeModelsSupport				GNSS-TimeModelListSupport
																	OPTIONAL, -- Cond TimeModSup
	gnss-DifferentialCorrectionsSupport	GNSS-DifferentialCorrectionsSupport
																	OPTIONAL, -- Cond DGNSS-Sup
	gnss-NavigationModelSupport			GNSS-NavigationModelSupport
																	OPTIONAL, -- Cond NavModSup
	gnss-RealTimeIntegritySupport		GNSS-RealTimeIntegritySupport
																	OPTIONAL, -- Cond RTISup
	gnss-DataBitAssistanceSupport		GNSS-DataBitAssistanceSupport
																	OPTIONAL, -- Cond DataBitsSup
	gnss-AcquisitionAssistanceSupport	GNSS-AcquisitionAssistanceSupport
																	OPTIONAL, -- Cond AcquAssistSup
	gnss-AlmanacSupport					GNSS-AlmanacSupport
																	OPTIONAL, -- Cond AlmanacSup
	gnss-UTC-ModelSupport				GNSS-UTC-ModelSupport
																	OPTIONAL, -- Cond UTCModSup
	gnss-AuxiliaryInformationSupport	GNSS-AuxiliaryInformationSupport
																	OPTIONAL, -- Cond AuxInfoSup
	...,
	[[
		bds-DifferentialCorrectionsSupport-r12
										BDS-DifferentialCorrectionsSupport-r12
																	OPTIONAL, -- Cond DBDS-Sup
		bds-GridModelSupport-r12		BDS-GridModelSupport-r12
																	OPTIONAL	-- Cond BDS-GridModSup
	]],
	[[
		gnss-RTK-ObservationsSupport-r15
										GNSS-RTK-ObservationsSupport-r15
																	OPTIONAL,	-- Cond RTK-OSR-Sup
		glo-RTK-BiasInformationSupport-r15	
										GLO-RTK-BiasInformationSupport-r15	
																	OPTIONAL,	-- Cond GLO-CPB-Sup
		gnss-RTK-MAC-CorrectionDifferencesSupport-r15
										GNSS-RTK-MAC-CorrectionDifferencesSupport-r15
																	OPTIONAL,	-- Cond MAC-Sup
		gnss-RTK-ResidualsSupport-r15	GNSS-RTK-ResidualsSupport-r15
																	OPTIONAL,	-- Cond Res-Sup
		gnss-RTK-FKP-GradientsSupport-r15
										GNSS-RTK-FKP-GradientsSupport-r15
																	OPTIONAL,	-- Cond FKP-Sup
		gnss-SSR-OrbitCorrectionsSupport-r15
										GNSS-SSR-OrbitCorrectionsSupport-r15
																	OPTIONAL, 	-- Cond OC-Sup
		gnss-SSR-ClockCorrectionsSupport-r15
										GNSS-SSR-ClockCorrectionsSupport-r15
																	OPTIONAL, 	-- Cond CC-Sup
		gnss-SSR-CodeBiasSupport-r15	GNSS-SSR-CodeBiasSupport-r15
																	OPTIONAL 	-- Cond CB-Sup
	]],
	[[
		gnss-SSR-URA-Support-r16		GNSS-SSR-URA-Support-r16	OPTIONAL,	-- Cond URA-Sup
		gnss-SSR-PhaseBiasSupport-r16	GNSS-SSR-PhaseBiasSupport-r16		
																	OPTIONAL,	-- Cond PB-Sup
		gnss-SSR-STEC-CorrectionSupport-r16
										GNSS-SSR-STEC-CorrectionSupport-r16
																	OPTIONAL,	-- Cond STEC-Sup
		gnss-SSR-GriddedCorrectionSupport-r16
										GNSS-SSR-GriddedCorrectionSupport-r16
																	OPTIONAL,	-- Cond Grid-Sup
		navic-DifferentialCorrectionsSupport-r16
										NavIC-DifferentialCorrectionsSupport-r16
																OPTIONAL,	-- Cond DNavIC-Sup
		navic-GridModelSupport-r16		NavIC-GridModelSupport-r16
																OPTIONAL	-- Cond NavIC-GridModSup
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	TimeModSup
	The field is mandatory present if the target device supports GNSS-TimeModelList; otherwise it is not present.

	DGNSS-Sup
	The field is mandatory present if the target device supports GNSS-DifferentialCorrections; otherwise it is not present.

	NavModSup
	The field is mandatory present if the target device supports GNSS-NavigationModel; otherwise it is not present.

	RTISup
	The field is mandatory present if the target device supports GNSS-RealTimeIntegrity; otherwise it is not present.

	DataBitsSup
	The field is mandatory present if the target device supports GNSS-DataBitAssistance; otherwise it is not present.

	AcquAssistSup
	The field is mandatory present if the target device supports GNSS-AcquisitionAssistance; otherwise it is not present.

	AlmanacSup
	The field is mandatory present if the target device supports GNSS-Almanac; otherwise it is not present.

	UTCModSup
	The field is mandatory present if the target device supports GNSS-UTC-Model; otherwise it is not present.

	AuxInfoSup
	The field is mandatory present if the target device supports GNSS-AuxiliaryInformation; otherwise it is not present.

	DBDS-Sup
	The field is mandatory present if the target device supports BDS-DifferentialCorrections; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	BDS-GridModSup
	The field is mandatory present if the target device supports BDS-GridModel; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	RTK-OSR-Sup
	The field is mandatory present if the target device supports GNSS-RTK-Observations; otherwise it is not present. Note, support for GNSS-RTK-Observations implies support for GNSS-RTK-CommonObservationInfo as well.

	GLO-CPB-Sup
	The field is mandatory present if the target device supports GLO‑RTK‑BiasInformation; otherwise it is not present. This field may only be present if gnss-ID indicates 'glonass'.

	MAC-Sup
	The field is mandatory present if the target device supports GNSS‑RTK‑MAC‑CorrectionDifferences; otherwise it is not present.

	Res-Sup
	The field is mandatory present if the target device supports GNSS‑RTK‑Residuals; otherwise it is not present.

	FKP-Sup
	The field is mandatory present if the target device supports GNSS‑RTK‑FKP‑Gradients; otherwise it is not present.

	OC-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑OrbitCorrections; otherwise it is not present.

	CC-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑ClockCorrections; otherwise it is not present.

	CB-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑CodeBias; otherwise it is not present.

	URA-Sup
	The field is mandatory present if the target device supports GNSS-SSR-URA; otherwise it is not present.

	PB-Sup
	The field is mandatory present if the target device supports GNSS-SSR-PhaseBias; otherwise it is not present.

	STEC-Sup
	The field is mandatory present if the target device supports GNSS-SSR-STEC-Correction; otherwise it is not present.

	Grid-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑GriddedCorrection; otherwise it is not present. Note, support for GNSS‑SSR‑GriddedCorrection implies support for GNSS-SSR-CorrectionPoints as well.

	DNavIC-Sup
	The field is mandatory present if the target device supports NavIC-DifferentialCorrections; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.

	NavIC-GridModSup
	The field is mandatory present if the target device supports NavIC-GridModel; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.
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The IE ECID-SignalMeasurementInformation is used by the target device to provide various UE‑measurements to the location server.
-- ASN1START

ECID-SignalMeasurementInformation ::= SEQUENCE {
	primaryCellMeasuredResults	MeasuredResultsElement	OPTIONAL,
	measuredResultsList			MeasuredResultsList,
	...
}

MeasuredResultsList ::= SEQUENCE (SIZE(1..32)) OF MeasuredResultsElement

MeasuredResultsElement ::= SEQUENCE {
	physCellId						INTEGER (0..503),
	cellGlobalId					CellGlobalIdEUTRA-AndUTRA	OPTIONAL,
	arfcnEUTRA						ARFCN-ValueEUTRA,
	systemFrameNumber				BIT STRING (SIZE (10))		OPTIONAL,
	rsrp-Result						INTEGER (0..97)				OPTIONAL,
	rsrq-Result						INTEGER (0..34)				OPTIONAL,
	ue-RxTxTimeDiff					INTEGER (0..4095)			OPTIONAL,
	...,
	[[	arfcnEUTRA-v9a0				ARFCN-ValueEUTRA-v9a0		OPTIONAL		-- Cond EARFCN-max
	]],
	[[	nrsrp-Result-r14			INTEGER (0..113)			OPTIONAL,
		nrsrq-Result-r14			INTEGER (0..74)				OPTIONAL,
		carrierFreqOffsetNB-r14		CarrierFreqOffsetNB-r14		OPTIONAL,		-- Cond NB-IoT
		hyperSFN-r14				BIT STRING (SIZE (10))		OPTIONAL
	]],
	[[
		rsrp-Result-v1470			INTEGER (-17..-1)			OPTIONAL,
		rsrq-Result-v1470			INTEGER (-30..46)			OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if the corresponding arfcnEUTRA (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	NB-IoT
	The field is mandatory present if the measured cell is a NB-IoT cell. Otherwise it is not present.



	ECID-SignalMeasurementInformation field descriptions

	primaryCellMeasuredResults
This field contains measurements for the primary cell (if the primary cell is a E-UTRA or NB-IoT cell), when the target device reports measurements for both primary cell (E-UTRA or NB-IoT) and neighbour cells. This field shall be omitted when the target device reports measurements for the primary cell (E-UTRA or NB-IoT) only, in which case the measurements for the primary cell (E-UTRA or NB-IoT) is reported in the measuredResultsList. This field shall be omitted when the primary cell is not a E-UTRA or NB-IoT cell.

	measuredResultsList
This list contains the E‑CID measurements for up to 32 E-UTRA or NB-IoT cells.

	physCellId
This field specifies the physical cell identity of the measured cell.

	cellGlobalId
This field specifies cell global ID of the measured cell. The target device shall provide this field if it was able to determine the ECGI of the measured cell at the time of measurement.

	arfcnEUTRA
This field specifies the ARFCN of the measured E-UTRA carrier frequency, as defined in TS 36.331 [12]. In the case the target device includes arfcnEUTRA-v9a0, the target device shall set the corresponding arfcnEUTRA (i.e. without suffix) to maxEARFCN.

	systemFrameNumber
This field specifies the system frame number of the measured cell during which the measurements have been performed. The target device shall include this field if it was able to determine the SFN of the cell at the time of measurement.

	rsrp-Result
This field specifies the reference signal received power (RSRP) measurement, as defined in TS 36.331 [12], TS 36.214 [17]. In the case the target device includes rsrp-Result-v1470, the target device shall set the corresponding rsrp-Result (i.e. without suffix) to value 0.

	rsrq-Result
This field specifies the reference signal received quality (RSRQ) measurement, as defined in TS 36.331 [12], TS 36.214 [17]. In the case the target device includes rsrq-Result-v1470, the target device shall set the corresponding rsrq-Result (i.e. without suffix) to value 0 or 34.

	ue-RxTxTimeDiff
This field specifies the UE Rx–Tx time difference measurement, as defined in TS 36.214 [17]. It is provided only for measurements on the UE's primary cell.
Measurement report mapping is according to TS 36.133 [18]. 

	nrsrp-Result
This field specifies the narrowband reference signal received power (NRSRP) measurement, as defined in TS 36.214 [17]. Measurement report mapping is according to TS 36.133 [18].

	nrsrq-Result
This field specifies the narrowband reference signal received quality (NRSRQ) measurement, as defined in TS 36.214 [17].
Measurement report mapping to the value defined in TS 36.133 [18]. Values 0..29 map to values
NRSRQ_-30..NRSRQ_-1. Values 30..62 map to NRSRQ_01..NRSRQ_33. Values 63..74 map to NRSRQ_35..NRSRQ_46. The UE does not report NRSRQ_00 nor NRSRQ_34.

	carrierFreqOffsetNB
This field specifies the offset of the NB-IoT channel number to ARFCN given by arfcnEUTRA as defined in TS 36.101 [21]. The field is mandatory present if the measured cell is a NB-IoT cell. Otherwise it is not present.

	hyperSFN
This field specifies the hyper-SFN of the measured cell during which the measurements have been performed. The target device shall include this field if it was able to determine the hyper-SFN of the cell at the time of measurement.
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The IE TBS-MeasurementInformation is used by the target device to provide TBS location measurements to the location server.
-- ASN1START

TBS-MeasurementInformation-r13 ::= SEQUENCE {
	measurementReferenceTime-r13	UTCTime						OPTIONAL,
	mbs-SgnMeasList-r13				MBS-BeaconMeasList-r13		OPTIONAL,	-- Cond MBS
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	MBS
	The field is mandatory present if the TBS-MeasurementInformation is provided for an MBS system; otherwise it is not present.



	TBS-MeasurementInformation field descriptions

	measurementReferenceTime
This field provides the UTC time when the TBS measurements are performed and should take the form of YYMMDDhhmmssZ.

	mbs-SgnMeasList
This field provides the MBS measurements for up to 64 MBS beacons. The field is mandatory present if the TBS-MeasurementInformation is provided for an MBS system; otherwise it is not present.
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The IE Sensor-MeasurementInformation is used by the target device to provide UE sensor measurements to the location server.
-- ASN1START

Sensor-MeasurementInformation-r13 ::= SEQUENCE {
	measurementReferenceTime-r13		UTCTime						OPTIONAL,
	uncompensatedBarometricPressure-r13	INTEGER (30000..115000)		OPTIONAL, -- Cond Barometer
	...,
	[[
	uncertainty-r14					SEQUENCE {
									range-r14		INTEGER (0..1000),
									confidence-r14	INTEGER (1..100)
									}									OPTIONAL
	]],
	[[	adjustment-r16				INTEGER (-5000..5000) 				OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	Barometer
	The field is mandatory present if the Sensor-MeasurementInformation is provided for barometric pressure; otherwise it is not present.



	Sensor-MeasurementInformation field descriptions

	measurementReferenceTime
This field provides the UTC time when the sensor measurements are performed and should take the form of YYMMDDhhmmssZ.

	uncompensatedBarometricPressure
This field provides the uncompensated barometric pressure as measured by the UE sensor, in units of Pa. The field is mandatory present if the Sensor-MeasurementInformation is provided for barometric pressure; otherwise it is not present.

	uncertainty
This field provides the expected range for the pressure measurement in units of Pa and the confidence as a percentage that the true pressure lies in a range of (measurement – range) to (measurement + range).

	adjustment
This field provides any adjustment available in the UE, in units of Pa, to allow the production of a compensated atmospheric pressure measurement where compensated atmospheric pressure = uncompensatedBarometricPressure + adjustment 
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