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1. Introduction
In RAN2#114-e, we have reached the following agreements [1] for CPAC procedures
	· 1: For SN-initiated CPC, RAN2 confirms the source SN configuration may be updated (by source SN) when UE uses per FR measurement gap and is to be configured with CPC.

· 2: The source SN may provide the execution conditions (and/or SN measurement configuration) to the MN upon obtaining the information which cells have been ultimately prepared by the target SN.

· 3: Target SN chooses candidate target PSCell for CPC from the list of cells and/or measurements provided by the source SN/MN
Working assumption (to clarify agreements 1-3 above)

· 1.
Upon SN initiated CPC configuration, S-SN indicates the CPC candidates to MN and for each an execution condition

· 2.
S-SN can provide also measurements to MN/T-SN and this may include cells that are not CPC candidates

· 3.
T-SN can either accept or reject the CPC candidates suggested by S-SN (as in 1) i.e. it cannot come up with any alternative candidates

· 4.
S-SN is informed about which candidates were accepted/ rejected by T-SN

· 5.
S-SN can subsequently update the (measurement) configuration. FFS for execution conditions.

· 6.
S-SN can perform this update after the CPC configuration. FFS whether to support updating during the CPC configuration (i.e. solution 2). FFS whether nested procedure is suppported


we started below Email discussion [2] for CPAC procedures from UE perspective
	· [Post114-e][233][R17 DCCA] Uu Message design for CPAC (CATT)


Scope: Discuss Uu message design for CPAC (e.g. based on R2-2105990 and previous meeting discussion) and attempt to see if there is consensus on how the signalling towards UE is done. 


Intended outcome: Discussion report (may include also draft CRs if there is enough convergence)


Deadline:  Long




In this contribution, we will further discuss open issues in CPAC procedures from UE perspective.
2. Discussion
2.1. Measurements for CPAC purposes
Measurement Configuration for CPAC execution condition

The flowing were agreed regarding measurements for CPAC purpose:
RAN2#112e:
11
For conditional PSCell change, A3/A5 execution condition should be supported while for conditional PSCell addition, A4/B1 like execution condition should be supported.   

RAN2#113e:
5
For CPC initiated by MN, A4/B1 like execution condition should be supported.

For CPA and MN-initiated CPC, the MN determines the execution conditions per target candidate. Each condExecutionCond/ triggerCondition (i.e.measId)  is associated with reportConfig in MCG MeasConfig. As per RAN2#112ee agreement, A3/A5 events is not excluded for MN-initiated CPC.  However, A3/A5 events are associated with MCG MeasConfig, it may cause misunderstanding that A3/A5 events are based on PCell.  To resolve this issue, further enhance A3/A5 execution condition to be applicable for MN initiated inter-SN CPC, i.e. based on PSCell, but not PCell.
Regarding how to configure/use A3/A5 events for MN-initiated inter-SN CPC, we assume no need for explicit signalling. When A3/A5 events is configured for MN initiated inter-SN CPC, then, the serving cell should refer to the PSCell, but not the PCell.
Proposal 1： For MN initiated inter-SN CPC,  A3/A5 execution condition is based on PSCell. No explicit signaling is needed.
UE measurements for SN-initiated CPC 

As per the working assumption[1] in RAN2#114e,  For SN-initiated CPC, S-SN can provide measurements to MN/T-SN and this may include cells that are not CPC candidates. S-SN is informed about which candidates were accepted/ rejected by T-SN. S-SN can subsequently update the (measurement) configuration. S-SN can perform this update after the CPC configuration.
if T-SN rejects some candidates and S-SN does not update the measurement configuration, the UE may have the stored measID(s) related with CPC that are not linked with the applicable candidate PSCells.
How shall UE handle the unnecessary measurements?

On one hand, it is possible that the NW may or may not update the unnecessary measID related with CPC that are not linked with the selected candidate PSCells. Which means, UE is not mandatory to check whether the measID related with CPC is linked with the applicable candidate PSCells upon each CPC configuration. It should be up to UE implementation.

On the other hand, if the network could remove the unnecessary measID and update the configuration to UE, then, there will be also no problem at UE side.

Therefore, we propose that:
Proposal 2： It’s up to the UE implementation whether to perform measurements on the measID related with CPC that are not linked with the applicable candidate PSCells
2.2. RRC Reconfiguration during CPAC execution

In MR-DC, the UE may receive RRC reconfiguration message during CPAC execution. It has been agreed in Rel-16 that the UE should finalize the execution of the ongoing intra-SN CPC procedure before processing the RRC Reconfiguration received.

However, in some cases, the newly received RRC reconfiguration message from MN may cause PCell change, security key refresh, or other SCG reconfigurations, which may lead the ongoing CPAC execution to become useless. It means it is unnecessary to finalize the execution of the ongoing CPAC procedure in these cases. 

Therefore, we propose RAN2 to discuss how to handle the received RRC reconfiguration message during CPAC execution. 
Proposal 3： RAN2 to discuss the processing of received RRC reconfiguration message during CPAC execution.

3. Conclusion

Based on the discussion, we have the following proposals:

Proposal 1： For MN initiated inter-SN CPC,  A3/A5 execution is based on PSCell. No explicit signaling is needed.

Proposal 2： It’s up to the UE implementation whether to perform measurements on the measID related with CPC that are not linked with the applicable candidate PSCells
Proposal 3： RAN2 to discuss the processing of received RRC reconfiguration message during CPAC execution.
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