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Start of change
[bookmark: _Toc12616318][bookmark: _Toc37126929][bookmark: _Toc46492042][bookmark: _Toc46492150][bookmark: _Toc76549874]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AM	Acknowledged Mode
ARP	Address Resolution Protocol
CID	Context Identifier
DAPS	Dual Active Protocol Stack
DRB	Data Radio Bearer carrying user plane data
<Unchanged parts are omitted>
[bookmark: _Toc12524461][bookmark: _Toc37127013][bookmark: _Toc46492129][bookmark: _Toc46492237][bookmark: _Toc76549961][bookmark: _GoBack]6.3.12	SDU Type
Length: 3 bits
PDCP SDU type, i.e. Layer-3 Protocol Data Unit type as specified in [13]. PDCP entity may handle the SDU differently per SDU Type, e.g. ROHC is applicable to IP SDU but not ARP SDU and Non-IP SDU.
Table 6.3.12-1: SDU Type
	Bit
	Description

	000
	IP

	001
	Non-IP

	010
	ARP

	010011-111
	Reserved
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