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	Reason for change:
	(1) The optional fields nr-SelectedDL-PRS-IndexListPerFreq, dl-SelectedPRS-ResourceSetIndexList, and dl-SelectedPRS-ResourceIndexList in IE NR-SelectedDL-PRS-IndexList are currently "Need ON". However, the UE behaviour in the case these fields are absent is specified in the field description. Therefore, the need for these fields should be "Need OP".

(2) The introduction text for the IE NR-SelectedDL-PRS-IndexList mentions an IE NR-DL-PRS-ProvideAssistanceData. However, such an IE does not exist in the specification.

	
	

	Summary of change:
	(1) The need tag for the optional fields nr-SelectedDL-PRS-IndexListPerFreq, dl-SelectedPRS-ResourceSetIndexList, and dl-SelectedPRS-ResourceIndexList in IE NR-SelectedDL-PRS-IndexList is changed to "Need OP".

(2) The IE name NR-DL-PRS-ProvideAssistanceData in the introduction text for the IE NR-SelectedDL-PRS-IndexList is changed to NR-DL-PRS-AssistanceData.


	
	

	Consequences if not approved:
	Misalignment between ASN.1 need tag and field description. 

Impact analysis
Impacted functionality
DL-PRS Assistance Data.
Inter-operability: 
If the network is implemented according to this CR and the UE is not, a UE may follow the ASN.1 tag description (no action) or the field description, and therefore, the UE behaviour would be unclear. 
If the UE is implemented according to this CR and the network is not, a UE follows the field description in case the field is absent (intended behaviour) and no interoperability problems are foreseen.
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–	NR-SelectedDL-PRS-IndexList
The IE NR-SelectedDL-PRS-IndexList is used by the location server to provide the selected DL-PRS Resource of nr-DL-PRS-AssistanceDataList to the target device.
In the case of assistance data for multiple NR positioning methods are provided, the IE NR-DL-PRS-AssistanceData NR-DL-PRS-ProvideAssistanceData shall be present in only one of NR-Multi-RTT-ProvideAssistanceData, NR-DL-AoD-ProvideAssistanceData, or NR-DL-TDOA-ProvideAssistanceData.
-- ASN1START

NR-SelectedDL-PRS-IndexList-r16 ::=	SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF
										NR-SelectedDL-PRS-PerFreq-r16

NR-SelectedDL-PRS-PerFreq-r16 ::= SEQUENCE {
	nr-SelectedDL-PRS-FrequencyLayerIndex-r16	INTEGER (0..nrMaxFreqLayers-1-r16),
	nr-SelectedDL-PRS-IndexListPerFreq-r16 		SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
														NR-SelectedDL-PRS-IndexPerTRP-r16
																			OPTIONAL,	--Need ONOP
	...
}

NR-SelectedDL-PRS-IndexPerTRP-r16 ::= SEQUENCE {
	nr-SelectedTRP-Index-r16					INTEGER (0..nrMaxTRPsPerFreq-1-r16),
	dl-SelectedPRS-ResourceSetIndexList-r16		SEQUENCE (SIZE (1..nrMaxSetsPerTrpPerFreqLayer-r16))
 													OF 
														DL-SelectedPRS-ResourceSetIndex-r16
																			OPTIONAL,	--Need ONOP
	...
}

DL-SelectedPRS-ResourceSetIndex-r16 ::= SEQUENCE {
	nr-DL-SelectedPRS-ResourceSetIndex-r16		INTEGER (0..nrMaxSetsPerTrpPerFreqLayer-1-r16),
	dl-SelectedPRS-ResourceIndexList-r16		SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF
														DL-SelectedPRS-ResourceIndex-r16
																			OPTIONAL	--Need ONOP
}

DL-SelectedPRS-ResourceIndex-r16 ::= SEQUENCE {
	nr-DL-SelectedPRS-ResourceIdIndex-r16		INTEGER (0..nrMaxNumDL-PRS-ResourcesPerSet-1-r16),
	...
}

-- ASN1STOP

	NR-SelectedDL-PRS-IndexList field descriptions

	nr-SelectedDL-PRS-FrequencyLayerIndex
This field indicates the frequency layer provided in IE NR-DL-PRS-AssistanceData. Value 0 corresponds to the first frequency layer provided in nr-DL-PRS-AssistanceDataList in IE NR-DL-PRS-AssistanceData, value 1 to the second frequency layer in nr-DL-PRS-AssistanceDataList, and so on.

	nr-SelectedDL-PRS-IndexListPerFreq
This field provides the list of addressed TRPs of the selected frequency layer. If this field is absent, all DL-PRS Resources of all TRPs of the indicated frequency layer are addressed.

	nr-SelectedTRP-Index
This field indicates the addressed TRP of the selected frequency layer. Value 0 corresponds to the first entry in nr-DL-PRS-AssistanceDataPerFreq provided in IE NR-DL-PRS-AssistanceData, value 1 corresponds to the second entry in nr-DL-PRS-AssistanceDataPerFreq, and so on.

	dl-SelectedPRS-ResourceSetIndexList
This field provides the list of addressed DL-PRS Resource Sets of the selected TRPs of the selected frequency layer. If this field is absent, all DL-PRS Resource Sets and Resources of the indicated TRP are addressed.

	nr-DL-SelectedPRS-ResourceSetIndex
This field indicates the addressed DL-PRS Resource Set of the selected TRP of the selected frequency layer. Value 0 corresponds to the first entry in nr-DL-PRS-ResourceSetList in IE NR-DL-PRS-Info provided in IE NR-DL-PRS-AssistanceData. Value 1 corresponds to the second entry in the nr-DL-PRS-ResourceSetList in IE NR-DL-PRS-Info.

	dl-SelectedPRS-ResourceIndexList
This field provides the list of addressed DL-PRS Resources of the selected DL-PRS Resource Set of the selected TRP of the selected frequency layer. If this field is absent, all DL-PRS Resources of the indicated DL-PRS Resource Set are addressed.

	nr-dl-SelectedPRS-ResourceIdIndex
This field indicates the addressed DL-PRS Resource of the selected DL-PRS Resource Set of the TRP of the selected frequency layer. Value 0 corresponds to the first entry in dl-PRS-ResourceList in IE NR-DL-PRS-Info provided in IE NR-DL-PRS-AssistanceData. Value 1 corresponds to the second entry in the dl-PRS-ResourceList in IE NR-DL-PRS-Info, and so on.
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