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	Reason for change:
	The UE should not be required to support IMS video over split bearer for NR-DC and NE-DC.

	
	

	Summary of change:
	IMS video over split bearer is not supported for NR-DC and NE-DC.

Impact analysis
Impacted 5G architecture options: 
NR-DC, NE-DC

Impacted functionality: 
IMS video over split bearer for NR-DC and NE-DC

Inter-operability:
If the network does not implement the CR and configures an IMS video call, The UE may trigger the RRC connection re-establishment procedure due to not support of split bearer for IMS video. There is no inter-operability issue foreseen.

	
	

	Consequences if not approved:
	The UE is required to support IMS video call over the split bearer, which imposes an implementation burden on the UE.
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	voiceOverEUTRA-5GC
Indicates whether the UE supports IMS voice over E-UTRA via 5GC. It is mandated to the UE if the UE is capable of IMS voice over E-UTRA via 5GC. Otherwise, the UE does not include this field. If this field is included and the UE is capable of E-UTRA with EPC, the UE shall support IMS voice over E-UTRA via EPC.
	UE
	No
	No
	No

	voiceOverNR
Indicates whether the UE supports IMS voice over NR. It is mandated to the UE if the UE is capable of IMS voice over NR. Otherwise, the UE does not include this field. If this field is included and the UE is capable of E-UTRA with EPC, the UE shall support IMS voice over E-UTRA via EPC.
	UE
	No
	No
	Yes

	voiceOverSCG-BearerEUTRA-5GC
Indicates whether the UE supports IMS voice over SCG bearer of NE-DC.
	UE
	No
	No
	N/A



NOTE:	In this release of specification, neither IMS voice nor IMS video over split bearer is not supported for NR-DC and NE-DC.

