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	Reason for change:
	[bookmark: _GoBack]This is a mirrored CR from R2-2108844 (CR0041).

To clean up several typos in 38.322 


	
	

	Summary of change:
	To add colon and replace comma with colon, correctly.

Impact analysis
Impacted functionality: 
AM RLC window operation 

Inter-operability: 
No inter-operability issue.
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<Start of modification>
[bookmark: _Toc5722468][bookmark: _Toc37462988][bookmark: _Toc46502532][bookmark: _Toc60824384]5.2.3.2.3	Actions when an AMD PDU is placed in the reception buffer
When an AMD PDU with SN = x is placed in the reception buffer, the receiving side of an AM RLC entity shall:
-	if x >= RX_Next_Highest:
-	update RX_Next_Highest to x+ 1.
-	if all bytes of the RLC SDU with SN = x are received:
-	reassemble the RLC SDU from AMD PDU(s) with SN = x, remove RLC headers when doing so and deliver the reassembled RLC SDU to upper layer;
-	if x = RX_Highest_Status:,
-	update RX_Highest_Status to the SN of the first RLC SDU with SN > current RX_Highest_Status for which not all bytes have been received.
-	if x = RX_Next:
-	update RX_Next to the SN of the first RLC SDU with SN > current RX_Next for which not all bytes have been received.
-	if t-Reassembly is running:
-	if RX_Next_Status_Trigger = RX_Next; or
-	if RX_Next_Status_Trigger = RX_Next + 1 and there is no missing byte segment of the SDU associated with SN = RX_Next before the last byte of all received segments of this SDU; or
-	if RX_Next_Status_Trigger falls outside of the receiving window and RX_Next_Status_Trigger is not equal to RX_Next + AM_Window_Size:
-	stop and reset t-Reassembly.
-	if t-Reassembly is not running (includes the case t-Reassembly is stopped due to actions above):
-	if RX_Next_Highest> RX_Next +1; or
-	if RX_Next_Highest = RX_Next + 1 and there is at least one missing byte segment of the SDU associated with SN = RX_Next before the last byte of all received segments of this SDU:
-	start t-Reassembly;
-	set RX_Next_Status_Trigger to RX_Next_Highest.
<End of modification>

