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	Reason for change:
	The part in Section 5.2.4.4 describing the restrictions during cell re-selection was modified by the Rel-16 by CR (#0159, R2-2005798 Corrrection to 38.304 for PRN).

Even though this CR was intended to introduce or correct only PRN related changes, it also modified the legacy text for intra/inter-frequency cell re-selection.

The CR made the following a separate paragraph:

If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed. <<other text omitted>>

In addition, another CR (#0187, R2-2008207 Idle mode corrections for NPN) erroneously removed the sentence for redirection under NR control to intra/inter-frequency cell from above. So, the following text remained as a separate paragraph.

If the UE enters into state any cell selection, any limitation shall be removed.

Being a separate paragraph on its own, it is unclear in the sentence what “any limitation” refers to.

There is also duplication of text for the UE behavior when it enters into “any cell selection” state as it is repeated for inter-RAT reselection.

The unintended changes to the legacy text should be rectified and the text could be simplified

	
	

	Summary of change:
	· Remove the duplicate sentence for “If the UE enters into state any cell selection”.
· Re-add the legacy text for “If the UE is redirected under NR control to a frequency for which the timer is running” for intra/inter-frequency case
· Clarify that the UE shall remove the limitation which triggered the timer for the limitation when “any cell selection” or “redirection” happens. The common text applies for the intra/inter-frequency as well as inter-RAT cases.


Impact analysis
Inter-operability: 
If the network is implemented according to the CR and the UE is not or vice-versa, there is no inter-operability issue.


	
	

	Consequences if not approved:
	The UE may select cells which should be barred during cell re-selection.
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For the highest ranked cell (including serving cell) according to cell reselection criteria specified in clause 5.2.4.6, for the best cell according to absolute priority reselection criteria specified in clause 5.2.4.5, the UE shall check if the access is restricted according to the rules in clause 5.3.1.
If that cell and other cells have to be excluded from the candidate list, as stated in clause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to one or more of the following reasons:
-	this cell belongs to a PLMN which is not indicated as being equivalent to the registered PLMN, or
-	this cell is a CAG cell that belongs to a PLMN which is equivalent to the registered PLMN but with no CAG-ID that is present in the UE's allowed CAG list being broadcasted, or
-	this cell is not a CAG cell and the CAG-only indication in the UE is set, or
-	this cell does not belong to a SNPN that is equal to the registered or selected SNPN of the UE in SNPN access mode,
the UE shall not consider this cell and, for operation in licensed spectrum, other cells on the same frequency as candidates for reselection for a maximum of 300 seconds.
For operation with shared spectrum channel access, when the highest ranked cell or best cell is not a candidate for reselection per the previous paragraph, the UE should continue to consider other cells on the same frequency for cell reselection, however if the second highest ranked cell on this frequency is also not suitable due to one or more of the above reasons, the UE may consider this frequency to be the lowest priority for a maximum of 300 seconds.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of 5GS forbidden TAs for roaming", the UE shall not consider this cell and other cells on the same frequency as candidates for reselection for a maximum of 300 seconds. 
If the UE enters into state any cell selection, any limitation shall be removed.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. 
If the UE enters into state any cell selection, or any limitation shall be removed. iIf the UE is redirected under NR control to a frequency for which the timer is running, any the limitation(s) on that frequency which triggered the timer shall be removed.
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