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	Reason for change:
	In spec 36331 clause 5.6.2a, it states that if only SRB1 is configured and the UE is operating in EN-DC, the UE shall submit the NR RRCReconfigurationComplete message embedded in E-UTRA RRC message ULInformationTransferMRDC upon CPC execution. That is if SRB3 is configured and the UE is operating in EN-DC, the UE shall submit the NR RRCReconfigurationComplete message via SRB3 upon CPC execution. This is incorrect and unaligned with spec 38331.
------------------
5.6.2a
UL information transfer for MR-DC

...
The purpose of this procedure is to transfer from the UE to E-UTRAN MR-DC dedicated information e.g. the NR RRC MeasurementReport, the NR RRC UEAssistanceInformation, the NR RRC IABOtherInformation, NR RRC FailureInformation or an NR RRCReconfigurationComplete (transmitted upon CPC execution if only SRB1 is configured and the UE is operating in EN-DC) messages.
------------------
In spec 38331 clause 5.3.5.3, the following blue words state that for EN-DC if the NR RRCReconfiguration was received via SRB1, the UE shall submit the  NR RRCReconfigurationComplete message embedded in E-UTRA RRC message ULInformationTransferMRDC upon CPC execution, irrespective of whether SRB3 is configured or not.
-------------------
1>
if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (UE in (NG)EN-DC):

2>
if the RRCReconfiguration message was received via E-UTRA SRB1 as specified in TS 36.331 [10]; or

2>
if the RRCReconfiguration message was received via E-UTRA RRC message RRCConnectionReconfiguration within MobilityFromNRCommand (handover from NR standalone to (NG)EN-DC);
3>
if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC:
4>
submit the RRCReconfigurationComplete message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10], clause 5.6.2a.

3>
else if the RRCReconfiguration message was included in E-UTRA RRCConnectionResume message:

4>
submit the RRCReconfigurationComplete message via E-UTRA embedded in E-UTRA RRC message RRCConnectionResumeComplete as specified in TS 36.331 [10], clause 5.3.3.4a;

3>
else:
4>
submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4/5.4.2.3;

3>
if reconfigurationWithSync was included in spCellConfig of an SCG:

4>
initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];

3>
else:

4>
the procedure ends;

2>
if the RRCReconfiguration message was received within nr-SecondaryCellGroupConfig in RRCConnectionReconfiguration message received via SRB3 within DLInformationTransferMRDC:
3>
submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4;

3>
if reconfigurationWithSync was included in spCellConfig of an SCG:

4>
initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];

3>
else:

4>
the procedure ends;

NOTE 1:
The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

2>
else (RRCReconfiguration was received via SRB3) but not within DLInformationTransferMRDC:

3>
submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
-------------------
So, we suggest to modify the related description as below.

------------------
5.6.2a
UL information transfer for MR-DC

...
The purpose of this procedure is to transfer from the UE to E-UTRAN MR-DC dedicated information e.g. the NR RRC MeasurementReport, the NR RRC UEAssistanceInformation, the NR RRC IABOtherInformation, NR RRC FailureInformation or an NR RRCReconfigurationComplete (transmitted upon CPC execution if  NR RRCReconfiguration with conditionalReconfiguration for CPC was received via SRB1 and the UE is operating in EN-DC) messages.
------------------


	
	

	Summary of change:
	Modify the ULInformationTransferMRDC related description ‘only SRB1 is configured’ to ‘ NR RRCReconfiguration with conditionalReconfiguration for CPC was received via SRB1’.

Impact analysis

Impacted 5G architecture options: 

SA, MR-DC
Impacted functionality:
ULInformationTransferMRDC, CPC
Inter-operability: 

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue. 

If the network is implemented according to this CR while the UE is not, there may be inter-operability issue, such as the UE may wrongly submit the NR RRCReconfigurationComplete message via SRB3 upon CPC execution.


	
	

	Consequences if not approved:
	If not approved, the UE may wrongly submit the NR RRCReconfigurationComplete message via SRB3 upon CPC execution.
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5.6.2a
UL information transfer for MR-DC

5.6.2a.1
General
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Figure 5.6.2a.1-1: UL information transfer MR-DC

The purpose of this procedure is to transfer from the UE to E-UTRAN MR-DC dedicated information e.g. the NR RRC MeasurementReport, the NR RRC UEAssistanceInformation, the NR RRC IABOtherInformation, NR RRC FailureInformation or an NR RRCReconfigurationComplete (transmitted upon CPC execution if NR RRCReconfiguration with conditionalReconfiguration for CPC was received via SRB1 and the UE is operating in EN-DC) messages.
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