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1
Overall description
CT1 thanks RAN2 for their LS on NAS-based busy indication (R2-2104354/C1-214013, R2-2108855/ C1-214772). CT1 would like to provide the following feedback.
CT1 noticed that RAN2 agreed to support only the NAS based solution for busy indication in Rel-17 in the latest LS in R2-2108855/ C1-214772. When implementing the NAS based solution into CT1 specification, there are two questions that CT1 would like to seek for RAN2’s feedback.

There are several possible ways for the interaction between the NAS layer and the AS layer when the AS layer receives RAN paging:
Option 1: the AS layer resumes the RRC connection upon receipt of RAN paging and then the AS layer informs the NAS layer an indication that the UE has transitioned to RRC_CONNECTED state and indication about the RAN paging;

Option 2: the AS layer informs the NAS layer an indication about the RAN paging and the AS layer resumes the RRC connection based on a request from the NAS layer to the AS layer to transition to RRC_CONNECTED state (the request from NAS layer is triggered by acceptance of RAN paging or the SERVICE REQUEST message containing the “NAS signalling connection release" indication).
There could be other possible options that CT1 has not discussed.
Question 1: CT1 respectfully asks RAN2’s guidance on the interaction between the NAS layer and the AS layer when the AS layer receives RAN paging.
Qusetion 2: Is a paging cause, if any, indicated together with indication about RAN paging from the AS layer to NAS layer?

2
Actions
To <RAN2>
ACTION: 
3GPP TSG CT WG1 respectfully asks RAN2 to provide feedback to the questions above.
3
Dates of next TSG CT WG1 meetings
TBD
