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A navigation satellite system provides autonomous geo-spatial positioning with either global or regional coverage. Augmentation systems, such as SBAS, are navigation satellite systems that provide regional coverage to augment the navigation systems with global coverage.
By definition, GNSS refers to satellite constellations that achieve global coverage, however, in 3GPP specifications the term GNSS is used to encompass global, regional, and augmentation satellite systems. The following GNSSs are supported in this version of the specification:
-	GPS and its modernization [5], [6], [7]; (global coverage)
-	Galileo [8]; (global coverage)
-	GLONASS [9]; (global coverage)
-	Satellite Based Augmentation Systems (SBAS), including WAAS, EGNOS, MSAS, and GAGAN [11]; (regional coverage)
-	Quasi-Zenith Satellite System (QZSS) [10]; (regional coverage)
-	BeiDou Navigation Satellite System (BDS) [20] [34] [X1] [X2]. (global coverage)
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Ionospheric Model assistance provides the GNSS receiver with parameters to model the propagation delay of the GNSS signals through the ionosphere. Ionospheric Model parameters as specified by GPS [5], Galileo [8], QZSS [10], and BDS [20] [34] [X1] [X2] may be provided.
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[bookmark: _Toc12632667][bookmark: _Toc29305361][bookmark: _Toc37338179][bookmark: _Toc46489022][bookmark: _Toc52567375][bookmark: _Toc67987314]8.1.2.1.5	GNSS-GNSS Time Offsets
GNSS-GNSS Time Offsets assistance provides the GNSS receiver with parameters to correlate GNSS time (where the specific GNSS is indicated by a GNSS-1 ID) of one GNSS with other GNSS time (where the specific GNSS is indicated by a GNSS-2 ID). GNSS-GNSS Time Offsets parameters as specified by GPS [5], Galileo [8], GLONASS [9], QZSS [10], and BDS [20] [34] [X1] [X2] may be provided.
	[bookmark: _MON_1307210882][bookmark: _MON_1307211480]The end
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