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	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	condPscellAdditionENDC-r17
Indicates whether the UE supports conditional PSCell addition for (NG)ENDC.
	UE
	No
	No
	No

	condPscellAdditionNRDC-r17
Indicates whether the UE supports conditional PSCell addition for NRDC.
	UE
	No
	No
	No

	condPSCellChangeFDD-TDD-r16
Indicates whether the UE supports conditional PSCell change between FDD and TDD cells. The parameter can only be set if condPSCellChange-r16 is set for at least one FDD band and one TDD band.
	UE
	No
	No
	No

	condPSCellChangeFR1-FR2-r16
Indicates whether the UE supports conditional PSCell change between FR1 and FR2. The parameter can only be set if condPSCellChange-r16 is set for at least one FR1 band and one FR2 band.
	UE
	No
	No
	No

	mnInitiatedCondPscellChangeENDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change for (NG)ENDC.
	UE
	No
	No
	No

	mnInitiatedCondPscellChangeNRDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change for NRDC.
	UE
	No
	No
	No

	pscellT312-r16
Indicates whether the UE supports T312 based fast failure recovery for PSCell.
	UE
	No
	No
	No

	scg-ActivationDeactivation-r17
Indicates whether the UE supports activation and deactivation on SCG.
	UE
	No
	No
	Yes

	scg-RachlessActivation-r17
Indicates whether the UE supports rachless activation on SCG.
	UE
	No
	No
	Yes
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