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	Reason for change:
	The following two features were introduced as TEI15 with cat “B” but the descriptions on their support are missing:

1. Support for logging of “Any cell selection” state
For this feature the following RAN2 CRs were agreed:
· TS 37.320: CR0072 in R2-1808615, agreed in RAN2#102 (May 2018)
· TS 36.304: CR0420r1 in R2-1808803, agreed in RAN2#102 (May 2018)
· TS 36.331: CR3803r5 in R2-1819200, agreed in RAN2#104 (November 2018)
[bookmark: _Hlk85203123]Acc. to the agreed CRs a UE that is configured to perform logged measurements in RRC_IDLE, shall continue logging in any cell selection state in RRC_IDLE. Therefore, the support of this feature is conditionally mandatory for a UE that supports logged measurements in RRC_IDLE upon request from the network. 

2. MBMS reception using Receive Only Mode
For this feature the following RAN2 CRs were agreed:
· TS 36.300: CR1207r1 in R2-1818596, agreed in RAN2#104 (November 2018)
· TS 36.331: CR3776r1 in R2-1818597, agreed in RAN2#104 (November 2018)
Acc. to the agreed CRs an MBMS capable UE may receive or be interested to receive broadcast MBMS service(s) in receive only mode from a different eNB while receiving unicast or MBMS service(s) from serving eNB. In this case the UE uses the MBMSInterestIndication message to inform the unicast serving eNB about the receive only mode MBMS service(s) which the UE is receiving or interested to receive. To our understanding, the support of this feature is optional for an MBMS capable UE.


	
	

	Summary of change:
	1. Support for logging of “Any cell selection” state
The support of this feature has been defined as conditionally mandatory for UEs which support logged measurements in RRC_IDLE upon request from the network.

2. MBMS reception using Receive Only Mode
The support of this feature has been defined as an optional feature w/o capability signaling for an MBMS capable UE.


Impact analysis
Impacted functionality: 
UE capability

Inter-operability:
There are no inter-operability issues since the support of the missing TEI15 features does not require any capability signaling.


	
	

	Consequences if not approved:
	The description of the two TEI15 features remains missing.
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[bookmark: _Toc535258936]Start of changes
[bookmark: _Toc29241630][bookmark: _Toc37153099][bookmark: _Toc46522890][bookmark: _Toc60784582]6.3	MBMS features
It is optional for UE to support MBMS procedures as specified in TS 36.331 [5].
[bookmark: _Toc29241631][bookmark: _Toc37153100][bookmark: _Toc46522891][bookmark: _Toc60784583]6.3.1	MBMS Service Continuity
It is optional for UE to support MBMS Service Continuity for UEs supporting MBMS as specified in TS 36.331 [5].
[bookmark: _Toc29241632][bookmark: _Toc37153101][bookmark: _Toc46522892][bookmark: _Toc60784584]6.3.2	MBMS reception with 256QAM
It is optional to support MBMS reception with 256QAM for UEs supporting MBMS. A UE which supports MBMS reception with 256QAM shall also support dl-256QAM-r12 as specified in TS 36.331 [5], except UEs configured to operate in Receive Only Mode as defined in TS 23.246 [31].
6.3.3	Void
6.3.4	Void
6.3.4	Void
6.3.x	MBMS reception using Receive Only Mode
It is optional to support indication of MBMS reception using Receive Only Mode in an MBMSInterestIndication message for UEs supporting MBMS as specified in TS 36.331 [5].

Next change
[bookmark: _Toc29241710][bookmark: _Toc37153179][bookmark: _Toc46522970][bookmark: _Toc60784666]7.10	Other features
[bookmark: _Toc29241711][bookmark: _Toc37153180][bookmark: _Toc46522971][bookmark: _Toc60784667]7.10.1	Logged MDT measurement suspension due to IDC interference
It is mandatory to support Logged MDT measurement suspension due to IDC interference for UEs which are supporting logged measurements in RRC_IDLE upon request from the network and in-device coexistence indication as well as autonomous denial functionality as specified in TS 36.331 [5].
[bookmark: _Toc29241712][bookmark: _Toc37153181][bookmark: _Toc46522972][bookmark: _Toc60784668]7.10.2	Support of extended reporting of WLAN measurements
It is mandatory to support reporting of extended number of measurements of WLAN IDs for UEs which are supporting WLAN measurements as specified in TS 36.331 [5].
[bookmark: _Toc29241713][bookmark: _Toc37153182][bookmark: _Toc46522973][bookmark: _Toc60784669]7.10.3	wlan-ReportAnyWLAN-r14
Indicates whether UE supports reporting of measurements of unknown WLAN as specified in TS 36.331 [5]. It is mandatory to support reporting of measurements of unknown WLAN ID for UEs which are supporting WLAN measurements as specified in TS 36.331 [5].
[bookmark: _Toc29241714][bookmark: _Toc37153183][bookmark: _Toc46522974][bookmark: _Toc60784670]7.10.4	wlan-PeriodicMeas-r14
This parameter indicates whether the UE supports periodic reporting of WLAN measurements. It is mandatory to support periodic reporting of WLAN measurements for UEs which are supporting WLAN measurements as specified in TS 36.331 [5].
7.10.x	MDT measurement logging in any cell selection state
It is mandatory to support MDT measurement logging in any cell selection state in RRC_IDLE for UEs which are supporting logged measurements in RRC_IDLE upon request from the network as specified in TS 36.331 [5] and TS 36.304 [14].

End of changes

