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1 Introduction
In [AT115-e][018][NR15NR16] Stage-2 (Huawei) of RAN2#115e, RAN2 discussed the following CR: 
R2-2107664
CR for duplication deactivation
Samsung
CR
Rel-16
38.300
16.6.0
0382
-
F
NR_IIOT-Core
The final conclusion was as follows:

Summary: There is some support to agree the CRs (YES: 7/13). However, 6 companies don't see a big issue with the current spec. The rapporteur thinks it is not essential correction to Stage 2 spec, and the proponent may consider how/whether to capture the RAN2 previous agreements in the Stage 3 spec in the next meeting.
In this contribution, we can discuss this issue further. 
2  Discussion
In RAN2#109bis-e, RAN2 agreed the following:
· Rel-15 Duplication MAC CE is not used for Rel-16 Duplication configuration (with more than two RLC entities configured).

However, our understanding is that the above agreement has not been captured clearly in the specification and thus it may cause misunderstanding as RAN2 discussed in the last meeting.

From implementation perspective, UE configured with more than two RLC entities may consider the corresponding behaviour when Rel-15 Duplication MAC CE is received because it is not clarified in the stage-3 specification and it looks confused in stage-2 specification. 

Therefore, we prefer to add a NOTE to 38.321 to resolve this ambiguity as follows: 
	6.1.3.11
Duplication Activation/Deactivation MAC CE

The Duplication Activation/Deactivation MAC CE of one octet is identified by a MAC subheader with LCID as specified in Table 6.2.1-1. It has a fixed size and consists of a single octet containing eight D-fields. The Duplication Activation/Deactivation MAC CE is defined, for a MAC entity, as follows (Figure 6.1.3.11-1).

-
Di: This field indicates the activation/deactivation status of the PDCP duplication of DRB i where i is the ascending order of the DRB ID among the DRBs configured with PDCP duplication and with RLC entity(ies) associated with this MAC entity. The Di field is set to 1 to indicate that the PDCP duplication of DRB i shall be activated. The Di field is set to 0 to indicate that the PDCP duplication of DRB i shall be deactivated.
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Figure 6.1.3.11-1: Duplication Activation/Deactivation MAC CE

NOTE:
The Duplication Activation/Deactivation MAC CE is not used if a DRB is configured with more than two RLC entities.


Proposal. RAN2 clarify the restriction of Rel-15 Duplication Activation/Deactivation MAC CE as RAN2 previously agreed.
3 Conclusion

In this contribution, we provide our view on duplication MAC CE to discuss the following proposals:

Proposal. RAN2 clarify the restriction of Rel-15 Duplication Activation/Deactivation MAC CE as RAN2 previously agreed.
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