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	Reason for change:
	In the LS from RAN1 R2-2109313, RAN1 informs RAN2 that currently FG 13-7a, 13-9b, and 13-10e could also be applied to PRS from the PRS-only TP. RAN1 understands that it is up to RAN2 to decide whether a note to the TR 38.822 is needed.
[image: image1.png]Following-are some notes regarding the updates-on the NR features list:

® - RAN1-agreed-to-add the value 96-for-component-1-in-FG13-2b,-FG13-3b,-and-FG13-4b-in-RAN1-NR-UE
features list, to-align with the TS 37 355«

® - ForFG-13-7a/9b/10e, it is-RAN1-understanding that-PRS-from-a-PRS-only TP-can be treated-as-same as
PRS from a-non-serving cell-and-no-differlentiation between the two-is needed. It is-up-to-RAN2 to determine
ifthe-UE PRS capabilities should explicitly mention PRS-only TP-in-a note for these FGs in TR38 822 There
was no-consensus-in‘RAN1-on whether-a note is needed or-not. ~




From RAN2 perspective, given that we already agreed to the CR to introduce prs-only TP flag in the assistance data, it is useful to align the UE capabilities towards PRS-only TP.

	
	

	Summary of change:
	The field description of the capabitilies olpc-SRS-PosBasedOnPRS-Neigh-r16 and spatialRelation-SRS-PosBasedOnPRS-Neigh-r16 is changed to accommodate the component that PRS can be from a PRS-only TP.

	
	

	Consequences if not approved:
	The description of these capabilities currently implies that the UE does not support PRS from PRS-only TP as source for SRS spatial relation or SRS pathloss reference, since a cell cannot be a PRS-only TP.
Impact analysis

Impacted functionality:
Positioninig SRS associated with PRS-only TP
Inter-operability:
If gNB is implemented according to the CR and UE is not, there is no ambiguity for inter-operation.
If UE is implemented according to the CR and gNB is not, there is no ambiguity for inter-operation.
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4.2.7.2
BandNR parameters
 ==================================FIRST CHANGE==================================
	olpc-SRS-Pos-r16
Indicates whether the UE supports OLPC for SRS for positioning. The capability signalling comprises the following parameters.

-
olpc-SRS-PosBasedOnPRS-Serving-r16 indicates whether the UE supports OLPC for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports NR-DL-PRS-ProcessingCapability-r16 defined in TS 37.355 [22], and srs-PosResources-r16. Otherwise, the UE does not include this field;

-
olpc-SRS-PosBasedOnSSB-Neigh-r16 indicates whether the UE supports OLPC for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports srs-PosResources-r16. Otherwise, the UE does not include this field;

-
olpc-SRS-PosBasedOnPRS-Neigh-r16 indicates whether the UE supports OLPC for SRS for positioning based on PRS from the neighbouring cell and from PRS-only TP in the same band. The UE can include this field only if the UE supports olpc-SRS-PosBasedOnPRS-Serving-r16. Otherwise, the UE does not include this field;

-
maxNumberPathLossEstimatePerServing-r16 indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning per serving cell in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissios. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving-r16, olpc-SRS-PosBasedOnSSB-Neigh-r16 and olpc-SRS-PosBasedOnPRS-Neigh-r16. Otherwise, the UE does not include this field.
	Band
	No
	N/A
	N/A


==================================SECOND CHANGE==================================
	spatialRelationsSRS-Pos-r16
Indicates whether the UE supports spatial relations for SRS for positioning. The capability signalling comprises the following parameters.

-
spatialRelation-SRS-PosBasedOnSSB-Serving-r16 indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the serving cell in the same band. The UE can include this field only if the UE supports srs-PosResources-r16. Otherwise, the UE does not include this field;

-
spatialRelation-SRS-PosBasedOnCSI-RS-Serving-r16 indicates whether the UE supports spatial relation for SRS for positioning based on CSI-RS from the serving cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving-r16. Otherwise, the UE does not include this field;

-
spatialRelation-SRS-PosBasedOnPRS-Serving-r16 indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports any of DL PRS Resources for DL AoD, DL PRS Resources for DL-TDOA or DL PRS Resources for Multi-RTT defined in TS37.355 [22], or srs-PosResources-r16. Otherwise, the UE does not include this field;

-
spatialRelation-SRS-PosBasedOnSRS-r16 indicates whether the UE supports spatial relation for SRS for positioning based on SRS in the same band. The UE can include this field only if the UE supports srs-PosResources-r16. Otherwise, the UE does not include this field;

-
spatialRelation-SRS-PosBasedOnSSB-Neigh-r16 indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving-r16. Otherwise, the UE does not include this field;

-
spatialRelation-SRS-PosBasedOnPRS-Neigh-r16 indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the neighbouring cell and from the PRS-only TP in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnPRS-Serving-r16. Otherwise, the UE does not include this field;
	Band
	No
	N/A
	FR2 only


==================================END OF CHANGES==================================
