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	Reason for change:
	Issue #1: Misaligned field naming between RRC and RLC specifications
According to current TS 38.331, all the SL RLC parameters in the SL-RLC-Config are named with prefix “sl-”, i.e., sl-MaxRetxThreshold, sl-PollByte, sl-PollPDU etc. However, when referring to the latest TS 38.322, the above SL RLC parameters cannot be found at all. Specifically, in TS 38.322 related NR SL communication procedures using these parameters are referring to the corresponding Uu subclauses where parameters with legacy Uu names (without such “sl-” suffix) are used. In other words, there is misalignment about the filed naming between RRC and RLC specifications.
It is also noticed that during Rel-16 ASN.1 review, the similar naming misalignment issue was previously detected also to the SL PDCP parameters sl-DiscardTimer and sl-OutOfOrderDelivery in TS 38.323, and the final solution was to make some clarifications in the SL-PDCP-Config field descriptions in TS 38.331 as follows (meaning that the parameters with “sl-” prefix just corresponds to the existing parameter used with legacy Uu name, when the related Uu PDCP procedure is applied for NR SL communication) . 
	sl-DiscardTimer
Value in ms of discardTimer specified in TS 38.323 [5]. Value ms50 corresponds to 50 ms, value ms100 corresponds to 100 ms and so on
sl-OutOfOrderDelivery
Indicates whether or not outOfOrderDelivery specified in TS 38.323 [5] is configured. This field should be either always present or always absent, after the radio bearer is established.



Therefore, similar way to SL-PDCP-Config can be reused here to address this naming misalignment issue to the SL-RLC-Config.

Issue #2: Missing RLC configuration parameters for specified SL-SRB1/2/3 configurations
In the specified SCCH configuration for SL-SRB1/2/3, RLC AM is used. However, for the detailed RLC AM configuration, only sn-FieldLength and t-Reassembly have been captured. Some Tx only or Rx only parameters are missing. These parameters are as follows according to RAN2#107 agreements on SLRB configuration.
	Agreements
4-3: T-Reassembly timer is Rx only parameter and applicable to SL broadcast, groupcast and unicast. 
4-4: T-PollRetransmit timer is Tx only parameter and applicable to SL unicast.
4-5: PollPDU is Tx only parameter and applicable to SL unicast. 
4-6: PollByte is Tx only parameter and applicable to SL unicast.
4-7: MaxRetxThreshold is Tx only parameter and applicable to SL unicast. 
4-8: T-StatusProhibit timer is Rx only parameter and applicable to SL unicast.


Note that for the specified radio bearer configurations, no matter SL-SRB/SL-DRB configurations specified in 9.1.1.4/5 or default Uu SRB configurations in 9.2.1, how the parameter values are set requires to be specified for all necessary radio bearer parameters, irrespective of whether using a specified value or up to UE implementation. 
Therefore, above missing parameters need to be added to the tables for the specified SL-SRB configurations.

	
	

	Summary of change:
	1: In 6.3.5, in the field descriptions of SL-RLC-Config, clarify that the configured RLC parameters for NR SL are corresponding to those for Uu named without suffix “sl-” in TS 38.322.
2: In 9.1.1.4, add some missing parameters (i.e., t-PollRetransmit, pollPDU, pollByte, maxRetxThreshold, t-StatusProhibit) in RLC configuration for SL-SRB1/2/3, and clarify their values are up to UE implementation.

Impact analysis
Impacted 5G architecture options: 
Standalone and Non-Standalone
Impacted functionality:
Sidelink RLC configuration

Inter-operability: 
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The SL RLC parameter configuration in RLC specification TS 38.322 is not aligned with RRC specification TS 38.331. Also, the specified SL RLC configuration is not complete for SL-SRB1/2/3 in TS 38.331.
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[bookmark: _Toc83740478][bookmark: _Toc68014962][bookmark: _Toc60777022]6.3.5	Sidelink information elements
[bookmark: _Toc60777548][bookmark: _Toc83740505]–	SL-RLC-Config
The IE SL-RLC-Config is used to specify the RLC configuration of sidelink DRB. RLC AM configuration is only applicable to the unicast NR sidelink communication.
SL-RLC-Config information element
-- ASN1START
-- TAG-SL-RLC-CONFIG-START

SL-RLC-Config-r16 ::=                        CHOICE {
    sl-AM-RLC-r16                                SEQUENCE {
        sl-SN-FieldLengthAM-r16                      SN-FieldLengthAM                               OPTIONAL,   -- Cond SLRBSetup
        sl-T-PollRetransmit-r16                      T-PollRetransmit,
        sl-PollPDU-r16                                   PollPDU,
        sl-PollByte-r16                                  PollByte,
        sl-MaxRetxThreshold-r16                          ENUMERATED { t1, t2, t3, t4, t6, t8, t16, t32 },
    ...
    },
    sl-UM-RLC-r16                                SEQUENCE {
        sl-SN-FieldLengthUM-r16                      SN-FieldLengthUM                               OPTIONAL,    -- Cond SLRBSetup
    ...
    },
    ...
}

-- TAG-SL-RLC-CONFIG-STOP
-- ASN1STOP

	SL-RLC-Config field descriptions

	sl-MaxRetxThreshold
Parameter value of maxRetxThreshold for RLC AM for NR sidelink communications, see TS 38.322 [4]. Value t1 corresponds to 1 retransmission, value t2 corresponds to 2 retransmissions and so on.

	sl-PollByte
Parameter value of pollByte for RLC AM for NR sidelink communications, see TS 38.322 [4]. Value kB25 corresponds to 25 kBytes, value kB50 corresponds to 50 kBytes and so on. infinity corresponds to an infinite amount of kBytes.

	sl-PollPDU
Parameter value of pollPDU for RLC AM for NR sidelink communications, seeTS 38.322 [4]. Value p4 corresponds to 4 PDUs, value p8 corresponds to 8 PDUs and so on. infinity corresponds to an infinite number of PDUs.

	sl-SN-FieldLength
This field indicates the RLC SN field size for NR sidelink communication, see TS 38.322 [4]. For groupcast and broadcast, only value size6 (6 bits) is configured for the field sl-SN-FieldLengthUM.

	sl-T-PollRetransmit
Timer value of t-PollRetransmit for RLC AM for NR sidelink communications, see TS 38.322 [4], in milliseconds. Value ms5 means 5 ms, value ms10 means 10 ms and so on.



	Conditional Presence
	Explanation

	SLRBSetup
	The field is mandatory present in case of sidelink DRB setup via the dedicated signalling and in case of sidelink DRB  configuration via system information and pre-configuration; otherwise the field is optionally present, need M.



	NEXT CHANGE


[bookmark: _Toc83740569][bookmark: _Toc60777612]9.1.1.4	SCCH configuration
Parameters that are specified for unicast of NR sidelink communication, which is used for the sidelink signalling radio bearer of PC5-RRC message. The SL-SRB using this SCCH configuration is named as SL-SRB3.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	AM RLC
	

	>sn-FieldLength
	12
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>t-PollRetransmit
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>pollPDU
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>pollByte
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>maxRetxThreshold
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>t-StatusProhibit
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	3
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	



Parameters that are specified of NR sidelink communication, which is used for the sidelink signalling radio bearer of unprotected PC5-S message (e.g. Direct Link Establishment Request, TS 24.587 [57]). The SL-SRB using this SCCH configuration is named as SL-SRB0.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	UM RLC
	

	>sn-FieldLength
	6
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	0
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	



Parameters that are specified for unicast of NR sidelink communication, which is used for the sidelink signalling radio bearer of PC5-S message establishing PC5-S security (e.g. Direct Link Security Mode Command and Direct Link Security Mode Complete, TS 24.587 [57]). The SL-SRB using this SCCH configuration is named as SL-SRB1.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	AM RLC
	

	>sn-FieldLength
	12
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>t-PollRetransmit
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>pollPDU
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>pollByte
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>maxRetxThreshold
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>t-StatusProhibit
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	1
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	



Parameters that are specified for unicast of NR sidelink communication, which is used for the sidelink signalling radio bearer of protected PC5-S message except Direct Link Security Mode Complete. The SL-SRB using this SCCH configuration is named as SL-SRB2.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	AM RLC
	

	>sn-FieldLength
	12
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>t-PollRetransmit
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>pollPDU
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>pollByte
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>maxRetxThreshold
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	>t-StatusProhibit
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	2
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
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