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	In current LTE specification, the UE shall stop conditional reconfiguration evaluation for CPC when UE initiates MCG link recovery procedure. However, whether to stop conditional reconfiguration evaluation for CPC when UE initiates re-establishment procedure and SCG failure information procedure is not specified. After UE initiates re-establishment procedure, UE cannot perform CPC even CPC condition can be met. Therefore, it does not make sense to evaluate CPC condition. After UE initiates SCG failure information procedure, RAN2 does not agree to perform CPC even CPC condition is met. Therefore, UE shall stop onditional reconfiguration evaluation for CPC.


	
	

	Summary of change:
	In the procedure for initiation of RRC connection re-establishment in 5.3.7.2, the UE shall stop conditional reconfiguration evaluation for CPC.
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The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS/5GS optimisation. The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure and T316 is not configured, in accordance with 5.3.11; or
1>	upon detecting radio link failure of the MCG while SCG transmission is suspended, in accordance with 5.3.11; or
1>	upon detecting radio link failure of the MCG while NR PSCell change or PSCell addition is ongoing, in accordance with 5.3.11; or
1>	upon handover failure, in accordance with 5.3.5.6; or
1>	upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or
1>	except when resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.18, upon integrity check failure indication from lower layers concerning SRB1 or SRB2; or
1>	upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5; or
1>	upon an RRC connection reconfiguration failure, in accordance with TS38.331 [82], clause 5.3.5.8; or
1>	upon detecting radio link failure for the SCG while MCG transmission is suspended, in accordance with TS 38.331 [82] subclause 5.3.10.3 in (NG)EN-DC; or
1>	upon SCG change failure while MCG transmission is suspended, in accordance with TS 38.331 [82] subclause 5.3.5.8.3 in (NG)EN-DC; or
1>	upon SCG configuration failure while MCG transmission is suspended in accordance with subclause TS 38.331 [82] subclause 5.3.5.8.2 in (NG)EN-DC; or
1>	upon integrity check failure indication from SCG lower layers concerning SRB3 while MCG transmission is suspended; or
1>	upon T316 expiry, in accordance with subclause 5.6.26.5.
NOTE:	When resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.18, integrity check failure indication from lower layers is handled in accordance with clause 5.3.3.16.
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T312, if running;
1>	stop timer T313, if running;
1>	stop timer T316, if running;
1>	stop timer T307, if running;
1>	start timer T311;
1> stop timer T370, if running;
1>	stop conditional reconfiguration evaluation for CPC, if configured;

1>	if the UE is not configured with conditionalReconfiguration:
2>	release uplinkDataCompression, if configured;
2>	suspend all RBs, including RBs configured with NR PDCP, except SRB0;
2>	reset MAC;
2>	release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;
2>	release the SCell group(s), if configured, in accordance with 5.3.10.3d;
2>	apply the default physical channel configuration as specified in 9.2.4;
2>	except for NB-IoT, for the MCG, apply the default semi-persistent scheduling configuration as specified in 9.2.3;
2>	for NB-IoT, release schedulingRequestConfig, if configured;
2>	for the MCG, apply the default MAC main configuration as specified in 9.2.2;
2>	release powerPrefIndicationConfig, if configured and stop timer T340, if running;
2>	release reportProximityConfig, if configured and clear any associated proximity status reporting timer;
2>	release obtainLocationConfig, if configured;
2>	release idc-Config, if configured;
2>	release sps-AssistanceInfoReport, if configured;
2>	release measSubframePatternPCell, if configured;
2>	release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);
2>	if (NG)EN-DC is configured:
3>	perform MR-DC release, as specified in TS 38.331[82], clause 5.3.5.10;
3>	release p-MaxEUTRA, if configured;
3>	release p-MaxUE-FR1, if configured;
3>	release tdm-PatternConfig or tdm-PatternConfig2, if configured;
2>	release naics-Info for the PCell, if configured;
2>	if connected as an RN and configured with an RN subframe configuration:
3>	release the RN subframe configuration;
2>	release the LWA configuration, if configured, as described in 5.6.14.3;
2>	release the LWIP configuration, if configured, as described in 5.6.17.3;
2>	release delayBudgetReportingConfig, if configured and stop timer T342, if running;
2>	release bw-PreferenceIndicationTimer, if configured and stop timer T341, if running;
2>	release overheatingAssistanceConfig and overheatingAssistanceConfigForSCG, if configured and stop timer T345, if running;
2>	release ailc-BitConfig, if configured;
2>	if the UE has a stored pur-Config and the cell is different from the cell where pur-Config was provided:
3> if pur-TimeAlignmentTimer is configured, indicate to lower layers that pur-TimeAlignmentTimer is released;
3>	release pur-Config;
3>	discard previously stored pur-Config.
[bookmark: _Toc20486812][bookmark: _Toc29342104][bookmark: _Toc29343243][bookmark: _Toc36566494]1>	if any DAPS bearer is configured:
2>	release the MAC entity for the source PCell;
2>	for each DAPS bearer:
3>	re-establish the RLC entity for the source PCell;
3>	release the RLC entity and the associated DTCH logical channel for the source PCell;
3>	reconfigure the PDCP entity to release DAPS, as specified in TS 36.323 [8];
2>	for each SRB:
3>	release the PDCP entity for the source PCell;
3>	release the RLC entity and the associated DCCH logical channel for the source PCell;
2>	release the physical channel configuration for the source PCell;
1>	perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
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Upon selecting a suitable E-UTRA cell, the UE shall:
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A UE initiates the procedure to report SCG failures when neither MCG nor SCG transmission is suspended and when one of the following conditions is met:
1>	upon detecting radio link failure for the SCG, in accordance with 5.3.11; or
1>	upon SCG change failure, in accordance with 5.3.5.7a; or
1>	upon stopping uplink transmission towards the PSCell due to exceeding the maximum uplink transmission timing difference when powerControlMode is configured to 1, in accordance with clause 7.17.2 of TS 36.133 [29].
In case of DC, upon initiating the procedure, the UE shall:
1>	suspend all SCG DRBs and suspend SCG transmission for split DRBs;
1>	reset SCG-MAC;
1> stop T307;
1>	stop conditional reconfiguration evaluation for CPC, if configured;
1>	if the UE is configured with NE-DC:
2>	initiate transmission of the SCGFailureInformationEUTRA message via the NR MCG as specified in TS 38.331 [82], clause 5.7.3a;
1>	else:
2>	initiate transmission of the SCGFailureInformation message in accordance with 5.6.13.3;
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The UE shall set the contents of the SCGFailureInformation message as follows:
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