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	Reason for change:
	During handover or UE context retrieval, e.g. in case of resume or re-establishment, the source gNB should forward reestablishmentInfo of as-Context to the target gNB. Because in these cases, if the field reestablishmentInfo is absent, it will cause HO or UE context retrieval failure.
However, in spec 38331-ff0，the field reestablishmentInfo of as-Context is optionally present.

Compared with spec 36331-ff0, the field as-Context is mandatory present in case of handover or UE context retrieval.
--------------

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config


AS-Config


OPTIONAL,

-- Cond HO


rrm-Config


RRM-Config


OPTIONAL,


as-Context
          AS-Context


OPTIONAL,

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HO

The field is mandatory present in case of handover or UE context retrieval, e.g. in case of resume or re-establishment within E-UTRA; otherwise the field is not present.
-------------- 
So we suggest to modify the presence condition of the field reestablishmentInfo from ‘OPTIONAL’ to ‘OPTIONAL, -- Cond HO’ as below:

HO

The field is mandatory present in case of handover within NR or UE context retrieval, e.g. in case of resume or re-establishment. The field is optionally present in case of handover from E-UTRA/5GC. Otherwise the field is absent.


	
	

	Summary of change:
	Modify the presence condition of the field reestablishmentInfo from ‘OPTIONAL’ to ‘OPTIONAL, -- Cond HO’.

Impact analysis

Impacted 5G architecture options: 

SA, MR-DC
Impacted functionality:
handover and UE context retrieval 
Inter-operability: 

The changes only impact the network. Therefore, there is no inter-operability issue between the UE and the network.

	
	

	Consequences if not approved:
	If not approved, in case of handover or UE context retrieval, if the field reestablishmentInfo is absent, it will cause HO or UE context retrieval failure.
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START OF CHANGE
/* omit  */

–
HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.

Direction: source gNB/source RAN to target gNB or CU to DU.

HandoverPreparationInformation message

-- ASN1START

-- TAG-HANDOVER-PREPARATION-INFORMATION-START

HandoverPreparationInformation ::=      SEQUENCE {

    criticalExtensions                      CHOICE {

        c1                                      CHOICE{

            handoverPreparationInformation          HandoverPreparationInformation-IEs,

            spare3 NULL, spare2 NULL, spare1 NULL
        },

        criticalExtensionsFuture            SEQUENCE {}

    }

}

HandoverPreparationInformation-IEs ::=  SEQUENCE {

    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,

    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO

    rrm-Config                              RRM-Config                                      OPTIONAL,

    as-Context                              AS-Context                                      OPTIONAL,

    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

AS-Config ::=                           SEQUENCE {

    rrcReconfiguration                      OCTET STRING (CONTAINING RRCReconfiguration),

    ...,

    [[

    sourceRB-SN-Config                      OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,

    sourceSCG-NR-Config                     OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,

    sourceSCG-EUTRA-Config                  OCTET STRING                                    OPTIONAL
    ]],

    [[

    sourceSCG-Configured                    ENUMERATED {true}                               OPTIONAL
    ]]

}

AS-Context ::=                          SEQUENCE {

    reestablishmentInfo                     ReestablishmentInfo                             OPTIONAL, -- Cond HO
    configRestrictInfo                      ConfigRestrictInfoSCG                           OPTIONAL,

    ...,

    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                        OPTIONAL
    ]],

    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)  OPTIONAL   -- Cond HO2

    ]],

    [[

    selectedBandCombinationSN               BandCombinationInfoSN                           OPTIONAL
    ]]

}

ReestablishmentInfo ::=             SEQUENCE {

    sourcePhysCellId                        PhysCellId,

    targetCellShortMAC-I                    ShortMAC-I,

    additionalReestabInfoList               ReestabNCellInfoList                            OPTIONAL
}

ReestabNCellInfoList ::=        SEQUENCE ( SIZE (1..maxCellPrep) ) OF ReestabNCellInfo

ReestabNCellInfo::= SEQUENCE{

    cellIdentity                            CellIdentity,

    key-gNodeB-Star                         BIT STRING (SIZE (256)),

    shortMAC-I                              ShortMAC-I

}

RRM-Config ::=              SEQUENCE {

    ue-InactiveTime             ENUMERATED {

                                    s1, s2, s3, s5, s7, s10, s15, s20,

                                    s25, s30, s40, s50, min1, min1s20, min1s40,

                                    min2, min2s30, min3, min3s30, min4, min5, min6,

                                    min7, min8, min9, min10, min12, min14, min17, min20,

                                    min24, min28, min33, min38, min44, min50, hr1,

                                    hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,

                                    hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,

                                    day2hr12, day3, day4, day5, day7, day10, day14, day19,

                                    day24, day30, dayMoreThan30}                            OPTIONAL,

    candidateCellInfoList       MeasResultList2NR                                           OPTIONAL,

    ...,

    [[

    candidateCellInfoListSN-EUTRA      MeasResultServFreqListEUTRA-SCG                      OPTIONAL
    ]]

}

-- TAG-HANDOVER-PREPARATION-INFORMATION-STOP

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Context

Local RAN context required by the target gNB or DU.

	rrm-Config

Local RAN context used mainly for RRM purposes.

	sourceConfig

The radio resource configuration as used in the source cell.

	ue-CapabilityRAT-List

The UE radio access related capabilities concerning RATs supported by the UE. A gNB that retrieves MRDC related capability containers ensures that the set of included MRDC containers is consistent w.r.t. the feature set related information.

	ue-InactiveTime

Duration while UE has not received or transmitted any user data. Thus the timer is still running in case e.g., UE measures the neighbour cells for the HO purpose. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. Value min1 corresponds to 1 minute, value min1s20 corresponds to 1 minute and 20 seconds, value min1s40 corresponds to 1 minute and 40 seconds and so on. Value hr1 corresponds to 1 hour, hr1min30 corresponds to 1 hour and 30 minutes and so on.


	AS-Config field descriptions

	rrcReconfiguration

Contains the RRCReconfiguration configuration as generated entirely by the MN.

	sourceRB-SN-Config

Contains the IE RadioBearerConfig as generated entirely by the SN. This field is only used when the UE is configured with SN terminated RB(s).

	sourceSCG-Configured

Value true indicates that the UE is configured with NR or EUTRA SCG in source configuration. The field is only used in NR-DC and NE-DC and is included only if the fields sourceSCG-NR-Config and sourceSCG-EUTRA-Config are absent.

	sourceSCG-EUTRA-Config

Contains the current dedicated SCG configuration in RRCConnectionReconfiguration message as specified in TS 36.331 [10] and generated entirely by the SN. In this version of the specification, the E-UTRA RRCConnectionReconfiguration message can only include the field scg-Configuration . This field is only used in NE-DC.

	sourceSCG-NR-Config

Contains the current dedicated SCG configuration in RRCReconfiguration message as generated entirely by the SN. In this version of the specification, the RRCReconfiguration message can only include fields secondaryCellGroup and measConfig. This field is only used in NR-DC.


	AS-Context field descriptions

	selectedBandCombinationSN

Indicates the band combination selected by SN in (NG)EN-DC, NE-DC, and NR-DC.

	ueAssistanceInformation

Includes for each UE assistance feature the information last reported by the UE, if any.


	RRM-Config field descriptions

	candidateCellInfoList
A list of the best cells on each frequency for which measurement information was available

	candidateCellInfoListSN-EUTRA

A list of EUTRA cells including serving cells and best neighbour cells on each serving frequency, for which measurement results were available. This field is only used in NE-DC. 


	Conditional Presence
	Explanation

	HO
	The field is mandatory present in case of handover within NR or UE context retrieval, e.g. in case of resume or re-establishment. The field is optionally present in case of handover from E-UTRA/5GC. Otherwise the field is absent.

	HO2
	The field is optionally present in case of handover within NR; otherwise the field is absent.


/* omit  */
END OF CHANGE
