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1. Introduction
.In this paper, we share text proposals [1] for the two options for UE-NW inter-operability, impacting 38.331, 38.304, 38.306, 36.331, 36.304 and 36.306:
Proposal 1: An indication, e.g. useIdlePO, should be introduced in RRCRelease-> suspendConfig.
· NW should set useIdlePO to “true” if NW supports the baseline solution and UE indicates support for this solution.
· UE should monitor both CN paging and RAN paging in the POs determined by i_s of RRC_IDLE if the useIdlePO is included and set to “true” in RRCRelease-> suspendConfig.
Proposal 2: RAN2 to down-select from the following options of PO determination after mobility in RRC_INACTVE:
· Option 1: useIdlePO valid in the whole RNA
Indicate useIdlePO also in RAN PAGING message and it is up to NW to ensure that the baseline solution is supported by all the cells configured in the RNA and the gNB/ng-eNB would send RAN paging in the PO determined by the i_s of RRC_IDLE. U
E would monitor both CN paging and RAN paging in the PO determined by the i_s in RRC_IDLE if it supports the baseline solution and it does not move out of the configured RNA.
· Option 2: useIdlePO valid only in the cell from which it is configured
Indicate UE capability of supporting the baseline solution also in RAN PAGING message as part of UE Radio Capability for Paging and the target node would send the RAN paging and CN paging in the PO determined by the i_s of RRC_IDLE and broadcast ranPagingInIdlePO via system information. 
If cell reselection happens after UE get released to RRC_INACTIVE, UE would monitor both of the CN paging and the RAN paging in the PO determined by the i_s in RRC_IDLE if it supports the baseline solution and the ranPagingInIdlePO is broadcast by this newly re-selected cell.
2. [bookmark: _Toc12718547]Option 1
Option1:
· Introduce UE capability to indicate support for UE in inactive mode to use the same i_s  in PO determination as idle mode.
· Introduce “useIdlePO” in RRCRelease message and clarify network will set it to “true” for UE indicating support for this behavior.
2.1. Text proposal for 38.331
Start of change
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The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                       OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                                   OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                               OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                               OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               RRCRelease-v1610-IEs          OPTIONAL
}

RRCRelease-v1610-IEs ::=            SEQUENCE {
    voiceFallbackIndication-r16        ENUMERATED {true}                             OPTIONAL, -- Need N
    measIdleConfig-r16                 SetupRelease {MeasIdleConfigDedicated-r16}    OPTIONAL, -- Need M
    nonCriticalExtension               RRCRelease-v1650-IEs                          OPTIONAL
}

RRCRelease-v1650-IEs ::=            SEQUENCE {
    mpsPriorityIndication-r16          ENUMERATED {true}                             OPTIONAL, -- Cond Redirection2
    nonCriticalExtension               SEQUENCE {}                                   OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                      ARFCN-ValueEUTRA,
    cnType                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                             OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                            OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue                                             OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...,
	[[
	useIdlePO-r17                       ENUMERATED {true}                                             		  OPTIONAL    -- Need R
	]]
}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}


CellReselectionPriorities ::=       SEQUENCE {
    freqPriorityListEUTRA               FreqPriorityListEUTRA                                               OPTIONAL,       -- Need M
    freqPriorityListNR                  FreqPriorityListNR                                                  OPTIONAL,       -- Need M
    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1} OPTIONAL,     -- Need R
    ...
}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

FreqPriorityNR ::=                  SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

RAN-NotificationAreaInfo ::=        CHOICE {
    cellList                            PLMN-RAN-AreaCellList,
    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,
    ...
}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity
}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig
}

RAN-AreaConfig ::=                  SEQUENCE {
    trackingAreaCode                    TrackingAreaCode,
    ran-AreaCodeList                    SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode                            OPTIONAL    -- Need R
}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP
	RRCRelease-IEs field descriptions

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	measIdleConfig
Indicates measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to mps-PriorityAccess for a new connection to a new RAT following a redirect to NR. If the target RAT is E-UTRA, see TS 36.331 [10]. The gNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the gNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCRelease message.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. Based on UE capability, the network may include redirectedCarrierInfo in RRCRelease message with suspendConfig if this message is sent in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer (see 5.3.1.4 in TS 24.501 [23]).

	voiceFallbackIndication
Indicates the RRC release is triggered by EPS fallback for IMS voice as specified in TS 23.502 [43].



	CarrierInfoNR field descriptions

	carrierFreq
Indicates the redirected NR frequency.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB in the redirected SSB frequency. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	smtc
The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.



	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.



	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-Area belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-Area always belongs to the registered SNPN).

	ran-AreaCodeList
The total number of RAN-AreaCodes of all PLMNs does not exceed 32.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or both TA code(s) and RAN area code(s) to configure a UE. The total number of TACs across all PLMNs does not exceed 16.



	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-AreaCells always belongs to the registered SNPN).

	ran-AreaCells
The total number of cells of all PLMNs does not exceed 32.



	SuspendConfig field descriptions

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ran-PagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	t380
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	useIdlePO
Indicates that UE should use the same i_s to determine PO as in RRC_IDLE state after entering RRC_INACTIVE state as described in TS 38.304 [20].



Next change
6.3.3	UE capability information elements
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The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

[bookmark: _Hlk54199402]-- Regular non-critical extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v17xySEQUENCE {}                                                  OPTIONAL
}

UE-NR-Capability-v17xy ::=               SEQUENCE {
    inactiveStatePODetermination-r17        ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                                   OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                                        OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                                        OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                                            OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                                      OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.



End of change
2.2. Text proposal for 38.304
Alternative 1
Start of change
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The UE may use Discontinuous Reception (DRX) in RRC_IDLE and RRC_INACTIVE state in order to reduce power consumption. The UE monitors one paging occasion (PO) per DRX cycle. A PO is a set of PDCCH monitoring occasions and can consist of multiple time slots (e.g. subframe or OFDM symbol) where paging DCI can be sent (TS 38.213 [4]). One Paging Frame (PF) is one Radio Frame and may contain one or multiple PO(s) or starting point of a PO.
In multi-beam operations, the UE assumes that the same paging message and the same Short Message are repeated in all transmitted beams and thus the selection of the beam(s) for the reception of the paging message and Short Message is up to UE implementation. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN initiated paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
The PF and PO for paging are determined by the following formulae:
SFN for the PF is determined by:
(SFN + PF_offset) mod T = (T div N)*(UE_ID mod N)
Index (i_s), indicating the index of the PO is determined by:
i_s = floor (UE_ID/N) mod Ns
The PDCCH monitoring occasions for paging are determined according to pagingSearchSpace as specified in TS 38.213 [4] and firstPDCCH-MonitoringOccasionOfPO and nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured as specified in TS 38.331 [3]. When SearchSpaceId = 0 is configured for pagingSearchSpace, the PDCCH monitoring occasions for paging are same as for RMSI as defined in clause 13 in TS 38.213 [4].
When SearchSpaceId = 0 is configured for pagingSearchSpace, Ns is either 1 or 2. For Ns = 1, there is only one PO which starts from the first PDCCH monitoring occasion for paging in the PF. For Ns = 2, PO is either in the first half frame (i_s = 0) or the second half frame (i_s = 1) of the PF.
When SearchSpaceId other than 0 is configured for pagingSearchSpace, the UE monitors the (i_s + 1)th PO. A PO is a set of 'S*X ' consecutive PDCCH monitoring occasions where 'S' is the number of actual transmitted SSBs determined according to ssb-PositionsInBurst in SIB1 and X is the nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured or is equal to 1 otherwise. The [x*S+K]th PDCCH monitoring occasion for paging in the PO corresponds to the Kth transmitted SSB, where x=0,1,…,X-1, K=1,2,…,S. The PDCCH monitoring occasions for paging which do not overlap with UL symbols (determined according to tdd-UL-DL-ConfigurationCommon) are sequentially numbered from zero starting from the first PDCCH monitoring occasion for paging in the PF. When firstPDCCH-MonitoringOccasionOfPO is present, the starting PDCCH monitoring occasion number of (i_s + 1)th PO is the (i_s + 1)th value of the firstPDCCH-MonitoringOccasionOfPO parameter; otherwise, it is equal to i_s * S*X. If X > 1, when the UE detects a PDCCH transmission addressed to P-RNTI within its PO, the UE is not required to monitor the subsequent PDCCH monitoring occasions for this PO.
NOTE 1:	A PO associated with a PF may start in the PF or after the PF.
NOTE 2:	The PDCCH monitoring occasions for a PO can span multiple radio frames. When SearchSpaceId other than 0 is configured for paging-SearchSpace the PDCCH monitoring occasions for a PO can span multiple periods of the paging search space.
The following parameters are used for the calculation of PF and i_s above:
T: DRX cycle of the UE (T is determined by the shortest of the UE specific DRX value(s), if configured by RRC and/or upper layers, and a default DRX value broadcast in system information. In RRC_IDLE state, if UE specific DRX is not configured by upper layers, the default value is applied).
N: number of total paging frames in T
Ns: number of paging occasions for a PF
PF_offset: offset used for PF determination
UE_ID: 5G-S-TMSI mod 1024
Parameters Ns, nAndPagingFrameOffset, nrofPDCCH-MonitoringOccasionPerSSB-InPO, and the length of default DRX Cycle are signaled in SIB1. The values of N and PF_offset are derived from the parameter nAndPagingFrameOffset as defined in TS 38.331 [3]. The parameter first-PDCCH-MonitoringOccasionOfPO is signalled in SIB1 for paging in initial DL BWP. For paging in a DL BWP other than the initial DL BWP, the parameter first-PDCCH-MonitoringOccasionOfPO is signaled in the corresponding BWP configuration.
If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [10]. 5G-S-TMSI shall in the formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
For UE in RRC_INACTIVE state, if UE supporting inactiveStatePODetermination is configured with useIdlePO and the network broadcast ranPagingInIdlePO with value “true”, UE shall use the same i_s as for RRC_IDLE state. Otherwise, UE determine the i_s based on the parameters above.
End of change
Alternative 2
Start of change
[bookmark: _Toc29245230]7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in RRC_IDLE and RRC_INACTIVE state in order to reduce power consumption. The UE monitors one paging occasion (PO) per DRX cycle. A PO is a set of PDCCH monitoring occasions and can consist of multiple time slots (e.g. subframe or OFDM symbol) where paging DCI can be sent (TS 38.213 [4]). One Paging Frame (PF) is one Radio Frame and may contain one or multiple PO(s) or starting point of a PO.
In multi-beam operations, the UE assumes that the same paging message and the same Short Message are repeated in all transmitted beams and thus the selection of the beam(s) for the reception of the paging message and Short Message is up to UE implementation. The paging message is same for both RAN initiated paging and CN initiated paging.
[bookmark: _967898916][bookmark: _967899918][bookmark: _967900323][bookmark: _968057577][bookmark: _968059040][bookmark: _968059095][bookmark: _968059297][bookmark: _968059420][bookmark: _968059442][bookmark: _968060540][bookmark: _968065686][bookmark: _968484165][bookmark: _968484813][bookmark: _968484821][bookmark: _968485490][bookmark: _968491067][bookmark: _968491141][bookmark: _968493680][bookmark: _969080957][bookmark: _969081935][bookmark: _969082143][bookmark: _981793738][bookmark: _981793736]The UE initiates RRC Connection Resume procedure upon receiving RAN initiated paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
The PF and PO for paging are determined by the following formulae:
SFN for the PF is determined by:
(SFN + PF_offset) mod T = (T div N)*(UE_ID mod N)
Index (i_s), indicating the index of the PO is determined by:
i_s = floor (UE_ID/N) mod Ns
The PDCCH monitoring occasions for paging are determined according to pagingSearchSpace as specified in TS 38.213 [4] and firstPDCCH-MonitoringOccasionOfPO and nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured as specified in TS 38.331 [3]. When SearchSpaceId = 0 is configured for pagingSearchSpace, the PDCCH monitoring occasions for paging are same as for RMSI as defined in clause 13 in TS 38.213 [4].
[bookmark: _Hlk515815985]When SearchSpaceId = 0 is configured for pagingSearchSpace, Ns is either 1 or 2. For Ns = 1, there is only one PO which starts from the first PDCCH monitoring occasion for paging in the PF. For Ns = 2, PO is either in the first half frame (i_s = 0) or the second half frame (i_s = 1) of the PF.
When SearchSpaceId other than 0 is configured for pagingSearchSpace, the UE monitors the (i_s + 1)th PO. A PO is a set of 'S*X ' consecutive PDCCH monitoring occasions where 'S' is the number of actual transmitted SSBs determined according to ssb-PositionsInBurst in SIB1 and X is the nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured or is equal to 1 otherwise. The [x*S+K]th PDCCH monitoring occasion for paging in the PO corresponds to the Kth transmitted SSB, where x=0,1,…,X-1, K=1,2,…,S. The PDCCH monitoring occasions for paging which do not overlap with UL symbols (determined according to tdd-UL-DL-ConfigurationCommon) are sequentially numbered from zero starting from the first PDCCH monitoring occasion for paging in the PF. When firstPDCCH-MonitoringOccasionOfPO is present, the starting PDCCH monitoring occasion number of (i_s + 1)th PO is the (i_s + 1)th value of the firstPDCCH-MonitoringOccasionOfPO parameter; otherwise, it is equal to i_s * S*X. If X > 1, when the UE detects a PDCCH transmission addressed to P-RNTI within its PO, the UE is not required to monitor the subsequent PDCCH monitoring occasions for this PO.
NOTE 1:	A PO associated with a PF may start in the PF or after the PF.
NOTE 2:	The PDCCH monitoring occasions for a PO can span multiple radio frames. When SearchSpaceId other than 0 is configured for paging-SearchSpace the PDCCH monitoring occasions for a PO can span multiple periods of the paging search space.
The following parameters are used for the calculation of PF and i_s above:
T: DRX cycle of the UE (T is determined by the shortest of the UE specific DRX value(s), if configured by RRC and/or upper layers, and a default DRX value broadcast in system information. In RRC_IDLE state, if UE specific DRX is not configured by upper layers, the default value is applied). If UE in RRC_INACTIVE state supporting inactiveStatePODetermination is configured with useIldePO and the network broadcast ranPagingInIdlePO with value “true”, T is determined by the shortest of the UE specific DRX value(s), if configured by upper layers, and a default DRX value broadcast in system information or the default value if UE specific DRX is not configured by upper layers in i_s calculation).
N: number of total paging frames in T
Ns: number of paging occasions for a PF
PF_offset: offset used for PF determination
UE_ID: 5G-S-TMSI mod 1024
Parameters Ns, nAndPagingFrameOffset, nrofPDCCH-MonitoringOccasionPerSSB-InPO, and the length of default DRX Cycle are signaled in SIB1. The values of N and PF_offset are derived from the parameter nAndPagingFrameOffset as defined in TS 38.331 [3]. The parameter first-PDCCH-MonitoringOccasionOfPO is signalled in SIB1 for paging in initial DL BWP. For paging in a DL BWP other than the initial DL BWP, the parameter first-PDCCH-MonitoringOccasionOfPO is signaled in the corresponding BWP configuration.
If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [10]. 5G-S-TMSI shall in the formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
End of change

2.3. Text proposal for 36.331
Start of change
6.2.2	Message definitions
–	RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                       OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                                   OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                               OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                               OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               RRCRelease-v1610-IEs          OPTIONAL
}

RRCRelease-v1610-IEs ::=            SEQUENCE {
    voiceFallbackIndication-r16        ENUMERATED {true}                             OPTIONAL, -- Need N
    measIdleConfig-r16                 SetupRelease {MeasIdleConfigDedicated-r16}    OPTIONAL, -- Need M
    nonCriticalExtension               RRCRelease-v1650-IEs                          OPTIONAL
}

RRCRelease-v1650-IEs ::=            SEQUENCE {
    mpsPriorityIndication-r16          ENUMERATED {true}                             OPTIONAL, -- Cond Redirection2
    nonCriticalExtension               SEQUENCE {}                                   OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                      ARFCN-ValueEUTRA,
    cnType                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                             OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                            OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue                                             OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...,
	[[
	useIdlePO-r17                       ENUMERATED {true}                                             		  OPTIONAL    -- Need R
	]]
}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}


CellReselectionPriorities ::=       SEQUENCE {
    freqPriorityListEUTRA               FreqPriorityListEUTRA                                               OPTIONAL,       -- Need M
    freqPriorityListNR                  FreqPriorityListNR                                                  OPTIONAL,       -- Need M
    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1} OPTIONAL,     -- Need R
    ...
}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

FreqPriorityNR ::=                  SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

RAN-NotificationAreaInfo ::=        CHOICE {
    cellList                            PLMN-RAN-AreaCellList,
    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,
    ...
}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity
}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig
}

RAN-AreaConfig ::=                  SEQUENCE {
    trackingAreaCode                    TrackingAreaCode,
    ran-AreaCodeList                    SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode                            OPTIONAL    -- Need R
}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP
	RRCRelease-IEs field descriptions

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	measIdleConfig
Indicates measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to mps-PriorityAccess for a new connection to a new RAT following a redirect to NR. If the target RAT is E-UTRA, see TS 36.331 [10]. The gNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the gNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCRelease message.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. Based on UE capability, the network may include redirectedCarrierInfo in RRCRelease message with suspendConfig if this message is sent in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer (see 5.3.1.4 in TS 24.501 [23]).

	voiceFallbackIndication
Indicates the RRC release is triggered by EPS fallback for IMS voice as specified in TS 23.502 [43].



	CarrierInfoNR field descriptions

	carrierFreq
Indicates the redirected NR frequency.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB in the redirected SSB frequency. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	smtc
The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.



	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.



	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-Area belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-Area always belongs to the registered SNPN).

	ran-AreaCodeList
The total number of RAN-AreaCodes of all PLMNs does not exceed 32.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or both TA code(s) and RAN area code(s) to configure a UE. The total number of TACs across all PLMNs does not exceed 16.



	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-AreaCells always belongs to the registered SNPN).

	ran-AreaCells
The total number of cells of all PLMNs does not exceed 32.



	SuspendConfig field descriptions

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ran-PagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	t380
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	useIdlePO
Indicates that UE should use the same i_s to determine PO as in RRC_IDLE state after entering RRC_INACTIVE state as described in TS 38.304 [20].



Next change
6.3.3	UE capability information elements
–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v17xySEQUENCE {}                                                  OPTIONAL
}

UE-NR-Capability-v17xy ::=               SEQUENCE {
    inactiveStatePODetermination-r17        ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                                   OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                                        OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                                        OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                                            OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                                      OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.



End of change

2.4. Text proposal for 36.304
Alternative 1
[bookmark: _Toc76719160][bookmark: _Toc37235840][bookmark: _Toc46499546][bookmark: _Toc52492278][bookmark: _Toc60911205][bookmark: _Toc46523058][bookmark: _Toc52491537][bookmark: _Toc29237941]7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in idle mode in order to reduce power consumption. One Paging Occasion (PO) is a subframe where there may be P-RNTI transmitted on PDCCH or MPDCCH or, for NB-IoT on NPDCCH addressing the paging message. In P-RNTI transmitted on MPDCCH case, PO refers to the starting subframe of MPDCCH repetitions. In case of P-RNTI transmitted on NPDCCH, PO refers to the starting subframe of NPDCCH repetitions unless subframe determined by PO is not a valid NB-IoT downlink subframe then the first valid NB-IoT downlink subframe after PO is the starting subframe of the NPDCCH repetitions. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
One Paging Frame (PF) is one Radio Frame, which may contain one or multiple Paging Occasion(s). When DRX is used the UE needs only to monitor one PO per DRX cycle.
One Paging Narrowband (PNB) is one narrowband, on which the UE performs the paging message reception.
PF, PO, and PNB are determined by following formulae:
PF is given by following equation:
SFN mod T= (T div N)*(UE_ID mod N)
Index i_s pointing to PO from subframe pattern defined in 7.2 will be derived from following calculation:
i_s = floor(UE_ID/N) mod Ns
If P-RNTI is monitored on MPDCCH, the PNB is determined by the following equation:
PNB = floor(UE_ID/(N*Ns)) mod Nn
If P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information, then the paging carrier is determined by the paging carrier with smallest index n (0 ≤ n ≤ Nn-1) fulfilling the following equation:
floor(UE_ID/(N*Ns)) mod W < W(0) + W(1) + … + W(n)
System Information DRX parameters stored in the UE shall be updated locally in the UE whenever the DRX parameter values are changed in SI. If the UE has no IMSI, for instance when making an emergency call without USIM, the UE shall use as default identity UE_ID = 0 in the PF, i_s, and PNB formulas above. If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
The following Parameters are used for the calculation of the PF, i_s, PNB, wg, and the NB-IoT paging carrier:
-	T: DRX cycle of the UE.
In RRC_IDLE state:
-	Except for NB-IoT: If a UE specific extended DRX value of 512 radio frames is configured by upper layers according to 7.3, T =512. Otherwise, T is determined by the shortest of the UE specific DRX value, if allocated by upper layers, and a default DRX value broadcast in system information. If UE specific DRX is not configured by upper layers, the default value is applied.
In RRC_INACTIVE state, if extended DRX is not configured by upper layers as defined in 7.3:
-	T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle.
In RRC_INACTIVE state if extended DRX is configured by upper layers according to 7.3:
-	If a UE specific extended DRX value of 512 radio frames is configured, T is determined by the shortest of the RAN paging cycle, if configured, and 512 radio frames.
-	If a UE specific extended DRX value other than 512 radio frames is configured:
-	During the PTW, T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle. Outside the PTW, T is determined by the RAN paging cycle, if configured.
	In RRC_INACTIVE state, a BL UE or a UE in enhanced coverage uses the T value applicable for RRC_IDLE state for the determination of PNB and i_s.
	For NB-IoT: If UE specific DRX value is allocated by upper layers and minimum UE specific DRX value is broadcast in system information, T = min (default DRX value, max (UE specific DRX value, minimum UE specific DRX value broadcast in system information)). If UE specific DRX is not configured by upper layers or if the minimum UE specific DRX value is not broadcast in system information, the default DRX value is applied.
-	nB: 4T, 2T, T, T/2, T/4, T/8, T/16, T/32, T/64, T/128, and T/256, and for NB-IoT also T/512, and T/1024.
-	N: min(T,nB)
-	Ns: max(1,nB/T)
-	Nn: number of paging narrowbands (for P-RNTI monitored on MPDCCH) or paging carriers (for P-RNTI monitored on NPDCCH) determined as follows:
If UE monitors GWUS according to clause 7.5.1:
this is the number of paging narrowbands (paging carriers) that are configured with GWUS.
else:
this is the number of paging narrowbands (paging carriers) provided in system information.
-	UE_ID:
If the UE supports E-UTRA connected to 5GC and NAS indicated to use 5GC for the selected cell:
5G-S-TMSI mod 1024, if P-RNTI is monitored on PDCCH.
5G-S-TMSI mod 16384, if P-RNTI is monitored on NPDCCH or MPDCCH.
else
IMSI mod 1024, if P-RNTI is monitored on PDCCH.
IMSI mod 4096, if P-RNTI is monitored on NPDCCH.
IMSI mod 16384, if P-RNTI is monitored on MPDCCH or if P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information.
-	W(i): Weight for NB-IoT paging carrier i.
-	W: Total weight of all NB-IoT paging carriers, i.e. W = W(0) + W(1) + … + W(Nn-1). If UE monitors GWUS according to clause 7.5.1, Total weight of all NB-IoT paging carriers configured with GWUS.
IMSI is given as sequence of digits of type Integer (0..9), IMSI shall in the formulae above be interpreted as a decimal integer number, where the first digit given in the sequence represents the highest order digit.
For example:
	IMSI = 12 (digit1=1, digit2=2)
In the calculations, this shall be interpreted as the decimal integer "12", not "1x16+2 = 18".
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [39]. 5G-S-TMSI shall in the PF and i_s formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
For UE in RRC_INACTIVE state, if UE supporting inactiveStatePODetermination is configured with useIdlePO and the network broadcast ranPagingInIdlePO with value “true”, UE shall use the same i_s as for RRC_IDLE state. Otherwise, UE determine the i_s based on the parameters above.
Alternative 2
Start of change
7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in idle mode in order to reduce power consumption. One Paging Occasion (PO) is a subframe where there may be P-RNTI transmitted on PDCCH or MPDCCH or, for NB-IoT on NPDCCH addressing the paging message. In P-RNTI transmitted on MPDCCH case, PO refers to the starting subframe of MPDCCH repetitions. In case of P-RNTI transmitted on NPDCCH, PO refers to the starting subframe of NPDCCH repetitions unless subframe determined by PO is not a valid NB-IoT downlink subframe then the first valid NB-IoT downlink subframe after PO is the starting subframe of the NPDCCH repetitions. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
One Paging Frame (PF) is one Radio Frame, which may contain one or multiple Paging Occasion(s). When DRX is used the UE needs only to monitor one PO per DRX cycle.
One Paging Narrowband (PNB) is one narrowband, on which the UE performs the paging message reception.
PF, PO, and PNB are determined by following formulae:
PF is given by following equation:
SFN mod T= (T div N)*(UE_ID mod N)
Index i_s pointing to PO from subframe pattern defined in 7.2 will be derived from following calculation:
i_s = floor(UE_ID/N) mod Ns
If P-RNTI is monitored on MPDCCH, the PNB is determined by the following equation:
PNB = floor(UE_ID/(N*Ns)) mod Nn
If P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information, then the paging carrier is determined by the paging carrier with smallest index n (0 ≤ n ≤ Nn-1) fulfilling the following equation:
floor(UE_ID/(N*Ns)) mod W < W(0) + W(1) + … + W(n)
System Information DRX parameters stored in the UE shall be updated locally in the UE whenever the DRX parameter values are changed in SI. If the UE has no IMSI, for instance when making an emergency call without USIM, the UE shall use as default identity UE_ID = 0 in the PF, i_s, and PNB formulas above. If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
The following Parameters are used for the calculation of the PF, i_s, PNB, wg, and the NB-IoT paging carrier:
-	T: DRX cycle of the UE.
In RRC_IDLE state:
-	Except for NB-IoT: If a UE specific extended DRX value of 512 radio frames is configured by upper layers according to 7.3, T =512. Otherwise, T is determined by the shortest of the UE specific DRX value, if allocated by upper layers, and a default DRX value broadcast in system information. If UE specific DRX is not configured by upper layers, the default value is applied.
In RRC_INACTIVE state, if extended DRX is not configured by upper layers as defined in 7.3:
-	For PF calculation, T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle.
-		For i_s calculation, if UE supporting inactiveStatePODetermination is configured with useIdlePO and the network broadcast ranPagingInIdlePO with value “true”, T is determined by the shortest of the UE specific paging cycle, if allocated by upper layers, and the default paging cycle; otherwise, T is determined by the shortest of the RAN paging cycle, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle.
In RRC_INACTIVE state if extended DRX is configured by upper layers according to 7.3:
-	If a UE specific extended DRX value of 512 radio frames is configured, T is determined by the shortest of the RAN paging cycle, if configured, and 512 radio frames.
-	If a UE specific extended DRX value other than 512 radio frames is configured:
-	During the PTW, T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle. Outside the PTW, T is determined by the RAN paging cycle, if configured.
	In RRC_INACTIVE state, a BL UE or a UE in enhanced coverage uses the T value applicable for RRC_IDLE state for the determination of PNB and i_s.
	For NB-IoT: If UE specific DRX value is allocated by upper layers and minimum UE specific DRX value is broadcast in system information, T = min (default DRX value, max (UE specific DRX value, minimum UE specific DRX value broadcast in system information)). If UE specific DRX is not configured by upper layers or if the minimum UE specific DRX value is not broadcast in system information, the default DRX value is applied.
-	nB: 4T, 2T, T, T/2, T/4, T/8, T/16, T/32, T/64, T/128, and T/256, and for NB-IoT also T/512, and T/1024.
-	N: min(T,nB)
-	Ns: max(1,nB/T)
-	Nn: number of paging narrowbands (for P-RNTI monitored on MPDCCH) or paging carriers (for P-RNTI monitored on NPDCCH) determined as follows:
If UE monitors GWUS according to clause 7.5.1:
this is the number of paging narrowbands (paging carriers) that are configured with GWUS.
else:
this is the number of paging narrowbands (paging carriers) provided in system information.
-	UE_ID:
If the UE supports E-UTRA connected to 5GC and NAS indicated to use 5GC for the selected cell:
5G-S-TMSI mod 1024, if P-RNTI is monitored on PDCCH.
5G-S-TMSI mod 16384, if P-RNTI is monitored on NPDCCH or MPDCCH.
else
IMSI mod 1024, if P-RNTI is monitored on PDCCH.
IMSI mod 4096, if P-RNTI is monitored on NPDCCH.
IMSI mod 16384, if P-RNTI is monitored on MPDCCH or if P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information.
-	W(i): Weight for NB-IoT paging carrier i.
-	W: Total weight of all NB-IoT paging carriers, i.e. W = W(0) + W(1) + … + W(Nn-1). If UE monitors GWUS according to clause 7.5.1, Total weight of all NB-IoT paging carriers configured with GWUS.
IMSI is given as sequence of digits of type Integer (0..9), IMSI shall in the formulae above be interpreted as a decimal integer number, where the first digit given in the sequence represents the highest order digit.
For example:
	IMSI = 12 (digit1=1, digit2=2)
In the calculations, this shall be interpreted as the decimal integer "12", not "1x16+2 = 18".
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [39]. 5G-S-TMSI shall in the PF and i_s formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
End of change


3. Option 2
Option2:
· Introduce UE capability to indicate support for UE in inactive mode to use the same i_s  in PO determination as idle mode.
· Introduce “useIdlePO” in RRCRelease message and clarify network will set it to “true” for UE indicating support for this behavior.
· Broadcast “ranPagingInIdlePO” in PCCH-Config to indicate that the network supports to send RAN paging in PO that corresponds to the i_s as determined by UE in RRC_IDLE state
3.1. Text proposal for 38.331
Start of change
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–	RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                       OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                                   OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                               OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                               OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               RRCRelease-v1610-IEs          OPTIONAL
}

RRCRelease-v1610-IEs ::=            SEQUENCE {
    voiceFallbackIndication-r16        ENUMERATED {true}                             OPTIONAL, -- Need N
    measIdleConfig-r16                 SetupRelease {MeasIdleConfigDedicated-r16}    OPTIONAL, -- Need M
    nonCriticalExtension               RRCRelease-v1650-IEs                          OPTIONAL
}

RRCRelease-v1650-IEs ::=            SEQUENCE {
    mpsPriorityIndication-r16          ENUMERATED {true}                             OPTIONAL, -- Cond Redirection2
    nonCriticalExtension               SEQUENCE {}                                   OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                      ARFCN-ValueEUTRA,
    cnType                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                             OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                            OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue                                             OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...,
	[[
	useIdlePO-r17                       ENUMERATED {true}                                             		  OPTIONAL    -- Need R
	]]
}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}


CellReselectionPriorities ::=       SEQUENCE {
    freqPriorityListEUTRA               FreqPriorityListEUTRA                                               OPTIONAL,       -- Need M
    freqPriorityListNR                  FreqPriorityListNR                                                  OPTIONAL,       -- Need M
    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1} OPTIONAL,     -- Need R
    ...
}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

FreqPriorityNR ::=                  SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

RAN-NotificationAreaInfo ::=        CHOICE {
    cellList                            PLMN-RAN-AreaCellList,
    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,
    ...
}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity
}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig
}

RAN-AreaConfig ::=                  SEQUENCE {
    trackingAreaCode                    TrackingAreaCode,
    ran-AreaCodeList                    SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode                            OPTIONAL    -- Need R
}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP
	RRCRelease-IEs field descriptions

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	measIdleConfig
Indicates measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to mps-PriorityAccess for a new connection to a new RAT following a redirect to NR. If the target RAT is E-UTRA, see TS 36.331 [10]. The gNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the gNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCRelease message.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. Based on UE capability, the network may include redirectedCarrierInfo in RRCRelease message with suspendConfig if this message is sent in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer (see 5.3.1.4 in TS 24.501 [23]).

	voiceFallbackIndication
Indicates the RRC release is triggered by EPS fallback for IMS voice as specified in TS 23.502 [43].



	CarrierInfoNR field descriptions

	carrierFreq
Indicates the redirected NR frequency.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB in the redirected SSB frequency. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	smtc
The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.



	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.



	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-Area belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-Area always belongs to the registered SNPN).

	ran-AreaCodeList
The total number of RAN-AreaCodes of all PLMNs does not exceed 32.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or both TA code(s) and RAN area code(s) to configure a UE. The total number of TACs across all PLMNs does not exceed 16.



	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-AreaCells always belongs to the registered SNPN).

	ran-AreaCells
The total number of cells of all PLMNs does not exceed 32.



	SuspendConfig field descriptions

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ran-PagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	t380
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	useIdlePO
Indicates that UE should use the same i_s to determine PO as in RRC_IDLE state after entering RRC_INACTIVE state as described in TS 38.304 [20].


Next change
6.3.2	Radio resource control information elements
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The IE DownlinkConfigCommonSIB provides common downlink parameters of a cell.
DownlinkConfigCommonSIB information element
-- ASN1START
-- TAG-DOWNLINKCONFIGCOMMONSIB-START

DownlinkConfigCommonSIB ::=     SEQUENCE {
    frequencyInfoDL                 FrequencyInfoDL-SIB,
    initialDownlinkBWP              BWP-DownlinkCommon,
    bcch-Config                         BCCH-Config,
    pcch-Config                         PCCH-Config,
    ...
}


BCCH-Config ::=                 SEQUENCE {
    modificationPeriodCoeff         ENUMERATED {n2, n4, n8, n16},
    ...
}


PCCH-Config ::=             SEQUENCE {
    defaultPagingCycle                  PagingCycle,
    nAndPagingFrameOffset               CHOICE {
        oneT                                NULL,
        halfT                               INTEGER (0..1),
        quarterT                            INTEGER (0..3),
        oneEighthT                          INTEGER (0..7),
        oneSixteenthT                       INTEGER (0..15)
    },
    ns                                  ENUMERATED {four, two, one},
    firstPDCCH-MonitoringOccasionOfPO   CHOICE {
        sCS15KHZoneT                                                                SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..139),
        sCS30KHZoneT-SCS15KHZhalfT                                                  SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..279),
        sCS60KHZoneT-SCS30KHZhalfT-SCS15KHZquarterT                                 SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..559),
        sCS120KHZoneT-SCS60KHZhalfT-SCS30KHZquarterT-SCS15KHZoneEighthT             SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..1119),
        sCS120KHZhalfT-SCS60KHZquarterT-SCS30KHZoneEighthT-SCS15KHZoneSixteenthT    SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..2239),
        sCS120KHZquarterT-SCS60KHZoneEighthT-SCS30KHZoneSixteenthT                  SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..4479),
        sCS120KHZoneEighthT-SCS60KHZoneSixteenthT                                   SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..8959),
        sCS120KHZoneSixteenthT                                                      SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..17919)
    }      OPTIONAL,           -- Need R
    ...,
    [[
    nrofPDCCH-MonitoringOccasionPerSSB-InPO-r16                                  INTEGER (2..4)             OPTIONAL  -- Cond SharedSpectrum2
    ]]
	[[
ranPagingInIdlePO-r16       		ENUMERATED{true}                                                   	  OPTIONAL,  -- Need R
	]]

}

-- TAG-DOWNLINKCONFIGCOMMONSIB-STOP
-- ASN1STOP

	DownlinkConfigCommonSIB field descriptions

	bcch-Config
The modification period related configuration.

	frequencyInfoDL-SIB
Basic parameters of a downlink carrier and transmission thereon.

	initialDownlinkBWP
The initial downlink BWP configuration for a PCell. The network configures the locationAndBandwidth so that the initial downlink BWP contains the entire CORESET#0 of this serving cell in the frequency domain. The UE applies the locationAndBandwidth upon reception of this field (e.g. to determine the frequency position of signals described in relation to this locationAndBandwidth) but it keeps CORESET#0 until after reception of RRCSetup/RRCResume/RRCReestablishment.

	nrofPDCCH-MonitoringOccasionPerSSB-InPO
The number of PDCCH monitoring occasions corresponding to an SSB within a Paging Occasion, see TS 38.304 [20], clause 7.1.

	pcch-Config
The paging related configuration.



	BCCH-Config field descriptions

	modificationPeriodCoeff
Actual modification period, expressed in number of radio frames m = modificationPeriodCoeff * defaultPagingCycle, see clause 5.2.2.2.2. n2 corresponds to value 2, n4 corresponds to value 4, and so on.



	PCCH-Config field descriptions

	defaultPagingCycle
Default paging cycle, used to derive 'T' in TS 38.304 [20]. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	firstPDCCH-MonitoringOccasionOfPO
Points out the first PDCCH monitoring occasion for paging of each PO of the PF, see TS 38.304 [20].

	nAndPagingFrameOffset
Used to derive the number of total paging frames in T (corresponding to parameter N in TS 38.304 [20]) and paging frame offset (corresponding to parameter PF_offset in TS 38.304 [20]). A value of oneSixteenthT corresponds to T / 16, a value of oneEighthT corresponds to T / 8, and so on.
If pagingSearchSpace is set to zero and if SS/PBCH block and CORESET multiplexing pattern is 2 or 3 (as specified in TS 38.213 [13]):
-	for ssb-periodicityServingCell of 5 or 10 ms, N can be set to one of {oneT, halfT, quarterT, oneEighthT, oneSixteenthT}
-	for ssb-periodicityServingCell of 20 ms, N can be set to one of {halfT, quarterT, oneEighthT, oneSixteenthT}
-	for ssb-periodicityServingCell of 40 ms, N can be set to one of {quarterT, oneEighthT, oneSixteenthT}
-	for ssb-periodicityServingCell of 80 ms, N can be set to one of {oneEighthT, oneSixteenthT}
-	for ssb-periodicityServingCell of 160 ms, N can be set to oneSixteenthT
If pagingSearchSpace is set to zero and if SS/PBCH block and CORESET multiplexing pattern is 1 (as specified in TS 38.213 [13]), N can be set to one of {halfT, quarterT, oneEighthT, oneSixteenthT}
If pagingSearchSpace is not set to zero, N can be configured to one of {oneT, halfT, quarterT, oneEighthT, oneSixteenthT}

	ns
Number of paging occasions per paging frame.

	ranPagingInIdlePO
Indicates that the network supports to send RAN paging in PO that corresponds to the i_s as determined by UE in RRC_IDLE state, see TS38.304 [20].



	Conditional Presence
	Explanation

	SharedSpectrum2
	The field is optional present, Need R, if this cell operates with shared spectrum channel access. Otherwise, it is absent, Need R.



Next change
6.3.3	UE capability information elements
–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v17xySEQUENCE {}                                                  OPTIONAL
}

UE-NR-Capability-v17xy ::=               SEQUENCE {
    inactiveStatePODetermination-r17        ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                                   OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                                        OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                                        OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                                            OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                                      OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.



End of change

3.2. Text proposal for 38.304
Alternative 1
Start of change
7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in RRC_IDLE and RRC_INACTIVE state in order to reduce power consumption. The UE monitors one paging occasion (PO) per DRX cycle. A PO is a set of PDCCH monitoring occasions and can consist of multiple time slots (e.g. subframe or OFDM symbol) where paging DCI can be sent (TS 38.213 [4]). One Paging Frame (PF) is one Radio Frame and may contain one or multiple PO(s) or starting point of a PO.
In multi-beam operations, the UE assumes that the same paging message and the same Short Message are repeated in all transmitted beams and thus the selection of the beam(s) for the reception of the paging message and Short Message is up to UE implementation. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN initiated paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
The PF and PO for paging are determined by the following formulae:
SFN for the PF is determined by:
(SFN + PF_offset) mod T = (T div N)*(UE_ID mod N)
Index (i_s), indicating the index of the PO is determined by:
i_s = floor (UE_ID/N) mod Ns
The PDCCH monitoring occasions for paging are determined according to pagingSearchSpace as specified in TS 38.213 [4] and firstPDCCH-MonitoringOccasionOfPO and nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured as specified in TS 38.331 [3]. When SearchSpaceId = 0 is configured for pagingSearchSpace, the PDCCH monitoring occasions for paging are same as for RMSI as defined in clause 13 in TS 38.213 [4].
When SearchSpaceId = 0 is configured for pagingSearchSpace, Ns is either 1 or 2. For Ns = 1, there is only one PO which starts from the first PDCCH monitoring occasion for paging in the PF. For Ns = 2, PO is either in the first half frame (i_s = 0) or the second half frame (i_s = 1) of the PF.
When SearchSpaceId other than 0 is configured for pagingSearchSpace, the UE monitors the (i_s + 1)th PO. A PO is a set of 'S*X ' consecutive PDCCH monitoring occasions where 'S' is the number of actual transmitted SSBs determined according to ssb-PositionsInBurst in SIB1 and X is the nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured or is equal to 1 otherwise. The [x*S+K]th PDCCH monitoring occasion for paging in the PO corresponds to the Kth transmitted SSB, where x=0,1,…,X-1, K=1,2,…,S. The PDCCH monitoring occasions for paging which do not overlap with UL symbols (determined according to tdd-UL-DL-ConfigurationCommon) are sequentially numbered from zero starting from the first PDCCH monitoring occasion for paging in the PF. When firstPDCCH-MonitoringOccasionOfPO is present, the starting PDCCH monitoring occasion number of (i_s + 1)th PO is the (i_s + 1)th value of the firstPDCCH-MonitoringOccasionOfPO parameter; otherwise, it is equal to i_s * S*X. If X > 1, when the UE detects a PDCCH transmission addressed to P-RNTI within its PO, the UE is not required to monitor the subsequent PDCCH monitoring occasions for this PO.
NOTE 1:	A PO associated with a PF may start in the PF or after the PF.
NOTE 2:	The PDCCH monitoring occasions for a PO can span multiple radio frames. When SearchSpaceId other than 0 is configured for paging-SearchSpace the PDCCH monitoring occasions for a PO can span multiple periods of the paging search space.
The following parameters are used for the calculation of PF and i_s above:
T: DRX cycle of the UE (T is determined by the shortest of the UE specific DRX value(s), if configured by RRC and/or upper layers, and a default DRX value broadcast in system information. In RRC_IDLE state, if UE specific DRX is not configured by upper layers, the default value is applied).
N: number of total paging frames in T
Ns: number of paging occasions for a PF
PF_offset: offset used for PF determination
UE_ID: 5G-S-TMSI mod 1024
Parameters Ns, nAndPagingFrameOffset, nrofPDCCH-MonitoringOccasionPerSSB-InPO, and the length of default DRX Cycle are signaled in SIB1. The values of N and PF_offset are derived from the parameter nAndPagingFrameOffset as defined in TS 38.331 [3]. The parameter first-PDCCH-MonitoringOccasionOfPO is signalled in SIB1 for paging in initial DL BWP. For paging in a DL BWP other than the initial DL BWP, the parameter first-PDCCH-MonitoringOccasionOfPO is signaled in the corresponding BWP configuration.
If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [10]. 5G-S-TMSI shall in the formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
For UE in RRC_INACTIVE state, if UE supports inactiveStatePODetermination and the network broadcast ranPagingInIdlePO with value “true”, UE shall use the same i_s as for RRC_IDLE state. Otherwise, UE determine the i_s based on the parameters above.
End of change

Alternative 2
Start of change
7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in RRC_IDLE and RRC_INACTIVE state in order to reduce power consumption. The UE monitors one paging occasion (PO) per DRX cycle. A PO is a set of PDCCH monitoring occasions and can consist of multiple time slots (e.g. subframe or OFDM symbol) where paging DCI can be sent (TS 38.213 [4]). One Paging Frame (PF) is one Radio Frame and may contain one or multiple PO(s) or starting point of a PO.
In multi-beam operations, the UE assumes that the same paging message and the same Short Message are repeated in all transmitted beams and thus the selection of the beam(s) for the reception of the paging message and Short Message is up to UE implementation. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN initiated paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
The PF and PO for paging are determined by the following formulae:
SFN for the PF is determined by:
(SFN + PF_offset) mod T = (T div N)*(UE_ID mod N)
Index (i_s), indicating the index of the PO is determined by:
i_s = floor (UE_ID/N) mod Ns
The PDCCH monitoring occasions for paging are determined according to pagingSearchSpace as specified in TS 38.213 [4] and firstPDCCH-MonitoringOccasionOfPO and nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured as specified in TS 38.331 [3]. When SearchSpaceId = 0 is configured for pagingSearchSpace, the PDCCH monitoring occasions for paging are same as for RMSI as defined in clause 13 in TS 38.213 [4].
When SearchSpaceId = 0 is configured for pagingSearchSpace, Ns is either 1 or 2. For Ns = 1, there is only one PO which starts from the first PDCCH monitoring occasion for paging in the PF. For Ns = 2, PO is either in the first half frame (i_s = 0) or the second half frame (i_s = 1) of the PF.
When SearchSpaceId other than 0 is configured for pagingSearchSpace, the UE monitors the (i_s + 1)th PO. A PO is a set of 'S*X ' consecutive PDCCH monitoring occasions where 'S' is the number of actual transmitted SSBs determined according to ssb-PositionsInBurst in SIB1 and X is the nrofPDCCH-MonitoringOccasionPerSSB-InPO if configured or is equal to 1 otherwise. The [x*S+K]th PDCCH monitoring occasion for paging in the PO corresponds to the Kth transmitted SSB, where x=0,1,…,X-1, K=1,2,…,S. The PDCCH monitoring occasions for paging which do not overlap with UL symbols (determined according to tdd-UL-DL-ConfigurationCommon) are sequentially numbered from zero starting from the first PDCCH monitoring occasion for paging in the PF. When firstPDCCH-MonitoringOccasionOfPO is present, the starting PDCCH monitoring occasion number of (i_s + 1)th PO is the (i_s + 1)th value of the firstPDCCH-MonitoringOccasionOfPO parameter; otherwise, it is equal to i_s * S*X. If X > 1, when the UE detects a PDCCH transmission addressed to P-RNTI within its PO, the UE is not required to monitor the subsequent PDCCH monitoring occasions for this PO.
NOTE 1:	A PO associated with a PF may start in the PF or after the PF.
NOTE 2:	The PDCCH monitoring occasions for a PO can span multiple radio frames. When SearchSpaceId other than 0 is configured for paging-SearchSpace the PDCCH monitoring occasions for a PO can span multiple periods of the paging search space.
The following parameters are used for the calculation of PF and i_s above:
T: DRX cycle of the UE (T is determined by the shortest of the UE specific DRX value(s), if configured by RRC and/or upper layers, and a default DRX value broadcast in system information. In RRC_IDLE state, if UE specific DRX is not configured by upper layers, the default value is applied). If UE in RRC_INACTIVE state supports inactiveStatePODetermination and the network broadcast ranPagingInIdlePO with value “true”, T is determined by the shortest of the UE specific DRX value(s), if configured by upper layers, and a default DRX value broadcast in system information or the default value if UE specific DRX is not configured by upper layers in i_s calculation).
N: number of total paging frames in T
Ns: number of paging occasions for a PF
PF_offset: offset used for PF determination
UE_ID: 5G-S-TMSI mod 1024
Parameters Ns, nAndPagingFrameOffset, nrofPDCCH-MonitoringOccasionPerSSB-InPO, and the length of default DRX Cycle are signaled in SIB1. The values of N and PF_offset are derived from the parameter nAndPagingFrameOffset as defined in TS 38.331 [3]. The parameter first-PDCCH-MonitoringOccasionOfPO is signalled in SIB1 for paging in initial DL BWP. For paging in a DL BWP other than the initial DL BWP, the parameter first-PDCCH-MonitoringOccasionOfPO is signaled in the corresponding BWP configuration.
If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [10]. 5G-S-TMSI shall in the formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
End of change


3.3. Text proposal for 36.331
Start of change
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–	RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection, or to complete an UP-EDT procedure.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r8				RRCConnectionRelease-r8-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-r8-IEs ::=		SEQUENCE {
	releaseCause						ReleaseCause,
	redirectedCarrierInfo				RedirectedCarrierInfo				OPTIONAL,	-- Need ON
	idleModeMobilityControlInfo			IdleModeMobilityControlInfo			OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v890-IEs		OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-v920-IEs		OPTIONAL
}

-- Late non critical extensions
RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {
	redirectedCarrierInfo-v9e0			RedirectedCarrierInfo-v9e0			OPTIONAL,	-- Cond NoRedirect-r8
	idleModeMobilityControlInfo-v9e0	IdleModeMobilityControlInfo-v9e0	OPTIONAL,	-- Cond IdleInfoEUTRA
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- Regular non critical extensions
RRCConnectionRelease-v920-IEs ::=	SEQUENCE {
	cellInfoList-r9					CHOICE {
		geran-r9						CellInfoListGERAN-r9,
		utra-FDD-r9						CellInfoListUTRA-FDD-r9,
		utra-TDD-r9						CellInfoListUTRA-TDD-r9,
		...,
		utra-TDD-r10					CellInfoListUTRA-TDD-r10
	}															OPTIONAL,	-- Cond Redirection
	nonCriticalExtension			RRCConnectionRelease-v1020-IEs		OPTIONAL
}

RRCConnectionRelease-v1020-IEs ::=	SEQUENCE {
	extendedWaitTime-r10				INTEGER (1..1800)		OPTIONAL,	-- Need ON
	nonCriticalExtension			RRCConnectionRelease-v1320-IEs				OPTIONAL
}

RRCConnectionRelease-v1320-IEs::=	SEQUENCE {
	resumeIdentity-r13					ResumeIdentity-r13				OPTIONAL,	-- Need OR	
	nonCriticalExtension				RRCConnectionRelease-v1530-IEs	OPTIONAL
}

RRCConnectionRelease-v1530-IEs ::=	SEQUENCE {
	drb-ContinueROHC-r15				ENUMERATED {true}			OPTIONAL,	-- Cond UP-EDTorPUR
	nextHopChainingCount-r15			NextHopChainingCount		OPTIONAL,	-- Cond EarlySec
	measIdleConfig-r15					MeasIdleConfigDedicated-r15	OPTIONAL,	-- Need ON
	rrc-InactiveConfig-r15				RRC-InactiveConfig-r15		OPTIONAL,	-- Need OR
	cn-Type-r15							ENUMERATED {epc,fivegc}		OPTIONAL,	-- Need OR
	nonCriticalExtension				RRCConnectionRelease-v1540-IEs			OPTIONAL
}

RRCConnectionRelease-v1540-IEs ::=	SEQUENCE {
	waitTime							INTEGER (1..16)		OPTIONAL, -- Cond 5GC
	nonCriticalExtension				RRCConnectionRelease-v15b0-IEs	OPTIONAL
}

RRCConnectionRelease-v15b0-IEs ::=	SEQUENCE {
	noLastCellUpdate-r15				ENUMERATED {true}		OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v1610-IEs	OPTIONAL
}

RRCConnectionRelease-v1610-IEs ::=	SEQUENCE {
	fullI-RNTI-r16						I-RNTI-r15					OPTIONAL, -- Need OR
	shortI-RNTI-r16					ShortI-RNTI-r15 				OPTIONAL, -- Need OR
	pur-Config-r16						SetupRelease {PUR-Config-r16}	OPTIONAL, -- Need ON
	rrc-InactiveConfig-v1610			RRC-InactiveConfig-v1610	OPTIONAL,  -- Cond BLCE-IDLEeDRX
	releaseIdleMeasConfig-r16			ENUMERATED {true}			OPTIONAL, -- Need ON
	altFreqPriorities-r16				ENUMERATED {true}			OPTIONAL, -- Need ON
	t323-r16							ENUMERATED {
										min5, min10, min20, min30, min60, min120, min180,
										min720}						OPTIONAL, -- Need OR
	nonCriticalExtension				RRCConnectionRelease-v1650-IEs		OPTIONAL
}

RRCConnectionRelease-v1650-IEs ::=	SEQUENCE {
	mpsPriorityIndication-r16				ENUMERATED {true}	OPTIONAL, -- Cond Redirection2
	nonCriticalExtension					RRCConnectionRelease-v17xy-IEsSEQUENCE {}		OPTIONAL
}

RRCConnectionRelease-v17xy-IEs ::=	SEQUENCE {
	rrc-InactiveConfig-v17xy			RRC-InactiveConfig-v17xy	OPTIONAL, 	-- Need OR
	nonCriticalExtension				SEQUENCE {}					OPTIONAL
}

ReleaseCause ::=				ENUMERATED {loadBalancingTAUrequired,
											other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

RedirectedCarrierInfo ::=			CHOICE {
	eutra								ARFCN-ValueEUTRA,
	geran								CarrierFreqsGERAN,
	utra-FDD							ARFCN-ValueUTRA,
	utra-TDD							ARFCN-ValueUTRA,
	cdma2000-HRPD						CarrierFreqCDMA2000,
	cdma2000-1xRTT						CarrierFreqCDMA2000,
	...,
	utra-TDD-r10						CarrierFreqListUTRA-TDD-r10,
	nr-r15								CarrierInfoNR-r15
}

RedirectedCarrierInfo-v9e0 ::=			SEQUENCE {
	eutra-v9e0								ARFCN-ValueEUTRA-v9e0
}

RRC-InactiveConfig-r15::=		SEQUENCE {
	fullI-RNTI-r15					I-RNTI-r15,
	shortI-RNTI-r15					ShortI-RNTI-r15,
	ran-PagingCycle-r15				ENUMERATED {	rf32, rf64, rf128, rf256}	OPTIONAL,	--Need OR
	ran-NotificationAreaInfo-r15	RAN-NotificationAreaInfo-r15		OPTIONAL,	--Need ON
	periodic-RNAU-timer-r15			ENUMERATED {min5, min10, min20, min30, min60,
											min120, min360, min720}		OPTIONAL,	--Need OR
	nextHopChainingCount-r15		NextHopChainingCount		OPTIONAL,	--Cond INACTIVE
	dummy							SEQUENCE{}		OPTIONAL
}

RRC-InactiveConfig-v1610::=		SEQUENCE {
	ran-PagingCycle-v1610				ENUMERATED {rf512, rf1024}
}

RRC-InactiveConfig-v17xy::=		SEQUENCE {
	useIdlePO-r17				ENUMERATED {true}
}

RAN-NotificationAreaInfo-r15	::= CHOICE {
	cellList-r15				PLMN-RAN-AreaCellList-r15,
	ran-AreaConfigList-r15		PLMN-RAN-AreaConfigList-r15
}

PLMN-RAN-AreaCellList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaCell-r15

PLMN-RAN-AreaCell-r15	::=		SEQUENCE {
	plmn-Identity-r15				PLMN-Identity	OPTIONAL,
	ran-AreaCells-r15				SEQUENCE (SIZE (1..32)) OF CellIdentity
}

PLMN-RAN-AreaConfigList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaConfig-r15

PLMN-RAN-AreaConfig-r15	::=	SEQUENCE {
	plmn-Identity-r15			PLMN-Identity	OPTIONAL,
	ran-Area-r15				SEQUENCE (SIZE (1..16)) OF	RAN-AreaConfig-r15
}

RAN-AreaConfig-r15	::=	SEQUENCE {
	trackingAreaCode-5GC-r15	TrackingAreaCode-5GC-r15,
	ran-AreaCodeList-r15		SEQUENCE (SIZE (1..32)) OF RAN-AreaCode-r15	OPTIONAL	--Need OR
}

CarrierFreqListUTRA-TDD-r10 ::=			SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA

IdleModeMobilityControlInfo ::=		SEQUENCE {
	freqPriorityListEUTRA				FreqPriorityListEUTRA			OPTIONAL,		-- Need ON
	freqPriorityListGERAN				FreqsPriorityListGERAN			OPTIONAL,		-- Need ON
	freqPriorityListUTRA-FDD			FreqPriorityListUTRA-FDD		OPTIONAL,		-- Need ON
	freqPriorityListUTRA-TDD			FreqPriorityListUTRA-TDD		OPTIONAL,		-- Need ON
	bandClassPriorityListHRPD			BandClassPriorityListHRPD		OPTIONAL,		-- Need ON
	bandClassPriorityList1XRTT			BandClassPriorityList1XRTT		OPTIONAL,		-- Need ON
	t320								ENUMERATED {
											min5, min10, min20, min30, min60, min120, min180,
											spare1}						OPTIONAL,		-- Need OR
	...,
	[[	freqPriorityListExtEUTRA-r12		FreqPriorityListExtEUTRA-r12		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListEUTRA-v1310			FreqPriorityListEUTRA-v1310			OPTIONAL,		-- Need ON
		freqPriorityListExtEUTRA-v1310		FreqPriorityListExtEUTRA-v1310		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListNR-r15				FreqPriorityListNR-r15		OPTIONAL		-- Need ON
	]]
}

IdleModeMobilityControlInfo-v9e0 ::=	SEQUENCE {
	freqPriorityListEUTRA-v9e0			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0
}

FreqPriorityListEUTRA ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityListExtEUTRA-v1310 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL	-- Cond EARFCN-max
}

FreqPriorityEUTRA-r12 ::=				SEQUENCE {
	carrierFreq-r12							ARFCN-ValueEUTRA-r9,
	cellReselectionPriority-r12				CellReselectionPriority
}

FreqPriorityEUTRA-v1310 ::=				SEQUENCE {
	cellReselectionSubPriority-r13				CellReselectionSubPriority-r13		OPTIONAL		-- Need ON
}

FreqPriorityListNR-r15 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR-r15

FreqPriorityNR-r15 ::=			SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	cellReselectionPriority-r15			CellReselectionPriority,
	cellReselectionSubPriority-r15		CellReselectionSubPriority-r13		OPTIONAL		-- Need OR
}

FreqsPriorityListGERAN ::=			SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=				SEQUENCE {
	carrierFreqs						CarrierFreqsGERAN,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityListHRPD ::=		SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityList1XRTT ::=	SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

CellInfoListGERAN-r9 ::=		SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9

CellInfoGERAN-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdGERAN,
	carrierFreq-r9						CarrierFreqGERAN,
	systemInformation-r9				SystemInfoListGERAN
}

CarrierInfoNR-r15	::= SEQUENCE {
	carrierFreq-r15					ARFCN-ValueNR-r15,
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	smtc-r15							MTC-SSB-NR-r15				OPTIONAL		-- Need OP
}

CellInfoListUTRA-FDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-FDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-TDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r10 ::=		SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=			SEQUENCE {
	physCellId-r10						PhysCellIdUTRA-TDD,
	carrierFreq-r10						ARFCN-ValueUTRA,
	utra-BCCH-Container-r10				OCTET STRING
}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	altFreqPriorities
Indicates that the UE shall apply the alternative cell reselectionpriorities, when available. This field is not configured together with idleModeMobilityControlInfo.

	carrierFreq or bandClass
The carrier frequency (UTRA, E-UTRA, and NR) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied. For NR, the ARFCN-ValueNR corresponds to a GSCN value as specified in TS 38.101 [85].

	carrierFreqs
The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList
Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	cellList
Indicates a list of cells configured as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN. Total number of cells across all PLMNs does not exceed 32.

	cn-Type
The cn-Type is used to indicate that the UE is redirected from 5GC to EPC or 5GC when redirectedCarrierInfo indicates E-UTRA frequency.

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues when UE initiates UP-EDT in the same cell, while absence indicates that the header compression protocol context is reset. 

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	extendedWaitTime
Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX
Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo
Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	measIdleConfig
Indicates a one-shot measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to highPriorityAccess for a new connection to a new RAT following a redirect to E-UTRA. If the target RAT is NR, see TS 38.331 [82]. The eNB/ng-eNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the eNB/ng-eNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCConnectionRelease message.

	noLastCellUpdate
Presence of the field indicates that the last used cell for (G)WUS shall not be updated.

	periodic-RNAU-timer
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE. Total number of TACs across all PLMNs does not exceed 16. Total number of RAN-AreaCode across all PLMNs does not exceed 32.

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ranAreaConfigList
Indicates a list of RAN area codes or RA code(s) as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN.

	ran-pagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4]. The value geran can only be included after successful security activation when UE is connected to 5GC.

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10. E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present. The network should not set the releaseCause to loadBalancingTAURequired if the UE is connected to 5GC. The network does not set the releaseCause to rrc-Suspend if the UE is configured with a DAPS bearer, i.e. if source PCell resources after a DAPS handover have not been released.

	releaseIdleMeasConfig
Indicates that the UE shall release the idle/inactive measurement configurations, if configured.

	rrc-InactiveConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure this field when the UE is redirected to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	smtc
The SSB periodicity/offset/duration configuration of the redirected target NR frequency. It is based on the timing reference of EUTRAN PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing

	subcarrierSpacingSSB
Indicate subcarrier spacing of SSB of redirected target NR frequency. Only the values 15 or 30 (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	systemInformation
Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45], table 9.1.1. 

	t320
Timer T320 as described in clause 7.3. Value minN corresponds to N minutes.

	t323
Timer T323 as described in clause 7.3. Value minN corresponds to N minutes.

	useIdlePO
Indicates that UE should use the same i_s to determine PO as in RRC_IDLE state after entering RRC_INACTIVE state as described in TS 36.304 [4].

	utra-BCCH-Container
Contains System Information Container message as defined in TS 25.331 [19].

	waitTime
Wait time value in seconds.



	Conditional presence
	Explanation

	5GC
	The field is optionally present, Need ON, if the UE is connected to 5GC; otherwise the field is not present.

	BLCE-IDLEeDRX
	The field is optionally present, Need OR, if the UE is a BL UE or UE in CE and the UE is connected to 5GC and IDLE mode eDRX is configured and ran-PagingCycle-r15 is absent; otherwise the field is not present.

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	EarlySec
	When the UE is connected to 5GC, the field is mandatory present. When the UE is connected to EPC, the field is optionally present, Need ON, if the UE supports UP-EDT or UP transmission using PUR or early security reactivation and releaseCause is set to rrc-Suspend; otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, Need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	INACTIVE
	The field is mandatory present in this release.

	NoRedirect-r8
	The field is optionally present, Need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, Need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.

	Redirection2
	The field is optionally present, Need OR, if redirectedCarrierInfo is included; otherwise the field is not present.

	UP-EDTorPUR
	The field is optionally present, Need ON, if the UE supports UP-EDT or UP transmission using PUR and releaseCause is set to rrc-Suspend; otherwise the field is not present.


Next change
· 6.3.2	Radio resource control information elements
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The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.
RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=	SEQUENCE {
	rach-ConfigCommon					RACH-ConfigCommon,
	bcch-Config						BCCH-Config,
	pcch-Config						PCCH-Config,
	prach-Config						PRACH-ConfigSIB,
	pdsch-ConfigCommon					PDSCH-ConfigCommon,
	pusch-ConfigCommon					PUSCH-ConfigCommon,
	pucch-ConfigCommon					PUCCH-ConfigCommon,
	soundingRS-UL-ConfigCommon			SoundingRS-UL-ConfigCommon,
	uplinkPowerControlCommon			UplinkPowerControlCommon,
	ul-CyclicPrefixLength				UL-CyclicPrefixLength,
	...,
	[[	uplinkPowerControlCommon-v1020	UplinkPowerControlCommon-v1020		OPTIONAL	-- Need OR
	]],
	[[	rach-ConfigCommon-v1250			RACH-ConfigCommon-v1250				OPTIONAL	-- Need OR
	]],
	[[	pusch-ConfigCommon-v1270		PUSCH-ConfigCommon-v1270			OPTIONAL	-- Need OR
	]],
	[[	bcch-Config-v1310				BCCH-Config-v1310					OPTIONAL,	-- Need OR
		pcch-Config-v1310				PCCH-Config-v1310					OPTIONAL,	-- Need OR
		freqHoppingParameters-r13		FreqHoppingParameters-r13			OPTIONAL,	-- Need OR
		pdsch-ConfigCommon-v1310		PDSCH-ConfigCommon-v1310			OPTIONAL,	-- Need OR
		pusch-ConfigCommon-v1310		PUSCH-ConfigCommon-v1310			OPTIONAL,	-- Need OR
		prach-ConfigCommon-v1310		PRACH-ConfigSIB-v1310				OPTIONAL,	-- Need OR
		pucch-ConfigCommon-v1310		PUCCH-ConfigCommon-v1310			OPTIONAL	-- Need OR
	]],
	[[	highSpeedConfig-r14				HighSpeedConfig-r14					OPTIONAL,	-- Need OR
		prach-Config-v1430				PRACH-Config-v1430					OPTIONAL,	-- Need OR
		pucch-ConfigCommon-v1430		PUCCH-ConfigCommon-v1430			OPTIONAL	-- Need OR
	]],
	[[	prach-Config-v1530				PRACH-ConfigSIB-v1530				OPTIONAL,	-- Cond EDT
		ce-RSS-Config-r15				RSS-Config-r15						OPTIONAL,	-- Need OR
		wus-Config-r15					WUS-Config-r15						OPTIONAL,	-- Need OR
		highSpeedConfig-v1530			HighSpeedConfig-v1530				OPTIONAL	-- Need OR
	]],
	[[	uplinkPowerControlCommon-v1540	UplinkPowerControlCommon-v1530		OPTIONAL	-- Need OR
	]],
	[[	wus-Config-v1560				WUS-Config-v1560					OPTIONAL	-- Need OR
	]],
	[[
		wus-Config-v1610				WUS-Config-v1610					OPTIONAL,	-- Need OR
		highSpeedConfig-v1610		HighSpeedConfig-v1610			OPTIONAL,	-- Need OR
		crs-ChEstMPDCCH-ConfigCommon-r16	CRS-ChEstMPDCCH-ConfigCommon-r16	OPTIONAL, -- Need OR
		gwus-Config-r16					GWUS-Config-r16						OPTIONAL,	-- Need OR
		uplinkPowerControlCommon-v1610	UplinkPowerControlCommon-v1610		OPTIONAL,	-- Need OR
		rss-MeasConfig-r16				ENUMERATED {enabled}				OPTIONAL,	-- Need OR
		rss-MeasNonNCL-r16				ENUMERATED {enabled}				OPTIONAL,	-- Need OR
		puncturedSubcarriersDL-r16		BIT STRING (SIZE (2))				OPTIONAL,	-- Need OR
		highSpeedInterRAT-NR-r16		BOOLEAN								OPTIONAL	-- Need OR
	]],
	[[
		pcch-Config-v17xy				PCCH-Config-v17xy					OPTIONAL	-- Need OR
	]]
}

RadioResourceConfigCommon ::=		SEQUENCE {
	rach-ConfigCommon					RACH-ConfigCommon					OPTIONAL,	-- Need ON
	prach-Config						PRACH-Config,
	pdsch-ConfigCommon					PDSCH-ConfigCommon					OPTIONAL,	-- Need ON
	pusch-ConfigCommon					PUSCH-ConfigCommon,
	phich-Config						PHICH-Config						OPTIONAL,	-- Need ON
	pucch-ConfigCommon					PUCCH-ConfigCommon					OPTIONAL,	-- Need ON
	soundingRS-UL-ConfigCommon			SoundingRS-UL-ConfigCommon			OPTIONAL,	-- Need ON
	uplinkPowerControlCommon			UplinkPowerControlCommon			OPTIONAL,	-- Need ON
	antennaInfoCommon					AntennaInfoCommon					OPTIONAL,	-- Need ON
	p-Max								P-Max								OPTIONAL,	-- Need OP
	tdd-Config							TDD-Config							OPTIONAL,	-- Cond TDD
	ul-CyclicPrefixLength				UL-CyclicPrefixLength,
	...,
	[[	uplinkPowerControlCommon-v1020	UplinkPowerControlCommon-v1020		OPTIONAL	-- Need ON
	]],
	[[	tdd-Config-v1130				TDD-Config-v1130					OPTIONAL	-- Cond TDD3
	]],
	[[	pusch-ConfigCommon-v1270		PUSCH-ConfigCommon-v1270			OPTIONAL	-- Need OR
	]],
	[[	
		prach-Config-v1310				PRACH-Config-v1310					OPTIONAL,	-- Need ON
		freqHoppingParameters-r13		FreqHoppingParameters-r13			OPTIONAL,	-- Need ON
		pdsch-ConfigCommon-v1310		PDSCH-ConfigCommon-v1310			OPTIONAL,	-- Need ON
		pucch-ConfigCommon-v1310		PUCCH-ConfigCommon-v1310			OPTIONAL,	-- Need ON
		pusch-ConfigCommon-v1310		PUSCH-ConfigCommon-v1310			OPTIONAL,	-- Need ON
		uplinkPowerControlCommon-v1310	UplinkPowerControlCommon-v1310		OPTIONAL	-- Need ON
	]],
	[[	highSpeedConfig-r14				HighSpeedConfig-r14					OPTIONAL,	-- Need OR
		prach-Config-v1430				PRACH-Config-v1430					OPTIONAL,	-- Need OR
		pucch-ConfigCommon-v1430		PUCCH-ConfigCommon-v1430			OPTIONAL,	-- Need OR
		tdd-Config-v1430				TDD-Config-v1430					OPTIONAL	-- Cond TDD3
	]],
	[[
		tdd-Config-v1450				TDD-Config-v1450					OPTIONAL	-- Cond TDD3
	]],
	[[	uplinkPowerControlCommon-v1530	UplinkPowerControlCommon-v1530		OPTIONAL,	-- Need ON
		highSpeedConfig-v1530			HighSpeedConfig-v1530				OPTIONAL	-- Need OR
	]],
	[[
		highSpeedConfig-v1610		HighSpeedConfig-v1610			OPTIONAL,	-- Need OR
		uplinkPowerControlCommon-v1610	UplinkPowerControlCommon-v1610		OPTIONAL,	-- Need OR
		highSpeedInterRAT-NR-r16		BOOLEAN								OPTIONAL	-- Need ON
	]]
}

RadioResourceConfigCommonPSCell-r12 ::=	SEQUENCE {
	basicFields-r12						RadioResourceConfigCommonSCell-r10,
	pucch-ConfigCommon-r12				PUCCH-ConfigCommon,
	rach-ConfigCommon-r12				RACH-ConfigCommon,
	uplinkPowerControlCommonPSCell-r12	UplinkPowerControlCommonPSCell-r12,
	...,
	[[	uplinkPowerControlCommonPSCell-v1310
									UplinkPowerControlCommon-v1310		OPTIONAL	-- Need ON
	]],
	[[	uplinkPowerControlCommonPSCell-v1530	
									UplinkPowerControlCommon-v1530		OPTIONAL	-- Need ON
	]]
}

RadioResourceConfigCommonPSCell-v12f0 ::=	SEQUENCE {
	basicFields-v12f0					RadioResourceConfigCommonSCell-v10l0
}

RadioResourceConfigCommonPSCell-v1440 ::=	SEQUENCE {
	basicFields-v1440					RadioResourceConfigCommonSCell-v1440
}

RadioResourceConfigCommonSCell-r10 ::=	SEQUENCE {
	-- DL configuration as well as configuration applicable for DL and UL
	nonUL-Configuration-r10					SEQUENCE {
		-- 1: Cell characteristics
		dl-Bandwidth-r10						ENUMERATED {n6, n15, n25, n50, n75, n100},
		-- 2: Physical configuration, general
		antennaInfoCommon-r10					AntennaInfoCommon,
		mbsfn-SubframeConfigList-r10			MBSFN-SubframeConfigList	OPTIONAL,	-- Need OR
		-- 3: Physical configuration, control
		phich-Config-r10						PHICH-Config,
		-- 4: Physical configuration, physical channels
		pdsch-ConfigCommon-r10					PDSCH-ConfigCommon,
		tdd-Config-r10							TDD-Config					OPTIONAL	-- Cond TDDSCell
	},
	-- UL configuration
	ul-Configuration-r10				SEQUENCE {
		ul-FreqInfo-r10						SEQUENCE {
			ul-CarrierFreq-r10					ARFCN-ValueEUTRA			OPTIONAL,	-- Need OP
			ul-Bandwidth-r10					ENUMERATED {n6, n15,
													n25, n50, n75, n100}	OPTIONAL,	-- Need OP
			additionalSpectrumEmissionSCell-r10		AdditionalSpectrumEmission
		},
		p-Max-r10							P-Max							OPTIONAL,	-- Need OP
		uplinkPowerControlCommonSCell-r10		UplinkPowerControlCommonSCell-r10,
		-- A special version of IE UplinkPowerControlCommon may be introduced
		-- 3: Physical configuration, control
		soundingRS-UL-ConfigCommon-r10		SoundingRS-UL-ConfigCommon,
		ul-CyclicPrefixLength-r10			UL-CyclicPrefixLength,
		-- 4: Physical configuration, physical channels
		prach-ConfigSCell-r10					PRACH-ConfigSCell-r10		OPTIONAL,	-- Cond TDD-OR-NoR11
		pusch-ConfigCommon-r10				PUSCH-ConfigCommon
	}																		OPTIONAL,	-- Need OR
	...,
	[[	ul-CarrierFreq-v1090				ARFCN-ValueEUTRA-v9e0			OPTIONAL	-- Need OP
	]],
	[[	rach-ConfigCommonSCell-r11			RACH-ConfigCommonSCell-r11		OPTIONAL,	-- Cond ULSCell
		prach-ConfigSCell-r11				PRACH-Config					OPTIONAL,	-- Cond UL
		tdd-Config-v1130					TDD-Config-v1130				OPTIONAL,	-- Cond TDD2
		uplinkPowerControlCommonSCell-v1130
								UplinkPowerControlCommonSCell-v1130			OPTIONAL	-- Cond UL
	]],
	[[	pusch-ConfigCommon-v1270		PUSCH-ConfigCommon-v1270			OPTIONAL	-- Need OR
	]],
	[[	pucch-ConfigCommon-r13				PUCCH-ConfigCommon		OPTIONAL,	-- Cond UL
		uplinkPowerControlCommonSCell-v1310
								UplinkPowerControlCommonSCell-v1310	OPTIONAL	-- Cond UL
	]],
	[[	highSpeedConfigSCell-r14		HighSpeedConfigSCell-r14			OPTIONAL,	-- Need OR
		prach-Config-v1430				PRACH-Config-v1430					OPTIONAL,	-- Cond UL
	ul-Configuration-r14				SEQUENCE {
		ul-FreqInfo-r14						SEQUENCE {
			ul-CarrierFreq-r14					ARFCN-ValueEUTRA-r9			OPTIONAL,	-- Need OP
			ul-Bandwidth-r14					ENUMERATED {n6, n15,
													n25, n50, n75, n100}	OPTIONAL,	-- Need OP
			additionalSpectrumEmissionSCell-r14		AdditionalSpectrumEmission
		},
		p-Max-r14							P-Max							OPTIONAL,	-- Need OP
		soundingRS-UL-ConfigCommon-r14		SoundingRS-UL-ConfigCommon,
		ul-CyclicPrefixLength-r14			UL-CyclicPrefixLength,
		prach-ConfigSCell-r14					PRACH-ConfigSCell-r10		OPTIONAL,	-- Cond TDD-OR-NoR11		
		uplinkPowerControlCommonPUSCH-LessCell-v1430
					UplinkPowerControlCommonPUSCH-LessCell-v1430	OPTIONAL	-- Need OR
}																	OPTIONAL,	-- Cond ULSRS
	harq-ReferenceConfig-r14					ENUMERATED {sa2,sa4,sa5}	OPTIONAL,		-- Need OR
	soundingRS-FlexibleTiming-r14			ENUMERATED {true}			OPTIONAL		-- Need OR
	]],
	[[	mbsfn-SubframeConfigList-v1430		MBSFN-SubframeConfigList-v1430		OPTIONAL -- Need ON
	]],
	[[	uplinkPowerControlCommonSCell-v1530	UplinkPowerControlCommon-v1530		OPTIONAL -- Need ON
	]],
	[[	highSpeedEnhMeasFlagSCell-r16			BOOLEAN						OPTIONAL -- Need ON
    ]]
}

RadioResourceConfigCommonSCell-v10l0 ::=	SEQUENCE {
	-- UL configuration
	ul-Configuration-v10l0				SEQUENCE {
		additionalSpectrumEmissionSCell-v10l0		AdditionalSpectrumEmission-v10l0
	}
}

RadioResourceConfigCommonSCell-v1440 ::=	SEQUENCE {
	ul-Configuration-v1440				SEQUENCE {
		ul-FreqInfo-v1440						SEQUENCE {
			additionalSpectrumEmissionSCell-v1440		AdditionalSpectrumEmission-v10l0
		}
	}
}

BCCH-Config ::=						SEQUENCE {
	modificationPeriodCoeff				ENUMERATED {n2, n4, n8, n16}
}

BCCH-Config-v1310 ::=				SEQUENCE {
	modificationPeriodCoeff-v1310		ENUMERATED {n64}
}

FreqHoppingParameters-r13 ::=		SEQUENCE {
	dummy			ENUMERATED {nb2, nb4}				OPTIONAL,
	dummy2			CHOICE {
		interval-FDD-r13						ENUMERATED {int1, int2, int4, int8},
		interval-TDD-r13						ENUMERATED {int1, int5, int10, int20}
	}																		OPTIONAL,
	dummy3			CHOICE {
		interval-FDD-r13						ENUMERATED {int2, int4, int8, int16},
		interval-TDD-r13						ENUMERATED { int5, int10, int20, int40}
	}																								OPTIONAL,
	interval-ULHoppingConfigCommonModeA-r13	CHOICE {
		interval-FDD-r13						ENUMERATED {int1, int2, int4, int8},
		interval-TDD-r13						ENUMERATED {int1, int5, int10, int20}
	}																		OPTIONAL,	-- Cond MP-A
	interval-ULHoppingConfigCommonModeB-r13	CHOICE {
		interval-FDD-r13						ENUMERATED {int2, int4, int8, int16},
		interval-TDD-r13						ENUMERATED { int5, int10, int20, int40}
	}																		OPTIONAL,	-- Cond MP-B
	dummy4				INTEGER (1..maxAvailNarrowBands-r13)			OPTIONAL
}

PCCH-Config ::=						SEQUENCE {
	defaultPagingCycle					ENUMERATED {
											rf32, rf64, rf128, rf256},
	nB									ENUMERATED {
											fourT, twoT, oneT, halfT, quarterT, oneEighthT,
											oneSixteenthT, oneThirtySecondT}
}

PCCH-Config-v1310 ::=				SEQUENCE {
	paging-narrowBands-r13				INTEGER (1..maxAvailNarrowBands-r13),
	mpdcch-NumRepetition-Paging-r13		ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128, r256},
	nB-v1310							ENUMERATED {one64thT, one128thT, one256thT}
																			OPTIONAL	-- Need OR
}

PCCH-Config-v17xy ::=				SEQUENCE {
	ranPagingInIdlePO-r17					ENUMERATED {true}				OPTIONAL,	-- Need OR
}

UL-CyclicPrefixLength ::=			ENUMERATED {len1, len2}

HighSpeedConfig-r14 ::=			SEQUENCE {
	highSpeedEnhancedMeasFlag-r14			ENUMERATED {true}				OPTIONAL,	-- Need OR
	highSpeedEnhancedDemodulationFlag-r14	ENUMERATED {true}				OPTIONAL	-- Need OR
}

HighSpeedConfig-v1530 ::=		SEQUENCE {
	highSpeedMeasGapCE-ModeA-r15			ENUMERATED {true}
}

HighSpeedConfigSCell-r14 ::=		SEQUENCE {
	highSpeedEnhancedDemodulationFlag-r14	ENUMERATED {true}				OPTIONAL	-- Need OR
}

HighSpeedConfig-v1610 ::=		SEQUENCE {
	highSpeedEnhMeasFlag2-r16			ENUMERATED {true}			OPTIONAL,	-- Need OR
	highSpeedEnhDemodFlag2-r16			ENUMERATED {true}				OPTIONAL	-- Need OR
}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell
The UE requirements related to additionalSpectrumEmissionSCell are defined in TS 36.101 [42]. E-UTRAN configures the same value in additionalSpectrumEmissionSCell for all SCell(s) of the same band with UL configured. The additionalSpectrumEmissionSCell is applicable for all serving cells (including PCell) of the same band with UL configured.

	crs-ChEstMPDCCH-ConfigCommon
Presence of this field indicates use of CRS for improving channel estimation on MPDCCH is enabled in RRC_IDLE and RRC_CONNECTED.

	defaultPagingCycle
Default paging cycle, used to derive 'T' in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	harq-ReferenceConfig
Indicates UL/ DL configuration used as the DL HARQ reference configuration for this serving cell. Value sa2 corresponds to Configuration2, sa4 to Configuration4 etc, as specified in TS 36.211 [21], table 4.2-2. E-UTRAN configures the same value for all serving cells residing on same frequency band.

	highSpeedEnhancedMeasFlag
If the field is present, the UE shall apply the high speed (350 km/h) measurement enhancements as specified in TS 36.133 [16]. If highSpeedEnhMeasFlag2 is present, the UE indicating measurementEnhancements2 shall ignore this field.

	highSpeedEnhancedDemodulationFlag
If the field is present, the UE shall apply the advanced receiver in SFN scenario (350 km/h) as specified in TS 36.101 [42]. If this field is included in HighSpeedConfig and highSpeedEnhDemodFlag2 is present, the UE indicating demodulationEnhancements2 shall ignore this field in HighSpeedConfig.

	highSpeedEnhDemodFlag2
If the field is present, the UE shall apply the further enhanced receiver in HST-SFN scenario (500 km/h) as specified in TS 36.101 [42].

	highSpeedEnhMeasFlag2
If the field is present, the UE shall apply the high speed (500 km/h) measurement enhancements as specified in TS 36.133 [16].

	highSpeedEnhMeasFlagSCell
If configured with value TRUE, the UE shall apply the high speed (350 km/h) SCell measurement enhancements as specified in TS 36.133 [16].

	highSpeedInterRAT-NR
If the field is present, the UE shall apply the enhanced inter-RAT NR measurement requirements to support high speed up to 500 km/h as specified in TS 36.133 [16].

	highSpeedMeasGapCE-ModeA
If the field is present, the UE in CE mode A shall apply the measurement gap sharing table associated with high-velocity scenario for measurements, as specified in TS 36.133 [16].

	interval-DLHoppingConfigCommonModeX
Number of consecutive absolute subframes over which MPDCCH or PDSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	interval-ULHoppingConfigCommonModeX
Number of consecutive absolute subframes over which PUCCH or PUSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	modificationPeriodCoeff
Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8, n16 corresponds to value 16, and n64 corresponds to value 64.

	mpdcch-NumRepetition-Paging
Maximum number of repetitions for MPDCCH common search space (CSS) for paging, see TS 36.211 [21].

	mpdcch-pdsch-HoppingOffset
Parameter: [image: cid:image020.png@01D1F4C1.16D3F4B0], see TS 36.211 [21], clause 6.4.1.

	mpdcch-pdsch-HoppingNB
The number of narrowbands for MPDCCH/PDSCH frequency hopping. Value nb2 corresponds to 2 narrowbands and value nb4 corresponds to 4 narrowbands.

	nB
Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on. In case nB-v1310 is signalled, the UE shall ignore nB (i.e. without suffix). EUTRAN configures nB-v1310 only in the BR version of SI message.

	paging-narrowBands
Number of narrowbands used for paging, see TS 36.304 [4], TS 36.212 [22] and TS 36.213 [23].

	p-Max
Pmax to be used in the target cell. If absent, for the band used in the target cell, the UE applies the maximum power according to its capability as specified in 36.101 [42], clause 6.2.2. In case the UE is configured with uplink intra-band contiguous CA and the UE indicates ue-CA-PowerClass-N in that band combination, then the p-Max in RadioResourceConfigCommonSCell for that SCell, if present, also applies for that band combination whenever that SCell is activated. This field is ignored by IAB-MT. The IAB-MT applies output power and emissions requirements, as specified in TS 38.174 [107]

	prach-ConfigSCell
Indicates a PRACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	puncturedSubcarriersDL
Indicates number of punctured DL subcarriers and their locations, see TS 36.211 [31].

	rach-ConfigCommonSCell
Indicates a RACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	ranPagingInIdlePO
Indicates that the network supports to send RAN paging in PO that corresponds to the i_s determined by UE in RRC_IDLE state, see TS 36.304 [4].

	rss-MeasConfig
Indicates whether RSS-based measurement is enabled.

	rss-MeasNonNCL
Indicates RSS of neighbour cells not in the Neighbour Cell List may be used for measurements. When this field is included, the UE assumes for all neighbour cells not in the Neighbour Cell List the RSS power bias is same as used for the serving cell or the camped cell.

	soundingRS-FlexibleTiming
Indicates the SRS flexible timing (if configured) for aperiodic SRS triggered by DL grant. If the SRS transmission is collided with ACK/NACK, postpone once to the next configured SRS transmission opportunity.

	ul-Bandwidth
Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42], table 5.6-1. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq
For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42], table 5.7.3-1, applies.
For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-CyclicPrefixLength
Parameter: Uplink cyclic prefix length see TS 36.211 [21], clause 5.2.1, where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.



	Conditional presence
	Explanation

	EDT
	The field is optionally present, Need OR, if edt-Parameters is present; otherwise the field is not present and the UE shall delete any existing value for this field.

	MP-A
	The field is mandatory present for CE mode A. Otherwise the field is optional, Need OR.

	MP-B
	The field is mandatory present for CE mode B. Otherwise the field is optional, Need OR.

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and LAA SCell, and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG or concerns the PSCell or PUCCH SCell and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSCell
	For the PSCell (IE is included in RadioResourceConfigCommonPSCell) the field is absent. Otherwise, if the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSRS
	If ul-Configuration-r10 is absent, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.



Next change
6.3.6	Other information elements
–	UE-RadioPagingInfo
The UE-RadioPagingInfo IE contains UE capability information needed for paging.
UE-RadioPagingInfo information element
-- ASN1START

UE-RadioPagingInfo-r12 ::=				SEQUENCE {
	ue-Category-v1250						INTEGER (0)			OPTIONAL,
	...,
	[[	ue-CategoryDL-v1310					ENUMERATED {m1}		OPTIONAL,
		ce-ModeA-r13						ENUMERATED {true}	OPTIONAL,
		ce-ModeB-r13						ENUMERATED {true}	OPTIONAL
	]],
	[[	wakeUpSignal-r15					ENUMERATED {true}	OPTIONAL,
		wakeUpSignal-TDD-r15				ENUMERATED {true}	OPTIONAL,
		wakeUpSignalMinGap-eDRX-r15			ENUMERATED {ms40, ms240, ms1000, ms2000}		OPTIONAL,
		wakeUpSignalMinGap-eDRX-TDD-r15		ENUMERATED {ms40, ms240, ms1000, ms2000}		OPTIONAL
	]],
	[[	ue-CategoryDL-v1610					ENUMERATED {m2}		OPTIONAL,
		groupWakeUpSignal-r16				ENUMERATED {true}	OPTIONAL,
		groupWakeUpSignalTDD-r16			ENUMERATED {true}	OPTIONAL,
		groupWakeUpSignalAlternation-r16	ENUMERATED {true}	OPTIONAL,
		groupWakeUpSignalAlternationTDD-r16	ENUMERATED {true}	OPTIONAL
	]],
	[[
		inacticeStatePODetermination-r17	ENUMERATED {true}	OPTIONAL
	]]
}

-- ASN1STOP

	UE-RadioPagingInfo field descriptions

	ce-ModeA, ce-ModeB
Indicates whether the UE supports operation in CE mode A and/or B, as specified in TS 36.211 [21] and TS 36.213 [23].

	groupWakeUpSignal, groupWakeUpSignalTDD
Indicates whether the UE supports GWUS for paging in RRC_IDLE as specified in TS 36.211 [21], TS 36.213 [23] and TS 36.304 [4]. If this field is included, the minimum gap between GWUS and associated PO for DRX is fixed as 40 ms.

	groupWakeUpSignalAlternation, groupWakeUpSignalAlternationTDD
Indicates whether the UE supports GWUS with group resource alternation for paging in RRC_IDLE as specified in TS 36.211 [21], TS 36.213 [23] and TS 36.304 [4]. If this field is included, the minimum gap between GWUS and associated PO for DRX is fixed as 40 ms.

	inactiveStatePODetermination
Indicates whether the UE supports to use the same i_s in RRC_INACTIVE state as in RRC_IDLE state.

	ue-Category, ue-CategoryDL
UE category as defined in TS 36.306 [5]. A category M2 UE shall also include the field ue-CategoryDL-v1310 in this version of the specification.

	wakeUpSignal, wakeUpSignal-TDD
Indicates whether the UE supports WUS for paging in RRC_IDLE as specified in TS 36.213 [22] and TS 36.304 [4]. If this field is included, the minimum gap between WUS and associated PO for DRX is fixed as 40 ms.

	wakeUpSignalMinGap-eDRX, wakeUpSignalMinGap-eDRX-TDD
Indicates the minimum gap the UE supports between WUS and associated PO for eDRX as specified in TS 36.213 [22] and TS 36.304 [4]. Value ms40 corresponds to 40 ms, ms240 corresponds to 240 ms and so on. If this field is included, the UE shall also indicate support of WUS or GWUS for paging.



End of change

3.4. Text proposal for 36.304
Alternative 1
Start of change
7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in idle mode in order to reduce power consumption. One Paging Occasion (PO) is a subframe where there may be P-RNTI transmitted on PDCCH or MPDCCH or, for NB-IoT on NPDCCH addressing the paging message. In P-RNTI transmitted on MPDCCH case, PO refers to the starting subframe of MPDCCH repetitions. In case of P-RNTI transmitted on NPDCCH, PO refers to the starting subframe of NPDCCH repetitions unless subframe determined by PO is not a valid NB-IoT downlink subframe then the first valid NB-IoT downlink subframe after PO is the starting subframe of the NPDCCH repetitions. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
One Paging Frame (PF) is one Radio Frame, which may contain one or multiple Paging Occasion(s). When DRX is used the UE needs only to monitor one PO per DRX cycle.
One Paging Narrowband (PNB) is one narrowband, on which the UE performs the paging message reception.
PF, PO, and PNB are determined by following formulae:
PF is given by following equation:
SFN mod T= (T div N)*(UE_ID mod N)
Index i_s pointing to PO from subframe pattern defined in 7.2 will be derived from following calculation:
i_s = floor(UE_ID/N) mod Ns
If P-RNTI is monitored on MPDCCH, the PNB is determined by the following equation:
PNB = floor(UE_ID/(N*Ns)) mod Nn
If P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information, then the paging carrier is determined by the paging carrier with smallest index n (0 ≤ n ≤ Nn-1) fulfilling the following equation:
floor(UE_ID/(N*Ns)) mod W < W(0) + W(1) + … + W(n)
System Information DRX parameters stored in the UE shall be updated locally in the UE whenever the DRX parameter values are changed in SI. If the UE has no IMSI, for instance when making an emergency call without USIM, the UE shall use as default identity UE_ID = 0 in the PF, i_s, and PNB formulas above. If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
The following Parameters are used for the calculation of the PF, i_s, PNB, wg, and the NB-IoT paging carrier:
-	T: DRX cycle of the UE.
In RRC_IDLE state:
-	Except for NB-IoT: If a UE specific extended DRX value of 512 radio frames is configured by upper layers according to 7.3, T =512. Otherwise, T is determined by the shortest of the UE specific DRX value, if allocated by upper layers, and a default DRX value broadcast in system information. If UE specific DRX is not configured by upper layers, the default value is applied.
In RRC_INACTIVE state, if extended DRX is not configured by upper layers as defined in 7.3:
-	T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle.
In RRC_INACTIVE state if extended DRX is configured by upper layers according to 7.3:
-	If a UE specific extended DRX value of 512 radio frames is configured, T is determined by the shortest of the RAN paging cycle, if configured, and 512 radio frames.
-	If a UE specific extended DRX value other than 512 radio frames is configured:
-	During the PTW, T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle. Outside the PTW, T is determined by the RAN paging cycle, if configured.
	In RRC_INACTIVE state, a BL UE or a UE in enhanced coverage uses the T value applicable for RRC_IDLE state for the determination of PNB and i_s.
	For NB-IoT: If UE specific DRX value is allocated by upper layers and minimum UE specific DRX value is broadcast in system information, T = min (default DRX value, max (UE specific DRX value, minimum UE specific DRX value broadcast in system information)). If UE specific DRX is not configured by upper layers or if the minimum UE specific DRX value is not broadcast in system information, the default DRX value is applied.
-	nB: 4T, 2T, T, T/2, T/4, T/8, T/16, T/32, T/64, T/128, and T/256, and for NB-IoT also T/512, and T/1024.
-	N: min(T,nB)
-	Ns: max(1,nB/T)
-	Nn: number of paging narrowbands (for P-RNTI monitored on MPDCCH) or paging carriers (for P-RNTI monitored on NPDCCH) determined as follows:
If UE monitors GWUS according to clause 7.5.1:
this is the number of paging narrowbands (paging carriers) that are configured with GWUS.
else:
this is the number of paging narrowbands (paging carriers) provided in system information.
-	UE_ID:
If the UE supports E-UTRA connected to 5GC and NAS indicated to use 5GC for the selected cell:
5G-S-TMSI mod 1024, if P-RNTI is monitored on PDCCH.
5G-S-TMSI mod 16384, if P-RNTI is monitored on NPDCCH or MPDCCH.
else
IMSI mod 1024, if P-RNTI is monitored on PDCCH.
IMSI mod 4096, if P-RNTI is monitored on NPDCCH.
IMSI mod 16384, if P-RNTI is monitored on MPDCCH or if P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information.
-	W(i): Weight for NB-IoT paging carrier i.
-	W: Total weight of all NB-IoT paging carriers, i.e. W = W(0) + W(1) + … + W(Nn-1). If UE monitors GWUS according to clause 7.5.1, Total weight of all NB-IoT paging carriers configured with GWUS.
IMSI is given as sequence of digits of type Integer (0..9), IMSI shall in the formulae above be interpreted as a decimal integer number, where the first digit given in the sequence represents the highest order digit.
For example:
	IMSI = 12 (digit1=1, digit2=2)
In the calculations, this shall be interpreted as the decimal integer "12", not "1x16+2 = 18".
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [39]. 5G-S-TMSI shall in the PF and i_s formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
For UE in RRC_INACTIVE state, if UE if UE supports inactiveStatePODetermination and the network broadcast  ranPagingInIdlePO with value “true”, UE shall use the same i_s as for RRC_IDLE state. Otherwise, UE determine the i_s based on the parameters above.
End of change

Alternative 2
Start of change
7.1	Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in idle mode in order to reduce power consumption. One Paging Occasion (PO) is a subframe where there may be P-RNTI transmitted on PDCCH or MPDCCH or, for NB-IoT on NPDCCH addressing the paging message. In P-RNTI transmitted on MPDCCH case, PO refers to the starting subframe of MPDCCH repetitions. In case of P-RNTI transmitted on NPDCCH, PO refers to the starting subframe of NPDCCH repetitions unless subframe determined by PO is not a valid NB-IoT downlink subframe then the first valid NB-IoT downlink subframe after PO is the starting subframe of the NPDCCH repetitions. The paging message is same for both RAN initiated paging and CN initiated paging.
The UE initiates RRC Connection Resume procedure upon receiving RAN paging. If the UE receives a CN initiated paging in RRC_INACTIVE state, the UE moves to RRC_IDLE and informs NAS.
One Paging Frame (PF) is one Radio Frame, which may contain one or multiple Paging Occasion(s). When DRX is used the UE needs only to monitor one PO per DRX cycle.
One Paging Narrowband (PNB) is one narrowband, on which the UE performs the paging message reception.
PF, PO, and PNB are determined by following formulae:
PF is given by following equation:
SFN mod T= (T div N)*(UE_ID mod N)
Index i_s pointing to PO from subframe pattern defined in 7.2 will be derived from following calculation:
i_s = floor(UE_ID/N) mod Ns
If P-RNTI is monitored on MPDCCH, the PNB is determined by the following equation:
PNB = floor(UE_ID/(N*Ns)) mod Nn
If P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information, then the paging carrier is determined by the paging carrier with smallest index n (0 ≤ n ≤ Nn-1) fulfilling the following equation:
floor(UE_ID/(N*Ns)) mod W < W(0) + W(1) + … + W(n)
System Information DRX parameters stored in the UE shall be updated locally in the UE whenever the DRX parameter values are changed in SI. If the UE has no IMSI, for instance when making an emergency call without USIM, the UE shall use as default identity UE_ID = 0 in the PF, i_s, and PNB formulas above. If the UE has no 5G-S-TMSI, for instance when the UE has not yet registered onto the network, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.
The following Parameters are used for the calculation of the PF, i_s, PNB, wg, and the NB-IoT paging carrier:
-	T: DRX cycle of the UE.
In RRC_IDLE state:
-	Except for NB-IoT: If a UE specific extended DRX value of 512 radio frames is configured by upper layers according to 7.3, T =512. Otherwise, T is determined by the shortest of the UE specific DRX value, if allocated by upper layers, and a default DRX value broadcast in system information. If UE specific DRX is not configured by upper layers, the default value is applied.
In RRC_INACTIVE state, if extended DRX is not configured by upper layers as defined in 7.3:
-	For PF calculation, T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle.
-		For i_s calculation, if UE supports inactiveStatePODetermination and the network broadcast ranPagingInIdlePO with value “true”, T is determined by the shortest of the UE specific paging cycle, if allocated by upper layers, and the default paging cycle; otherwise, T is determined by the shortest of the RAN paging cycle, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle.
In RRC_INACTIVE state if extended DRX is configured by upper layers according to 7.3:
-	If a UE specific extended DRX value of 512 radio frames is configured, T is determined by the shortest of the RAN paging cycle, if configured, and 512 radio frames.
-	If a UE specific extended DRX value other than 512 radio frames is configured:
-	During the PTW, T is determined by the shortest of the RAN paging cycle, if configured, the UE specific paging cycle, if allocated by upper layers, and the default paging cycle. Outside the PTW, T is determined by the RAN paging cycle, if configured.
	In RRC_INACTIVE state, a BL UE or a UE in enhanced coverage uses the T value applicable for RRC_IDLE state for the determination of PNB and i_s.
	For NB-IoT: If UE specific DRX value is allocated by upper layers and minimum UE specific DRX value is broadcast in system information, T = min (default DRX value, max (UE specific DRX value, minimum UE specific DRX value broadcast in system information)). If UE specific DRX is not configured by upper layers or if the minimum UE specific DRX value is not broadcast in system information, the default DRX value is applied.
-	nB: 4T, 2T, T, T/2, T/4, T/8, T/16, T/32, T/64, T/128, and T/256, and for NB-IoT also T/512, and T/1024.
-	N: min(T,nB)
-	Ns: max(1,nB/T)
-	Nn: number of paging narrowbands (for P-RNTI monitored on MPDCCH) or paging carriers (for P-RNTI monitored on NPDCCH) determined as follows:
If UE monitors GWUS according to clause 7.5.1:
this is the number of paging narrowbands (paging carriers) that are configured with GWUS.
else:
this is the number of paging narrowbands (paging carriers) provided in system information.
-	UE_ID:
If the UE supports E-UTRA connected to 5GC and NAS indicated to use 5GC for the selected cell:
5G-S-TMSI mod 1024, if P-RNTI is monitored on PDCCH.
5G-S-TMSI mod 16384, if P-RNTI is monitored on NPDCCH or MPDCCH.
else
IMSI mod 1024, if P-RNTI is monitored on PDCCH.
IMSI mod 4096, if P-RNTI is monitored on NPDCCH.
IMSI mod 16384, if P-RNTI is monitored on MPDCCH or if P-RNTI is monitored on NPDCCH and the UE supports paging on a non-anchor carrier, and if paging configuration for non-anchor carrier is provided in system information.
-	W(i): Weight for NB-IoT paging carrier i.
-	W: Total weight of all NB-IoT paging carriers, i.e. W = W(0) + W(1) + … + W(Nn-1). If UE monitors GWUS according to clause 7.5.1, Total weight of all NB-IoT paging carriers configured with GWUS.
IMSI is given as sequence of digits of type Integer (0..9), IMSI shall in the formulae above be interpreted as a decimal integer number, where the first digit given in the sequence represents the highest order digit.
For example:
	IMSI = 12 (digit1=1, digit2=2)
In the calculations, this shall be interpreted as the decimal integer "12", not "1x16+2 = 18".
5G-S-TMSI is a 48 bit long bit string as defined in TS 23.501 [39]. 5G-S-TMSI shall in the PF and i_s formulae above be interpreted as a binary number where the left most bit represents the most significant bit.
End of change
4. Text proposal for 38.306 (Common for option 1 and option 2)
Alternative 1
Start of change
[bookmark: _Toc37238758][bookmark: _Toc52574074][bookmark: _Toc37238644][bookmark: _Toc52574160][bookmark: _Toc46488653][bookmark: _Toc67919867]4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumRelease
Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	dl-DedicatedMessageSegmentation-r16
Indicates whether the UE supports reception of segmented DL RRC messages.
	UE
	No
	No
	No

	drx-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on DRX parameters for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	inactiveStatePODetermination-r17
Indicates whether the UE supports to use the same i_s to determine PO in RRC_INACTIVE state as in RRC_IDLE state.
	UE
	No
	No
	No

	inDeviceCoexInd-r16
Indicates whether the UE supports IDC (In-Device Coexistence) assistance information as specified in TS 38.331 [9].
	UE
	No
	No
	No

	maxBW-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on the maximum aggregated bandwidth for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes


End of change

Alternative 2
Start of change
4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumRelease
Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	dl-DedicatedMessageSegmentation-r16
Indicates whether the UE supports reception of segmented DL RRC messages.
	UE
	No
	No
	No

	drx-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on DRX parameters for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	InactiveStatePODetermination-r17
Indicates whether the UE supports to use the shortest of the UE specific DRX values configured by upper layers and a default value broadcast in system information or the default value if UE specific DRX is not configured by upper layers for RRC_INACTIVE state without considering the UE specific DRX value configured by RRC when determining the index of the PO.
	UE
	No
	No
	No

	inDeviceCoexInd-r16
Indicates whether the UE supports IDC (In-Device Coexistence) assistance information as specified in TS 38.331 [9].
	UE
	No
	No
	No

	maxBW-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on the maximum aggregated bandwidth for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes


End of change

5. Text proposal for 36.306 (Common for option 1 and option 2)
Alternative 1
Start of change
4.3.36	E-UTRA/5GC Parameters
4.3.36.1	eutra-5GC-r15
This field indicates whether the UE supports E-UTRA/5GC.
4.3.36.2	eutra-EPC-HO-EUTRA-5GC-r15
This field indicates whether the UE supports handover between E-UTRA/EPC and E-UTRA/5GC. It is mandatory for UEs of this release of the specification if the UE supports the associated core networks.
4.3.36.3	Void
4.3.36.4	ho-EUTRA-5GC-FDD-TDD-r15
This field indicates whether the UE supports handover between E-UTRA/5GC FDD and E-UTRA/5GC TDD. It is mandatory for UEs of this release of the specification if the UE supports eutra-5GC-r15 and the associated RATs.
4.3.36.5	ho-InterfreqEUTRA-5GC-r15
This field indicates whether the UE supports inter frequency handover within E-UTRA/5GC. It is mandatory for UEs of this release of the specification.
4.3.36.6	IMS-VoiceOverMCG-BearerEUTRA-5GC-r15
This field indicates whether the UE supports IMS voice over NR PDCP for MCG bearer for E-UTRA/5GC. It is mandated to the IMS voice capable UE if the UE supports eutra-5GC-r15.
4.3.36.7	inactiveState-r15
This field indicates whether the UE supports RRC_INACTIVE. It is mandatory for UEs of this release of the specification if the UE supports eutra-5GC-r15.
4.3.36.X	inactiveStatePODetermination-r17
Indicates whether the UE supports to use the same i_s in RRC_INACTIVE as in RRC_IDLE.
4.3.36.8	reflectiveQoS-r15
This field indicates whether the UE supports AS reflective QoS.
End of change
Alternative 2
Start of change
4.3.36	E-UTRA/5GC Parameters
[bookmark: _Toc29241614][bookmark: _Toc37153083][bookmark: _Toc37237024][bookmark: _Toc46494203][bookmark: _Toc52535097]4.3.36.1	eutra-5GC-r15
This field indicates whether the UE supports E-UTRA/5GC.
[bookmark: _Toc29241615][bookmark: _Toc37153084][bookmark: _Toc37237025][bookmark: _Toc46494204][bookmark: _Toc52535098]4.3.36.2	eutra-EPC-HO-EUTRA-5GC-r15
This field indicates whether the UE supports handover between E-UTRA/EPC and E-UTRA/5GC. It is mandatory for UEs of this release of the specification if the UE supports the associated core networks.
[bookmark: _Toc29241616][bookmark: _Toc37153085][bookmark: _Toc37237026][bookmark: _Toc46494205][bookmark: _Toc52535099]4.3.36.3	Void
[bookmark: _Toc29241617][bookmark: _Toc37153086][bookmark: _Toc37237027][bookmark: _Toc46494206][bookmark: _Toc52535100]4.3.36.4	ho-EUTRA-5GC-FDD-TDD-r15
This field indicates whether the UE supports handover between E-UTRA/5GC FDD and E-UTRA/5GC TDD. It is mandatory for UEs of this release of the specification if the UE supports eutra-5GC-r15 and the associated RATs.
[bookmark: _Toc29241618][bookmark: _Toc37153087][bookmark: _Toc37237028][bookmark: _Toc46494207][bookmark: _Toc52535101]4.3.36.5	ho-InterfreqEUTRA-5GC-r15
This field indicates whether the UE supports inter frequency handover within E-UTRA/5GC. It is mandatory for UEs of this release of the specification.
[bookmark: _Toc29241619][bookmark: _Toc37153088][bookmark: _Toc37237029][bookmark: _Toc46494208][bookmark: _Toc52535102]4.3.36.6	IMS-VoiceOverMCG-BearerEUTRA-5GC-r15
This field indicates whether the UE supports IMS voice over NR PDCP for MCG bearer for E-UTRA/5GC. It is mandated to the IMS voice capable UE if the UE supports eutra-5GC-r15.
[bookmark: _Toc37237030][bookmark: _Toc46494209][bookmark: _Toc52535103]4.3.36.7	inactiveState-r15
This field indicates whether the UE supports RRC_INACTIVE. It is mandatory for UEs of this release of the specification if the UE supports eutra-5GC-r15.
4.3.36.X	inactiveStatePODetermination-r17
Indicates whether the UE supports to use the shortest of the UE specific DRX values configured by upper layers and a default value broadcast in system information or the default value if UE specific DRX is not configured by upper layers for RRC_INACTIVE state without considering the UE specific DRX value configured by RRC when determining the index of the PO.
4.3.36.8	reflectiveQoS-r15
This field indicates whether the UE supports AS reflective QoS.
End of change
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