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[bookmark: _Toc20487606][bookmark: _Toc29342907][bookmark: _Toc29344046][bookmark: _Toc36567312][bookmark: _Toc36810764][bookmark: _Toc36847128][bookmark: _Toc36939781][bookmark: _Toc37082761][bookmark: _Toc46481402][bookmark: _Toc46482636][bookmark: _Toc46483870][bookmark: _Toc83791167][bookmark: _Toc20402792][bookmark: _Toc29372298][bookmark: _Toc37760246][bookmark: _Toc46498480][bookmark: _Toc52490793][bookmark: _Toc76424826]6.7.3.2	NB-IoT Radio resource control information elements

[bookmark: _Toc20487619][bookmark: _Toc29342921][bookmark: _Toc29344060][bookmark: _Toc36567326][bookmark: _Toc36810781][bookmark: _Toc36847145][bookmark: _Toc36939798][bookmark: _Toc37082778][bookmark: _Toc46481417][bookmark: _Toc46482651][bookmark: _Toc46483885][bookmark: _Toc83791182]–	PhysicalConfigDedicated-NB
The IE PhysicalConfigDedicated-NB is used to specify the UE specific physical channel configuration.
PhysicalConfigDedicated-NB information element
-- ASN1START

PhysicalConfigDedicated-NB-r13 ::=	SEQUENCE {
	carrierConfigDedicated-r13			CarrierConfigDedicated-NB-r13		OPTIONAL,	-- Need ON
	npdcch-ConfigDedicated-r13			NPDCCH-ConfigDedicated-NB-r13		OPTIONAL,	-- Need ON
	npusch-ConfigDedicated-r13			NPUSCH-ConfigDedicated-NB-r13		OPTIONAL,	-- Need ON
	uplinkPowerControlDedicated-r13		UplinkPowerControlDedicated-NB-r13	OPTIONAL,	-- Need ON
	...,
	[[	twoHARQ-ProcessesConfig-r14		ENUMERATED {true}	OPTIONAL	-- Need OR
	]],
	[[	interferenceRandomisationConfig-r14	ENUMERATED {true}	OPTIONAL	-- Need OR
	]],
	[[	npdcch-ConfigDedicated-v1530	NPDCCH-ConfigDedicated-NB-v1530		OPTIONAL	-- Cond TDD
	]],
	[[	additionalTxSIB1-Config-v1540	ENUMERATED {true}	OPTIONAL	-- Cond additionalSIB1
	]],
	[[	npusch-ConfigDedicated-v1610		NPUSCH-ConfigDedicated-NB-v1610
																	OPTIONAL,	-- Cond twoHARQ
		npdsch-ConfigDedicated-r16			NPDSCH-ConfigDedicated-NB-r16
																	OPTIONAL,	-- Need ON
		resourceReservationConfigDL-r16		SetupRelease {ResourceReservationConfig-NB-r16}
																		OPTIONAL,	-- Cond dl-NonAnchor
		resourceReservationConfigUL-r16		SetupRelease {ResourceReservationConfig-NB-r16}
																	OPTIONAL	-- Cond ul-NonAnchor
	]]
}

-- ASN1STOP

	PhysicalConfigDedicated-NB field descriptions

	carrierConfigDedicated
Anchor/ non-anchor carrier used for all unicast transmissions.

	interferenceRandomisationConfig
For FDD: Interference randomisation enabled in connected mode, except for random access procedure in connected mode, see TS 36.211 [21]. For random access in connected mode interference randomisation on non-anchor is used and is not used on anchor carrier, see TS 36.211 [21].
For TDD: the parameter is not present.

	npdcch-ConfigDedicated
NPDCCH configuration.

	npusch-ConfigDedicated
UL unicast configuration.

	resourceReservationConfigDL
Configuration of downlink reserved resources, e.g. for NB-IoT co-existence with NR, see TS 36.211 [21], TS 36.212 [22], and TS 36.213 [23].

	resourceReservationConfigUL
Configuration of uplink reserved resources, e.g. for NB-IoT co-existence with NR, see TS 36.211 [21], TS 36.212 [22], and TS 36.213 [23].

	twoHARQ-ProcessesConfig
Activation of two HARQ processes, see TS 36.212 [22] and TS 36.213 [23].

	uplink-PowerControlDedicated
UL power control parameter.

	additionalTxSIB1-Config
Indicates if subframe #3 not containing additional SIB1 transmission is a NB-IoT DL subframe, as specified in TS 36.213 [23], clause 16.4.



	Conditional presence
	Explanation

	additionalSIB1
	This field is optionally present, Need OR, if additionalTransmissionSIB1 is set to TRUE in MasterInformationBlock-NB; otherwise it is not present.

	dl-NonAnchor
	The field is optionally present, Need ON, for a DL non-anchor carrier; otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD
	The field is optionally present, Need OR, for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.

	twoHARQ
	The field is optionally present, Need OR, if twoHARQ-ProcessesConfig is configured; otherwise the field is not present and the UE shall delete any existing value for this field.

	ul-NonAnchor
	The field is optionally present, Need ON, for an UL non-anchor carrier; otherwise the field is not present and the UE shall delete any existing value for this field.




