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	Reason for change:
	During the RAN2#115 e-meeting the following was agreed:
CHO with SCG configuration is not supported in Rel-16. 
This is captured in the description of the condReconfigurationToApply field as follows:
	· condReconfigurationToApply
The RRCConnectionReconfiguration message to be applied when the condition(s) are fulfilled. The RRCConnectionReconfiguration in condReconfigurationToApply cannot contain a target node SCG configuration.


The condReconfigurationToApply filed is used for CHO or CPC, which makes CPC with SCG configuration is also not supported by the current field description. However, CPC with SCG configuration should be supported according to the text of the specification.

The condReconfigurationToApply field can be used for CHO or CPC. If the field is applied for CPC, it means condReconfigurationToApply can contain the configuration for target SCG, which conflicts with the above highlighted part.


	
	

	Summary of change:
	Clarify the field description of condReconfigurationToApply that “the configuration for target SCG” is only for CHO.

Impact analysis
Impacted 5G architecture options:
EN-DC

Impacted functionality:
Conditional Handover

Inter-operability:
If the UE is implemented according to this CR while the network is not, the network may not be able to configure CPC for the UE. As a result, CPC functionality is not workable.
If the network is implemented according to this CR while the UE is not, the UE may reject the RRC reconfiguration message as it may consider “condReconfigurationToApply (for CPC) contains the configuration for target SCG” as a wrong configuration.


	
	

	Consequences if not approved:
	Network may not be able to include the target SCG configuration in the condReconfigurationToApply message for CPC.
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<Partially omitted>
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The IE CondReconfigurationToAddModList concerns a list of conditional reconfigurations (i.e. conditional handover) to add or modify, for each entry the measId (associated to the triggering condition configuration) and the associated RRCConnectionReconfiguration.
CondReconfigurationToAddModList information element
-- ASN1START

CondReconfigurationToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxCondConfig-r16)) OF CondReconfigurationAddMod-r16

CondReconfigurationAddMod-r16 ::= SEQUENCE {
	condReconfigurationId-r16			CondReconfigurationId-r16,
	triggerCondition-r16				SEQUENCE (SIZE (1..2)) OF MeasId
													OPTIONAL,  -- Cond CondReconfigurationAdd
[bookmark: OLE_LINK69][bookmark: OLE_LINK1]	condReconfigurationToApply-r16	OCTET STRING (CONTAINING RRCConnectionReconfiguration)
													OPTIONAL,-- Cond CondReconfigurationAdd
	...
}

-- ASN1STOP

	CondReconfigurationToAddMod field descriptions

	condReconfigurationToApply
The RRCConnectionReconfiguration message to be applied when the condition(s) are fulfilled. The RRCConnectionReconfiguration in condReconfigurationToApply cannot contain a target node SCG configuration(only for CHO).

	triggerCondition
The condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration. When configuring two triggering events (MeasIds) for a candidate cell, the network ensures that both refer to the same measObject.



	Conditional presence
	Explanation

	CondReconfigurationAdd
	The field is mandatory present if a condReconfigurationId is being added. Otherwise it is optional, need ON.
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