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–	BDS-ClockModel
The IE BDS-ClockModel is used for BDS B1I defined in [23].
-- ASN1START
 
BDS-ClockModel-r12 ::= SEQUENCE {
	bdsAODC-r12			INTEGER (0..31),
	bdsToc-r12			INTEGER (0..131071),
	bdsA0-r12			INTEGER (-8388608..8388607),
	bdsA1-r12			INTEGER (-2097152..2097151),
	bdsA2-r12			INTEGER (-1024..1023),
	bdsTgd1-r12			INTEGER (-512..511),
	... ,
	[[ bdsTgd2-r17			INTEGER (-512..511)			OPTIONAL
	]]

}
 
-- ASN1STOP

	BDS-ClockModel field descriptions

	bdsAODC
Parameter Age of Data, Clock (AODC), see [23], Table 5-6.

	bdsToc
Parameter Toc, Time of clock (seconds) [23].
Scale factor 23 seconds.

	bdsA0
Parameter a0, Clock correction polynomial coefficient (seconds) [23].
Scale factor 2-33 seconds.

	bdsA1
Parameter a1, Clock correction polynomial coefficient (sec/sec) [23].
Scale factor 2-50 sec/sec.

	bdsA2
Parameter a2, Clock correction polynomial coefficient (sec/sec2) [23].
Scale factor 2-66 sec/sec2.

	bdsTgd1
Parameter Equipment group delay differential TGD1 [23].
Scale factor is 0.1 nanosecond.

	bdsTgd2
Parameter Equipment group delay differential TGD2 [23].
Scale factor is 0.1 nanosecond.
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