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	Reason for change:
	NR-U RSSI/CO measurement UE capability is only carried in UE-CapabilityRAT-ContainerList, which is not required for eNB to decode. However, in TS36.331, NR-U RSSI measurement configuration is enabled. The problem then is eNB cannot make such configuration to UE without knowing UE capability.
It was agreed in RAN2 #113 meeting to introduce a new UE capability in TEI17 on this matter. 

	
	

	Summary of change:
	To add the per band inter-RAT NR-U RSSI/CO measurement UE capability.

	
	

	Consequences if not approved:
	eNB cannot configure UE with NR-U RSSI/CO measurement without knowing the corresponding UE capability.

Impact analysis:
Impacted 5G architecture options: LTE only, EN-DC

Impacted functionality: NR-U

Inter-operability:

If NW implements this CR and UE does not, UE would not report the NR-U RSSI/CO measurement UE capability to eNB. There is no inter-operability issue.

If UE implements this CR and NW does not, NW would not know the UE capability on NR-U RSSI/CO measurement and may blindly configure UE with NR-U RSSI/CO measurement. If UE does not support it, UE would declare reconfiguration failure. 
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--------------------------------------------------------------------------<Start of change>----------------------------------------------------------------------
4.3.6.XX	nr-RSSI-ChannelOccupancyReporting-r17
This field indicates whether the UE supports performing measurements and reporting of RSSI and channel occupancy on the corresponding NR band. If both sharedSpectrumMeasNR-EN-DC-r17 and sharedSpectrumMeasNR-SA-r17 are included, the UE shall set the value of nr-RSSI-ChannelOccupancyReporting-r17 consistently for the same NR band.
--------------------------------------------------------------------------<End of change>-------------------------------------------------------------------------
