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	Reason for change:
	In RAN2#109bis-e, RAN2 agreed the following:
· Rel-15 Duplication MAC CE is not used for Rel-16 Duplication configuration (with more than two RLC entities configured).

However, the above agreement has not been captured clearly in the specification and thus it may cause misunderstanding, i.e. from implementation perspective, UE with one DRB configured with more than two RLC entities may consider the corresponding behaviour when Rel-15 Duplication MAC CE is received because it is not clarified in the stage-3 specification (i.e. 38.321) and it looks confused in stage-2 specification (i.e. 38.300). 

	
	

	Summary of change:
	To add a NOTE “The Duplication Activation/Deactivation MAC CE is not used if a DRB is configured with more than two RLC entities.” to subclause 6.1.3.11 to clarify the usage of Rel-15 Duplication Activation/Deactivation MAC CE. This NOTE is applicable for UE level not for DRB level, especially for the case when UE is configured with one DRB with more than 2 RLC entities and one DRB with only 2 RLC entities.

Impact analysis
Impacted functionality: 
PDCP Duplication (Duplication Activation/Deactivation MAC CE)

Inter-operability: 
- If the network is implemented according to the CR while the UE is not, no interoperability issues would be foreseen.
- If the UE is implemented according to the CR while the network is not, UE with one DRB configured with more than two RLC entities may declare an error when Rel-15 Duplication MAC CE is received.

	
	

	Consequences if not approved:
	It is not clear whether Rel-15 Duplication MAC CE is received to UE with one DRB configured with more than two RLC entities, which may cause an error.
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<Start of modification>
[bookmark: _Toc29239889][bookmark: _Toc37296288][bookmark: _Toc46490419][bookmark: _Toc52752114][bookmark: _Toc52796576][bookmark: _Toc83661142]6.1.3.11	Duplication Activation/Deactivation MAC CE
The Duplication Activation/Deactivation MAC CE of one octet is identified by a MAC subheader with LCID as specified in Table 6.2.1-1. It has a fixed size and consists of a single octet containing eight D-fields. The Duplication Activation/Deactivation MAC CE is defined, for a MAC entity, as follows (Figure 6.1.3.11-1).
-	Di: This field indicates the activation/deactivation status of the PDCP duplication of DRB i where i is the ascending order of the DRB ID among the DRBs configured with PDCP duplication and with RLC entity(ies) associated with this MAC entity. The Di field is set to 1 to indicate that the PDCP duplication of DRB i shall be activated. The Di field is set to 0 to indicate that the PDCP duplication of DRB i shall be deactivated.


Figure 6.1.3.11-1: Duplication Activation/Deactivation MAC CE
NOTE:	The Duplication Activation/Deactivation MAC CE is not used if a DRB is configured with more than two RLC entities.
<End of modification>
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