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First Modified Subclause
[bookmark: _Toc60777003][bookmark: _Toc68014943][bookmark: _Toc46439061][bookmark: _Toc46443898][bookmark: _Toc46486659][bookmark: _Toc52836537][bookmark: _Toc52837545][bookmark: _Toc53006185][bookmark: _Toc20425633][bookmark: _Toc29321029][bookmark: _Toc36756613][bookmark: _Toc36836154][bookmark: _Toc36843131][bookmark: _Toc37067420]5.7.X	Non SDT Data Indication
5.7.X.1	General


Figure 5.7.4.1-1: Non SDT Data Indication procedure
The purpose of this procedure is for the UE to inform the network about the availability of data mapped to non-SDT radio bearers during SDT.
5.7.X.2	Initiation
The UE in RRC_INACTIVE initiates the procedure when data mapped to non-SDT radio bearers becomes available during SDT (i.e. when Txxx (NewSDTTimer) is running.
Upon initiation of the procedure, the UE shall:
1> initiate transmission of NonSdtDataIndication message in accordance with 5.7.X.3.
5.7.X.3	Actions related to transmission of NonSdtDataIndication
The UE shall set the contents of NonSdtDataIndication message as follows:
1> submit the NonSdtDataIndication for transmission to lower layers.
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	2	

[bookmark: _Toc60777073][bookmark: _Toc68015013]6	Protocol data units, formats and parameters (ASN.1)
[bookmark: _Toc60777078][bookmark: _Toc68015018]unmodified Subclauses removed
6.2	RRC messages
[bookmark: _Toc60777079][bookmark: _Toc68015019]6.2.1	General message structure
unmodified Subclauses removed

[bookmark: _Toc60777088][bookmark: _Toc76423374]–	UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the network on the uplink DCCH logical channel.
-- ASN1START
-- TAG-UL-DCCH-MESSAGE-START

UL-DCCH-Message ::=             SEQUENCE {
    message                         UL-DCCH-MessageType
}

UL-DCCH-MessageType ::=         CHOICE {
    c1                              CHOICE {
        measurementReport               MeasurementReport,
        rrcReconfigurationComplete      RRCReconfigurationComplete,
        rrcSetupComplete                RRCSetupComplete,
        rrcReestablishmentComplete      RRCReestablishmentComplete,
        rrcResumeComplete               RRCResumeComplete,
        securityModeComplete            SecurityModeComplete,
        securityModeFailure             SecurityModeFailure,
        ulInformationTransfer           ULInformationTransfer,
        locationMeasurementIndication   LocationMeasurementIndication,
        ueCapabilityInformation         UECapabilityInformation,
        counterCheckResponse            CounterCheckResponse,
        ueAssistanceInformation         UEAssistanceInformation,
        failureInformation              FailureInformation,
        ulInformationTransferMRDC       ULInformationTransferMRDC,
        scgFailureInformation           SCGFailureInformation,
        scgFailureInformationEUTRA      SCGFailureInformationEUTRA
    },
    messageClassExtension           CHOICE {
        c2                              CHOICE {
            ulDedicatedMessageSegment-r16    ULDedicatedMessageSegment-r16,
            dedicatedSIBRequest-r16         DedicatedSIBRequest-r16,
            mcgFailureInformation-r16       MCGFailureInformation-r16,
            ueInformationResponse-r16       UEInformationResponse-r16,
            sidelinkUEInformationNR-r16     SidelinkUEInformationNR-r16,
            ulInformationTransferIRAT-r16   ULInformationTransferIRAT-r16,
            iabOtherInformation-r16         IABOtherInformation-r16,
            nonSdtDataIndication-r17spare9 NULL       NonSdtDataIndication-r17,
            spare8 NULL, spare7 NULL, spare6 NULL,
            spare5 NULL, spare4 NULL, spare3 NULL, spare2 NULL, spare1 NULL
        },
        messageClassExtensionFuture-r16    SEQUENCE {}
    }
}

-- TAG-UL-DCCH-MESSAGE-STOP
-- ASN1STOP

unmodified Subclauses removed


[bookmark: _Toc60777089][bookmark: _Toc76423375][bookmark: _Hlk54206646]6.2.2	Message definitions
unmodified IEs removed
[bookmark: _Toc60777104][bookmark: _Toc68015044]–	NonSdtDataIndication
The NonSdtDataIndication message is used to inform the network about the arrival of non-SDT data during SDT.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
NonSdtDataIndication message
-- ASN1START
-- TAG-NonSdtDataIndication-START

NonSdtDataIndication-r17 ::=         SEQUENCE {
    criticalExtensions                  CHOICE {
        NonSdtDataIndication             NonSdtDataIndication-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

NonSdtDataIndication-IEs ::=     SEQUENCE {
    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}
-- TAG- NonSdtDataArrivalIndication -STOP
-- ASN1STOP
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