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	Reason for change:
	1. As discussed in [AT116-e][012][NR16] UE capabilities I, DAPS capability can be derived by pair of per-CC FS ID, yet the intra-frequency DAPS HO capabiilty is limited to per-CC FS ID in the same band entry, and intra-band inter-frequency DAPS HO is applicable to BW-class band entry, which is not reflected in the current spec

featureSetCombinationDAPS-r16
Indicates the feature set that the UE supports for DAPS handover on the NR band combination by FeatureSetCombinationId. A UE shall include this field if intra-freq or inter-freq DAPS handover is supported for this band combination. If the number of CCs within a band combination is more than two, UE shall support DAPS handover between every CC pair. A feature set including intraFreqDAPS-r16 can only be referred to by featureSetCombinationDAPS-r16, not by featureSetCombination. A feature set without intraFreqDAPS-r16 is only applied to inter-freq DAPS handover if it is referred to by featureSetCombinationDAPS. Both feature sets with and without intraFreqDAPS-r16 can be referred to by the same featureSetCombinationDAPS-r16.

2. As discussed in  [AT116-e][012][NR16] UE capabilities I, DAPS capability for both intra- and inter-frequency handover is to be derived by a pair of per-CC FS ID, i.e., a single per-CC FS ID is only used to indicate the per-CC capability of either source or target cell, but not both, which is colliding with the following description in bandwidth

supportedBandwidthDL
Indicates maximum DL channel bandwidth supported for a given SCS that UE supports within a single CC (and in case of intra-frequency DAPS handover for the source and target cells), which is defined in Table 5.3.5-1 in TS 38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
[…]

supportedBandwidthUL
Indicates maximum UL channel bandwidth supported for a given SCS that UE supports within a single CC (and in case of intra-frequency DAPS handover for the source and target cells), which is defined in Table 5.3.5-1 in TS38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
[…]

3. As discussed in  [AT116-e][012][NR16] UE capabilities I, BCS is not applicable to intra-frequency DAPS HO case.


	
	

	Summary of change:
	1. In 4.2.7.1, for featureSetCombinationDAPS-r16, clarify the intra-frequency DAPS is limited to the CC pair(s) in the same band entry, i.e., different from inter-frequency DAPS which is applicable to all CC pairs, and intra-band inter-frequency DAPS HO is not applicable to band entries with BW-class A.

2. In 4.2.7.6/8, for supportedBandwidthDL supportedBandwidthUL, clarify it only represent either source or target cell bandwith in case of DAPS handover.

3. In 4.2.7.1, for supportedBandwidthCombinationSet, clarify it is not applicable to intra-freq DAPS HO case.

Impact analysis
Impacted functionality
DAPS handover related capability

Inter-operability: 
1. If the network implements the change but not the UE, there is no inter-operability since it is just to fix the spec error by assuming the common understanding that intra-frequency DAPS handover capaiblity is to be derived by a CC pair within the same band entry.
2. If the UE implements the change but not the network, there is no inter-operability since since it is just to fix the spec error by assuming the common understanding that intra-frequency DAPS handover capaiblity is to be derived by a CC pair within the same band entry. 


	
	

	Consequences if not approved:
	1. Misunderstanding that intra-frequency DAPS handover can be based on capability of per-CC FS ID in different band entries, plus intra-band inter-frequency DAPS handover is applicable to band entries with BW-class A.
2. Misunderstanding that a single per-CC FS ID can indiate the bandiwidth of both source and target cell in DAPS case.
3. [bookmark: _GoBack]Misunderstanding that BCS is also applicable to intra-frequency DAPS HO.
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[bookmark: _Toc12750893][bookmark: _Toc29382257][bookmark: _Toc37093374][bookmark: _Toc37238650][bookmark: _Toc37238764][bookmark: _Toc46488659][bookmark: _Toc52574080][bookmark: _Toc52574166][bookmark: _Toc83660448][bookmark: _Hlk86934134]4.2.7.1	BandCombinationList parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	bandEUTRA
Defines supported EUTRA frequency band by NR frequency band number, as specified in TS 36.101 [14].
	Band
	Yes
	N/A
	N/A

	bandList
Each entry of the list should include at least one bandwidth class for UL or DL.
	BC
	Yes
	N/A
	N/A

	bandNR
Defines supported NR frequency band by NR frequency band number, as specified in TS 38.101-1 [2] and TS 38.101-2 [3].
	Band
	Yes
	N/A
	N/A

	ca-BandwidthClassDL-EUTRA
Defines for DL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 36.101 [14]. When all FeatureSetEUTRA-DownlinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent.
	Band
	No
	N/A
	N/A

	ca-BandwidthClassDL-NR
Defines for DL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 38.101-1 [2] and TS 38.101-2 [3]. When all FeatureSetDownlinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent. For FR1, the value 'F' shall not be used as it is invalidated in TS 38.101-1 [2].
	Band
	No
	N/A
	N/A

	ca-BandwidthClassUL-EUTRA
Defines for UL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 36.101 [14]. When all FeatureSetEUTRA-UplinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent.
	Band
	No
	N/A
	N/A

	ca-BandwidthClassUL-NR
Defines for UL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 38.101-1 [2] and TS 38.101-2 [3]. When all FeatureSetUplinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent. For FR1, the value 'F' shall not be used as it is invalidated in TS 38.101-1 [2].
	Band
	No
	N/A
	N/A

	ca-ParametersEUTRA
Contains the EUTRA part of band combination parameters for a given (NG)EN-DC/NE-DC band combination.
	BC
	No
	N/A
	N/A

	ca-ParametersNR
Contains the NR band combination parameters for a given (NG)EN-DC/NE-DC and/or NR CA band combination.
	BC
	No
	N/A
	N/A

	ca-ParametersNRDC
Indicates whether the UE supports NR-DC for the band combination. It contains the NR band combination parameters applicable across MCG and SCG. A UE indicating support for NR-DC shall support synchronous NR-DC configuration where all serving cells of the MCG are in FR1 and all serving cells of the SCG are in FR2.
	BC
	No
	N/A
	N/A

	featureSetCombination
Indicates the feature set that the UE supports on the NR and/or MR-DC band combination by FeatureSetCombinationId.
	BC
	N/A
	N/A
	N/A

	featureSetCombinationDAPS-r16
Indicates the feature set that the UE supports for DAPS handover on the NR band combination by FeatureSetCombinationId. A UE shall include this field if intra-frequency or inter-frequency DAPS handover is supported for this band combination. If the number of CCs within a band combination entry is more than twoone and if intra-frequency DAPS handover is supported, UE shall support intra-frequency DAPS handover between every CC pair within the same band entry. If the number of CCs within a band combination is more than one and if inter-frequency DAPS handover is supported, UE shall support inter-frequency DAPS handover between every CC pair in different band entries, and every CC pair in a same band entry with bandwidth class other than bandwidth class A. A feature set including intraFreqDAPS-r16 can only be referred to by featureSetCombinationDAPS-r16, not by featureSetCombination. A feature set without intraFreqDAPS-r16 is only applied to inter-freq DAPS handover if it is referred to by featureSetCombinationDAPS. Both feature sets with and without intraFreqDAPS-r16 can be referred to by the same featureSetCombinationDAPS-r16.
	BC
	N/A
	N/A
	N/A

	mrdc-Parameters
Contains the band combination parameters for a given (NG)EN-DC/NE-DC band combination.
	BC
	No
	N/A
	N/A

	ne-DC-BC
Indicates whether the UE supports NE-DC for the band combination.
	BC
	No
	N/A
	N/A

	powerClass, powerClass-v1610
Indicates power class the UE supports when operating according to this band combination. If the field is absent, the UE supports the default power class. If this power class is higher than the power class that the UE supports on the individual bands of this band combination (ue-PowerClass in BandNR), the latter determines maximum TX power available in each band. The UE sets the power class parameter only in band combinations that are applicable as specified in TS 38.101-1 [2] and TS 38.101-3 [4]. This capability is not applicable to IAB-MT.
	BC
	No
	N/A
	FR1 only

	powerClassNRPart-r16
Indicates NR part power class the UE supports when operating according to this band combination.
This field only applies for MR-DC BCs containing only single CC or intra-band CA in NR side in this release.
	BC
	No
	N/A
	FR1 only

	scalingFactorTxSidelink-r16, scalingFactorRxSidelink-r16
Indicates, for a particular Uu band combination, the scaling factor for the PC5 band combination(s) on which the UE supports simultaneous transmission/reception (as indicated by supportedTxBandCombListPerBC-Sidelink-r16 / supportedRxBandCombListPerBC-Sidelink-r16). The leading / leftmost value corresponds to the first band combination included in BandCombinationListSidelinkEUTRA-NR which is indicated with value 1 by supportedTxBandCombListPerBC-Sidelink-r16 / supportedRxBandCombListPerBC-Sidelink-r16, the next value corresponds to the second band combination included in BandCombinationListSidelinkEUTRA-NR which is indicated with value 1 by supportedTxBandCombListPerBC-Sidelink-r16 / supportedRxBandCombListPerBC-Sidelink-r16 and so on. For each value of ScalingFactorSidelink-r16, value f0p4 indicates the scaling factor 0.4, f0p75 indicates 0.75, and so on.
	BC
	No
	N/A
	N/A

	SRS-SwitchingTimeNR
Indicates the interruption time on DL/UL reception within a NR band pair during the RF retuning for switching between a carrier on one band and another (PUSCH-less) carrier on the other band to transmit SRS. switchingTimeDL/ switchingTimeUL: n0us represents 0 us, n30us represents 30us, and so on. switchingTimeDL/ switchingTimeUL is mandatory present if switching between the NR band pair is supported, otherwise the field is absent. It is signalled per pair of bands per band combination.
	FD
	No
	N/A
	N/A

	SRS-SwitchingTimeEUTRA
Indicates the interruption time on DL/UL reception within a EUTRA band pair during the RF retuning for switching between a carrier on one band and another (PUSCH-less) carrier on the other band to transmit SRS. switchingTimeDL/ switchingTimeUL: n0 represents 0 OFDM symbols, n0dot5 represents 0.5 OFDM symbols, n1 represents 1 OFDM symbol and so on. switchingTimeDL/ switchingTimeUL is mandatory present if switching between the EUTRA band pair is supported, otherwise the field is absent. It is signalled per pair of bands per band combination.
	FD
	No
	N/A
	N/A

	srs-TxSwitch, srs-TxSwitch-v1610
Defines whether UE supports SRS for DL CSI acquisition as defined in clause 6.2.1.2 of TS 38.214 [12]. The capability signalling comprises of the following parameters:
-	supportedSRS-TxPortSwitch indicates SRS Tx port switching pattern supported by the UE, which is mandatory with capability signaling. The indicated UE antenna switching capability of ′xTyR′ corresponds to a UE, capable of SRS transmission on ′x′ antenna ports over total of ′y′ antennas, where ′y′ corresponds to all or subset of UE receive antennas, where 2T4R is two pairs of antennas. supportedSRS-TxPortSwitch-v1610, which is optional to report, indicates downgrading configuration of SRS Tx port switching pattern. If the UE indicates the support of downgrading configuration of SRS Tx port switching pattern using supportedSRS-TxPortSwitch-v1610, the UE shall report the values for this as below, based on what is reported in supportedSRS-TxPortSwitch.
	supportedSRS-TxPortSwitch
	supportedSRS-TxPortSwitch-v1610

	t1r2
	t1r1-t1r2

	t1r4
	t1r1-t1r2-t1r4

	t2r4
	t1r1-t1r2-t2r2-t2r4

	t2r2
	t1r1-t2r2

	t4r4
	t1r1-t2r2-t4r4

	t1r4-t2r4
	t1r1-t1r2-t2r2-t1r4-t2r4



-	txSwitchImpactToRx indicates the entry number of the first-listed band with UL (see NOTE) in the band combination that affects this DL, which is mandatory with capability signaling;
-	txSwitchWithAnotherBand indicates the entry number of the first-listed band with UL (see NOTE) in the band combination that switches together with this UL, which is mandatory with capability signaling.
For txSwitchImpactToRx and txSwitchWithAnotherBand, value 1 means first entry, value 2 means second entry and so on. All DL and UL that switch together indicate the same entry number.
The entry number is the band entry number in a band combination. The UE is restricted not to include fallback band combinations for the purpose of indicating different SRS antenna switching capabilities.

NOTE:	The first-listed band with UL includes a band associated with FeatureSetUplinkId set to 0 corresponding to the support of SRS-SwitchingTimeNR.
	BC
	FD
	N/A
	N/A

	supportedBandwidthCombinationSet
Defines the supported bandwidth combination set for a band combination as defined in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4]. For NR SA CA, NR-DC, inter-band (NG)EN-DC without intra-band (NG)EN-DC component, inter-band NE-DC without intra-band NE-DC component and intra-band (NG)EN-DC/NE-DC with additional inter-band NR CA component, the field defines the bandwidth combinations for the NR part of the band combination. For intra-band (NG)EN-DC/NE-DC without additional inter-band NR and LTE CA component, the field indicates the supported bandwidth combination set applicable to intra-band (NG)EN-DC/NE-DC band combination. This field is not applicable to source and target cells in intra-frequency DAPS handover
Field encoded as a bit map, where bit N is set to "1" if UE supports Bandwidth Combination Set N for this band combination as defined in the TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4]. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on. It is mandatory if
-	the band combination has more than one NR carrier (at least one SCell in an NR cell group);
-	or is an intra-band (NG)EN-DC/NE-DC combination without additional inter-band NR and LTE CA component;
-	or both.
	BC
	CY
	N/A
	N/A

	supportedBandwidthCombinationSetIntraENDC
Defines the supported bandwidth combination set for a band combination that allows configuration of at least one EUTRA serving cell and at least one NR serving cell in the same band, as defined in the TS 38.101-3 [4], table 5.3B.1.2-1 and table 5.3B.1.3-1.
-	For intra-band (NG)EN-DC with additional inter-band CA component(s) of LTE and/or NR, the field defines the bandwidth combinations for the intra-band (NG)EN-DC component.
-	For intra-band NE-DC with additional inter-band CA component(s) of LTE and/or NR, the field defines the bandwidth combinations for the intra-band NE-DC component.
Field encoded as a bit map, where bit N is set to "1" if UE support Bandwidth Combination Set N for this band combination as defined in the TS 38.101-3 [4]. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on.
-	It is mandatory if the band combination is an intra-band (NG)EN-DC/NE-DC combination supporting both UL and DL intra-band (NG)EN-DC/NE-DC parts with additional inter-band NR/LTE CA component.
-	It is optional if the band combination is an intra-band (NG)EN-DC/NE-DC combination without supporting UL in both the bands of the intra-band (NG)EN-DC/NE-DC UL part. If not included, the network assumes the UE supports BCS0 as defined in TS 38.101-3 [4], table 5.3B.1.2-1 and table 5.3B.1.3-1 for the intra-band (NG)EN-DC/NE-DC.
	BC
	CY
	N/A
	N/A

	supportedTxBandCombListPerBC-Sidelink-r16, supportedRxBandCombListPerBC-Sidelink-r16
Indicates, for a particular Uu band combination, the PC5 band combination(s) on which the UE supports simultaneous transmission/reception. The leading / leftmost bit (bit 0) corresponds to the first band combination included in BandCombinationListSidelinkEUTRA-NR, the next bit corresponds to the second band combination included in BandCombinationListSidelinkEUTRA-NR and so on. with value 1 indicating simultaneous transmission/reception is supported.
	BC
	No
	N/A
	N/A

	ULTxSwitchingBandPair-r16
Indicates UE supports dynamic UL Tx switching in case of inter-band CA, SUL, and (NG)EN-DC as defined in TS 38.214 [12], TS 38.101-1 [2] and TS 38.101-3 [4]. The capability signalling comprises of the following parameters:
-	bandIndexUL1-r16 and bandIndexUL2-r16 indicate the band pair on which UE supports dynamic UL Tx switching. bandindexUL1/bandindexUL2 xx refers to the xxth band entry in the band combination. UE shall indicate support for 2-layer UL MIMO capabilities at least on one of the indicated two bands for UL Tx switching, and only the band where UE supports 2-layer UL MIMO capability can work as carrier2 as defined in TS 38.101-1 [2] and TS 38.101-3 [4].
-	uplinkTxSwitchingPeriod-r16 indicates the length of UL Tx switching period per pair of UL bands per band combination when dynamic UL Tx switching is configured, as specified in TS 38.101-1 [2] and TS 38.101-3 [4]. UE shall not report the value n210us for EN-DC band combinations. n35us represents 35 us, n140us represents 140us, and so on, as specified in TS 38.101-1 [2] and TS 38.101-3 [4].
-	uplinkTxSwitching-DL-Interruption-r16 indicates that DL interruption on the band will occur during UL Tx switching, as specified in TS 38.133 [5] and in TS 36.133 [27]. UE is not allowed to set this field for the band combination of SUL band+TDD band, for which no DL interruption is allowed.
Field encoded as a bit map, where bit N is set to "1" if DL interruption on band N will occur during uplink Tx switching as specified in TS 38.133 [5] and in TS 36.133 [27]. The leading / leftmost bit (bit 0) corresponds to the first band of this band combination, the next bit corresponds to the second band of this band combination and so on. The capability is not applicable to the following band combinations, in which DL reception interruption is not allowed:
-	TDD+TDD CA with the same UL-DL pattern
-	TDD+TDD EN-DC with the same UL-DL pattern

	BC
	FD
	N/A
	FR1 only

	uplinkTxSwitching-OptionSupport-r16
Indicates which option is supported for dynamic UL Tx switching for inter-band UL CA and (NG)EN-DC. switchedUL represents option 1 as specified in TS 38.214 [12], dualUL represents option 2 as specified in TS 38.214 [12], both represents both option 1 and option2 as specified in TS 38.214 [12]. UE shall not report the value both for (NG)EN-DC case. The field is mandatory for inter-band UL CA and (NG)EN-DC case where UE supports dynamic UL Tx switching.
	BC
	CY
	N/A
	FR1 only

	uplinkTxSwitching-PowerBoosting-r16
Indicates the support of 3dB boosting on the maximum output power for UE transmission under the operation state in which 2-port transmission can be supported on carrier2 in case of inter-band UL CA case where UE supports dynamic UL Tx switching. A UE shall only indicate this capability in case the UE supports power class 3 for inter-band UL CA for the band combination as defined in TS 38.101-1 [2].
	BC
	No
	N/A
	FR1 only



Next Change
[bookmark: _Toc12750898][bookmark: _Toc29382262][bookmark: _Toc37093379][bookmark: _Toc37238655][bookmark: _Toc37238769][bookmark: _Toc46488665][bookmark: _Toc52574086][bookmark: _Toc52574172][bookmark: _Toc83660454]4.2.7.6	FeatureSetDownlinkPerCC parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	channelBW-90mhz
Indicates whether the UE supports the channel bandwidth of 90 MHz.
For FR1, the UE shall indicate support according to TS 38.101-1 [2], Table 5.3.5-1.
	FSPC
	CY
	N/A
	FR1 only

	maxNumberMIMO-LayersPDSCH
Defines the maximum number of spatial multiplexing layer(s) supported by the UE for DL reception. For single CC standalone NR, it is mandatory with capability signaling to support at least 4 MIMO layers in the bands where 4Rx is specified as mandatory for the given UE and at least 2 MIMO layers in FR2. If absent, the UE does not support MIMO on this carrier.
	FSPC
	CY
	N/A
	N/A

	multiDCI-MultiTRP-r16
Indicates whether the UE supports multi-DCI based multi-TRP and support of fully/partially overlapping PDSCHs in time and non-overlapping in frequency. This capability applies only to BWPs where two values of coresetPoolIndex are configured. The capability signalling contains the following:

-	maxNumberCORESET-r16 indicates maximum number of CORESETs configured per BWP per cell in addition to CORESET 0.
-	maxNumberCORESETPerPoolIndex-r16 indicates maximum number of CORESETs configured per coresetPoolIndex per BWP per cell in addition to CORESET 0.
-	maxNumberUnicastPDSCH-PerPool-r16 indicates maximum number of unicast PDSCHs per coresetPoolIndex per slot.

NOTE 1:	A UE may assume that its maximum receive timing difference between the DL transmissions from two TRPs is within a Cyclic Prefix.
NOTE 2:	Processing capability 2 is not supported in any CC if at least one CC is configured with two values of coresetPoolIndex.
NOTE 3:	If UE reports value N1 for maxNumberCORESET-r16, that means UE supports up to min (N1+1, 5) CORESETs in total (including CORESET#0) if there is CORESET#0, and supports maximal N1 CORESETs if there is no CORESET#0.
NOTE 4:	If UE reports value N2 for maxNumberCORESETPerPoolIndex-r16, that means UE supports up to min (N2+1, 3) CORESETs in total (including CORESET#0) for a TRP if there is CORESET#0, and supports maximal N2 CORESETs for another TRP if there is no CORESET#0.

	FSPC
	No
	N/A
	N/A

	supportedBandwidthDL
Indicates maximum DL channel bandwidth supported for a given SCS that UE supports within a single CC (and in case of intra-frequency DAPS handover for the source and or target cells), which is defined in Table 5.3.5-1 in TS 38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
For FR1, all the bandwidths listed in TS38.101-1 Table 5.3.5-1 for each band shall be mandatory with a single CC unless indicated optional. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a single band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwidth for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].

The UE may report a supportedBandwidthDL wider than the channelBWs-DL; this supportedBandwidthDL may not be included in the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3] for the case that the UE is unable to report the actual supported bandwidth according to the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3].

NOTE:	To determine whether the UE supports a channel bandwidth of 90 MHz, the network may ignore this capability and validate instead the channelBW-90mhz, the supportedBandwidthCombinationSet and the supportedBandwidthCombinationSetIntraENDC. For serving cell(s) with other channel bandwidths the network validates the channelBWs-DL, the supportedBandwidthCombinationSet, the supportedBandwidthCombinationSetIntraENDC, the asymmetricBandwidthCombinationSet (for a band supporting asymmetric channel bandwidth as defined in clause 5.3.6 of TS 38.101-1 [2]) and supportedBandwidthDL.
	FSPC
	CY
	N/A
	N/A

	supportedModulationOrderDL
Indicates the maximum supported modulation order to be applied for downlink in the carrier in the max data rate calculation as defined in 4.1.2. If included, the network may use a modulation order on this serving cell which is higher than the value indicated in this field as long as UE supports the modulation of higher value for downlink. If not included:
-	for FR1, the network uses the modulation order signalled in pdsch-256QAM-FR1.
-	for FR2, the network uses the modulation order signalled per band i.e. pdsch-256QAM-FR2 if signalled. If not signalled in a given band, the network shall use the modulation order 64QAM.
In all the cases, it shall be ensured that the data rate does not exceed the max data rate (DataRate) and max data rate per CC (DataRateCC) according to TS 38.214 [12].
	FSPC
	No
	N/A
	N/A

	supportedSubCarrierSpacingDL
Defines the supported sub-carrier spacing for DL by the UE, as defined in clause 4.2-1 of TS 38.211 [6], indicating the UE supports simultaneous reception with same or different numerologies in CA. Support of simultaneous reception with same numerology for intra-band NR CA including both contiguous and non-contiguous is mandatory with capability in both FR1 and FR2. Support of simultaneous reception with two different numerologies between FR1 band(s) and FR2 band(s) in DL is mandatory with capability if UE supports inter-band NR CA including both FR1 band(s) and FR2 band(s). Optional for other cases. Support of simultaneous reception of with different numerologies in CA for other cases is optional.
	FSPC
	CY
	N/A
	N/A

	supportFDM-SchemeB-r16
Indicates whether UE supports single DCI based FDMSchemeB.
	FSPC
	No
	N/A
	N/A



Next Change
[bookmark: _Toc12750900][bookmark: _Toc29382264][bookmark: _Toc37093381][bookmark: _Toc37238771][bookmark: _Toc46488667][bookmark: _Toc52574088][bookmark: _Toc52574174][bookmark: _Toc83660456][bookmark: _Toc37238657]4.2.7.8	FeatureSetUplinkPerCC parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	channelBW-90mhz
Indicates whether the UE supports the channel bandwidth of 90 MHz.

For FR1, the UE shall indicate support according to TS 38.101-1 [2], Table 5.3.5-1.
	FSPC
	CY
	N/A
	FR1 only

	maxNumberMIMO-LayersCB-PUSCH
Defines supported maximum number of MIMO layers at the UE for PUSCH transmission with codebook precoding. UE indicating support of this feature shall also indicate support of PUSCH codebook coherency subset. This feature is not supported for SUL.
	FSPC
	No
	N/A
	N/A

	maxNumberMIMO-LayersNonCB-PUSCH
Defines supported maximum number of MIMO layers at the UE for PUSCH transmission using non-codebook precoding. This feature is not supported for SUL.
UE supporting non-codebook based PUSCH transmission shall indicate support of maxNumberMIMO-LayersNonCB-PUSCH, maxNumberSRS-ResourcePerSet and maxNumberSimultaneousSRS-ResourceTx together.
	FSPC
	No
	N/A
	N/A

	maxNumberSimultaneousSRS-ResourceTx
Defines the maximum number of simultaneous transmitted SRS resources at one symbol for non-codebook based transmission to the UE. This feature is not supported for SUL.
	FSPC
	No
	N/A
	N/A

	maxNumberSRS-ResourcePerSet
Defines the maximum number of SRS resources per SRS resource set configured for codebook or non-codebook based transmission to the UE. This feature is not supported for SUL.
	FSPC
	No
	N/A
	N/A

	supportedBandwidthUL
Indicates maximum UL channel bandwidth supported for a given SCS that UE supports within a single CC (and in case of intra-frequency DAPS handover for the source and or target cells), which is defined in Table 5.3.5-1 in TS38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
For FR1, all the bandwidths listed in TS38.101-1 Table 5.3.5-1 for each band shall be mandatory with a single CC unless indicated optional. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a single band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwidth for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].

The UE may report a supportedBandwidthUL wider than the channelBWs-UL; this supportedBandwidthUL may not be included in the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3] for the case that the UE is unable to report the actual supported bandwidth according to the Table 5.3.5-1 of TS 38.101-1[2]/TS 38.101-2[3].

NOTE:	To determine whether the UE supports a channel bandwidth of 90 MHz the network may ignore this capability and validate instead the channelBW-90mhz, the supportedBandwidthCombinationSet and the supportedBandwidthCombinationSetIntraENDC. For serving cell(s) with other channel bandwidths the network validates the channelBWs-UL, the supportedBandwidthCombinationSet, the supportedBandwidthCombinationSetIntraENDC, the asymmetricBandwidthCombinationSet (for a band supporting asymmetric channel bandwidth as defined in clause 5.3.6 of TS 38.101-1 [2]) and supportedBandwidthUL.
	FSPC
	CY
	N/A
	N/A

	supportedModulationOrderUL
Indicates the maximum supported modulation order to be applied for uplink in the carrier in the max data rate calculation as defined in 4.1.2. If included, the network may use a modulation order on this serving cell which is higher than the value indicated in this field as long as UE supports the modulation of higher value for uplink. If not included,
-	for FR1 and FR2, the network uses the modulation order signalled per band i.e. pusch-256QAM if signalled. If not signalled in a given band, the network shall use the modulation order 64QAM.
In all the cases, it shall be ensured that the data rate does not exceed the max data rate (DataRate) and max data rate per CC (DataRateCC) according to TS 38.214 [12].
	FSPC
	No
	N/A
	N/A

	supportedSubCarrierSpacingUL
Defines the supported sub-carrier spacing for UL by the UE, as defined in 4.2-1 of TS 38.211 [6], indicating the UE supports simultaneous transmission with same or different numerologies in CA, or indicating the UE supports different numerologies on NR UL and SUL within one cell. Support of simultaneous transmissions with same numerology for intra-band NR CA including both contiguous and non-contiguous is mandatory with capability in both FR1 and FR2. Support of simultaneous transmission with two different numerologies between FR1 band(s) and FR2 band(s) in UL is mandatory with capability if UE supports inter-band NR CA including both FR1 band(s) and FR2 band(s). Support of simultaneous transmission with different numerologies in CA for other cases is optional.
	FSPC
	CY
	N/A
	N/A




End of Change
