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	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	condPscellAdditionENDC-r17
Indicates whether the UE supports conditional PSCell addition for (NG)ENDC.
	UE
	No
	No
	No

	condPscellAdditionNRDC-r17
Indicates whether the UE supports conditional PSCell addition for NRDC.
	UE
	No
	No
	No

	condPSCellChangeFDD-TDD-r16
Indicates whether the UE supports conditional PSCell change between FDD and TDD cells. The parameter can only be set if condPSCellChange-r16 is set for at least one FDD band and one TDD band.
	UE
	No
	No
	No

	condPSCellChangeFR1-FR2-r16
Indicates whether the UE supports conditional PSCell change between FR1 and FR2. The parameter can only be set if condPSCellChange-r16 is set for at least one FR1 band and one FR2 band.
	UE
	No
	No
	No

	mnInitiatedCondPscellChangeENDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change for (NG)ENDC.
	UE
	No
	No
	No

	mnInitiatedCondPscellChangeNRDC-r17
Indicates whether the UE supports MN initiated conditional PSCell change for NRDC.
	UE
	No
	No
	No

	pscellT312-r16
Indicates whether the UE supports T312 based fast failure recovery for PSCell.
	UE
	No
	No
	No

	scg-ActivationDeactivation-r17
Indicates whether the UE supports activation and deactivation on SCG.
	UE
	No
	No
	Yes

	scg-RachlessActivation-r17
Indicates whether the UE supports rachless activation on SCG.
	UE
	No
	No
	Yes




End of change





Annex

According to the following agreements made in RAN2#116-e, a draft subsection of RAN2 determined UE capabilities in TR 38.822 is included.
Include an annex containing the RAN2 determined UE capabilities in the feature list format in the running UE capability CRs (similar to annex containing RAN2 agreements) for easy compilation into the TR38.822 in the later stage.
For capabilities developed in R2, WIs will provide input to the mega CR. 

[bookmark: _Toc83759218]5.2.x	LTE_NR_DC_enh2-Core
Table 5.2.x-1: Layer-2 and Layer-3 feature list for LTE_NR_DC_enh2-Core
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Field name in TS 37.355 [9]
	Parent IE in TS 37.355 [9]
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	X. LTE_NR_DC_enh2-Core
	x-1
	Activation/Deactivation of SCG
	Indicates whether the UE supports activation and deactivation on SCG.
	
	
	
	No
	Yes
	
	Optional with capability signalling

	
	x-2
	Activation/Deactivation of SCG
	Indicates whether the UE supports rachless activation on SCG.
	FFS
	
	
	No
	Yes
	
	Optional with capability signalling

	
	x-3
	CPAC
	Indicates whether the UE supports conditional PSCell addition for NRDC.
	
	
	
	No
	No
	
	Optional with capability signalling

	
	x-4
	CPAC

	Indicates whether the UE supports conditional PSCell addition for (NG)ENDC.
	
	
	
	No
	No
	
	Optional with capability signalling

	
	x-5
	CPAC
	Indicates whether the UE supports MN initiated conditional PSCell change for NRDC.
	FFS
	
	
	No
	No
	
	Optional with capability signalling

	
	x-6
	CPAC
	Indicates whether the UE supports MN initiated conditional PSCell change for (NG)ENDC.
	FFS
	
	
	No
	No
	
	Optional with capability signalling






