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	This CR is to introduce the UE Capabilities for Rel-17 NPN:  
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· For onboarding and external credential holders over SNPN, wait for RAN2 discussion to decide whether to add UE AS capabilities and on where to specify them (in clause 5.4 ‘Optional without capability signalling’ or clause 6 ‘Conditional mandatory without capability signalling)’.
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	Features
	Condition

	Skipping UL configured grant if no data to transmit.
	Either configuredUL-GrantType1 or configuredUL-GrantType2 is supported.

	Downlink SDAP header
	Either NAS reflective QoS or as-ReflectiveQoS is supported.

	IMS emergency call
	It is mandatory to support IMS emergency call for UEs which are IMS voice capable in NR.

	MAC subheaders with one-octet eLCID field
	It is mandatory to support MAC subheaders with one-octet eLCID field for UEs/IAB-MTs supporting MAC CEs using extended LCID values as specified in TS 38.321 [8].

	IMS emergency service over SNPN
	It is mandatory for UEs operating in SNPN access mode which are IMS voice capable to support IMS emergency service over SNPN in limited service state, according to ims-SNPN-EmergencySupport as specified in TS38.331 [9].
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Annex: R2 feature list for this CR
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Field name in TS 38.331 [2]
	Parent IE in TS 38.331 [2]
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	
	xx-y3
	IMS emergency service over SNPN
	It is mandatory for UEs operating in SNPN access mode which are IMS voice capable to support IMS emergency service over SNPN in limited service state, according to ims-SNPN-EmergencySupport as specified in TS38.331 [9].
	
	
	
	n/a
	n/a
	
	Conditional mandatory without capability signalling



