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1. Overall Description:
RAN2 would like to thank RAN1 for the LS on the use of NCD-SSB or CSI-RS in DL BWPs for RedCap UEs and provide the following feedback on whether the highlighted working assumptions in the LS from RAN1 are acceptable from RAN2 perspective.
Regarding the following working assumption for FR1 and FR2 related to a separate initial DL BWP: “If it is configured for paging, RedCap UE expects it to contain NCD-SSB for serving cell but not CORESET#0/SIB from RAN1 perspective”
· RAN2 and RAN concluded that the UE uses only the CD-SSB for IDLE/INACTIVE mode measurements, cell (re-)selection and paging reception (as in legacy). Using an NCD-SSB for these purposes is not considered further.

Regarding the following working assumption for FR1 and FR2 related to an RRC-configured active DL BWP in connected mode: “A RedCap UE can in addition optionally support relevant operation based on CSI-RS”
· The use of CSI-RS for cell and beam RLM and measurements is already supported from RAN2 signalling standpoint, but it is up to RAN4 to decide whether CSI-RS can be used instead of CD-SSB and NCD-SSB for such measurements.


2. Actions:
To RAN1
ACTION: 	RAN2 kindly asks RAN1 to take the information above into consideration. 


3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 Meeting #117-e                       21st Feb - 3rd Mar 2022		e-Meeting
TSG-RAN WG2 Meeting #118-e                  	16th - 27th May 2022 		e-Meeting

